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WALL GRAZER

FLOODLIGHT « WALL WASHER

AC1A-F1000-0036CHX-00

= High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.
= Beam projection distance greater than 10 meters.

= 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.

= Cree or Lumileds High power LEDs in whites, mono colour and RGB. Choices of beam angles.

= Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.

= Seamless line of light with no dark spaces at joints when connected in cascade.

= Easy and neat installation with adjustable mounting brackets and cable stowed compartment.

= 36V DC input. DMX with automatic addressing function.

IP66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL

36 (1W/3W) ; 18 (1W/3W) : 12 (1W/3W)
43.2W / 86.4W : 21.6W / 43.2W : 14.4W / 28.8W
3816 Im / 6696 Im : 1908 Im / 3348 Im : 1272 1m / 2232 Im
88 Im/W / 78 Im/W : 88 Im/W / 78Im/W : 88 Im/W / 78 Im/W

16bit*3 (65536*65536"65536)
256
DC36V
-40°C~50°C

10%~95%RH
Powder coated extruded aluminum body + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

DimenSion e mosing acket 1000"53*80mm ; 510*53*80mm : 350*53+*80mm
Weight 4.7kg : 2.4kg : 1.6kg
Pixel Quantity 1
Control Gear DMX
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour i Standard Specification )
5000K 3816 Im Ra 80 / 6696 Im Ra 80 : 1908 Im Ra 80 / 3348 Im Ra 80 : 12721m Ra 80 / 2232 Im Ra 80
4000K 3708 Im Ra 80 / 6480 Im Ra 80 : 1854 Im Ra 80 / 3240 Im Ra 80 : 1236 Im Ra 80 / 2160 Im Ra 80
3000K 3420 Im Ra 80 / 5976 Im Ra 80 1710 Im Ra 80 / 2988 Im Ra 80 1140 Im Ra 80 / 1992 Im Ra 80
2700K 3060 Im Ra 80 / 5616 Im Ra 80 : 1530 Im Ra 80 ; 2808 Im Ra 80 : 1020 Im Ra 80 / 1872 Im Ra 80
2400K - / - - ; - - / -
2200K = / = = / = - / -
1700K 2880Im - / 5400Im - : 1440lm - ; 2700Im - : 960Im - / 1800Im —
Blue 1188Im  /  1800Im : 594 Im / 900 Im : 396 Im / 600 Im
Amber 2052Im /  2880Im § 1026Im  /  14401m § 684 Im / 960 Im
RGB 2280 Im / 3240 Im : 1140 Im / 1620 Im : 760 Im / 1080 Im
RGB + White - / - ' - - : - / -
LED Type Beam Angle
CREE XP - E2 9°/15°/23°/30°/ 15°38° / 12°*30°

9°/17°/23°/33°/12°*31°/ 9°*37°




Dimension Details:

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER
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Installation Details:

Mounting Bracket: 2PCS

101.5

Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 10°*35°

Candela Distribution Curve

Isolux Curve (Ix)
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Average Beam Angle (50%): 18.1 degree
Note: Test data is based on AC1A-F1000-0036CHX-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC36V DC36V DC36V
DMX Interface
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC36V DC36V DC36V

(Nlustration: Each light fixture represents one pixel)
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STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211
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FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
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A-Chi Series AC2A

StrongLED’

Switch on to awesome

AC2A-L1000-0072CHX-00

= High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.
= Beam projection distance greater than 10 meters.
= 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.
= Cree or Lumileds High power LEDs in whites, mono colour and RGB. Choices of beam angles.

= Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.
= Seamless line of light with no dark spaces at joints when connected in cascade.
= Easy and neat installation with adjustable mounting brackets and cable stowed compartment.
= AC 110~220V input. DMX with automatic addressing function.
= |P66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

72 (1W/2W)
86.4W / 129.6W
7632 Im / 10584 Im
88 Im/W / 82 Im/W

CREE XP-E2/ LUMILEDS REBEL

1 Gblt*3 (65536"65536"65536)
256
AC110V~220V
-40°C~50°C
10%~95%RH

36 (1W/2W)
43.2W / 64.8W
3816 Im /5292 Im

88 Im/W / 82 Im/W

Powder coated extruded aluminum + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

1000*85*80.6mm
8.79g

1
DMX
IP 66
=50000 hours
Outdoor

515*85*80.6mm
4.53kg

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB + White

76321m Ra 80 / 10584 Im Ra 80

Standard Specification

7416 Im Ra 80 / 10152 Im Ra 80

6840 Im Ra 80 / 9360 Im Ra 80

6120 Im Ra 80 / 8640Im Ra 80 i

— / —
5760 Im -
2376 Im
4104 Im
4560 Im

8280 Im
2988 Im
4932 Im
5520 Im

~ Y~ Y~~~

3816 Im
3708 Im
3420 Im
3060 Im

Ra 80 / 5292 Im Ra 80
Ra 80 / 5076 Im Ra 80
Ra 80 / 4680 Im Ra 80
Ra 80 / 4320 Im Ra 80

_ / _

2880 Im -
1188 Im
2052 Im
2280 Im

4140Im -
1494 Im
2466 Im
2760 Im

~~ Y~~~

LED Type

CREE XP - E2
LUMILEDS REBEL
CREEXM-L(4IN1)

Beam Angle

9°/15°/23°/30°/15°38° / 12°*30°
9°/17°/23°/33°/12°*31°/ 9°*37°

FLOODLIGHT « WALL WASHER
WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 23°
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Average Beam Angle (50%): 20.7 degree
Note: Test data is based on AC2A-F1000-0072CHX-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170
AC110V~220V  AC110V~220V AC110V~220V AC110V~220VI  AC110V~220V AC110V~220V
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170

|

AC110V~220V AC110V~220V AC110V~220V AC110V~220V! AC110V~220V AC110V~220V

(Nustration: Each light fixture represents one pixel)
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FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
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A-Chi Series AC2A
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Switch on to awesome

AC2A-F1000-0072CHX-00

= High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.
= Beam projection distance greater than 10 meters.

= 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.

= Cree or Lumileds High power LEDs in whites, mono colour and RGB. Choices of beam angles.

= Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.

= Seamless line of light with no dark spaces at joints when connected in cascade.

= Easy and neat installation with adjustable mounting brackets and cable stowed compartment.

36V DC input. DMX with automatic addressing function.

= |P66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL

72 (1W/2W) : 36 (1W/2W) : 24 (1W/2W)
86.4W / 129.6W : 43.2W / 64.8W : 28.8W / 43.2W
7632 Im / 10584 Im : 3816 Im / 5292 Im : 2544 Im / 3528 Im
88 Im/W / 82 Im/W : 88 Im/W / 82 Im/W : 88 Im/W / 82 Im/W
1 6b|t*3 (65536°65536"65536)

256
DC36V
-40°C~50°C

10%~95%RH
Powder coated extruded aluminum + Clear tempered glass diffuser
Signal cable: PVC cable W|th waterproof connectors =500mm; Power cable Neoprene =500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

Dimension without mounting bracket) 1000*85*80.6mm : 515*85*80.6mm : 350*85*80.6mm

Weight 6.26kg : 3.22kg : 2.2kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 76321m Ra80 / 10584 Im Ra 80 3816Im Ra 80 / 5292 Im Ra 80 2544 Im Ra 80 / 3528 Im Ra 80
4000K 74161m Ra80 / 10152Im Ra80 | 3708 Im Ra 80 / 5076 Im Ra 80 : 2472 Im Ra 80 / 3384 Im Ra 80
3000K 6840 Im Ra80 / 9360Im Ra 80 3420 Im Ra 80 / 4680 Im Ra 80 2280Im Ra 80 / 3120 Im Ra 80
2700K 61201m Ra80 / 8640Im Rag80 .  3060Im Ra80 / 4320Im Ra80 :  2040Im Ra80 / 2880 Im Ra 80
2400K - / - - / - - / -
2200K = / = = / = - / -
1700K 5760Im - / 8280Im - ; 2880Im - / 4140Im - ; 1920lm - / 2760Im -
Blue 2376 Im / 2988 Im : 1188 Im / 1494 Im : 792 Im / 996 Im
Amber 4104Im  / 4932 Im § 2052Im /2466 Im § 1368Im /1644 1m
RGB 4560 Im  / 5520 Im : 2280Im /  2760Im : 1520lm  /  18401Im
RGB + White - / - : - / - : - / -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

9°/17°/23°/33°/12°*31°/ 9°*37°

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:
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Installation Details:

Mounting Bracket: 2PCS

2-R1S
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Tilt markers 402

Adjustable Tilt Bracket

137

3922015

Mounting bolts

Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 23°

Candela Distribution Curve

Isolux Curve ( Ix)
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Average Beam Angle (50%) : 20.7 degree S(m)
Note: Test data is based on AC2A-F1000-0072CHX-00 only.
System Schematic Diagram:

NO.1 NO.2 NO.3 NO.4 NO.5 NO.170

DC36V DC36V DC36V| DC36V DC36V DC36V

DMX Interface

NO.1 NO.2 NO.3 NO.4 NO.5 NO.170

DC36V DC36V DC36V| DC36V DC36V DC36V

(Nlustration: Each light fixture represents one pixel)
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Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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A-Chi Series AC3A
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LED TYPE

= High power linear LED luminaire for outdoor illumin
= Beam projection distance greater than 10 meters.

StrongLED’

Switch on to awesome

AC3A-L1000-0108WHP-00

ation of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.

= 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.
= Cree or Lumileds High power LEDs in whites, mono colour and RGB. Configurable with 5 led types (R,G,B,W,WW) for wide dynamic colour ranges.

Choices of beam angles.
= Rugged built, efficient and effective thermal design
= Seamless line of light with no dark spaces at joints

aluminum housing for stable operation and long service life.
when connected in cascade.

= Easy and neat installation with adjustable mounting brackets and cable stowed compartment.

= AC110~220V input. DMX with automatic addressin

g function.

= |P66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL

108 (1W) ; 72 (1W)
129.6W : 86.4W
11448 Im 7632 Im
88 Im/W : 88 Im/W
16bit*3 (ss536°6553665536)
256
AC110V~220V
-40°C~50°C

10%~95%RH
Powder coated extruded aluminum + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors>500mm Power cable: Neoprene=500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

Dimension winout mounting bracket) 1000*118*82mm : 680*118*82mm
Weight 10.47kg : 7.12kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 11448 Im Ra 80 i 7632 Im Ra 80
4000K 11124 Im Ra 80 7416 Im Ra 80
3000K 10260 Im Ra 80 6840 Im Ra 80
2700K 9180 Im Ra 80 : 6120 Im Ra 80
2400K - -
2200K = ; =
1700K 8640 Im - . 5760 Im -
Blue 3564 Im 2376 Im
Amber 6156 Im § 4104 Im
RGB 6840 Im 4560 Im
RGB + White - : -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

9°/17°/23°/33°/12°*31°/ 9**37°

FLOODLIGHT « WALL WASHER

WALL GRAZER



Dimension Details:

> unit: mm

Without extension height

With extension height

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER
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Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°*35°
—/+180 MH(m)
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Average Beam Angle (50%): 18.1 degree
Note: Test data is based on AC3A-L1000-0108WHP-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170
AC110V~220V AC110V~220V|  AC110V~220V| AC110V-~220VI  AC110V~220VI  AC110V~220V
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170
AC110V~220V AC110V~220V|  AC110V~220V| AC110V~220VI  AC110V~220VI  AC110V~220V
(Mustration: Each light fixture represents one pixel)
® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
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A-Chi Series AC3A StrongLED"

\ i Switch on to awesome

FLOOD LIGHT

WALL GRAZER

FLOODLIGHT « WALL WASHER

m AC3A-F1000-0108WHP-00

® High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.

= Beam projection distance greater than 10 meters.

® 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.

= Cree or Lumileds High power LEDs in whites, mono colour and RGB. Configurable with 5 led types (R,G,B,W,WW) for wide dynamic colour ranges.
Choices of beam angles.

® Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.

= Seamless line of light with no dark spaces at joints when connected in cascade.

= Easy and neat installation with adjustable mounting brackets and cable stowed compartment.

= 36V DC input. DMX with automatic addressing function.

= |P66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type CREE XP-E2/LUMILEDS REBEL

LED Quantity 108 (1W) § 72 (1W) i 36 (1W)
Power Rating 129.6W : 86.4W : 43.2W
Luminous Flux 11448 Im 7632 Im 3816 Im
Luminous Efficacy 88 Im/W : 88 Im/W 88 Im/W
Contrast Level 16bit*3(55536'65535‘65535)

Brightness Level 256

Input Voltage DC36V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors=500mm; Power cable: Neoprene=500mm
DIMENSION o mosnns ke 1000*118*82mm : 680*118*82mm : 355*118*82mm
Weight 9.11kg : 6.19kg : 3.23kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 11448 Im Ra 80 7632 Im Ra 80 3816 Im Ra 80
4000K 11124 Im Ra 80 i 7416 Im Ra 80 i 3708 Im Ra 80
3000K 10260 Im Ra 80 6840 Im Ra 80 3420 Im Ra 80
2700K 9180 Im Ra 80 : 6120 Im Ra 80 : 3060 Im Ra 80
2400K - - -
2200K = : - : -
1700K 86401Im - 57601Im - 28801Im -
Blue 3564 Im ; 2376 Im ; 1188 Im
Amber 6156 Im § 4104 Im § 2052 Im
RGB 6840 Im i 4560 Im i 2280 Im
RGB + White - : - : -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/12°*31° / 9°*37°

CREEXM-L(4IN1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

Installation Details:

Mounting Bracket: 2PCS

Tilt markers —502:x0.

Adjustable Tilt Bracket

155.7

Mounting bolts

Photometry:

Lamp Source: LUMILEDS REBEL
Beam Angle: 9°*35°

Candela Distribution Curve

Isolux Curve ( Ix)
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Average Beam Angle (50%): 18.1 degree
Note: Test data is based on AC3A-F1000-0108WHP-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170
DC36V DC36V DC36V| DC36V| DC36V| DC36V
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5 NO.170
DC36V DC36V DC36VI DC36V| DC36V| DC36V

(Mlustration: Each light fixture represents one pixel)
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Amigo Series AG1A

DC
24V

OM%-
100%
DIMMABLI

2y

CRI

COLOR RENDERING
ND.

@
LED TYPE

Brightness level of 256. Contrast level of 65536.

Application: Indoor.

AG1A-EX100-024WEHP-00

Elegant high power LED linear luminaire for wall wash, wall graze, task and accent lighting.
High power Cree or Lumileds LED. High CRI: 90. Anti-glare deep seated light source.

DC24V input and Constant Current Drive for consistent color and long service life. Dimmable.
Customizable case color and lengths. Variety of brackets and ceiling mounts available.

StrongLED’

Switch on to awesome

LED Type
LED Quantity 24
Power Rating 28.8W
2544 Im
88 Im/W

Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension witout mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

1.5kg

1000*35*36mm

751*35*36mm

CREE XP-E2 / LUMILEDS REBEL
18 : 12
21.6W 14.4W
1908 Im 1272 Im
88 Im/W : 88 Im/W
16b|t (65536)
256
DC24Vv
-40°C~50°C
10%~95%RH
Powder coated extruded aluminum
PVC Cable=500mm

: 502*35*36mm

1.13kg 0.75kg

0 ~10V / J-Link

=50000 hours
Indoor

7.2W
636 Im
88 Im/W

253*35*36mm
0.38kg

Colour

Standard Specifications

| 636ImRa80 | -
! 618ImRa80 -

5000K
4000K

2544 Im Ra 80 | - { 1908 Im Ra 80 | - ! 1272Im Ra 80 ! -
2472ImRa 80 ! = ! 1854Im Ra 80 ! - ! 1236 Im Ra 80 ! - :
3000K 2280 ImRa80 | 2160 ImRa90 | 1710imRa 80 | 1620/mRa90 | 1140ImRa80 | 1080IMRa90 | 570ImRa80 | 540 Im Ra 90
2700K 2040ImRa 80 | 1920ImRa90 ; 1530/mRa80 : 1440ImRa90 | 1020ImRa80 | 960ImRa90 | 510ImRa80 | 480ImRa90
2éo00K e e e R
2200K S = === ===
1700K 1920Im - | - o 1440m - | - | 960m - | - {o4g0im - i -

Blue 792Im 594 Im 396 Im 198Im

Amber 1368 Im ; 1026 Im : 6841m : 3421m

RGB - s - s - s -
RGB+W - : - : - E -

LED Type
Beam Angle (50%) 9°
Field Angle (10%) 19°
Cut-off Angle

CREE XP-E2
23° 1 30°
47° 60°

LUMILEDS REBEL
P23 1 33
44° 64°

17°
33°

12°430° @ 9°
24°52° 1 19°

15°
28°

é 120%31° é 9°+37°
1 24°%52° 1 21°%62°

i 15%38° |
| 33%466° !

43° 43°




1000
[ ]
1O OO0 0 O 000 OO0 0000000000000 0

4713

Mounting Bracket:
2PCS

424

1) Mounting Bracke

20

D]

Lamp Source: Lumileds Rebel Candela Distribution Curve Isolux Curve (Ix)
Power Rating:14.4W
Beam Angle: 17° MH(m)
Field Angle (10%): 33° g \g IR
] 7N
J )
i
60 I 60 5 |
Beam Angle Curve: | i / H
) 6 1200
f 7/ / } ——— 1000
‘ | B / —— 800
10q | 8 / 600
30 | ‘ 30 0 / — 400
Ll ~— 200
q |
\ Intensity: cd 10— / 160
—_C0/180,16.3° 100
. C90/270,16.4° 1 —— 800
20 10 0 10 20 60.0
0.0 0.9 18 27 36 45
Average Beam Angle (50%): 16.4 degree S(m)
Note: Test data is based on AG1A-EX050-012WEHP-00 only.
J-TOUCH
NO.1 NO.2 NO.3 +eeeee NO.100
NO.1
\;}.a“‘,‘,";:ﬁ, ......J
FT-PWM3-00
NO.1 NO.2 NO.3 +eeeee NO.100
NO.2
L S ceeee
FT-PWM3-00
: : NO.1 NO.2 NO.3 +eeeee NO.100
NO.16
‘ S Taaler | ‘ ‘ ......J
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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Amigo Series AG3A
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LED TYPE

Choice of Cree or Lumiled high power LED chip.

Application: Indoor.

AG3A-EX120-024WEHP-00

Elegant high power linear LED luminaire, suitable for wall washer.

Precision extruded aluminum housing with chamfered face plate for flush installation. Customized case color and length.
Customized beam angles; Brightness level of 256,Contrast level of 65536.
Power Input: DC24V, Constant Current Drive for consistent color and long service life.

StrongLED’

Switch on to awesome

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 24 18 12 : 9 6

Power Rating 28.8W 21.6W 14.4W 10.8W : 7.2W
Luminous Flux 2544 Im 1908 Im 1272 Im 954 Im 636 Im
Luminous Efficacy 88 Im/W 88 Im/W 88 Im/W 88 Im/W 88 Im/W
Contrast Level 16bit (e5536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum

Cable Interconnect PVC Cable=500mm

DiMENSION gt moustng ey 1200*50%40 mm 900*50*40 mm 600*50*40 mm 450*50*40 mm 300*50*40 mm
Weight 1.38 kg 1.04 kg 0.69 kg 0.52 kg 0.35 kg

Pixel Quantity -

Control Gear -

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 2544ImRa80 ! -  i1908mRa80 ! -  i1272mRa80i - ! 954ImRaB0 | - ! 63%mRa80 | -
4000K 2472 ImRa 80 : - 11854 ImRa 80 ! - 11236 ImRa 80 : - 1 927 ImRa 8o ! - i 618 ImRa80 : -
3000K 2280 ImRa 80 | 2160 ImRa 90§ 1710 ImRa 80 | 1620 ImRa 90 | 1140 ImRa 80 § 1080 ImRa 90 | 855ImRa80 | 810ImRa90 | 570MRa80 | 540ImRa90
2700K 2040 Im Ra 80 } 1920 ImRa 90 : 1530 ImRa 80 : 1440 ImRa 90 : 1020 mRa 80 : 960 ImRa90 | 765ImRa80 : 720imRa90 : 510ImRa80 | 480 ImRa 90
2400K - : - : - : - : -

2200K - - : - - : -

1700K 1920 Im 1440 Im 960 Im 7201Im 480 Im

Blue 792Im 594 1Im 396Im 2971Im 198 Im

Amber 1368 Im 1026 Im 684 1Im 513Im 3421m

RGB - - = = =

RGB+W - - - - -

LED Type CREE XP-E2 : LUMILEDS REBEL

Beam Angle (50%) 9° 15° 23° | 30° i 15%38° | 12%30° | 9° 17° 1 23 1 33° ! 12%31° | 9%a7°
Field Angle (10%) 19° 28° 47° 60° | 33766° | 24°52° i 19° SR 44° 64° | 24%52° | 21°62°
Cut-off Angle (50%) 44°




1200/900/600/450/300

50

d)éoooooooooooggooooooooooo

® |
21.5
235

=
40

1 ((
=

1188/888/588/438/288

30

Mounting Bracket:
5PCS/1.2m

Lamp Source: Lumileds Rebel
Power Rating:28.8W

Beam Angle (50%): 9°*37°
Field Angle (10%): 21°62°

Beam Angle Curve:

"

2+0.
20+0.15

¢
17.8+0.1

Candela Distribution Curve

Mounting Bracket

Flush mount opening length: 1190/890/590/440/290 + 2mm

Isolux Curve ( Ix)

DC24v

MH(m)
Js‘
] A
| J
|
60 Ik 60 5 m
| [l
: 6 1900
‘ | 7 /H —— 1600
| /J —— 1200
0 30 8 930
/ — 620
® 7 310
Intensity: cd 10 / 250
— C0/180,9.3° —— 160
—— ©90/270,37.3° 11 120
20 10 0 10 20 93.0
0.0 0.9 18 2.7 3.6 45
S(m)
Note: Test data is based on AG3A-EX120-024WEHP-00 only.
J-TOUCH
NO.1 NO.2 NO.3 +eeee+ NO.100
NO.1
Pt B
FT-PWM3-00
NO.1 NO.2 NO.3  +eeee+ NO.100
NO.2
R B
FT-PWM3-00
: NO.1 NO.2 NO.3 +eeee+ NO.100
NO.16 ‘
Rt
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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Aloha Series AL1A

TUNABLE COLOUR

@ (&)
DIMMABL AL

CRI

COLOR RENDERING
ND.

LED TYPE

Lumileds high power LED chips in range of white.

Powder coated precision aluminum housing with spring clip mounting.

Design with heat dissipating fins for effective and efficient heat management.

Power Input: DC24V, Constant Current Drive for consistent color and long service life.
Can be contolled by wide range of control systems.

StrongLED’

Switch on to awesome

AL1A-EX015-009WFHP-00

High brightness, high CRI LED downlight. Anti-glare deep seated light source. Cut-off angle: 400.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension inout meuntng brackey
Weight

Pixel Quantity

Control Gear

Ingress Protection

LUMILEDS REBEL
9
8.88W
351 Im
40 Im/W
16bit (65536)
256
DC24V
-40°C~50°C
10%~95%RH
ABS + Precision cast aluminum structure
Rubber Cable =500mm
®145*142.4 mm
0.53kg

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

Life Span =50000 hours
Application Indoor
Colour Standard Specifications
5000K 351Im Ra 90
4000K 340 Im Ra 90
3000K 314 Im Ra 90
2700K 295 Im Ra 90
2400K -

2200K =

1700K 284 Im Ra 90
Blue =

Amber -

RGB -
RGB+W -

LED Type LUMILEDS REBEL

56°
95°
40°




171.2

142.4

9

Spring Clip mounting:

=

- Spring clip expand outward

Lamp Source: LUMILEDS REBEL
Beam Angle: 56°
Field Angle: 95°

Candela Distribution Curve Isolux Curve (Ix)

—/+180 MH(m)
-150 150 o \ \\\\\\
I\
4 1
-120 120 ] T
5 \\\
al
6 : ‘ 59.0
% 7 s ( 49.0
/ — 390
8 / 29.0
ol y — 200
9.80
e
10| 7.80
Intensity: cd 4.90
. C0/180,56.2° " 3.90
— Cooensser
- e 0.0 45 9.0
0 o
€90/270,55.7 S(m)
Average Beam Angle (50%): 55.9 degree
Note: Test data is based on AL1A-EX015-009WFHP-00 only.
J-TOUCH
NO.1 NO.2 NO.3  +eeeee NO.100
NO.1
e e ..
J FT-PWM3-00
DC24V : : : NO.1 NO.2 NO.3  +eeee- NO.100
NO.16
: 1’5‘:,".,3{ ......
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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Aloha Series AL2A

StrongLED’

/ Switch on to awesome

20%-
100%

DIMMABLE

&

LED TYPE

AL2A-EX020-009WFHP-00

= Attractive high brightness LED downlight with tunable RGB mood ring. Anti-glare deep seated light source.
= Choice of Cree or Lumileds high power LED chip in range of white, RGBW and tunable white.

= Powder coated Precision aluminum housing with fixed or spring clip mountings.

= Design with heat dissipating fins for effective and efficient heat management.

= Power Input: DC24V, Constant Current Drive for consistent color and long service life.

= Can be controlled by wide range of control systems.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension inout meuntng brackey
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

LUMILEDS REBEL + CREE SMD 3535

9 (High Power LED) + 9 (RGB LED)
24.2W + 2.16W
1010 Im + 63 Im s
41 Im/W

16bit*4 (65536°65536+65536°65536)

LUMILEDS REBEL
9
24.2W
1010 Im
41 Im/W
: 16bit (e5536)
256
DC24V
-40°C~50°C
10%~95%RH
ABS + Precision cast aluminum structure
PVC Cable=500mm
®200%141.2 mm
0.82kg

=50000 hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

1010 Im Ra 90
977 Im Ra 90
901 Im Ra 90
847 Im Ra 90
815Im Ra 90
815 Im Ra 90

1010 Im + 63 Im (reB)

Standard Specifications
: 1010 Im Ra 90

977 Im Ra 90
901 Im Ra 90
847 Im Ra 90
815Im Ra 90
815 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE SMD 3535 / LUMILEDS REBEL
66°
100°
40°




141.2

1.Fixed Clip mounting:

f

Face Frame AL2A

- Attach based.

- Install lamp into collar.

—

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 66°
Field Angle:100° ~/+180 MH(m)
-150 150 ] N
3 ) W
4 / | \
-120 120 i } \\
5 |
il
6 // / —— 760
% 7L~ / | —— 630
/," —— 510
8 | 38.0
/ R
ol | / 25.0
v 13.0
60 10— —— 100
Intensity: cd — 6.30
. C0/180,65.7° 1 —— 510
— €30/210,66.2°
30__ C60/240,65.9° 00 15 50 3.80
€90/270,65.7° - : ‘o)
Average Beam Angle (50%): 65.9 degree
Note: Test data is based on AL2A-EX020-009WFHP-00 only.
J-TOUCH
NO.1 NO.2 NO.3  +eeeee NO.100
NO.1
- N I——————.
J FT-PWM3-00
DC24V @ : NO.1 NO.2 NO.3  +veee- NO.100
NO.16
et ...
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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Amanda Series AM1A

StrongLED’

Switch on to awesome
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DIMMABLE

1.“::;;/90

LANDSCAPE

Features:

Technical Specification

AM1A-H0038-0001WHX-00

Attractive small circular high brightness LED dot light, suitable for signage, advertising light box and graphic display.

Cree high power led in whites and mono color. Choice of beam angles.

Available in 6 dot lights and 150mm dot pitch in a strand with a constant current driver.

Injection molded aluminum case with good heat dissipation, clear or frosted diffuser and fully potted in silicon for water ingress protection up to IP85.
Brightness level of 256 and 16 bits contrast level ensures consistent and smooth color change effect.

Customizable dot pitch, casing color and lead cable length.

Cable Interconnect
Dimension (without mounting bracket)

LED Type CREE XP - E2
LED Quantity 1(1W)
Power Rating 1.2W
Luminous Flux 106 Im
Luminous Efficacy 88 Im/W
Contrast Level 16Dbit sss3s)
Brightness Level 256
Input Voltage Constant current 350mA (external)
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) Aluminum

Signal/Power cable: PVC cable with waterproof connectors =150mm
55*38*16.8mm

LUMILEDS REBEL
CREE XM-L (4 IN 1)

Weight 0.08kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 106 Im Ra 80
4000K 103 Im Ra 80
3000K 95 Im Ra 80
2700K 85Im Ra 80
2400K -

2200K =

1700K 80 Im Ra 80
Blue 33 Im

Amber 57 Im

RGB -

RGB + White -

LED Type Beam Angle
CREE XP-E2 15°/30°/45°/100° / 20°*35°

SPOT LIGHTS « NODE/PIXEL LIGHTS



SPOT LIGHTS « NODE/PIXEL LIGHTS

Dimension Details:

>> unit: mm

=

38

Installation Details:

Mounting Bracket: 2PCS

Photometry:

Lamp Source: CREE XP - E2
Beam Angle: 100°

System Schematic Diagram:

DMX Interface

g 39.2
0s, #TZI ﬁ ﬁ
s «' Side cable~\ Side cable
- el
o ]ﬂﬂ]:xén
i |~ Surface mounting bracket
Candela Distrbution Curve Isolux Curve (Ix)
~/+180 MH(m)
-150 150 1)
3 / } N\
4
-120 120 -
5
6 : 6.40
oo % 7L - ——— 530
7| 7 —— 430
/
8 / P 3.20
ol 1 Y4 — 210
— -~ 1.10
-60 60 10 "t / —— 085
Intensity: cd e —— 053
0.0 2 C0/180,96.7° 11 - —— 043
o_guriosee e
0 - Pl 0.0 4.5 9.0
€90/270,96.7 S(m)
Average Beam Angle(50%): 96.4 degree
Note: Test data is based on AM1A-H0038-0001WHX-00 only.
constant current driver NO.1 0.2 NO.6 Line Terminator
300mm 00mm =150mm L
...... e
DC24V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX-WD DMX-WD DMX-WD DMX-WD DMX-WD DMX-WD
oc2av .
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX-WD DMX-WD DMX-WD DMX-WD DMX-WD DMX-WD
DC24V

(HNustration: Each light fixture represents one pixel)
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Apollo Series AP10A

StrongLED’

Switch on to awesome

‘ “’66} ‘ ; J
BROIEGTION. FLOOD u'GH
/

110v/
220V ~

BRIDGES

A0OM Reach 100Lux

AP10A-L0215-0036WHX-00

= Medium-sized high power outdoor floodlight for architectural and landscape lighting.

= Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB] and beam angles.

= DMX control, DC24V input. Smooth and stable colour change effect with brightness level of 256 and contrast up to 3 x 65536 levels.

Powder coated (colour choices) diecast aluminium body with high efficient heat dissipation fins and anti-glare face mask.
Easy and stable installation with adjustable tilt angles and planar directions [rotatable mount]. Rated IP 66.

= |ntegrated AC power drive for easy installation.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 36 (1W/3W) 18 (1W/3W) 36 (9R9GIBIW)
Power Rating 43.2W / 86.4W : 21.6W /43.2W 86.4W
Luminous Flux 3816 Im / 6696 Im 1908 Im / 3348 Im 4104 Im
Luminous Efficacy 88 Im/W / 78 Im/W : 88 Im/W / 78 Im/W 48 Im/W
Contrast Level 16bit*3 (6553665536"65536) : 16bit*3 (65536"65536*65536) 16bit*4 (6553665536"65536'65536)
Brightness Level 256

Input Voltage DC24V/DC36V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) High precision die cast body + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension winout mounting bracket) 215*215*212mm

Weight 10.78kg

Pixel Quantity 1 1 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 3816 Im Ra 80 / 6696 Im Ra 80 : 1908 Im Ra 80 / 3348 Im Ra 80 -
4000K 3708 Im Ra 80 / 6480 Im Ra 80 ; 1854 Im Ra 80 / 3240 Im Ra 80 ; -
3000K 3420 Im Ra 80 / 5976 Im Ra 80 : 1710 Im Ra 80 / 2988 Im Ra 80 : -
2700K 3060 Im Ra 80 / 5616 Im Ra 80 1530 Im Ra 80 / 2808 Im Ra 80 =
2400K - / - : - / - : -
2200K = / = 0 - / - 0 -
1700K 2880Im - / 5400Im - 1440Im - / 2700Im - -
Blue 188Im  / 1800 Im : 594 Im / 900 Im ; =
Amber 2052Im /2880 Im § 1026Im  /  1440Im § -
RGB 2280Im /  3240Im ; 1140 Im / 1620 Im i =
RGB + White - / - : - / - : 2430 Im+1674 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15° *38° / 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/ 9°*37°

CREEXM-L(4IN1) -

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:
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Lamp Source: CREE XP-E2 Candela Distribution Curve

Beam Angle: 9°

Isolux Curve (Ix)
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Average Beam Angle (50%): 7.2 degree
Note: Test data is based on AP10A-M0215-0036VWHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

AC110V~220V
NO.1

DMX Interface

NO.10

AC110V~220V
NO.11

AC110V~220V

NO.20 NO.21 NO.170

I

AC110V~220V

AC110V~220V

AC110V~220V

(lllustration: Each light fixture represents one pixel)

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
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Apollo Series AP10A

StrongLED’

Switch on to awesome

A0M Reach100Lux

FLOODLIGHT « WALL WASHER
WALL GRAZER

AP10A-M0215-0036WHX-00

= Medium-sized high power outdoor floodlight for architectural and landscape lighting.

= Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB] and beam angles.

= DMX control, DC24V input. Smooth and stable colour change effect with brightness level of 256 and contrast up to 3 x 65536 levels.
= Powder coated (colour choices) diecast aluminium body with high efficient heat dissipation fins and anti-glare face mask.

= Easy and stable installation with adjustable tilt angles and planar directions [rotatable mount]. Rated IP 66.

Integrated AC power drive for easy installation.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL

36 (1W/3W) 18 (1W/3W) 36 (9RIGIBIW)
43.2W / 86.4W 21.6W/43.2W 86.4W
3816 Im / 6696 Im 1908 Im / 3348 Im 4104 Im
88 Im/W / 78 Im/W 88 Im/W / 78 Im/W 48 Im/W

16bit*3 (5536655665536

16bit*3 (sss36+6553665536)

16bit*4 (ess36-6553665536°65536)

256
DC24V/DC36V
-40°C~50°C
10%~95%RH
High precision die cast body + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

Dimension winout mounting bracket) 215*215*212mm

Weight 9.33kg

Pixel Quantity 1 1 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 3816Im Ra 80 / 6696 Im Ra 80 : 1908 Im Ra 80 / 3348 Im Ra 80 -
4000K 3708 Im Ra 80 / 6480 Im Ra 80 : 1854 Im Ra 80 / 3240 Im Ra 80 " =
3000K 3420 Im Ra 80 / 5976 Im Ra 80 1710 Im Ra 80 / 2988 Im Ra 80 -
2700K 3060 Im Ra 80 / 5616 Im Ra 80 : 1530 Im Ra 80 / 2808 Im Ra 80 : =
2400K - / - - / - -
2200K - / - 0 - / - ; =
1700K 2880Im - / 5400Im - i 1440Im - / 2700Im - i -
Blue 1188 Im / 1800 Im 594 Im / 900 Im -
Amber 2052Im /2880 1Im § 1026Im /  14401m § -
RGB 2280 Im / 3240 Im 1140 Im / 1620 Im -
RGB + White - / - : - / - : 2430 Im+1674 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

9°/17°/23°/33°/12°31° | 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢« WALL-GRAZER

Dimension Details:
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Installation Details:
Mounting Bracket: 1pc
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°
~/+180 MH(m)
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4
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Average Beam Angle (50%): 7.2 degree
Note: Test data is based on AP10A-M0215-0036WHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V/DC36V DC24V/DC36V DC24V/DC36V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V/DC36V DC24V/DC36V DC24V/DC36V

(Mustration: Each light fixture represents one pixel)

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211
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Apollo Series AP10B
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WALL GRAZER

FLOODLIGHT « WALL WASHER

AP10B-L0215-0007XHX-00

Medium-sized high power outdoor floodlight for architectural and landscape lighting.

Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB, RGB+W].
Narrow beam projection up to 5°.

Brightness level of 256 and contrast up to 3 x 655536 levels it projects a smooth and stable lighting effect.
Powder coated die-cast aluminum with high efficient heat dissipation fins, clear tempered glass diffuser.

Easy and stable installation with adjustable tilt and rotatable mounting base. Rated IP66.

AC110~220V input. DMX control with auto-addressing function.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL : CREEXM-L (4IN1)
LED Quantity 18 (3W) : 7

Power Rating 43.2W § 35W
Luminous Flux 3348 Im : 1736 Im
Luminous Efficacy 78 Im/W i 50 Im/W
Contrast Level 16bit*3 (6sss66ssseessas) E 16bit*4 (65536"65536"6553665536)
Brightness Level 256

Input Voltage AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated die cast aluminum + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension (without mounting bracket) 215*215*175mm

Weight 7.8kg

Pixel Quantity 1 : 2

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3348 Im Ra 80 -

4000K 3240 Im Ra 80 ; -

3000K 2988 Im Ra 80 -

2700K 2808 Im Ra 80 -

2400K - : -

2200K - 0 -

1700K 2700Im - ; -

Blue 900 Im 0 -

Amber 1440 Im § -

RGB 1620 Im -

RGB + White - : 1736 Im

LED Type Beam Angle

CREE XP - E2 5° -
LUMILEDS REBEL - : -
CREEXM-L(4IN1) - : 10°/20°/ 30°/10°*40°/10° *60°




Dimension Details:

> unit: mm

FLOODLIGHT ¢« WALL-WASHER ¢« WALL-GRAZER
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Lamp Source: CREE XM-L
Beam Angle: 11°

System Schematic Diagram:

DMX Interface

Candela Distribution Curve

Isolux Curve ( Ix)
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Average Beam Angle (50%): 24.2 degree
Note: Test data is based on AP10B-L0215-0007XHX-00 only.
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
AC110V~220V AC110V~220V AC110V~220V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
AC110V~220V AC110V~220V AC110V~220V

(Hustration: Each light fixture

represents 2 pixels)
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Apollo Series AP10B
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AP10B-M0215-0007XHX-00

Medium-sized high power outdoor floodlight for architectural and landscape lighting.

Narrow beam projection up to 5°.

DC 24V input. DMX control with auto-addressing function.

Technical Specification

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB, RGB+W].

Brightness level of 256 and contrast up to 3 x 655536 levels it projects a smooth and stable lighting effect.
Powder coated die-cast aluminum with high efficient heat dissipation fins, clear tempered glass diffuser.
Easy and stable installation with adjustable tilt and rotatable mounting base. Rated IPG6.

LED Type CREE XP-E2 / LUMILEDS REBEL CREEXM-L (4IN1)
LED Quantity 18 (3W) 7

Power Rating 43.2W 35W
Luminous Flux 3348 Im 1736 Im
Luminous Efficacy 78 Im/W : 50 Im/W
Contrast Level 16bit*3 (6553665366556 ) : 16bit*4 (65536°65536*65536°65536)
Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated die cast aluminum + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors=500mm; Power cable: Neoprene =500mm
Dimension (without mounting bracket) 215*215*175mm

Weight 6.3kg

Pixel Quantity

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3348 Im Ra 80 § -

4000K 3240 Im Ra 80 : -

3000K 2988 Im Ra 80 § -

2700K 2808 Im Ra 80 : =

2400K - -

2200K = ; =

1700K 2700 Im - -

Blue 900 Im H -

Amber 1440 Im -

RGB 1620 Im -

RGB + White - 1736 Im

LED Type Beam Angle

CREE XP - E2 5° -
LUMILEDS REBEL = i =
CREEXM-L(4IN1) - : 10°/20°/ 30°/10° *40°/ 10° *60°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Installation Details:

Mounting Bracket: 1PC

Photometry:

Lamp Source: CREE XM-L Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 11°

-/+180 MH(m)
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3 )/’ i
J
-120 120 ‘
5
Il
6 { 4100
/
-90 90 71/ ’ 3400
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8 } 2000
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Intensity: cd / 340
“— C0/180, 11.1° " E—
30 C30/210, 11.2° ——— 200
o — C60/240, 11.4° 0.0 45 2.0
C90/270, 11.4° S(m)
Average Beam Angle (50%): 24.2 degree
Note: Test data is based on AP10B-M0215-0007XHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
DMX Interface DC24V DC24V DC24Vv
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
DC24Vv DC24Vv DC24V
(Ilustration: Each light fixture represents 2 pixels)
S L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
t ro n g ::Ii?lgﬁ/I\_IEGDRI/_\ll\(iS‘gﬂﬁvsgﬁ[?gsl_l(g:¥mgNS)chqréI\I;ISDCO LTD. FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
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NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
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AP10-L0215-0036CHX-00

= Medium-sized high power outdoor floodlight for architectural and landscape lighting.

= Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB, RGB+W] and beam angles.
= Brightness level of 256 and contrast up to 3 x 655536 levels it projects a smooth and stable lighting effect.
= Powder coated die-cast aluminum with high efficient heat dissipation fins, clear tempered glass diffuser and built-in anti-glare hood.

= Easy and stable installation with adjustable tilt and rotatable mounting base. Rated IP66.
= AC110V~220V input. DMX control with auto-addressing function.

Technical Specification:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

LED Type CREE XP-E2/LUMILEDS REBEL

LED Quantity 36 (1W/3W) : 24 (1W/3W) 18 (1W/3W) 36 (1W/3W)
Power Rating 43.2W / 86.4W : 28.8W / 57.6W : 21.6W/43.2W : 86.4W
Luminous Flux 3816 Im / 6696 Im 2544 Im / 4464 Im : 1908 Im / 3348 Im 4104 Im
Luminous Efficacy 88 Im/W / 78 Im/W : 88 Im/W / 78 Im/W : 88 Im/W /78 Im/W : 48 Im/'w
Contrast Level 16bit*3 (65536"65536"65536) : 16bit*3 (65536*65536"65536) : 16bit*3 (6553665536*65536) : 16bit*4 (65536"65536"65536*65536)
Brightness Level 256

Input Voltage AC110V~220V

Operating Temperature -40°C~50C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated die cast aluminum + Clear tempered glass diffuser

Cable Interconnect Signal Cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension without mounting bracket) 215*215*221mm

Weight 8.18kg

Pixel Quantity 1 1 1 : 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3816 Im Ra 80 /6696 Im Ra 80 2544 Im Ra 80 / 4464 Im Ra 80 1908 Im Ra 80 / 3348 Im Ra 80 -
4000K 3708 Im Ra 80/6480Im Ra80 : 2472Im Ra 80 / 4320 Im Ra 80 : 1854 Im Ra 80 / 3240 Im Ra 80 ! -
3000K 3420 Im Ra 80 /5976 Im Ra 80 2280Im Ra 80 / 3984 Im Ra 80 1710 Im Ra 80 / 2988 Im Ra 80 -
2700K 3060 Im Ra 80/5616Im Ra 80 : 2040 Im Ra80 / 3744 Im Ra 80 : 1530 Im Ra 80 / 2808 Im Ra 80 : -
2400K - / - - / - - / - -
2200K = / = : = / = : = / = 0 =
1700K 2880Im - /5400Im - 1920lm - / 3600Im - 1440lm - /2700lm - -
Blue 1188Im /1800 Im 792Im  / 1200 Im 594 Im / 900 Im -
Amber 2052Im /  28801Im 1368Im  / 1920 Im 1026Im  / 1440 Im -
RGB 2280Im /  3240Im 1520lm  /  2160Im 11400lm  / 1620 Im =
RGB + White - / - - / - - / - 2430+1674 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/12°*31° / 9°*37°

CREEXM-L(4IN1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 15°

Candela Distribution Curve

Isolux Curve (Ix)
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Note: Test data is based on AP10-L0215-0036CHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DMX Interface

AC110V~220V
NO.1

AC110V~220V

NO.11 NO.20 NO.21

AC110V~220V

AC110V~220V

AC110V~220V

(Ilustration: Each light fixture represents one pixel)
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AP10-M0215-0036CHX-00

= Medium-sized high power outdoor floodlight for architectural and landscape lighting.
= Cree or Lumileds leds. Available in wide ranges of colour temperatures, colours [Blue, Amber, RGB, RGB+W] and beam angles.
= Brightness level of 256 and contrast up to 3 x 655536 levels it projects a smooth and stable lighting effect.
= Powder coated die-cast aluminum with high efficient heat dissipation fins, clear tempered glass diffuser and built-in anti-glare hood.
= Easy and stable installation with adjustable tilt and rotatable mounting base. Rated IP66.
= DC 24V input. DMX control with auto-addressing function.

Technical Specification:

StrongLED’

Switch on to awesome

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

36 (1TW/3W)
43.2W / 86.4W
3816 Im / 696 Im
88 Im/W / 78 Im/W
1 6b|t*3 (65536"65536"65536)

Signal cable:

CREE XP-E2/ LUMILEDS REBEL
: 24 (1W/3W) :
: 28.8W /57.6W :
2544 Im / 4464 Im :
; 88 Im/W / 78 Im/W ;
: 1 Gblt*S (65536*65536*65536) :
256
DC24V
-40°C~50°C
10%~95%RH

18 (1W/3W)
21.6W /43.2W
1908 Im /3348 Im
88 Im/W / 78 Im/W
1 6b|t*3 (65536"65536*65536)

Powder coated die cast aluminum + Clear tempered glass diffuser
PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

36 (1W/3W)
86.4W
4104 Im
48 Im/W

16bit*4 (sss36+6553665536°65536)

LUMILEDS REBEL
CREEXM-L(4IN1)

9°/17°/23°/33°/12°*31°/ 9°*37°

Dimension (without mounting bracket) 215*215*221mm

Weight 6.45kg

Pixel Quantity 1 5 1 i 1 : 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3816 Im Ra 80 /6696 Im Ra 80 ! 2544 Im Ra 80 / 4464 1m Ra 80 : 1908 Im Ra 80 / 3348 Im Ra 80 -
4000K 3708 Im Ra 80 /6480 Im Ra 80 E 2472 Im Ra 80 / 4320 Im Ra 80 E 1854 Im Ra 80 / 3240 Im Ra 80 E -
3000K 3420 Im Ra 80/ 5976 Im Ra 80 22801m Ra 80 / 3984 Im Ra 80 1710 Im Ra 80 / 2988 Im Ra 80 -
2700K 3060 Im Ra80/5616Im Ra80 : 2040 Im Ra80 / 3744Im Ra80 | 1530 Im Ra 80 / 2808 Im Ra 80 : -
2400K - / - i - / - ; - / - ; -
2200K - / - 0 - / - 0 - / - ; -
1700K 2880Im - /5400Im - i 1920Im - / 3600Im - | 1440Im - / 2700Im - -
Blue 188Im / 1800 Im 792 Im / 1200 Im 594 Im / 900 Im -
Amber 2052Im /2880 Im 1368 Im / 1920 Im 1026 Im / 1440 Im -
RGB 2280Im /  32401Im 1520lm /2160 Im 140lm /  1620Im -
RGB + White - / - - / - : - / - 243041674 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm 190 R52 o
50 = :np
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Installation Details:

Mounting Bracket: 1PC

253+0.5

Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 15°

—/+180 MH(m)
~150 150 /‘ ‘\‘
3Pl
S
~120 120 \
im
o I
/ i 3200
|
-90 90 7 | 2700
— 2100
8 ‘ 1600
\j “ — 1100
9 i 540
|
-60 60 10 | —— 430
| _ / — 270
\| Intensity: cd
~— C0/180, 12.6° n — 210
_30 30 C90/270, 12.4° N — 160
0 0.0 4.5 9.0
Average Beam Angle (50%): 12.5 degree S(m)

Note: Test data is based on AP10-M0215-0036CHX-00 only.

System Schematic Diagram:

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DMX Interface DC24V DC24V DC24V

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V B

(HNustration: Each light fixture represents one pixel)

St r n L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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Apollo Series AP1D

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

AP1D-E0042-0001WHP-00

= Attractive small high power LED spot light, suitable for architectural, landscape and accent lighting applications.
= Cree or Lumileds LED in whites and mono color. Available in 1W and 3W versions and beam angles.

= Brightness level of 256, 16 bits contrast levels for consistent and smooth color change effects.

= Precision die cast aluminium, clear tempered glass diffuser and optional anti-glare hood.

= Tilt and planar rotation adjustable mounting base for easy and fast installation and beam projection setup.

= DC24V or constant current input with current controller. Ingress protection at IP66.

Technical Specification:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE XP-E2 / LUMILEDS REBEL
1(1W) 1(3W)
1.2W : 2.4W
106 Im 186 Im
88 Im/W : 78 Im/W
16b|t (65536)
256
DC24v
-40°C~50°C
10%~95%RH
Powder coated die cast aluminum
Power cable: Neoprene =500mm
42*42*65mm (Without bracket) / 42*42*85mm (With bracket)
0.23kg
DMX
IP 66
=50000 hours
Outdoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB + White

Standard Specification
106 Im Ra 80 186 Im Ra 80
103 Im Ra 80 : 180 Im Ra 80
95Im Ra 80 166 Im Ra 80
85Im Ra 80 : 156 Im Ra 80

80Im - : 150 Im -
33 Im : 50 Im
57 Im : 80 Im

LED Type

CREE XP - E2
LUMILEDS REBEL
CREEXM-L(4IN1)

Beam Angle
9°/15°/23°/30°/ 15°*38° / 12*30°
9°/17°/23°/33°/12°*31° | 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

LO)|

Without anti-glare hood w%
(3!
With anti-glare hood < QE
(sl

20

45,

52.56

Installation Details:

Mounting Bracket: 1PC

67.75

Rotation Bracket

Photometry:

Lamp Source: LUMILEDS REBEL
Beam Angle: 15°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
-150 150 M
)i
-120 120 4 I
|
5 / \“
6 240
/ ——— 200
-90 20 7 160
8 / | 120
/ I — 780
91— 39.0
1ol — 310
Intensity: cd / 200
ntensity: /
Z_ C0/180, 14.8° 11 —— 160
_30 30 — C80/210, 14.7° 120
X — C60/240, 14.6°
0 €90/270, 14.5° 00 5 g'g(m)
Average Beam Angle (50%): 14.6 degree
Note: Test data is based on AP1D-E0042-0001WHP-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.10
DG24v NO.1 NO.2 NO.3 NO.4 NO.10

(Monochrome lamps, each loop can be connected in series 10 fixtures)

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wauijiang City, Jiangsu Province, China 215211
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Apollo Series AP1H

Features:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

AP1H-E0080-0001WHP-00

Attractive small-sized high power LED spot light, suitable for architectural, landscape and accent lighting applications.

Lumileds LED in whites and mono color. Wide beam angle 110°.

Brightness level of 256, 16 bits contrast levels for consistent and smooth color change effects.
Precision die cast aluminium, frosted dome-shaped diffuser and optional anti-glare hood.
Tilt and planar rotation adjustable mounting base for easy and fast installation and beam projection setup.

DC24V or constant current input with current controller. Ingress protection at IP66.

Technical Specifications:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

LUMILEDS REBEL
1
1.2W
106 Im
88 Im/W
16bit (65536)
256
DC24v
-40°C~50°C
10%~95%RH
Powder coated die cast aluminum
Power Cable =500mm
80*80*81.7mm

Weight 0.4kg
Pixel Quantity -
Control Gear -
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour Standard Specifications
5000K 106 Im Ra 80
4000K 103 Im Ra 80
3000K 95 Im Ra 80
2700K 85Im Ra 80
2400K -
2200K -
1700K 80Im -
Blue 33Im
Amber 57 Im
RGB -
RGB+W -

LED Type Beam Angle
CREE XP-E2 -
LUMILEDS REBEL 110°

CREE XM-L (4 IN1)




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

>unit: mm
79.85
62.00
o
S
o
o ol
S o &
d o
S © 3 N B
B~

Photometry:

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°

-/+180
MH(m)
= / VI
3= | A
IR
120 4 T
— T
5 | J
6 ! / /
90 T |
8
9 1]
10 /
— —
) 11 i
Intensity: cd
— C0/180,108.8° |
30 — €80/210,109.5° 0.0 45 9.0
— €60/240,110.8° — 170 0.2800 S(m)
0 ©90/270,110.9° 140 0.2300
— 1.10 0.1400
0.8500 0.1100
Average Beam Angle (50%): 110.0 degree 0.5700 0.0850
Note: Test data is based on AP1H-E0080-0001WHP-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.10
DC24V
NO.1 NO.2 NO.3 NO.4 NO.10
(Monochrome lamps, each loop can be connected in series 10 fixtures)
S L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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Apollo Series AP3D
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Features:

DIMMABLE

AP3D-M0090-0003WHX-00

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

= Attractive small-sized high power LED spot light, suitable for architectural, landscape and accent lighting applications.

Technical Specification:

Cree or Lumileds LED in whites and mono color and various beam angles.
Available in several LED configurations with power outputs range from 3.6W to 20W to meet various projection requirement.
Brightness level of 256, 16 bits contrast levels for consistent and smooth color change effects.
Precision die cast aluminium, clear tempered glass diffuser and optional anti-glare hood.

Tilt and planar rotation adjustable mounting base for easy and fast installation and beam projection setup.
DC24V or constant current input with current controller. Ingress protection at IP66.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

6 (1W/3W)
7.2W / 14.4W
636 Im/ 1116 Im
88 Im/W / 78 Im/W
1 Gblt*3 (65536"65536"65536)

CREE XP-E2/ LUMILEDS REBEL

4 (1W/3W) . 3 (1W/3W) : 4
4.8W/9.6W ; 3.6W/7.2W ’ 20W
424 1m /744 Im : 318 Im /558 Im 992 Im
88 Im/W / 78 Im/W : 88 Im/W / 78 Im/W 50 Im/W
1 6b|t (65536) i 1 Gblt*3 (65536°65536"65536) 1 6b|t*4 (65536"65536*65536*65536)
256
DC24V
-40°C~50°C
10%-~95%RH

Powder coated die cast aluminum
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

90*90*106mm (Without bra:

CREE XM-L (4 IN 1)

cket) / 90*90*146 (With bracket)

Weight 1.24kg
Pixel Quantity 1 : 1 : 1 : 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Spemflcatlon )

5000K 636Im Ra80 / 11161m Ra80 | 424Im Ra80 / 744Im Ra80 : 318Im Ra80 / 558Im Ra80 ! -
4000K 6181m Ra80 / 1080Im Ra80 i 412Im Ra80 / 720Im Ra80 : 309Im Ra80 / 540Im Ra80 : -
3000K 5701m Ra80 / 996Im Ra80 | 380Im Ra80 / 664Im Ra80 | 285Im Ra80 /498Im Ra80 | -
2700K 510Im Ra80 / 936Im Ra80 ! 340Im Ra80 / 624Im Ra80 : 255Im Ra80 / 468Im Ra80 -
2400K - / - - / - - / - -
2200K = / = ; = / = ; = / = ; =
1700K 480Im - / 900Im - | 320lm - / 600m - | 240lm - /450Im - | -
Blue 198Im  /  300Im : 132Im  /  200Im : 9Im / 150Im : -
Amber 342Im  /  480Im : 228Im  /  320Im : 171im  /  240Im : -
RGB 380im /  540Im : = / = : 190Im  /  270Im : -
RGB + White - / - 5 - / - 5 - / - : 992 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/ 15°*38°/ 12°*30° § -
LUMILEDS REBEL 9°/17° /23°/33°/12°%31°/ 9°*37° ; =
CREEXM-L(4IN1) - : 290




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

Without anti-glare hood

With anti-glare hood

Installation Details:

Mounting Bracket: 1PC

-

N

110
 —
Q
=
= otation Bracket
LTt i
Pt e

L

Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 15°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
-150 150 A\
30, } I
-120 120 4 J
5
/ \
6 / \‘ 790
-90 90 7L/ / | 660
7 / | 520
8 \‘ 390
/ | ——— 260
9 130
-60 10/ —— 100
Intensity: cd : 66.0
"~ CO/180, 14.0° 1 — 520
30— C30/210, 14.1° ——— 39.0
— C60/240, 14.3° 00 i5 50
©90/270, 14.3° S(m)
Average Beam Angle (50%): 14.2 degree
Note: Test data is based on AP3D-M0090-0003WHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V e
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V B

(llNustration: Each light fixture represents one pixel )
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Apollo Series APSD
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StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

AP5D-E0076-0003XHX-00

Elegant small-sized round high power outdoor LED floodlight for architectural and landscape lightings.

Cree or Lumileds LEDs in 7.2W or 9.6W variance.

Available in wide ranges of whites, mono colours, RGB, RGBW and beam angles.

DC24V input or optional external constant current drive.

Smooth and stable colour change effect with brightness levels of 256 and contrast levels of 65536.
Powder coated die-cast aluminum body with high efficient heat dissipation design and clear glass diffuser.
Easy and stable installation with adjustable (up to 150°) tilt angles and base mounting. Rated IP66.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 3(3W) 4(3W)
Power Rating 7.2W : 9.6W
Luminous Flux 558 Im 744 1m
Luminous Efficacy 78 Im/W : 78 Im/W
Contrast Level 16bit @ssse)

Brightness Level 256

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Power coated die-cast aluminum body, Clear glass diffuser

Cable Interconnect Power cable PVC=500mm

Dimension witout mounting bracket) O 76*133mm

Weight 0.6kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000hours

Application Outdoor

Colour Standard Specifications

5000K 558 Im Ra 80 744 Im Ra 80
4000K 540 Im Ra 80 : 720 Im Ra 80
3000K 498 Im Ra 80 664 Im Ra 80
2700K 468 Im Ra 80 624 Im Ra 80
2400K - -
2200K = : -
1700K 450Im - § 600Im -
Blue 150 Im : 200 Im
Amber 240 Im § 320 Im
RGB 270 Im -
RGB+W - : 270+186 Im
GREEN+W 140+360 Im p1ereeny+2w0001) : -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/30°/15°*38° / 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/ 9°*37°

CREE XM-L (4 IN1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

Without anti-glare hood

With anti-glare hood

80

D76

76
72

Installation Details:

Mounting Bracket: 1PCS

55

8
4002

Adjustable tilt
mounting bracket

Photometry:

Lamp Source: LUMILEDS REBEL [1(GREEN)+2(4000K)]

Beam Angle(50%): 18°
Field Angle(10%): 40°

Beam Angle Curve:

System Schematic Diagram:

DMX Interface

Candela Distribution Curve
-/+180

-150 150

Isolux Curve ( Ix)

-120 120 / *‘
5
6 / 300
/
-90 90 7 / | 250

//; 200
sl /Il 150

/f — 100
9 j

‘ 50.0
-60 100/ / — 40.0
Intensity: cd : 250
— C0/180,18.0° 1 —— 200
— C30/210,18.2° — 15.0
. — (C60/240,18.2°
0 o 0.0 45 9.0
C90/270,18.0 S(m)
Average Beam Angle (50%): 18.1 degree
Note: Test data is based on AP5D-E0076-0003XHX-00 only.
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V

(llustration: Each light fixture represents one pixel)
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SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.

GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wauijiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UP +86-512-8286 8001
03 globalestrongled.com

Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com

STR-25-11-14-V1



Apollo Series AP6E
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DIMMABLE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

APG6E-L0200-0008WHX-00

Elegant small rectangular form factor high power outdoor LED floodlight for architectural and landscape lightings.
Cree or Lumileds LEDs in 19.2W or 36W variance.
Available in wide ranges of whites, mono colours, RGB, and beam angles.

Adjustable (up to 120°) tilt angles and base mounting for easy installation and setup. Rated IP66.

Technical Specifications:

AC 110~220V input. Constant current drive for consistent color, smooth and stable color change effect. Brightness levels of 256 and contrast levels of 3*65536.
Powder coated precision die-cast aluminum body with high efficient heat dissipation design and clear tempered glass diffuser. Body color can be customized.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

8(3W)
19.2W

1488 Im

78 Im/W

High precision die cast body + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

CREE XP-E2 / LUMILEDS REBEL

: 15(3W)
: 36W
2790 Im
; 78 Im/W
1 ebit*3 (65536"65536°65536)
256
AC110V~220V
-40°C~50°C
10%~95%RH

200%142.4*207mm
3.6kg
1
DMX
IP 66
=50000hours
Outdoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

1488 Im Ra 80
1440 Im Ra 80
1328 Im Ra 80
1248 Im Ra 80

1200 Im -
400 Im
640 Im
720 Im

Standard Specifications

: 2790 Im Ra 80
: 2700 Im Ra 80
2490 Im Ra 80
2340 Im Ra 80

§ 2250Im -
: 750 Im
: 1200 Im
1350 Im

LED Type

CREE XP-E2
LUMILEDS REBEL
CREE XM-L (4 IN1)

3°/5°/9°/15°/23°/30°/15°38° / 12°*30°

3°/5°/9°/17°/23°/33%/12°*31° / 9°*37°

Beam Angle
: 9°/15°/23°/30°/15°+38° / 12°30°
: 9°/17°/23°/33°/12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢« WALL-GRAZER

Dimension Details:

> unit: mm
200

9000
0000

180

120

8.5

207

Installation Details:

Mounting Bracket: 1PC

1124405 %

3+05

Fto.t

20002

1

~|
=
«

Mounting
bolts

Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 3°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
-150 150
3
4
-120 120
5
6 21000
-90 90 71 ——— 17000
——— 14000
8 10000
——— 6900
9 3500
60 60 0l ——— 2800
Intensity: cd “ 1700
( L C0/180,4.2° i i —— 1400
_30 a0 — 030/210,4.o: | ——— 1000
0 _ 260;240'4'10 0.0 45 9.0
90/270,3.9 S(m)
Average Beam Angle (50%): 4.1 degree
Note: Test data is based on AP6E-L0200-0008WHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

seeses

o]

AC110V~220V
NO.1

DMX Interface

NO.10

AC110V~220V

AC110V~220V

NO.11 NO.20 NO.21 NO.170

I

AC110V~220V

AC110V~220V

AC110V~220V

(HNustration: Each light fixture represents one pixel)
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Apollo Series AP7D

‘66 ‘ \ J
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DC 7

24V q
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Cree or Lumileds LEDs in 14.4W or 21.6W variance.
Available in wide ranges of whites, mono colours, RGB, G+W and beam angles.

= DC24V or AC110V~220V input. Rated IP66.

Technical Specifications:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

AP7D-E0100-0006XHX-00

Elegant medium-sized round high power outdoor LED floodlight for architectural, bridges, monuments and landscape lightings.

DMX control. Smooth and stable colour change effect with brightness levels of 256 and contrast levels of 65536.
Powder coated die-cast aluminum body with high efficient heat dissipation design and clear glass diffuser.
= Easy and stable installation with adjustable (up to 150°) tilt angles and base mounting.

LED Type

CREE XP-E2 / LUMILEDS REBEL

LED Quantity 6(3W) : 9(3W)

Power Rating 14.4W : 21.6W

Luminous Flux 1116 Im 1674 Im
Luminous Efficacy 78 Im/W : 78 Im/W
Contrast Level 16bit ess36)

Brightness Level 256

Input Voltage DC24V | AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity
Material (Housing)
Cable Interconnect

10%~95%RH
Power coated die-cast aluminum body, clear glass diffuser
Power cable PVC=300mm

Dimension itout mounting bracket) @ 100*155mm

Weight 0.9kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000hours

Application Outdoor

Colour Standard Specifications

5000K 1116 Im Ra 80 1674 Im Ra 80
4000K 1080 Im Ra 80 : 1620 Im Ra 80
3000K 996 Im Ra 80 1494 Im Ra 80
2700K 936 Im Ra 80 1404 Im Ra 80
2400K - -
2200K = =
1700K 900Im - § 1350 Im -
Blue 300 Im : 450 Im
Amber 480 Im § 720 Im
RGB 540 Im : 810 Im
RGB+W - § -
GREEN+W 140+900 Im p1(ereeny+swo00ky : -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/30°/15°*38° / 12°*30° : 15°/30°/ 45° / 20°*35°

LUMILEDS REBEL
CREE XM-L (4 IN1)

9°/17°/23°/33°/12°*31°/ 9°*37° : -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
8
Without anti-glare hood b
S 85
With anti-glare hood ole
Installation Details:
O 85
o518 i 15 O i —
Mounting Bracket: 1PC - :2*2
&) o ]
54.5 w0y /i
o
5 0
o ——Adjustable tilt mounting bracket
o
o) ~
Photometry:
Lamp Source: LUMILEDS REBEL [1(GREEN)+5(4000K)] Candela Distribution Curve Isolux Curve ( Ix )
Beam Angle (50%): 16°
Field Angle (10%): 38° —-/+180 MH(m)
-150 150 /] \
3 |
LU
-120 120 / ]\‘
5 |
Beam Angle Curve: / (
6 7 700
-90 90 71/ / \ 590
/ / I 470
ilole 8 | 350
NS i
TSRS i\
' 3300\ ‘ 10 | 94.0
"&‘,ﬂ‘ Intensity: cd 59.0
' 4400 ‘ . C0/180,16.5° " 47.0
!ﬂ 30— C80/210,16.3° . 35.0
500

— C60/240,16.3°
0 ©90/270,16.4°

Average Beam Angle (50%): 16.4 degree

0.0 45 9.0
S(m)

Note: Test data is based on AP7D-E0100-0006XHX-00 only.

System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DC24V DC24V DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

I R D D

DC24V DC24Vv DC24Vv

(Hlustration: Each light fixture represents one pixel)
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Apollo Series AP8B

w
LED TYPE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

AP8B-E0180-0036WHX-00

Attractive medium-sized high power LED spot light, suitable for architectural, monuments, bridges, landscape and accent lighting applications.
Cree or Lumileds LED in whites and mono color and beam angles.
Available in 2 LED configurations models with power outputs range from 22W to 43W to meet various projection requirement.

Brightness level of 256, 16 bits contrast levels for consistent and smooth color change effects.
Precision die cast aluminium, clear tempered glass diffuser.

Tilt adjustable mounting base for easy and fast installation and beam projection setup.
DC24V or constant current input with constant current driver. Ingress protection at IP66.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

LED Quantity 36(1W)

43.2W
3816 Im
88 Im/W

Powder coated die cast aluminum + Clear tempered glass diffuser

: 18(1W/3W)
: 21.6W /43.2W
: 1908 Im / 3348 Im
: 88 Im/W / 78 Im/W
16bit (65536)
256
DC24V
-40°C~50°C
10%~95%RH

Power Cable=500mm
® 180*245mm
3.55kg
1
IP 66
=50000 hours
Outdoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

3816 Im Ra 80
3708 Im Ra 80
3420 Im Ra 80
3060 Im Ra 80

2880 Im -
1188 Im
2052 Im

Standard Specifications

1908 Im Ra 80 / 3348 Im Ra 80
: 1854 Im Ra 80 / 3240 Im Ra 80
1710 Im Ra 80 / 2988 Im Ra 80
: 1530 Im Ra 80 / 2808 Im Ra 80

14400m -/2700Im -
594 Im / 900Im
1026 Im / 1440Im

LED Type

CREE XP-E2
LUMILEDS REBEL
CREE XM-L (4 IN1)

15°/28°/30°/ 40° / 20°*34°

Beam Angle
: 9°/15°/23°/30°/15°*38° / 12°*30°
: 9°/17°/23°/33°/12°31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
n
2| o
8| g
© &
o
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle (50%): 19°
—-/+180
-150 150
-120 120
-90 90
10 /
11
Intensity: cd )
C0/180,19.4° 0.0 4.5 9.0
_ —— €30/210,19.4° S(m)
30 ( 30 __ Ceoi240.19.4° 2000 330
0 C90/270,19.4° — 1600 —F— 260
— 1300 — 160
Average Beam Angle (50%): 19.4 degree 980 —F—F 130
— 650 —— 98.0
Note: Test data is based on AP8B-E0180-0036WHX-00 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4 NO.5
DG2av NO.1 NO.2 NO.3 NO.4 NO.5
(Monochrome lamps, each loop can be connected in series 5 fixtures)
s L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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Apollo Series AP8C

StrongLED’

Switch on to awesome

E g&y
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LSREE

Features:

= Aftractive small-sized high power LED spot light, suitable for architectural, monuments, bridges, landscape and accent lighting applications.
Cree or Lumileds LED in whites and mono color and beam angles.

Brightness level of 256, 16 bits contrast levels for consistent and smooth color change effects.
Precision die cast aluminium, clear tempered glass diffuser.

Tilt adjustable mounting base for easy and fast installation and beam projection setup.
DC24V or constant current input with constant current driver. Ingress protection at IP66.

Technical Specifications:

AP8C-E0042-0001WHP-00

LED Type CREE XP-E2 / LUMILEDS REBEL
LED Quantity 3(1W)

Power Rating 3.6W

Luminous Flux 3181Im

Luminous Efficacy 88 Im/W

Contrast Level 16bit essse)

Brightness Level 256

Input Voltage DC24v

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated die cast aluminum + Clear tempered glass diffuser
Cable Interconnect Power Cable=500mm
Dimension (without mounting bracket) (0] 89*129mm

Weight 0.75kg

Pixel Quantity -

Control Gear -

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specifications
5000K 318Im Ra 80

4000K 309 Im Ra 80

3000K 285Im Ra 80

2700K 255Im Ra 80

2400K -

2200K =

1700K 240Im -

Blue 99 Im

Amber 171 Im

RGB -

RGB+W -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/30°/15°*38° / 12°*30°
LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/ 9°*37°
CREE XM-L (4 IN1) -

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

Photometry:

Lamp Source:CREE XP-E2
Beam Angle (50%): 25°

System Schematic Diagram:

112.37
o — |
g = = S
—
ipp—|
| ——
Candela Distribution Curve Isolux Curve (Ix)
—/+180
-150 150
-120 120
-90 9
1LV
. /
Intensity: cd [
— C0/180,25.6°
g0 080210255° 0.0 45 9'(;
—— C60/240,25.4° ——— 240 39.0 (m)
0 €90/270,25.4° ——— 200 —F 320
— 160 —F 200
Average Beam Angle (50%): 25.5 degree 120 — 16.0
79.0 — 120
Note: Test data is based on AP8C-E0085-0003WHX-00 only.
NO.1 NO.2 NO.3 NO.4 NO.10
DC24V
NO.1 NO.2 NO.3 NO.4 NO.10

(Monochrome lamps, each loop can be connected in series 10 fixtures)
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A-Tis Series AT1A

StrongLED’

Switch on to awesome
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LED TYPE

Features:

AT1A-E1000-0024WHP-00

= Elegant high power, high brightness LED linear luminaire for wall wash, wall graze and accent lighting.
= High power Cree or Lumileds LED in whites, mono colors, RGB and choice of beam angles.

= Deep seated light source with Cut-off angle: 460cut-off angle: for a pleasing anti glare lighting effect.

= Brightness level of 256. Contrast level of 65536.

= DC24V input. DMX and constant current drive for consistent color and long service life.

= Corrosion-resist extruded aluminum and nylon or aluminum face plate. Weather-sealed with IP66 rated.
= Available with fixed and adjustable tilt mounting brackets. Customizable case color and lengths.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 24 (1W) 18 (1W) 12 (1W) 6 (1W)
Power Rating 28.8W : 21.6W : 14.4W : 7.2W
Luminous Flux 2544 Im 1908 Im 1272 Im 636 Im
Luminous Efficacy 88 Im/W : 88 Im/W : 88 Im/W : 88 Im/W
Contrast Level 16bit*3 (6553665536°65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum, deep seated anti-glare cover plate

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm
Dimension witout mounting bracket) 1000*35*36mm 751*35*36mm 502*35*36mm 253*35*36mm
Weight 1.5kg : 1.13kg : 0.75kg : 0.38kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 2544 Im Ra 80 : 1908 Im Ra 80 : 1272 Im Ra 80 § 636 Im Ra 80
4000K 2472 Im Ra 80 : 1854 Im Ra 80 : 1236 Im Ra 80 : 618 Im Ra 80
3000K 2280 Im Ra 80 1710 Im Ra 80 1140 Im Ra 80 570 Im Ra 80
2700K 2040 Im Ra 80 : 1530 Im Ra 80 : 1020 Im Ra 80 : 510 Im Ra 80
2400K - : - - : -
2200K = : - : - : -
1700K 1920 Im - 1440 1m - 780Im - 480Im -
Blue 792 Im : 594 Im : 396 Im : 198 Im
Amber 1368 Im § 1026 Im § 684 Im § 342 Im
RGB 1520 Im ; 1140 Im ; 760 Im ; 380 Im
RGB + White - : - : _ : _

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/ 15°38° / 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/ 12°*31° / 9°*37°

CREEXM-L(4IN1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

. 1000
> unit: mm

\ |
1O O 0 O 0 OO0 000 000000000000 O]

Installation Details:

Mounting Bracket: 2PCS

37.8
24.5

424

47

1) Mounting
Bracket

(2 Rotatable
Bracket

20

i)

Photometry:

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 17°

~/+180 MH(m)
150 150 ]ﬂ‘\
il
m
4 |
-120 120 |
5 \
6 1200
-90 90 7 1000
—— 800
8 600
— 400
® 200
|
-60 60 10 —— 160
I /
| Intensity: cd ) 100
1800 ~—corgo, 16.3° 11— —— 800
\ ° /
~30 Y 30 C90/270, 16.4 B ——— 60.0
0 0.0 4.5 9.0
S(m)
Average Beam Angle (50%): 16.4 degree
Note: Test data is based on AT1A-E0500-0012WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V
(Nlustration: Each light fixture represents one pixel)
St r n L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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A-Tis Series AT2A

StrongLED’

Switch on to awesome

DIMMABLE

LED TYPE

Features:

AT2A-E1000-0024WHP-00

Elegant high power, high brightness LED linear luminaire for wall wash, wall graze and accent lighting.
High power Cree or Lumileds LED in whites, mono colors, RGB and choice of beam angles.

Deep seated light source with Cut-off angle: 460cut-off angle: for a pleasing anti glare lighting effect.
Brightness level of 256 and 16 bits contrast level control.

DC24V input. DMX and constant current drive for consistent color and long service life.
Corrosion-resist extruded aluminum and nylon or aluminum face plate. Weather-sealed with IP66 rated.
Available with fixed and adjustable tilt mounting brackets. Customizable case color and lengths.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2/LUMILEDS REBEL

24 (1W) 18 (1W) 12 (1W) 6 (1W)
28.8W 21.6W : 14.4W 7.2W
2544 Im 1908 Im : 1272 Im 636 Im
88 Im/W 88 Im/W : 88 Im/W 88 Im/W
1 Gblt*3 (65536"65536"65536)

256
DC24V
-40C~50C

10%~95%RH

Powder coated extruded aluminum, deep seated anti—glare cover plate

Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

9°/17°/23°/33°/12°*31°/ 9°*37°

Dimension witout mounting bracket) 1000*50*62mm 750*50*62mm 500*50*62mm 250*50*62mm
Weight 2.09kg 1.57kg : 1.05kg 0.52kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standarld Specification

5000K 2544 Im Ra 80 1908 Im Ra 80 1272 Im Ra 80 636 Im Ra 80
4000K 2472 Im Ra 80 1854 Im Ra 80 1236 Im Ra 80 618 Im Ra 80
3000K 2280 Im Ra 80 1710 Im Ra 80 1140 Im Ra 80 570 Im Ra 80
2700K 2040 Im Ra 80 1530 Im Ra 80 : 1020 Im Ra 80 510 Im Ra 80
2400K - - - -
2200K - - 0 - -
1700K 1920lm - 1440 Im - 780Im - 480 Im -
Blue 792 Im 594 Im : 396 Im 198 Im
Amber 1368 Im 1026 Im 684 Im 342 Im
RGB 1520 Im 1140 Im 760 Im 380 Im
RGB + White - - - -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15°*38° / 12°*30°

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

1000

OO0 000000000000 OO0OOO0OOOO0O0

i

Installation Details:

Mounting Bracket: 2PCS - 50

o 50
1
; H .
Bin i S -
T 20 B o
Mountin,
o Bracketg - ;otaﬂon
< ﬂ =% §- At - _Bracket
b — el
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= 8 B

Photometry:

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 23°

-/+180 MH(m)
-150 150
30
-120 120 4
5
6 1900
-90 90 7 1600
— 1200
8 930
— 620
9 — 310
/|| ——— 250
10 /
. — 160
Intensity: cd
~— C0/180, 20.1° " — 120
30 C30/210, 20.2° —— 93.0
o — C60/240, 20.3 0.0 25 9.0
C€90/270, 20.3° S(m)
Average Beam Angle (50%): 20.2 degree
Note: Test data is based on AT2A-E1000-0024WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24Vv DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24Vv DC24Vv DC24V
(Nustration: Each light fixture represents one pixel)
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@_Cannon Series CN2B

LED TYPE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

CN2B-M1000-0036WHP-00

= High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.
Beam projection distance greater than 10 meters.

= 16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.

= Cree or Lumileds high power LEDs in whites, mono colour and RGB. Choices of beam angles.

= Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.

= Fastinstallation and setup with adjustable mounting brackets and waterproof quick-click connectors.

= Seamless line of light with no dark spaces at joints when connected in cascade.

= 36V DC input. DMX with automatic addressing function.

= Protective vent and weather-sealed for IP66.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2/LUMILEDS REBEL

36 (1W) § 36 (2W) ; 18 (1W) § 18 (2W)
43.2W ; 64.8W ; 21.6W ; 32.4W
3816 Im § 5292 Im § 1908 Im § 2646Im
88 Im/W : 82 Im/W : 88 Im/W : 82 Im/W
1 6b|t*3 (65536*65536*65536 )
256
DC24V
-40°C~50°C

10%~95%RH
Powder coated die cast aluminum + Clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

DiMENSiON it mountingtracken 1000*46*53mm : 1000*46*53mm : 505*46*53mm : 505*46*53mm
Weight 2.3kg : 2.3kg : 1.16kg : 1.16kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3816 Im Ra 80 5292 Im Ra 80 1908 Im Ra 80 2646 Im Ra 80
4000K 3708 Im Ra 80 : 5076 Im Ra 80 : 1854 Im Ra 80 : 2538 Im Ra 80
3000K 3420 Im Ra 80 § 4680 Im Ra 80 § 1710 Im Ra 80 § 2340 Im Ra 80
2700K 3060 Im Ra 80 : 4320 Im Ra 80 : 1530 Im Ra 80 : 2160 Im Ra 80
2400K - : - - ; -
2200K - : = : - : -
1700K 2880Im - § 4140Im - § 1440Im - § 2070Im -
Blue 1188 Im : 1494 Im : 594 Im ; 747 Im
Amber 2052 Im § 2466 Im § 1026 Im § 1233 Im
RGB 2280 Im : 2760 Im : 1140 Im : 1380 Im
RGB + White - ' - ’ - ' -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/ 30° / 15°38° / 12°30°

9°/17°/23°/33°/12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

(3] jr]
0000000000000 OOOOOOOOOOOOOOOOO]E
= =
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3 X 3 K =
Q| | [go__1] o
65.00
Installation Details:
Mounting Bracket: 2PCS " oaros 1
< dslg
;9’95
50+02 » 9
T 39202 T A —
Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 15 /4180 MH(m)
-150 150 m\\
3Ll
/]
-120 120 4 ‘ ‘\
|
5 I “‘
il
6 / i 4600
/ JE—
-90 20 7L 3800
/ \ ——— 3100
8| | ;‘ J 2300
/ / | ——— 1500
9 | 770
/|
_6 101/ | ——— 610
Intensity: cd / 380
—co/so, 1480 11— —— 310
o — C30/210, 14.9° — 230
— C60/240, 15.0°
0 cooz70, 1500 00 45 g'g
Average Beam Angle (50%): 14.9 degree (m)
Note: Test data is based on CN2B-M1000-0036WHP-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V e
DMX Interface
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V e
(lllustration: Each light fixture represents one pixel)
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City Power Series CP3
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Features:

StrongLED’

Switch on to awesome

CP3-L0200-0018XHX-00

FLOODLIGHT « WALL WASHER
WALL GRAZER

= Compact square form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.

= Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.
Smooth and stable colour change effect with brightness level of 256 and contrast up to 4 x 65536 levels.

Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.

Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.

AC110~220V input. DMX control with auto addressing function. Rated IP 66.

Technical Specification:

LED Type CREE XP-E2/LUMILEDS REBEL CREE XM-L (4 IN 1)
LED Quantity 24 (3W) : 18 (3W) : 16 (3W) 18 (3W)
Power Rating 57.6W : 43.2W : 38.4W 54W
Luminous Flux 4464 1m 3348 Im : 2976 Im 4464 1m
Luminous Efficacy 78 Im/W : 78 Im/W : 78 Im/W 83 Im/W
Contrast Level 16bit*3 (65536°65536*65536) : 16bit*3 (65536°65536*65536) ' 16bit165535; 16bit*4 (65536°65536*65536°65536)
Brightness Level 256
Input Voltage AC110V~220V
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) Powder coated extruded aluminum + Clear tempered glass diffuser
Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension win mounting bracket) 200*200*208mm
Weight 6.4kg
Pixel Quantity 1 ; 1 1 E 2
Control Gear DMX
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 4464 Im Ra 80 : 3348 Im Ra 80 : 2976 Im Ra 80 -
4000K 4320 Im Ra 80 : 3240 Im Ra 80 i 2880 Im Ra 80 ; -
3000K 3984 Im Ra 80 2988 Im Ra 80 ' 2656 Im Ra 80 5 -
2700K 3744 Im Ra 80 : 2808 Im Ra 80 : 2496 Im Ra 80 : -
2400K - : - - : -
2200K - : - : - : -
1700K 3600Im - ; 2700Im - ; 2400 Im - § -
Blue 1200 Im 900 Im : 800 Im ; -
Amber 1920 Im 1440 Im : 1280 Im : -
RGB 2160 Im 1620 Im ; - ] =
RGB + White - - : - : 4464 Im
LED Type Beam Angle
CREE XP - E2 9°/15°/23°/30° 115%38° 112°:30° 9°/15°/23°/30°/15%38° 112*30° & 9°/15°/23°/30°/15°38° /12°*30° -
LUMILEDS REBEL 9°/17°/23°/33° /12°:31° 9%:37° 9°/17°/23°/33° 112°:31°% 9%37° 9°/17°/23°/33° /12°:31° 9°+37° -
CREEXM-L(4IN1) - H - H - H 22°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

unit: mm 200 200 200
0000 000
a IHOOOOO o O00O
& OO OO & I[1O0O. OO
00000 0000
00000 000

148

115

Installation Details:

Mounting Bracket: 1pc

92202

ap

Lamp Source: CREE XM-L
Beam Angle: 9°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
-150 150 j/\ \\\
3
LI
-120 120 0 \\
5 i
o U
\ 2500
—90 90 7L/ /} | 2100
/ / “ —— 1700
8 Al 1300
/ i ——— 850
9 - 420
a /
10 340
) 210
Intensity: cd
Z__C0/180, 24.1° 11 170
—— C30/210, 24.4° — 130
— C60/240, 24.1° 00 75 50
C90/270, 24.2° S(m)
Average Beam Angle (50%): 24.2 degree
Note: Test data is based on CP3-L0200-0018XHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
DMX Interface AC110V~220V AC110V~220V ACiiovasoy T
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85

AC110V~220V

AC110V~220V

AC110V~220V

(Nlustration: Each light fixture represents 2 pixels)

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
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City Power Series CP3

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

CP3-F0200-0018XHX-00

» Compact square form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.

= Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.
= Smooth and stable colour change effect with brightness level of 256 and contrast up to 4 x 65536 levels.

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.

= Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.

= DC36V input. DMX control with auto addressing function. Rated IP 66.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL CREE XM-L (4 IN 1)
LED Quantity 24 (3W) 18 (3W) 16 (3W) : 18 (3W)
Power Rating 57.6W ; 432w ; 38.4W 54W
Luminous Flux 4464 1m 3348 Im 2976 Im 5 4464 1m
Luminous Efficacy 78 Im/W : 78 Im/W : 78 Im/W § 83 Im/W
Contrast Level 16bit*3 (65536°65536*65536) i 16bit*3 (65536°65536*65536) i 16bit165536) E 16bit*4 (65536°65536*65536°65536)
Brightness Level 256

Input Voltage DC36V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension wi mounting bracket 200*200*208mm

Weight 5.54kg

Pixel Quantity 1 1 1 : 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 4464 Im Ra 80 3348 Im Ra 80 2976 Im Ra 80 -
4000K 4320 Im Ra 80 3240 Im Ra 80 2880 Im Ra 80 =
3000K 3984 Im Ra 80 2988 Im Ra 80 2656 Im Ra 80 -
2700K 3744 Im Ra 80 2808 Im Ra 80 2496 Im Ra 80 -
2400K - - - -
2200K = : - : - : -
1700K 3600Im - 2700Im - 2400Im - -
Blue 1200 Im : 900 Im : 800 Im ; =
Amber 1920 Im i 1440 Im i 1280 Im ; -
RGB 2160 Im 1620 Im - -
RGB + White - : - : - : 4464 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15738° / 12°*30° 9°/15°/23°/30°/ 15738/ 12°*30° 9°/15°/23°/30°/15™38°/ 12°*30° -
LUMILEDS REBEL /7123133 [127*31°/ 9*37° /17123133 /127*31°/ 9*37° 9177123133/ 127*31° 9*37° -
CREEXM-L(4IN1) - H - H - H 22°




Dimension Details:

> unit: mm

Installation Details:

Mounting Bracket: 1pc

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

200 200 200
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eJelolele) 00O

160

Mounting Bolts

f Mounting Bracket

{-Mounting Bolts

Beam Angle: 9°

Lamp Source: CREE XM-L Candela Distribution Curve Isolux Curve (Ix)
-/+180 MH(m)
-150 150 /)\\
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-120 120 J \\
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° : 420
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Intensity: cd 210
Z— CO0/180, 24.1° " 170
0Ly 0 _ Gi0E10 208
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System Schematic Diagram:

C90/270, 24.2°

Average Beam Angle (50%): 24.2 degree S(m)
Note: Test data is based on CP3-F0200-0018XHX-00 only.
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85

DMX Interface DC36V

NO.1 NO.10

DC36V

| R

DC36V DC36V
NO.11 NO.20 NO.21 NO.85

| N

DC36V DC36V

(lNustration: Each light fixture represents 2 pixels)
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City Power Series CP3

LANDSCAPE

By

CP3-L0400-0036CHX-00

= Compact rectangular form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.

= Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.
= Smooth and stable colour change effect with brightness level of 256 and contrast up to 4 x 65536 levels.

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.

= Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.

= AC 110~220V input. DMX control with auto addressing function. Rated IP 66.

Technical Specification:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

LED Type CREE XP-E2/LUMILEDS REBEL : CREEXM-L (4IN1)
LED Quantity 48 (3W) : 36 (3W) : 36 (3W)
Power Rating 115.2W ; 86.4W 108W
Luminous Flux 8928 1m 6696 Im : 8928 Im
Luminous Efficacy 78 Im/W ; 78 Im/W 83 Im/W
Contrast Level 16bit*3 (6553665536*65536) : 16bit*3 (65536*65536*65536) : 16bit*4 (65536*65536*65536*65536)
Brightness Level 256
Input Voltage AC110V~220V
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) High precision die cast body + Clear tempered glass diffuser
Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm
Dimension wit mounting bracket) 400*200*227.8mm
Weight 10.42kg
Pixel Quantity 1 : 1 : 2
Control Gear DMX
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 8928 Im Ra 80 : 6696 Im Ra 80 : -
4000K 8640Im Ra 80 : 6480Im Ra 80 " -
3000K 7968 Im Ra 80 : 5976 Im Ra 80 : -
2700K 7488 1m Ra 80 : 5616 Im Ra 80 : =
2400K - : - : -
2200K - : - : -
1700K 7200Im - : 5400Im - : -
Blue 2400 Im 1800 Im =
Amber 3840 Im 2880 Im -
RGB 4320 Im 3240 1m =
RGB + White - - 8928 Im
LED Type Beam Angle
CREE XP - E2 9°/15°/23°/30°/15°*38°/12°*30° i3"/5"/9"/15"/23"/30"/15"*38"/12"*30"i -
LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/9°*37° 13°/5°/9°/17°/23°/33°/12°%31°/ 9°*37° | -
CREEXM-L(4IN1) - : - : 22°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm 400

Installation Details:

Mounting Bracket: 1pc

020

400

Power Supply’

227.8

adl

=

e

Lamp Source: CREE XP-E2
Beam Angle: 3°

Candela Distribution Curve

Isolux Curve ( Ix)

~/+180 MH(m)
-150 150
3
4
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5
6 37000
%0 % ; 31000
25000
8 18000
12000
9 6100
60 60 10 |/] 4900
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Intensity: cd |
Z_ C0/180, 4.2° " 2500
30 ! 20— 830;210, a4 ) 1800
— C60/240, 4.2 06 75 50
0 €90/270, 4.3° sm)
Average Beam Angle (50%): 4.3 degree
Note: Test data is based on CP3-L0400-0036CHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface AC110V~220V AC110V~220V ACiiov-220v
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

AC110V~220V

AC110V~220V

AC110V~220V

(lllustration: Each light fixture represents one pixel )
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City Power Series CP3

StrongLED’

Switch on to awesome
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WALL GRAZER

FLOODLIGHT « WALL WASHER

CP3-F0400-0036CHX-00

= Compact rectangular form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.

= Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.
= Smooth and stable colour change effect with brightness level of 256 and contrast up to 4 x 65536 levels.

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.

= Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.

= DC36V input. DMX control with auto addressing function. Rated IP 66.

Technical Specification:

LED Type CREE XP - E2/ LUMILEDS REBEL : CREEXM-L (4IN1)
LED Quantity 48 (3W) : 36 (3W) : 36 (3W)
Power Rating 115.2W : 86.4W 108W
Luminous Flux 8928 Im 6696 Im : 8928 Im
Luminous Efficacy 78 Im/W : 78 Im/W 83 Im/W
Contrast Level 16bit*3 (6ss36+65536°65536 ) ; 16bit*3 (6ss36'65536°65536 ) E 16bit*4 (essas-essae6ss36)
Brightness Level 256
Input Voltage DC36V
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) Powder coated extruded aluminum + Clear tempered glass diffuser
Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm
Dimension wi mounting bracket 400*200%227.8mm
Weight 9.4kg
Pixel Quantity 1 § 1 § 2
Control Gear DMX
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 8928 Im Ra 80 6696 Im Ra 80 -
4000K 8640 Im Ra 80 : 6480 Im Ra 80 ; =
3000K 7968 Im Ra 80 § 5976 Im Ra 80 § -
2700K 7488 Im Ra 80 5616 Im Ra 80 -
2400K - - _
2200K = : - : -
1700K 7200 Im - 5400 Im - -
Blue 2400 Im 0 1800 Im : -
Amber 3840 Im § 2880 Im § -
RGB 4320 Im ; 3240 Im ; =
RGB + White - 5 - 5 8928 Im
LED Type Beam Angle
CREE XP - E2 3°/5°/9°/15°/23°/30°/15°*38°/ 12°*30° 3°/5°/9°/15°/23°/30°/15°*38° / 12°*30° -
LUMILEDS REBEL 3°/5°/9°/17°/23°/33°/12°*31°/ 9°*37° 3°/5°/9°/17°/23°/33°/12°*31°/ 9°*37° -
CREEXM-L(4IN1) - H - i 22°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm 400
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Installation Details:

Mounting Bracket: 1pc

Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 3°
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4
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Average Beam Angle (50%): 4.3 degree S(m)

S

Note: Test data is based on CP3-F0400-0036CHX-00 only.

System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DMX Interface DC36V DC36V bcay

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DC36V DC36V DC36V

(Nustration: Each light fixture represents one pixel)
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City Power Series CP3

StrongLED’

Switch on to awesome

100M Reach 100Lux
110v/ {
220V ~—
[ | | Ve
. —

LANDSCAPE

WALL GRAZER

BRIDGES

FLOODLIGHT « WALL WASHER

CP3-L0600-0090WHP-00

= Compact rectangular form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.

= Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.
= Beam projection upto 120 lux @ 150m.

= Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast levels.

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.

= Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.

= AC110~220V input. DMX control with auto addressing function. Rated Ip66.

Technical Specification:

LED Type CREE XP-E2/LUMILEDS REBEL : CREEXM-L (4IN 1)
LED Quantity 90 (1.5W) : 72 (2W) : 48
Power Rating 135W : 144W § 192W
Luminous Flux 13230 Im 10584 Im : 11904 Im
Luminous Efficacy 98 Im/W : 74 Im/W 62 Im/W
Contrast Level 16bit*4 (65536°65536*65536°65536)

Brightness Level 256

Input Voltage AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum +Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm
Dimension wit mounting bracket) 600*200*227.8mm

Weight 14. 05kg

Pixel Quantity 1 1 : 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 13230 Im Ra 80 10584 Im Ra 80 -
4000K 12692 Im Ra 80 10152 Im Ra 80 : -
3000K 11700 Im Ra 80 9360 Im Ra 80 -
2700K 10800 Im Ra 80 8640 Im Ra 80 : -
2400K - - -
2200K = = ; =
1700K 10350 Im - 8280 Im - -
Blue 3735 Im 2988 Im : -
Amber 6165 Im 4932 Im -
RGB 6900 Im 5520 Im =
RGB + White 8166 IM @un.2464268118w) 6786 Im (1sr.186418818W) 11904 Im
LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/ 15°38° / 12°*30° 3°9°/15°/23°/30°/15°+38° / 12°30° -
LUMILEDS REBEL 9°/17°/23°/83°/12°:31° /9°*37° 3°/9°/17°/238°/33°/12°31° /9°37° o
CREE XM - L (4 IN 1) - - 22°




Dimension Details:

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

> unit: mm

Installation Details:

Mounting Bracket: 1pcs

Photometry:
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Mounting Bracket

lounting Bolts

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 23°
-/+180 MH(m)
-150 150 IR
3 y “
-120 120 4 \
5 \\
|
[
6 ! 11000
/]
-90 90 71/ 1 ) 8800
I ——— 7000
8 1l 5300
/| ——— 3500
9 9‘ 1800
i _—
10/ |/ 1400
Intensity: cd 880
— C0/180, 21.2° LR — — 700
— C30/210, 21.3° - ———— 530
— C60/240, 21.5° 0.0 45 9.0
0 ©90/270, 21.6° ’ ’ s )
Average Beam Angle (50%): 21.4 degree
Note: Test data is based on CP3-L0600-0090WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface AC110V~220V AC110V~220V ACliOV~220v
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
AC110V~220V AC110V~220V ACiiov-220v
(lllustration: Each light fixture represents one pixel)
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o . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
ﬂ GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
- NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E Wnullang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
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City Power Series CP3

100M Reach 100Lux

BRIDGES

COMMERCIAL

Features:

= Compact rectangular form-factor outdoor high-power floodlight and wall washer for architectural and landscape lightings.
m Cree or Lumileds LEDs in wide ranges of whites, tunable whites, mono colour, RGB, RGB+W and wide to narrow (3°) beam angles.

= Beam projection upto 120 lux @ 150m.
= Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast levels.

CP3-F0600-0090WHP-00

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear glass diffuser.
» Easy and flexible installation with adjustable 60° tilt and rotatable mounting base.
= DC36V input. DMX control with auto addressing function. Rated IP 66.

Technical Specification:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

LED Type CREE XP-E2 / LUMILEDS REBEL : CREEXM-L (4IN 1)
LED Quantity 90 (1.5W) : 72 (2W) : 48
Power Rating 135W 144W 192W
Luminous Flux 13230 Im 10584 Im : 11904 Im
Luminous Efficacy 98 Im/W 74 Im/W 62 Im/W
Contrast Level 16bit*4 (essseessaeessassssas)
Brightness Level 256
Input Voltage DC36V
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) Powder coated extruded aluminum + Clear tempered glass diffuser
Cable Interconnect Signal cable: PVC cable with waterproof connectors=500mm; Power cable: Neoprene =500mm
Dimension (with mounting bracket) 600*200*227.8mm
Weight 13.11kg
Pixel Quantity 1 1 5 2
Control Gear DMX
Ingress Protection IP 66
Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 13230 Im Ra 80 10584 Im Ra 80 -
4000K 12692 Im Ra 80 10152 Im Ra 80 : -
3000K 11700 Im Ra 80 9360 Im Ra 80 : -
2700K 10800 Im Ra 80 8640 Im Ra 80 : -
2400K - - -
2200K = = : -
1700K 10350 Im - 8280Im - § -
Blue 3735Im 2988 Im : =
Amber 6165 Im 4932 Im -
RGB 6900 Im 5520 Im -
RGB + White 8166 Im (24rizaci248418w) 6786 Im (18R+18G+18B+18W) 11904 Im
LED Type Beam Angle .
CREE XP - E2 9°/15°/23°/30°/15°38°/12730° ! 3°/9°/15°/23°/30°/15°+38°/12°30° ! -
LUMILEDS REBEL 9°/17°/23°/33°/12°:31°/9°*37° 3°/9°/17°/23°/33°/12°°31°/9**37° -
CREE XM-L (4 IN 1) - : - H 22°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Installation Details:

Mounting Bracket: 1pcs

8.5]119

Lamp Source: LUMILEDS REBEL

Beam Angle: 23°

Candela Distribution Curve

Isolux Curve ( Ix)

~/+180 MH(m)
-150 150 IR
3P/
-120 120 4 i\
s[4l
i
61— / 11000
y
-90 90 21/ 8800
(1] ——— 7000
8 / | 5300
/| ——— 3500
9 1800
/ /
10/ 1400
Intensity: cd 880
7~ Cort80, 21.2° i 700
-~ C30/210, 21.3° - 530
—_C60/240, 21.5° 06 i5 50
0 €90/270, 21.6° s(m)
Average Beam Angle (50%): 21.4 degree
Note: Test data is based on CP3-F0600-0090WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC36V DC36V pcasv
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC36V DC36V pcsev

(lllustration: Each light fixture represents one pixel)
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Club Star Series CS1

StrongLED’

Switch on to awesome

CS1-M0172-0016XTA-00

Attractive large-size round low profile high brightness LED pixel node light suitable for applications on building facade

mullion intersections or on bridges for a distinctive lighting decoration and landscape lighting.

Choice of Cree or Lumileds SMD LEDs in 4 LEDs, 12 LEDs and 16LEDs nodes configurations.

Powder coated die-cast aluminum body with frosted flat dome diffuser. Viewing angle: =110° .

Build-in protection against static discharges. Weather-proof sealed with IP65 rating.

DC24V input. DMX control, constant current drive and high contrast control for excellent and consistent colour effects and mix.
Customizable casing colour for perfect integration with architectural intent.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL surounded by luminous) CREE / OSRAM / LUMILEDS SMD (¢ront iuminous) Surrounded and Front luminous

4 (1W) ' 12 : 16
4.8W : 2.88W : 7.68W
424 1m 216 Im 508 Im
88 Im/W . 75 Im/W . 66 Im/W
1 6b|t (65536) 1 6b|t*3 (65536*65536"65536) 1 6b|t*4 (65536"65536"65536*65536)
256
=110°
DC24V
-40°C~50°C

10%~95%RH
Powder coated die-cast aluminum, frosted PC diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

Dimension ®172*96mm

Weight 1.68kg

Pixel Quantity 4 1 5
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 106 Im /106 Im /106 Im /106 Im Ra 80 216 Im Ra 80 -
4000K 1031Im/1031m/103Im/103Im Ra 80 ! 216 Im Ra 80 : =
3000K 95Im/95Im/95Im/95Im Ra 80 216 Im Ra 80 -
2700K 85Im/85Im/85Im/85Im Ra 80 : 216 Im Ra 80 : -
2400K - 156 Im Ra 80 -
2200K = : 156 Im Ra 80 : =
1700K 801Im/80Im/80Im/80Im Rag0 | - -
Blue 33Im/331Im/331Im/33Im 54 Im : =
Amber 57 Im /57 Im /57 Im /57 Im ' 108 Im -
RGB = : 84 Im : =

RGB + White

84+106+106+106+106 Im

SPOT LIGHTS « NODE/PIXEL LIGHTS




SPOT LIGHTS « NODE/FIXEL LIGHTS

Dimension Details:

\> unit: mm
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‘ ﬁg_hghig Cable routing slots(4X)
Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110° _/+180 MH(m)
3 N
-120 120 4
5
6 —— 0.1100
——— 0.0920
-90
% 7 ——— 0.0740
8 0.0550
—— 0.0370
9 0.0180
_60 10 ——— 0.0150
Intensity: cd 0.0092
~—C0/180, 8.3° " ——— 0.0074
30— €30/210, 240.1° ——— 0.0055
— C60/240, 6.6°
0 C90/270, 187.9° 00 48 Q'g(m)
Average Beam Angle (50%): 110.7 degree
Note: Test data is based on CS1-M0172-0004WHP-00 only.
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix )
Beam Angle: 110°
—/+180 MH(m)
-150 150 Y VN
P VN
IR
(N
-120 120 4/ / ] \ l
5 / I
/ / ) \
6 L — 210
- o 170
-90 00 90 T A 1.40
8 1.00
/] —— 0.69
9 0.35
60 1ol L1~ / —— 028
A Intensity: cd / - 017
4 ~—C0/180, 108.6° " - —— 0.14
_30 A 30— C30/210, 108.6° | ——— 0.10
- — C60/240, 108.8°
0 C€90/270, 108.6° 00 48 9-g(m)
Average Beam Angle (50%): 108.6 degree
Note: Test data is based on CS1-M0172-0012CTA-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.34
DC24V DC24V DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.34
DC24V DC24V DC24V

(Nustration: Each light fixture represents 5 pixels)
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LANDSCAPE

LED TYPE

Features:

Cv3B-M1000-0048CTA-00

Elegant slim profile high brightness linear LED luminaire that can integrated easily into architectural features as outline and video display outdoor applications.
Choice of Cree, Orsam or Lumileds LED in range of whites, mono colour, RGB and RGBW. Viewing angle: 2110°".
Powder coated aluminum profile and perforated mask over clear diffuser. Weather-sealed and IP65 rated.
Seamless line of light when connected in cascade without dark spaces at joints.

Easy to mount with adjustable stainless steel brackets.

DC 24V input. Brigntness level of 256 and16 bits contrast control for bright, smooth and stable color change effects.
DMX control with auto-addressing features.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 24 12 48 (aimca.zaw)
Power Rating 11.52W : 5.76W : 2.88W 12.96W
Luminous Flux 864 Im 4321m 2161m 720 Im
Luminous Efficacy 75 Im/W 75 Im/W 75 Im/W 56 Im/W

Contrast Level

16bit*3 (ess36-6556°65536) 16bit*3 (ess36-655665536) 16bit*3 (ess36-6553665536)

Brightness Level 25"16
Viewing Angle =110°
Input Voltage DC24V
Operating Temperature -40°C~50°C

Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

10%~95%RH
Powder coated extruded aluminum, adjustable stainless steel bracket
Signal/Power cable: PVC cable with waterproof connectors =500mm

1000%15.4*17.5mm 500*15.4*17.5mm 250*15.4*17.5mm

16bit*4 (ess36-6553665536°65536)

1000*15.4*17.5mm

Weight 0.38kg : 0.19kg : 0.09kg 0.38kg
Pixel Quantity 16 8 4 16
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80 -
4000K 864 Im Ra 80 : 432 Im Ra 80 216 Im Ra 80 =
3000K 864 Im Ra 80 : 432 Im Ra 80 216 Im Ra 80 -
2700K 864 Im Ra 80 ! 432 Im Ra 80 ! 216 Im Ra 80 =
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80 -
2200K 624 Im Ra 80 312 Im Ra 80 156 Im Ra 80 =
1700K - : - : - -
Blue 216 Im : 108 Im : 54 Im -
Amber 4321m § 216 Im § 108 Im -
RGB 336 Im : 168 Im : 84 Im -
RGB + White - : - : - 168+552 Im

RECESS « COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

unit: mm 1000
/> ‘ 208 ‘ 15.4
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Installation Details:
(1) Mounting Bracket (2 Mounting Bracket ! (3 Mounting Bracket
2PCS : 2PCS : 2PCS
154
152 154 o SwongLED"
H N A =
i 15.4 -
g .. o |EmetE o (_OI_
SwongLED" ~ £
) 2 Mounting (3) Adjustable tilt
miL s _ _ 1 Mounting V" Bracket Bracket
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Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

Candela Distribution Curve

Isolux Curve (Ix)

-/+180 MH(m)
_/,,/' ) \\ N\
3 ARN
I
4 AR
[ / ‘ VT
5 / Ll
/ \
v
6 — — 15.0
. P /| ——— 130
y — 10.0
8 / 7.50
. —— 5.00
9 - 2,50
10 T ] — 2.00
Intensity: cd 130
ntensity: c
~— C0/180, 109.4° i — 1.0
30 — C30/210, 109.2° —1 ——— 075
— C60/240, 109.7°
0 €90/270, 110.2° 00 45 9'°S(m)
Average Beam Angle (50%): 109.6 degree
Note: The test data in full color 45 light fixtures measured specifications only.
System Schematic Diagram:
NO.1 NO.3 NO.4 NO.10
DMX Interface De24v DC24V
NO.1 NO.3 NO.4 NO.10
DC24V DC24V|

(Illustration: 16 pixels/m)
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Features:

Elegant ultra-slim profile high brightness LED pixel linear light that integrated easily into architectural features for outdoor applications or
formed into scalable large LED video display with high light transparency for building facades and commercial building.

Choice of Cree, Orsam, Lumileds in range of whites, mono colour, RGB and RGBW. Viewing angle at =1100.

High corrosion resist anodized aluminum profile and perforated face mask over clear PMMA lens.

Complete weather-sealed fixture, IP65.

Easy and fast installation with fixed or adjustable stainless steel brackets.

Seamless line of light with no dark spaces when fixtures are connected in cascade.

DC24V input. DMX control with auto-addressing features.

Technical Specification:

CV3D-M1000-0048CTA-00

StrongLED’

Switch on to awesome

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE/OSRAM /LUMILEDS SMD

48 ; 24 : 12 i 60 (30RGB+30W)
11.52W ; 5.76W ; 2.88W i 16.2W
864 Im § 432Im § 216 Im § 900 Im
75 Im/W 75 Im/W 75 Im/W 56 Im/W
1 6b|t*3 (65536"65536"65536) 1 6b|t*3 (65536"65536"65536) 1 6b|t*3 (65536"65536"65536) 1 6b|t*4 (65536°6553665536"65536)
256
=110°
DC24V
-40°C~50°C

10%~95%RH
Powder coated extruded aluminum
Signal cable: PVp cable with waterproof connectoysBSOOmm; Power cable: Neoprqne;SOOmm

Dimension witnout mounting bracket 1000*15.4*25mm 500*15.4*25mm 251*15.4*25mm 1000*15.4*25mm
Weight 0.72kg : 0.36kg : 0. 18kg : 0.72kg
Pixel Quantity 16 : 8 : 4 § 2
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80 : -
4000K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80 : -
3000K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80 : -
2700K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80 : -
2400K 624 Im Ra 80 312 Im Ra 80 156 Im Ra 80 -
2200K 624 Im Ra 80 : 312Im Ra 80 : 156 Im Ra 80 : =
1700K - : - : - ; _

Blue 216 Im : 108 Im : 54 Im ; =
Amber 432 Im § 216 Im § 108 Im § -
RGB 336 Im : 168 Im : 84 Im : -
RGB + White - : _ : - 210+690 Im

RECESS ¢ COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm 1000
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Installation Details:

15.4
Mounting Bracket: 1PC
& d 9
| E
g 3
Rotation Bracket Mounting
Bracket

Photometry:

Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°

~/+180 MH(m)
7 ) VRN
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S J ——— 140
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- ) : 0.85
— ©60/240, 109.7 00 75 9.0

0 €90/270, 109.8°
Average Beam Angle (50%): 109.4 degree

Note: Test data is based on CV3D-M1000-0048CTA-00 only.

System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10

DC24V DC24V!

DMX Interface

NO.1 NO.4 NO.5 NO.10

DC24V DC24V!
(INustration: 16 pixels/m)
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i-City Vision Series CV3E
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LANDSCAPE

SEAMLESS

LED TYPE

Features:

StrongLED’

Switch on to awesome

CV3E-E1000-0120WTK-00

= Elegant slim profile high brightness LED pixel linear light that integrated easily into architectural features for outdoor applications.

= Choice of Cree, Orsam, Lumileds in range of whites. Viewing angle at =120°.

= Brightness level of 256 and 16 bits contrast level control for consistent and smooth color change effect.
= High corrosion resist anodized aluminum profile, frosted PMMA diffuser and end-caps.
= Seamless line of light with no dark spaces when fixtures are connected in cascade.

= Easy and fast installation with stainless steel spring brackets.
= DC24V input. DMX control. Complete weather-sealed fixture, IP65.

Technical Specification:

LED Type

LED Quantity 120
Power Rating 9.6W
Luminous Flux 960 Im
Luminous Efficacy 100 Im/W

Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

60 30
4.8W : 2.4W
480 Im 240 Im
100 Im/W ; 100 Im/W
1 6b|t (65536)
256
=120°
DC24V
-40C~50C

10%~95%RH
Powder coated extruded aluminum
Power cable: Neoprene=500mm

RGB + White -

Dimension itout mouning bracket) 1000*20*20mm 500*20*20mm : 250*20*20mm
Weight 0.37kg 0.19kg : 0.1kg
Pixel Quantity 8 4 2
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 960 Im Ra 80 480 Im Ra 80 240Im Ra 80
4000K 960 Im Ra 80 480 Im Ra 80 ! 240 Im Ra 80
3000K 600 Im Ra 80 300 Im Ra 80 150 Im Ra 80
2700K 600 Im Ra 80 300 Im Ra 80 : 150 Im Ra 80
2400K 600 Im Ra 80 300 Im Ra 80 150 Im Ra 80
2200K = = : =
1700K - - : -

Blue = = : =
Amber - - -

RGB = = : =

RECESS « COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
1000
20
500
NI
N
o)
E U]
250
Installation Details:
20+0.1 18
Mounting Bracket: 2PC 20
9 L L
H 4 8 2 (=] R
Vg2 950 AR
8 U]
3.04 154 _,  1.64+01
\ ! T
Ry
] N
¥
=
>
o L L
I = I = |
Photometry:
Lamp Source: OSRAM SMD 3014 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 114°
Field Angle: 162° —/+180 MH(m)
SN
3 VNS
: T
— / ) 1
6 — / ] | 21.0
Fa | 18.0
o // —— 140
8 / 11.0
|1 — 7.00
° / / 3.50
10 1 L 2.80
- 1.80
n— 1.40
1.10
0.0 45 9.0
Beam Angle Curve: Average Beam Angle (50%): 114 degree S(m)
Note: Test data is based on CV3E-E1000-120WTK-40 only.
System Schematic Diagram:
NO.1 NO.2 NO.3 NO.4
DC24V
NO.1 NO.2 NO.3 NO.4
(Monochromatic lamp, each circuit can be with 4 lamps)
S L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

CV3F-M1000-0060XTX-00

Features:

= Elegant slim, flat profile high brightness linear LED luminaire that can integrated easily into architectural features for outdoor applications.
m Choice of Cree, Orsam or Lumileds LED in range of whites, mono colour, RGB and RGBW. Viewing angle: 2110°.

= Anodized aluminum profile and perforated mask over clear diffuser. Weather-sealed and IP65 rated.

= Seamless line of light when connected in cascade without dark spaces at joints.

= Easy to mount with snap-in stainless steel brackets.

= DC 24V input. DMX control with auto-addressing features.

= Application: Outdoor.

Technical Specification:

LED Type ) CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 : 24 : 12 60 (30rRGB+30W )
Power Rating 11.52W : 5.76W : 2.88W 16.2W
Luminous Flux 864 Im : 432 1m : 216 Im 900 Im
Luminous Efficacy 75 Im/W ; 75 Im/W ; 75 Im/W 56 Im/W
Contrast Level 16bit*3 (essaesssas-essas) E 16bit*3 ssseessasressae) E 16Dit*3 (sss36+65536°65536) 16bit*4 (es536°65536+65536°65536)
Brightness Level 256

Viewing Angle =110°

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) High corrosion resist anodized aluminum profile

Cable Interconnect Signal/Power cable: PVC cable with waterproof connectors =500mm

DiMENSION ou g races 1000720*17.5mm 500%20*17.5mm 251+20*17.5mm ' 1000*20*17.5mm
Weight 0.39%g ; 0.2kg ; 0.1kg 0.39%g
Pixel Quantity 16 : 8 : 4 2
Control Gear 0~10V / DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864Im Ra80 432Im Ra80 216Im Ra 80 -
4000K 864 Im Ra 80 " 432Im Ra 80 " 2161m Ra 80 -
3000K 864 Im Ra 80 432Im Ra80 216Im Ra 80 -
2700K 864 Im Ra 80 : 432Im Ra80 : 216Im Ra 80 =
2400K 6241Im Ra 80 § 312Im Ra80 § 156 Im Ra 80 -
2200K 624 Im Ra 80 : 312Im Ra80 : 156 Im Ra 80 -
1700K - § - § - -
Blue 2161m : 108Im : 54 1m -
Amber 4321m § 2161m § 1081m -
RGB 336 Im 168Im 841m -
RGB + White - : - : - 210+690 Im
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Dimension Details:

> unit: mm
1000
208 2;1.9
[ 0 000000000000 00D00D0000000000000000000000000000a0aO0] 0
0| Strong LED*
al N

125 A

Installation Details:

) Mounting Bracket
2PCS/m

19
5 . ) N
(2) Mounting Bracket i (3 Mounting Bracket i @ Bracket Types
2PCS/m ! 2PCS/m :

! : 45
: : 20
H |co.5°: —
: % T 1
' N n " - @ Tilt Adjmtable
: © Stainless Steel 'Y 3 Mounting Bracket ¥ Bracket
: [ainless Steel ) | )
H Snap-in Bracket 8]7 FQ 4 Mounting Bolts

Photometry:

Lamp Source: CREE SMD 3535 Candela Distribution Curve
Beam Angle: 110°

Isolux Curve (Ix)

System Schematic Diagram:

DMX Interface

—/+180 MH(m)
3 \
. |
L /
5 / |
\
/ |
6 - i 17.0
7L L - “J — 14.0
A — 110
8 / 8.30
ol 1 p —— 550
pa 2.80
e
10 - ——— 220
Intensity: cd ’_, — 1.40
Z_ C0/180, 109.7° 1 1.10
30 30 — C80/210, 110.3: 1 083
— C60/240, 110.9 0.0 i5 5.0
0 €90/270, 111.0°
S(m)
Average Beam Angle (50%): 114.0degree
Note: Test data is based on CV3F-M1000-0048CTA-00 only.
NO.1 NO.2 NO.3 NO.85
DC24V DC24V
NO.1 NO.2 NO.3 NO.85
DC24V DC24V

(Mustration: 2 pixels/m)

® STRONGLED LIGHTING SYSTEM GROUP
t ron g L E D STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
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C € Wauijiang City, Jiangsu Province, China 215211
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FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
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i-City Vision Series CV4C-A/B

StrongLED*

Switch on to awesome

RECESS ¢ COVE « CORNICE

CV4C-M1000-0048CTA-00

Features:

= Elegant slim profile high brightness LED linear light that integrated easily into architectural features for outdoor applications.
= Choice of Cree, Orsam, Lumileds in range of whites, mono colour, RGB and RGBW. Viewing angle at 2110° .

= High corrosion resist anodized aluminum profile and perforated face mask over clear PMMA lens.

= Complete weather-sealed fixture, IP65.

= Available in base or side cable entry for architectural intent.

= Easy and fast installation with fixed or adjustable stainless steel brackets.

= Seamless line of light with no dark spaces when fixtures are connected in cascade.

= DC24V input. DMX control with auto-addressing features.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 E 24 E 12 E 48 urcp.zem
Power Rating 11.52W 0 5.76W 0 2.88W 0 12.96W
Luminous Flux 864 Im ! 4321m ! 216 Im ! 720 Im
Luminous Efficacy 75 Im/W ! 75 Im/W ! 75 Im/W ' 56 Im/W
ContraSt LeVeI 1 6b|t*3 (65536*65536"65536) : 1 6b|t*3 (65536"65536*65536) : 16b|t*3 (65536"65536*65536) : 16b|t*4 (65536°65536"65536*65536)
Brightness Level 256

Viewing Angle =110°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized aluminum profile

Cable Interconnect Signal cable: FI’VC cable with waterproof connecltorSBSOOmm; Power cable: NeoplreneBSOOmm
Dimension winout mouning bracket) 1000*23.5*18.5mm , 501*23.5*18.5mm , 252*23.5*18.5mm , 1000*23.5*18.5mm
Weight 0.57kg 0 0.29g 0 0.14kg 0 0.57kg
Pixel Quantity 16 ! 8 ! 4 ! 8+8
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 | 432 Im Ra 80 | 216 Im Ra 80 : -
4000K 864 Im Ra 80 E 432 Im Ra 80 E 216 Im Ra 80 E -
3000K 864 Im Ra 80 ! 432 Im Ra 80 ! 216 Im Ra 80 ! -
2700K 864 Im Ra 80 ! 432 Im Ra 80 ! 216 Im Ra 80 ! -
2400K 624 Im Ra 80 ' 312Im Ra 80 ! 156 Im Ra 80 ! -
2200K 624 Im Ra 80 ' 312 Im Ra 80 ' 156 Im Ra 80 ' -
1700K - ! - ! - ! -
Blue 216 Im , 108 Im , 54 Im , -
Amber 4321m ! 216 Im ! 108 Im ! -
RGB 336 Im ! 168 Im ! 84 Im ! =
RGB + White - : - i - : 168+552 Im




Dimension Details:

>unit: mm

Installation Details:

) Mounting Bracket

RECESS « COVE « CORNICE
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Photometry:

Mo of ;
odbs L
20
175

According to the actual assembly adjust length 248
41.6
A: Bottom outlet B: Side outlet
@ Mounting Bracket @ Mounting Bracket
2PCS 2PCS 23
23
& &,

E

I REY

o 2mes

g

56.4

51.4

3 Rotation
Bracket

2 Mounting
Bracket

(1) Spring Bracket

T
T

Lamp Source: CREE SMD 3535
Beam Angle: 110°

System Schematic Diagram:
J NO.1 NO.4

Candela Distribution Curve
~/+180

Isolux Curve (Ix)

5 /

6 . / ,} 17.0

e /
L / ——— 140
— 110
8 / 8.30
oL e — 550
— 2.80
ol LA —— 220
——— 140
~— C0/180, 110.0° " — 1.10
o 0 oo 1110 %

0 €90/270, 111.1° 00 45 g'g(m)

Average Beam Angle (50%) : 110.6 degree

Note: Test data is based on CV4C-M1000-0048CTA-00 only.

DC24V
DMX Interface

NO.1 NO.4

DC24V

N e

NO.5 NO.10
DC24Vv

NO.5 NO.10
DC24V

(IMustration: 16 pixels/m)
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Switch on to awesome
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CVvV4C-M1000-0048CTA-00

Features:

= Elegant slim profile high brightness LED linear light that integrated easily into architectural features for outdoor applications.
= Choice of Cree, Orsam, Lumileds in range of whites, mono colour, RGB and RGBW. Viewing angle at 2110°.

= High corrosion resist anodized aluminum profile and perforated face mask over clear PMMA lens.

= Complete weather-sealed fixture, IP65.

= Easy and fast installation with fixed or adjustable stainless steel brackets.

= Seamless line of light with no dark spaces when fixtures are connected in cascade.

= DC24V input. DMX control with auto-addressing features.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 . 24 . 12 . 48 ( 24RGB+24W )
Power Rating 11.52W E 5.76W E 2.88W E 12.96W
Luminous Flux 864 Im 1 432 Im 1 216 Im 1 720 Im
Luminous Efficacy 75 Im/W E 75 Im/W E 75 Im/W E 56 Im/W
Contrast Level 16bit*3 (6sss6-essaeessas) : 16bit*3 (essacsss36:65536 ) : 16bit*3 (essae-sss3e65536 ) : 16bit*4 (sss3665536°65536°65536 )
Brightness Level 256

Viewing Angle =110°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized aluminum profile

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension witout mounting bracket) 1000*26.1*27.3mm . 507*26.1*27.3mm . 259*26.1*27.3mm . 1000*26.1*27.3mm
Weight 0.69Kg E 0.35kg E 0.18kg E 0.69kg
Pixel Quantity 16 ! 8 ! 4 ' 8+8
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 , 432 Im Ra 80 , 216 Im Ra 80 , -
4000K 864 Im Ra 80 ' 432 Im Ra 80 ' 216 Im Ra 80 ' -
3000K 864 Im Ra 80 . 432 Im Ra 80 . 216 Im Ra 80 . -
2700K 864 Im Ra 80 i 432 Im Ra 80 i 216 Im Ra 80 i -
2400K 624 Im Ra 80 | 312Im Ra 80 | 156 Im Ra 80 | -
2200K 624 Im Ra 80 E 312Im Ra 80 E 156 Im Ra 80 E =
1700K - ' - ! - ! -

Blle 216 Im ! 108 Im ! 54 Im ! -
Amber 4321m ! 216 Im ! 108 Im ! -
RGB 336 Im 0 168 Im 0 84 Im 0 -
RGB + White - : - : - : 168+552 Im
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Dimension Details:

>unit: mm 10002
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According to the actual assembly adjust length

Installation Details:

(1) Mouting Bracket
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5) Mouting Bracket
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Photometry:

Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°

—/+180 MH(m)
7 J VR
3 NNANY
4 \ \ \
/
5 ey
6 / J
— 17.0
, P / ——— 14.0
- ) — 110
8 / 8.30
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Z— C0/180, 110.0° b 1.10
30 30 — C30/210, 110.5° 0.83
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0 €90/270, 111.1° 00 48 g'g(m)

Average Beam Angle (50%): 110.6 degree
Note: Test data is based on CV4C-M1000-0048CTA-00 only.

System Schematic Diagram:

NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface

NO.1 NO.4 NO.5 NO.10

DC24V DC24V

( Nlustration: Each light fixture represents 6 pixels )
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LANDSCAPE

LED TYPE

Features:

StrongLED’

Switch on to awesome

CV4E-E1000-0048WTS-00

RECESS « COVE « CORNICE

= Elegant slim, low profile High brightness LED linear luminaire for wall washer and LED video display application.
= Beam angle can be chosen from 25 ° * 35 ° and 45 °.

= Using Cree, Osram or Lumileds in range of whites, mono colour, RGB and RGBW.

= Protruding anti glare diffuser provides >180° view angle or flat diffuser for a classic look.

Powder coated aluminum, adjustable stainless steel bracket. Anti-glare shield available as optional.

Bright and consistent colour. Seamless line of lights with no dark space when connected in cascade.

DMX with automatic addressing function.

Weatherproof sealed. IP65.

Technical Specification:

LED Type

Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension winout mounting bracket)

1000%23.5*20.1mm

CREE/OSRAM/LUMILEDS SMD

10%~95%RH

Powder coated aluminum, adjustable stainless steel bracket
Signal cable: PVC cable with waterproof connectors=500mm; Power cable: Neoprene=500mm

501*23.5*20.1mm

252*23.5*20.1mm 1000%23.520.1mm

LED Quantity 48 24 12 : 48 rep) 48 (24rc8+20w)
Power Rating 14.4W 7.2W 3.6W : 11.52W 12.96W
Luminous Flux 1104 Im 552 Im 276 Im : 864 Im 720 Im
Luminous Efficacy 77 Im/W 77 Im/W 77 Im/W 75 Im/W 56 Im/W
Contrast Level 16bit @ess36) 16bit @ess36) 16bit ss36) 16bit*3 (ss36°6553665536) 16Dbit*4 (gssse-essss-essss-essas)
Brightness Level 256
View Angle 40° /25° *35° | 25°
Input Voltage DC24Vv

-40°C~50°C

1000%23.5*20.1mm

Weight 0.63kg 0.32kg 0.16kg 0.63kg 0.63kg
Pixel Quantity 16 8 4 : 16 16
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification
5000K 1104 Im Ra 80 552 Im Ra 80 276 Im Ra 80 864 Im Ra 80 -
4000K 1104 Im Ra 80 552 Im Ra 80 276 Im Ra 80 864 Im Ra 80 =
3000K 1104 Im Ra 80 552 Im Ra 80 276 Im Ra 80 864 Im Ra 80 -
2700K 1104 Im Ra 80 552 Im Ra 80 276 Im Ra 80 H 864 Im Ra 80 -
2400K - - - 624 Im Ra 80 -
2200K - - - : 624 Im Ra 80 =
1700K - - - : - -

Blue = - - : 216 Im =
Amber - - - § 4321m -
RGB = = = : 336 Im _
RGB + White - - - : - 168+552 Im
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Dimension Details:
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(Bottom cable entry)

Installation Details:

(1) Mounting Bracket (8 Mounting Bracket
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2) Mounting Bracket
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Photometry:

Lamp Source: OSRAM SMD 5630
Beam Angle: 25°*35°

Candela Distribution Curve

Isolux Curve ( Ix)

-/1+180 MH(m)
-150 150 / \\
3 / ‘ |
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Intensity: cd 24.0
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0 €90/270, 35.1° 00 45 90
Average Beam Angle (50%): 32.1 degree S(m)
Note: Test data is based on CV4E-E1000-0048WTS-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DMX Interface pe24v DC24V
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(lllustration: Each light fixture represents one pixel)
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-City Vision Series CV5B
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LED TYPE

CV5B-M1000-0048CTA-00

Features:

StrongLED’

Switch on to awesome

= Elegant slim profile outdoor linear LED luminaire for large scale building fagade contour outliners, video display and other decorative lightings applications.
= Choice of Cree, Lumileds and Osram LEDs for high colour fidelity, consistency and long lifespan. Available in whites, mono colour and RGB.

= Corrosion-resist extruded aluminum body and high quality translucent curve-shape UV stabilized polycarbonate diffuser and end-caps

for smooth and even light distribution. Wide view angle >120°.
= Continuous line of light with no dark spots when luminaires are connected in cascade.

= DC24V input power with built in stabilizer that allows voltage variance up to 10V. Constant current drive with PWM control ensures that all luminaires are

consistent at the same brightness level and smooth colour changing. Stainless steel adjustable tilt mounting bracket and patented waterproof fast -clip connectors

for fast installation. High wind resistance up to 45m/sec.
= Customized lengths and colour available to match fagade design features and architectural intent.
= DMX control with auto-address function for quick setup and maintenance. Weather-sealed and IP65 rated.

Technical Specification:

LED Type CREE/OSRAM /LUMILEDS SMD

LED Quantity 48 24 12
Power Rating 11.52W : 5.76W 2.88W
Luminous Flux 864 Im 432 Im 216 Im
Luminous Efficacy 75 Im/W : 75 Im/W 75 Im/W
Contrast Level 16bit*3 (6553665536*65536)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized extruded aluminum, clear or frosted BWF diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
DiIMENSion o moinins ey 1000*27.2*43.2mm 501%27.2*43.2mm : 25227.2*43.2mm
Weight 1.1kg : 0. 55kg 0.28kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 : 432 Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 : 432 1m Ra 80 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 : 312Im Ra 80 156 Im Ra 80
1700K - : - -

Blue 216 Im : 108 Im 54 Im
Amber 4321m 216 Im 108 Im
RGB 336 Im : 168 Im 84 Im
RGB + White - : - -
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Dimension Details:
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Installation Details:

Mounting Bracket: 2PCS

@) Mounting
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27.2
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(2) Rotation
Bracket

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 120°

Candela Distribution Curve

Isolux Curve (Ix)
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Note: Test data is based on CV5B-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
iy DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V
DC24V
(lllustration: 16pixels/m)
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i-City Vision Series CV6

LED TYPE

Features:

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

CV6-E1000-0144WTK-00

= Elegant slim profile outdoor linear LED luminaire for large scale building fagade contour outliners and other decorative lightings applications.
= Choice of Cree, Lumileds or Osram LEDs in whites, mono colour. Viewing angle 280°.

= Corrosion-resist extruded aluminum body and frosted UV stabilized PC diffuser.

= Stainless steel adjustable tilt mounting bracket. Wind load resistance up to 45m/sec.

= Continuous line of light with no dark spots when luminaires are connected in cascade.

= Customized lengths and housing colour available to match fagade design features and architectural intent.

= DC24V input. DMX control with auto-address function, PWM control constant current drive.

= Weather-sealed and IP65 rated.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD
144
144*0.1W
1152 Im
16bit (65536)
256
=80°
DC24V
-40C~50C
10%~95%RH
Powder coated extruded aluminium + frosted PC diffuser
PVC Cable=500mm

RGB+W

Dimension witout mounting bracket) 1000*42*29.3mm
Weight 1.3kg

Pixel Quantity -
Control Gear DMX
Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specifications
5000K 1152 Im Ra 80
4000K 1152 Im Ra 80
3000K 720 Im Ra 80
2700K 720 Im Ra 80
2400K 720 Im Ra 80
2200K 720 Im Ra 80
1700K -

Blue 216 Im
Amber 432 Im
RGB -




RECESS « COVE « CORNICE

Dimension Details:

> unit: mm
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Installation Details:

Mounting Bracket: 2PCS

42

Lamp Source: OSRAM SMD 3014 Candela Distribution Curve

Beam Angle: 80°
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Note: The test data in monochrome (3000K + 5000K) 144 light fixtures measured specifications only.

System Schematic Diagram:

DC24Vv

o \ NO.2 \ NO.3 \ NO.4

(Monochrome lamps, each loop can be connected in series 10 fixtures)
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i-City Vision Series CV6E

TUNABLE COLOUR

LED TYPE

Features:

StrongLED’

Switch on to awesome

CV6E-M1000-0096WTS-00

= Elegant slim profile outdoor linear LED luminaire for architectural and decorative lighting applications.

= Choice of Cree, Lumileds or Osram LEDs in whites, RGB and RGBW.

= Choice of viewing angles of: 40° /25° *35° /25°.

= Corrosion-resist extruded aluminum body and frosted UV stabilized PC diffuser. Stainless steel clip bracket.
= Continuous line of light with no dark spots when luminaires are connected in cascade.

= Customized lengths and housing colour available to match fagade design features and architectural intent.
= DC24V input. DMX control with auto-address function, PWM control constant current drive.

= Weather-sealed and IP65 rated.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

96 96 (res) 96 (res+w)

28.8W 23.04W 25.92W

2208 Im 672 Im 1440 Im

77 Im/W 29 Im/W 56 Im/W
1 6b|t (65536) 1 6b|t*3 (65536"65536"65536) 1 6b|t*4 (65536"65536"65536"65536)

256
40° (Conventional lens) / 25° *35° (Asymmetric lens) / 25° (Full-color lens)
DC24V
-40°C~50C

10%~95%RH
Anodized extruded aluminium

Signal Cable: PVC cable with waterproof connector=500mm; Power cable: Neoprene =500mm

RGB+W

Dimension winout mounting bracket) 1000*40*25mm

Weight 1.2kg

Pixel Quantity 16

Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 2208 Im Ra 80 - -
4000K 2208 Im Ra 80 i -
3000K 2208 Im Ra 80 - -
2700K 2208 Im Ra 80 = =
2400K 1440 Im Ra 80 - -
2200K 1440 Im Ra 80 = =
1700K 1440 Im Ra 80 - -
Blue - - -
Amber - - -
RGB = 1440 Im =

336+1440 Im
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Dimension Details:

> unit: mm 1000+ 0.5

40

800(Reference size)

Installation Details:

Mounting Bracket: 2PCS 453 5 40
o
: 2
¥ & F%
22.'95 — Spring Bracket

Lamp Source: OSRAM SMD 3014
Beam Angle:80°

Candela Distribution Curve
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m

Note: The test data to monochromatic light 48 lamps measured specifications only.

System Schematic Diagram:

AN

NO.1 NO.3 NO.4 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.3 NO.4 NO.10
DC24V DC24V

(Nustration: Each light fixture represents 16 pixel)
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Switch on to awesome
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LED TYPE

CV7-M1000-0060CT6-00

Features:

= Elegant slim profile outdoor linear LED luminaire for large scale building fagade contour outliners, video display and other decorative lightings applications.

= Choice of Cree, Lumileds and Osram LEDs for high colour fidelity, consistency and long lifespan. Available in whites, mono colour and RGB.

= Corrosion-resist extruded aluminum body and high quality translucent curve-shape UV stabilized polycarbonate diffuser and end-caps for smooth
and even light distribution. Wide view angle >120°.

= Continuous line of light with no dark spots when luminaires are connected in cascade.

= DC24V input power with built in stabilizer that allows voltage variance up to 10V. Constant current drive with PWM control ensures that all luminaires are
consistent at the same brightness level and smooth colour changing. Stainless steel adjustable tilt mounting bracket and patented waterproof fast -clip connectors
for fast installation. High wind resistance up to 45m/sec.

= Customized lengths and colour available to match fagade design features and architectural intent.

= DMX control with auto-address function for quick setup and maintenance. Weather-sealed and IP65 rated.

Technical Specification:

LED Type

Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

LED Quantity 60

Power Rating 14.4W
Luminous Flux 1080 Im
Luminous Efficacy 75 Im/W
Contrast Level 16bit*3 (6ss3esss36°65536 )
Brightness Level 256
Viewing Angle =130°

Input Voltage DC24V
Operating Temperature -40°C~50°C

10%~95%RH
Anodized extruded aluminum
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

RGB+White

Dimension witout mounting brackety 1000*15*25mm
Weight 0.48kg
Pixel Quantity 20
Control Gear DMX
Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 1080 Im Ra 80
4000K 1080 Im Ra 80
3000K 1080 Im Ra 80
2700K 1080 Im Ra 80
2400K 780 Im Ra 80
2200K 780 Im Ra 80
1700K -

Blue 270 Im
Amber 540 Im
RGB 420 Im
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Dimension Details:

/> unit: mm
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Installation Details:

Mounting Bracket: 2PCS
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Photometry:

Lamp Source: SMD 5050 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 130°
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Note: Test data is based on CV7-M1000-0060CT6-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.8
DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.8
DC24V
(Nlustration: 20 pixels/m)
St L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
ro n g :Li?lgﬁlI\_IE([i)RII_\l:\l;g‘gxﬁlvsgﬁ-[?gsl_l(glﬁimléNS)chqréIl\;ITSDCO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of

Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other

€3

£
e

1S09001:2008

(C; 15

1S014001:2004

GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UP +86-512-8286 8001
03 globalestrongled.com

brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com



i-City Vision Series CV8A

TUNABLE COLOUR

LED TYPE

Features:

StrongLED*

Switch on to awesome

CV8A-M1000-0048CT6-00

= Elegant slim profile high brightness linear LED luminaire for architectural and landscape lighting application.
= Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 2120°.
= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body, clear or frosted PMMA flat diffuser. Casement mounting design and on two sides of fixture body for easy,

secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.
= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.
= Weather sealed with ingress protection IP65.
= DC24V input. DMX through PWM and constant current control.

Technical Specification:

RECESS « COVE « CORNICE

LED Type

Operating Humidity
Material (Housing)
Cable Interconnect

CREE/OSRAM /LUMILEDS SMD

10%~95%RH

Anodized extruded aluminum clear frosted BWF diffuser

LED Quantity 48 24 12
Power Rating 11.52W 5.76W 2.88W
Luminous Flux 864 Im 4321m 216 Im
Luminous Efficacy 75 Im/W 75 Im/W 75 Im/W
Contrast Level 16bit*3 (65536*65536*65536)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm

RGB + White

168 Im

Dimension 1000*75*42.3mm 500*75*42.3mm 252*75*42.3mm
Weight 1.94kg 0.97kg 0.49kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
1700K - - -

Blue 216 Im 108 Im 54 Im
Amber 432 Im 216 Im 108 Im
RGB 336 Im

84 Im




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
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Photometry:
Lamp Source: CREE SMD 5050 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 120°
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Average Beam Angle (50%): 121.0 degree ——— 3.00 0.4500
Note: Test data is based on CV8A-M1000-0048CT6-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(Illustration1: 6pixels/m)
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LED TYPE

Features:

= Elegant slim profile high brightness linear LED luminaire for architectural and landscape lighting application.

= Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 2120°.

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body, clear or frosted PMMA curved diffuser. Casement mounting design and on two sides of fixture body for easy,
= secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.

StrongLED’

Switch on to awesome
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Cv8B-M1000-0048CTA-00

= DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

48 24 12
11.52W : 5.76W : 216 Im
864 Im 4321Im 75 Im/wW
75 Im/W : 75 Im/W :

16bit*3 (6553665536"65536)
256
=120°
DC24V
-40°C~50°C

10%~95%RH
Anodized extruded aluminum clear frosted BWF diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

Dimension winout mounting bracket) 1000*50*48mm : 500*50*48mm : 252*50*48mm
Weight 0.9kg : 0.45kg : 0.23kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 : 4321m Ra 80 : 216 Im Ra 80
4000K 864 Im Ra 80 : 4321m Ra 80 : 216 Im Ra 80
3000K 864 Im Ra 80 : 4321m Ra 80 : 216 Im Ra 80
2700K 864 Im Ra 80 : 4321m Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 § 312 Im Ra 80 § 156 Im Ra 80
2200K 624 Im Ra 80 : 312 Im Ra 80 : 156 Im Ra 80
1700K - : - : -

Blue 216 Im : 108 Im : 54 Im
Amber 432 1m § 216 Im § 108 Im
RGB

RGB + White

336 Im : 168 Im : 84 Im
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Dimension Details:

> unit: mm
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 120°
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Average Beam Angle (50%): 115.7 degree 260 0.3900
Note: Test data is based on CV8B-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(Illustration: 16pixels/m)
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i-City Vision Series CV8C

.
TUNABLE COLOUR

LED TYPE

Features:

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

CVv8C-M1000-0048CT6-00

= Elegant slim profile high brightness linear LED luminaire for architectural and decorative lighting applications.

= Good colour stability and excellent lumen maintenance.

= Perfect uniformity of the luminous surface gives it a pleasing look and the elegant design guarantees perfect integration with architectural intent even when switched off.

= Seamless luminous lines formed through cascading several luminaires for pleasing aesthetic effect.
= High corrosion-resist anodized aluminum profile with clear or frosted UV resist PMMA diffuser.

= Available in range of whites, mono colour and RGB.

= DMX control with auto-addressing feature. Weather sealed and ingress protection at IP65.

Technical Specification:

LED Type

LED Quantity 48
Power Rating 11.52W
Luminous Flux 864 Im
Luminous Efficacy 75 Im/W

Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

Anodized extruded aluminum + Clear or frosted BWF diffuser
Signal cable: PVC cable v.vith waterproof connectors =500mm; Power (.:able: Neoprene=500mm

CREE/OSRAM /LUMILEDS SMD

24 12
5.76W : 2.88W
432 Im ’ 2161m
75 Im/W 75 Im/W
1 6b|t*3 (65536"65536"65536)
256
>120°
DC24V
-40°C~50°C

10%~95%RH

RGB + White -

Dimension winout mounting bracket) 1000*100*53.2mm 500%100*53.2mm : 252*100*53.2mm
Weight 1.2kg 0.6kg : 0.3kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 4321m Ra 80 : 216 Im Ra 80
3000K 864 Im Ra 80 4321m Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 432 Im Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 : 156 Im Ra 80
1700K - - : -

Blue 216 Im 108 Im : 54 Im
Amber 4321Im 216 Im 108 Im
RGB 336 Im

168 Im : 84 Im




RECESS ¢ COVE « CORNICE

Dimension Details:

>unit: mm

Installation Details:

Mounting Bracket: 2PCS
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Lamp Source: SMD 5050
Beam Angle: 120°

Candela Distribution Curve

Isolux Curve (Ix)
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400 — C60/240, 120.8° 00 a5 50
0 €90/270, 111.4° s(m)
Average Beam Angle (50%): 116.3 degree
Note: Test data is based on CV8C-M1000-0048CT6-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(Nlustration: 16pixels/m)
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-City Vision Series CV8F

*
ERASLE COLOWR LANDSCAPE

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

CV8F-M0060-0012CTA-00

Features:

= Small high brightness linear LED luminaire used as a pixel node light for architectural and landscape lighting application.

Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 130°.

Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.
Anodized extuded aluminum body, frosted curve PC diffuser and end caps.

Mounting design into fixture body and are on both sides.

Secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

Weather sealed with ingress protection IP65.

Technical Specification:

DC24V input. DMX through PWM and constant current control.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD
12
2.88W
216 Im
75 Im/W
1 6b|t*3 (65536"65536"65536)
256
=130°
DC24v
-40°C~50C
10%~95%RH
Anodized aluminum + PC diffuser
Signal cable: PVC cable with waterproof connectors=500mm; Power cable: Neoprene =500mm

RGB+W

Dimension winout mounting bracket) 60*39.4*55mm
Weight 0.1kg
Pixel Quantity 1
Control Gear DMX
Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specifications
5000K 216 Im Ra 80
4000K 216 Im Ra 80
3000K 216 Im Ra 80
2700K 216 Im Ra 80
2400K 156 Im Ra 80
2200K 156 Im Ra 80
1700K -

Blue 54 Im
Amber 108 Im
RGB 84 Im
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Dimension Details:

> unit: mm
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 130°
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Intensity: cd
— C0/180,131.9° 0.0 15 9.0
30 C30/210,135.5° ’ ’ .S(m)
— C60/240,129.1° - 110 0.1800
0 C90/270,123.5° 08900 0.1400
— 0.7100 0.0890
0.5300 0.0710
Average Beam Angle (50%): 130.0 degree 0.3500 0.0530
Note: Test data is based on CV8F-M0060-0012CTA-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V

(INustration: Each light fixture represents one pixel)
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i-City Vision Series CV8G

CREE
OSRAM
LUMILEDS

LED TYPE

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

CVv8G-M1000-0048CTA-00

= Elegant slim profile high brightness linear LED luminaire for architectural, landscape, advertising and video display applications.

= Cree, Osram or Lumileds LED in whites and mono color. Viewing angle of 2110°.

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body and perforated face mask over clear lens. Casement mounting design and on two sides of fixture body for easy,
secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.
= DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type

LED Quantity 48
Power Rating 11.52W
Luminous Flux 864 Im
Luminous Efficacy 75 Im/W

Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

CREE / OSRAM/LUMILEDS SMD
24 12
5.76W : 2.88W
4321m 216 Im
75 Im/W : 75 Im/W
1 6b|t*3 (65536*65536"65536)
256
=110°
DC24V
-40°C~50°C
100/0"‘950/0RH
Anodized extruded aluminum

RGB + White -

Cable Interconnect Signal cable: PVC cable W|th waterproof connectors =500mm; Power cable: Neoprene=500mm
Dimension 1000*58*18.5mm 500*58*18.5mm : 252*58"18.5mm
Weight 0.66kg 0.33kg : 0. 17kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 4321m Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 432 1m Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 3121Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
1700K - - : -

Blue 216 Im 108 Im 54 Im
Amber 4321m 216 Im g 108 Im
RGB 336 Im 168 Im : 84 Im




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
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Photometry:

Lamp Source: CREE SMD 3535 Candela Distribution Curve
Beam Angle: 110°

Isolux Curve (Ix)
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Note: The test data in full color 45 light fixtures measured specifications only.

System Schematic Diagram:

J NO.1 NO.4

DC24V

DMX Interface

NO.1 NO.4

DC24Vv

NO.5 NO.10

DC24V

NO.5 NO.10

DC24Vv

(lllustration: 16pixels/m)
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i-City Vision Series CV8H

N\
MOUNTING

CREE
OSRAM
LUMILEDS

LED TYPE

Features:

CV8H-M1000-0048CTA-00

StrongLED’

Switch on to awesome

= Elegant slim profile high brightness linear LED luminaire for architectural and landscape lighting application.

= Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 130°.

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extuded aluminum body, clear PC diffuser. Mounting design into fixture body and are on both sides.

= Secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.
= DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type

LED Quantity 48
Power Rating 11.52W
Luminous Flux 864 Im

Luminous Efficacy 75 Im/W
Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE/OSRAM /LUMILEDS SMD

24 § 12
5.76W : 2.88W
4321Im 216Im

75 Im/W ; 75 Im/W
1 Gbit*s (65536"65536"65536)

256
=110°
DC24V

-40°C~50°C

10%~95%RH
Anodized extruded aluminum

Signal cable: PVC cable W|th waterproof connectors =500mm; Power cable Neoprene =500mm

RGB + White -

Dimension 1000*39.2*30mm 500*39.2*30mm : 252%39.2*30mm
Weight 0.57kg 0.29kg : 0.14kg
Pixel Quantity 16 8 § 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432Im Ra 80 § 216 Im Ra 80
4000K 864 Im Ra 80 432 Im Ra 80 : 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 432 Im Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
1700K - - : -

Blue 216 Im 108 Im 54 Im
Amber 4321m 216 Im § 108 Im
RGB 336 Im

168 Im 84 Im
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Dimension Details:

> unit: mm

Installation

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

System Schematic Diagram:

DMX Interface
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i-City Vision Series CV8K

StrongLED’

Switch on to awesome

LANDSCAPE

TUNABLE COLOUR

RECESS ¢ COVE « CORNICE

LED TYPE

CV8K-M1000-0048CTA-00

Features:

= Elegant slim profile high brightness linear LED luminaire for architectural and landscape lighting application.

= Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 2120°.

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body, clear or frosted PMMA flat diffuser. Casement mounting design and on two sides of fixture body for easy,
secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.

= DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type CREE/OSRAM/LUMILEDS SMD :

LED Quantity 48 : 24 : 12
Power Rating 11.52W 5.76W 2.88W
Luminous Flux 864 Im : 432 Im : 216 Im
Luminous Efficacy 75 Im/W ' 5 Im/W ' 75 Im/W
Contrast Level 16bit*3 (esss6-65536°65536)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized extruded aluminum, clear or frosted BWF diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connector=500mm; Power cable: Neoprene=500mm
Dimension 1000*90*53mm : 503*90*53mm : 253*90*53mm
Weight 1.12kg 0. 56kg 0.28kg
Pixel Quantity 16 ' 8 ' 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 § 432 Im Ra 80 § 216 Im Ra 80
4000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 0 432Im Ra 80 0 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 : 312Im Ra 80 : 156 Im Ra 80
1700K - _ _

Blue 216 Im : 108 Im : 54 Im
Amber 432 Im § 216 Im § 108 Im
RGB 336 Im i 168 Im i 84 Im
RGB + White - ’ - ’ -
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Dimension Details:
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Photometry:
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Note: The test data in full color 45 light fixtures measured specifications only.

System Schematic Diagram:

NO.1 NO.4 NO.5 NO.10

DC24V DC24V
DMX Interface
NO.1 NO.4

DC24Vv DC24V

NO.5 NO.10

(IMustration: 16 pixels/m)
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i-City Vision Series CV8L

.
TUNABLE COLOUR

20%-
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DIMMABLE_ LANDSCAPE

DIRECT VIEW_

LED TYPE

CV8L-E1000-0120WTK-00

Features:

= Elegant slim profile high density, brightness linear LED luminaire for architectural and landscape applications.

= Cree, Osram or Lumileds LED in whites and mono color. Viewing angle of 2110°.

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body, frosted PC diffuser. Casement mounting design and on two sides of fixture body for easy,
secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.

= DC24V input. DMX through PWM and constant current control.

Technical Specification:

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

LED Type

LED Quantity 120 60 18
Power Rating 9.6W : 4.8W : 1.44W
Luminous Flux 960 Im 480 Im 144 Im
Luminous Efficacy 100 Im/W : 100 Im/W : 100 Im/W
Contrast Level 16bit (65536)

Brightness Level 256

Viewing Angle =110°

Input Voltage DC24V

Operating Temperature -40°C~50C

Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

10%~95%RH
Anodized extruded aluminum
Signal/Power: PVC Cable=500mm

Dimension witout mounting bracket 1000*48*20mm 500*48*20mm 150*48*20mm
Weight 0.45kg ; 0.23kg ; 0.07kg
Pixel Quantity -

Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 960 Im Ra 80 § 480 Im Ra 80 § 144 Im Ra 80
4000K 960 Im Ra 80 : 480 Im Ra 80 : 144 Im Ra 80
3000K 600 Im Ra 80 300 Im Ra 80 90 Im Ra 80
2700K 600 Im Ra 80 : 300 Im Ra 80 : 90 Im Ra 80
2400K 600 Im Ra 80 § 300 Im Ra 80 § 90 Im Ra 80
2200K 600 Im Ra 80 : 300 Im Ra 80 : 90 Im Ra 80
1700K - : - § -

Blue 180 Im : 90 Im : 27 Im
Amber 360 Im § 180 Im § 54 Im
RGB = : = : =

RGB+W
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Dimension Details:
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Photometry:
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Note: Test data is based on CV8L-E1000-0120WTK-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.100
DC24Vv DC24V
PWM Interface
NO.1 NO.4 NO.5 NO.100
DC24Vv DC24V
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-City Vision Series CV8N

TUNABLE COLOUR

@~
100%
DIMMABLE

LANDSCAPE,

LED TYPE

Features:

StrongLED’

Switch on to awesome

CV8N-M1000-0045WTS-00

= Elegant high brightness and fine pitch pixel control linear LED luminaire for architectural and landscape lighting applications.
Unique anti-glare design with an aesthetically sunken in light emitting surface. Viewing angle of 2110°.

Cree, Osram or Lumileds LED in whites.

Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

Anodized extruded aluminum body, clear or frosted PC flat diffuser. Surface mount on two sides of fixture body for easy,
secured and safe mounting onto building fagade mullion channels. It can withstand up to 45m/sec wind load.

Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.
Weather sealed with ingress protection IP65.

DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type

Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

LED Quantity 45
Power Rating 13.5W
Luminous Flux 1035 Im
Luminous Efficacy 77 Im/W
Contrast Level 16bit (65536)
Brightness Level 256
Viewing Angle =110°
Input Voltage DC24V
Operating Temperature -40°C~50C

10%~95%RH
Anodized extruded aluminum + PC diffuser
Signal cable: PVC cable with waterproof connector=500mm; Power cable: Neoprene =500mm

RGB+W

Dimension winout mounting bracket) 1000*100*74.3mm
Weight 1.7kg

Pixel Quantity 15

Control Gear DMX
Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specifications
5000K 1035 Im Ra 80
4000K 1035 Im Ra 80
3000K 1035 Im Ra 80
2700K 1035 Im Ra 80
2400K -

2200K =

1700K -

Blue -

Amber -

RGB -

RECESS « COVE « CORNICE
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Dimension Details:
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Lamp Source: OSRAM SMD 5630 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°

—-/+180 MH(m)
-150 150 / ) \
3= WA
‘w\ \\\
4 LAY
-120 120 ] ] \ \\
5 R
]
%
6 / / \‘ |
7 / T
/ /| |
7 — /
-90 20 y
N 8 ]
\\\ - -
\ N ]
-
\ 10 el
-60 : ] : 60 »
Intensity: cd [
— C0/180,92.1° 0o o5 ol
‘ —— C30/210,96.4° : . .
-30 30 A 2
— C60/240,106.6° - zg-g - i-gg (m)
0 C90/270,108.5° . .
— 20.0 — 250
15.0 — 2.00
Average Beam Angle (50%): 100.9 degree 9.90 1m0

Note: Test data is based on CV8N-M1000-0045WTS-00 only.

System Schematic Diagram:

NO.1 NO.4 NO.5 NO.11
DC24V DC24V
DMX Interface

NO.1 NO.4 NO.5 NO.11

DC24V DC24V

(Illustration: 15pixels/m)
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i-City Vision Series CV8Q

)

&

StrongLED’

Switch on to awesome

s

4

LANDSCAPE

LED TYPE

Cv8Q-M1000-0048CTA-00

Features:

= Elegant slim profile high brightness linear LED luminaire for architectural and landscape lighting application.

= Cree, Osram or Lumileds LED in whites, mono color and RBG. Viewing angle of 2120°

= Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

= Anodized extruded aluminum body, clear or frosted PC curved diffuser. Casement mounting design and on two sides of fixture body for easy,
secured and safe mounting on building facade. It can withstand up to 45m/sec wind load.

= Seamless luminous lines formed by cascading several luminaires for pleasing aesthetic effect without dark spaces.

= Weather sealed with ingress protection IP65.

= DC24V input. DMX through PWM and constant current control.

Technical Specification:

LED Type CREE/OSRAM /LUMILEDS SMD

LED Quantity 48 § 24 12
Power Rating 11.52W : 5.76W 2.88W
Luminous Flux 864 Im 4321m 2161Im
Luminous Efficacy 75 Im/W : 75 Im/W 75 Im/W
Contrast Level 16bit*3 (65536°65536*65536)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24vVv

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized extruded aluminum, clear or frosted PC diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension 1000*74*49.5mm 500*74*49.5mm : 252*74*49.5mm
Weight 1.29kg " 0.65kg 0.33kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 : 432 Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 : 432 Im Ra 80 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 : 312Im Ra 80 156 Im Ra 80
1700K - § - -

Blue 216 Im : 108 Im 54 Im
Amber 4321Im 216 Im 108 Im
RGB 336 Im : 168 Im 84 Im
RGB + White - ’ - -

RECESS ¢ COVE « CORNICE
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Dimension Details:
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix )
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Note: Test data is based on CV8Q-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(INustration: 16 pixels/m)
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i-City Vision Series CV9

StrongLED’

Switch on to awesome

LANDSCAPE

\ CREE

OSRAM
LUMILEDS

LED TYPE

Features:

CV9-M1000-0048CTA-00

RECESS « COVE « CORNICE

= Elegant ultra-slim profile high brightness linear LED luminaire for architectural and decorative lighting applications.

= Good colour stability and excellent lumen maintenance.

= Perfect uniformity of the luminous surface gives it a pleasing look and the elegant design guarantees perfect integration
with architectural intent even when switched off.

= Seamless luminous lines formed through cascading several luminaires for pleasing aesthetic effect.

= High corrosion-resist anodized aluminum profile with clear or frosted UV resist PMMA diffuser.

= Available in range of whites, mono colour and RGB.

= DMX control with auto-addressing feature. Weather sealed and ingress protection at IP65.

Technical Specification:

Operating Humidity
Material (Housing)
Cable Interconnect

Signal cable: PVC cable with waterproof

10%~95%RH
Anodized extruded aluminum + Clear or frosted BWF diffuser

LED Type CREE/OSRAM /LUMILEDS SMD

LED Quantity 48 24 12
Power Rating 11.52W 5.76W 2.88W
Luminous Flux 864 Im 432 Im 216 Im
Luminous Efficacy 75 Im/W 75 Im/W 75 Im/W
Contrast Level 16bit*3155536'65535'65535)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

connector=500mm; Power cable: Neoprene =500mm

RGB + White

168 Im

Dimension winout mounting bracket) 1000*48*50mm 500*48*50mm 252*48*50mm
Weight 1.3kg 0.65kg H 0.33kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432Im Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 432 1m Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 4321Im Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80
2400K 624 Im Ra 80 312 Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
1700K - - -

Blue 216 Im 108 Im 54 Im
Amber 432 Im 216 Im 108 Im
RGB 336 Im 84 Im
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Dimension Details:

> unit: mm 1000
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Installation Details:
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Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 120°

Candela Distribution Curve

Isolux Curve (Ix)
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Note: Test data is based on CV9-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
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DC24V DC24V

(Nustration: 16 pixels/m)
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i-City Vision Series CV9C

Features:

CV9C-M1000-0048CT6-00

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

= High brightness slim outline LED luminaire for building facades, bridges and for indoor and outdoor accent lighting.
= Good colour stability and excellent lumen maintenance.
= Perfect uniformity of the luminous surface gives it a pleasing look and the elegant design guarantees perfect integration with architectural intent even when switched off.
= Seamless luminous lines formed through cascading several luminaires for pleasing aesthetic effect.

= High corrosion-resist anodized aluminum profile with clear or frosted UV resist PMMA diffuser.

= Available in range of whites, mono colour and RGB.

= DMX control with auto-addressing feature.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

48
11.52W
864 Im
75 Im/W

High corrosion resist anodized aluminium profile, clear or frosted PMMA diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

CREE / OSRAM / LUMILEDS SMD

24 § 12
5.76W : 2.88W
4321m 2161Im

751m/W 5 75 Im/W
1 Gbit*3 (65536"65536"65536)
256
=90°
DC24V
-40°C~50°C

10%~95%RH

RGB + White

Dimension winout mounting bracket) 1000*40*58.6mm 500*40*58.6mm 252%40*58.6mm
Weight 1.81kg 0.9kg H 0.46kg
Pixel Quantity 16 8 § 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 4321m Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 432Im Ra 80 216 Im Ra 80
3000K 864 Im Ra 80 432Im Ra 80 : 216 Im Ra 80
2700K 864 Im Ra 80 432Im Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 : 156 Im Ra 80
1700K - - : -

Blue 216 Im 108 Im : 54 Im
Amber 432 Im 216 Im 108 Im
RGB 336 Im 168 Im : 84 Im
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Note: Test data is based on CV9C-M1000-0048CTA-00 only.

System Schematic Diagram:
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(INustration: 16 pixels/m)
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Delight Angel Series DA1A

StrongLED’

Switch on to awesome

ERASLE COLOWR LANDSCAPE

SEAMLESS

RECESS ¢ COVE « CORNICE

LED TYPE

DA1A-M1000-0048CTA-00

Features:

= Elegant ultra-slim high brightness linear LED luminaire for architectural and decorative lighting applications.

= Good colour stability and excellent lumen maintenance.

= Perfect uniformity of the luminous surface gives it a pleasing look and the elegant design guarantees perfect integration with architectural intent even when switched off.
= Seamless luminous lines formed through cascading several luminaires for pleasing aesthetic effect.

= High corrosion-resist anodized aluminum profile with frosted UV resist PC diffuser.

= Easy installation and setup with adjustable ilt stainless steel brackets.

= Available in range of whites, mono colour and RGB.

= DMX control with auto-addressing feature. Weather sealed and ingress protection of IP66.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 E 24 E 12 E 48 percs.zem
Power Rating 11.52W : 5.76W : 2.88W : 12.96W
Luminous Flux 864 Im ! 432 Im ! 216 Im ! 720 Im
Luminous Efficacy 75 Im/W 0 75 Im/W 0 75 Im/W 0 56 Im/W
COI’]tI’aSt Level 1 6 bit*3 (65536"65536"65536) : 1 6bitx3 (65536"65536"65536) : 1 6bit"3 (65536"65536"65536) : 1 Gbit*4 (65536°65536"65536"65536)
Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

10%~95%RH
Anodized aluminum profile + Clear or frosted PC diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

Operating Humidity
Material (Housing)
Cable Interconnect

DIMENSION winest mouning rcket 1000*20*44mm ' 500*20*44mm ' 255*20*44mm ' 1000*20*44mm
Weight 0.84kg i 0.42kg i 0.21kg i 0.84kg
Pixel Quantity 16 | 8 | 4 | 8+8
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 . 432 Im Ra 80 . 216 Im Ra 80 . -
4000K 864 Im Ra 80 E 432 Im Ra 80 E 216 Im Ra 80 E -
3000K 864 Im Ra 80 ! 432 Im Ra 80 ! 216 Im Ra 80 ! -
2700K 864 Im Ra 80 ! 432 Im Ra 80 ! 216 Im Ra 80 ! -
2400K 624 Im Ra 80 ! 312Im Ra 80 ! 156 Im Ra 80 ! -
2200K 624 Im Ra 80 ! 312 Im Ra 80 ! 156 Im Ra 80 ! -
1700K - ! - ! - ! -

Blue 216 Im , 108 Im , 54 Im , -
Amber 432 Im , 216 Im . 108 Im . -
RGB 336 Im 0 168 Im 0 84 Im 0 -
RGB + White - : - : - ; 168+552 Im
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Dimension Details:
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Digico Border Series DB3

LED TYPE

Features:

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

DB3-M1000-0048CTA-00

® Elegant medium profile outdoor linear LED luminaire for large scale building facade contour outliners and other decorative lightings applications.

® Choice of Cree, Lumiled and Osram LEDs in whites, mono colour and RGB. Wide view angle =160° .

" Anodized extruded aluminum body and mounting base. High quality translucent dome-shaped UV stabilized PC diffuser and end-caps for smooth
and even light distribution. Build in cable stow compartment design.

® Continuous line of light with no dark spots when luminaires are connected in cascade.

® DC24V input. Constant current drive with PWM control ensures consistent brightness and smooth color changing effects.
Brightness level of 256 and 16 bits contrast control.

® Patented waterproof fast-clip connectors for secure and quick installation. High wind resistance up to 45m/sec.

® Customizable fixture lengths and housing colour to match facade design features and architectural intent.

= DMX control with auto-address function for quick setup and maintenance. Weather-sealed, IP65 rated.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

48 . 24 . 12
11.52W i 5.76W i 2.88W
864 Im . 4321m . 2161m
75 Im/W | 75 Im/W | 751m/W

1 6b|t’t3 (65536*65536*65536)
256
=160°
DC24V
-40°C~50°C

10%~95%RH
Anodized aluminium profile + clear or frosted BWF diffuser
Signal: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

RGB + White

DIMenSion winou mountng racken 1000*33*76.5mm | 500*33*76.5mm | 250*33*76.5mm
Weight 0.92kg i 0.46kg i 0.23kg
Pixel Quantity 16 : 8 : 4
Control Gear DMX
Ingress Protection IP 65
Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 864 Im Ra 80 | 432 Im Ra 80 | 216 Im Ra 80
4000K 864 Im Ra 80 | 4321m Ra 80 | 216 Im Ra 80
1 1
3000K 864 Im Ra 80 ' 432 Im Ra 80 ' 216 Im Ra 80
2700K 864 Im Ra 80 0 432 Im Ra 80 0 216 Im Ra 80
2400K 624 Im Ra 80 ! 312Im Ra 80 ! 156 Im Ra 80
2200K 624 Im Ra 80 ! 312 Im Ra 80 ! 156 Im Ra 80
1700K - ! - ! -
Blue 216 Im ' 108 Im ' 54 Im
Amber 4321m H 216 Im H 108 Im
RGB 336 Im 0 168 Im 0 84 Im
1 1
1 1
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Dimension Details:

> unit: mm

Installation Type 1 Installation Type 2
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 160°
-/+180 MH(m)
[ s / \ N
= LA
A
4 / 1A
L—T // ‘ \
5 / /!’ }
/|
6 / / ,/
P 7
7 LT /
/ 6.80
8 P ——— 560
9 | % ——— 450
— 3.40
L — 230
100 1.10
0.9000
1 0.5600
Intensity: cd 0.4500
3 o — C0/180,207.4° 0.3400
- —— C30/210,190.6° 0.0 4.5 9.0
0 —— C60/240,136.5° S(m)
€90/270,108.7°
Average Beam Angle (50%): 160.8 degree
Note: Test data is based on DB3-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(lllustration: 16 pixels/m)
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Digico Border Series DB5S

StrongLED’
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RECESS « COVE « CORNICE

LED TYPE

DB5-M1000-0048CTA-00

Features:

= Elegant medium profile outdoor linear LED luminaire for large scale building facade contour outliners and other decorative lightings applications.

= Choice of Cree, Lumiled and Osram LEDs in whites, mono colour and RGB. Wide view angle = 160°.

= Anodized extruded aluminum body and mounting base. High quality translucent dome-shaped UV stabilized PC diffuser and end-caps for smooth
and even light distribution. Build in cable stow compartment design.

= Continuous line of light with no dark spots when luminaires are connected in cascade.

= DC24V input. Constant current drive with PWM control ensures consistent brightness and smooth color changing effects.
Brightness level of 256 and 16 bits contrast control.

= Patented waterproof fast-clip connectors for secure and quick installation. High wind resistance up to 45m/sec.

= Customizable fixture lengths and housing colour to match facade design features and architectural intent.

= DMX control with auto-address function for quick setup and maintenance. Weather-sealed, IP65 rated.

Technical Specification:

Operating Humidity
Material (Housing)
Cable Interconnect

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 24 12
Power Rating 11.52W 5.76 W 2.88W
Luminous Flux 864 Im 4321Im 2161m
Luminous Efficacy 75 Im/W : 75 Im/W : 75 Im/W
Contrast Level 16bit*3 ess36+65536°65536)

Brightness Level 256

Viewing Angle =160°

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

10%~95%RH
Anodized extruded aluminum + clear or frosted BWF diffuser
Signal: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

RGB + White

Dimension itout mounting bracket) 1000*54*77.5mm : 500*54*77.5mm : 250*54*77.5mm
Weight 1.3kg : 0.65kg : 0.33kg
Pixel Quantity 16 8 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 4321m Ra 80 216 Im Ra 80
4000K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80
3000K 864 Im Ra 80 432 1m Ra 80 216 Im Ra 80
2700K 864 Im Ra 80 : 432 Im Ra 80 : 216 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
2200K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80
1700K - ; - ; -

Blue 216 Im : 108 Im : 54 Im
Amber 4321m : 216 Im : 108 Im
RGB 336 Im : 168 Im : 84 Im
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Dimension Details:

/> unit: mm 1000
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Installation Details:

Mounting Bracket: 2PCS

30

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 160°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
L 7/ / \ \
3 \ \
T
IRk
~120 120 4 L /" \0
5 / } AR
7 T
. ]
— / T —— 680
-90 90 7 A /| — 570
/ ——— 460
8 / 3.40
o - —— 230
] — 1.10
ol —— o001
Intensity: cd — 057
L C0/180,201.8° n 0.46
0 — 230;210,184.8" — ——— 034
! — C60/240,139.5°
0 ’ ) 0.0 45 9.0
€90/270,118.7 S(m)
Average Beam Angle (50%): 161.2 degree
Note: Test data is based on DB5-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10

DC24V

DC24v

(INustration: 16 pixels/m)
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Digico Border Series DB8

LANDSCAPE

TUNABLE COLOUR

LED TYPE

Features:

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

DB8-M1000-0048CTA-00

= Elegant medium profile outdoor linear LED luminaire for large scale building facade contour outliners and other decorative lightings applications.

= Choice of Cree, Lumiled and Osram LEDs in whites, mono colour and RGB. Wide view angle =160°.

" Anodized extruded aluminum body and mounting base. High quality translucent dome-shaped UV stabilized PC diffuser and end-caps for smooth

and even light distribution. Build in cable stow compartment design.

= Continuous line of light with no dark spots when luminaires are connected in cascade.

= DC24V input. Constant current drive with PWM control ensures consistent brightness and smooth color changing effects.
Brightness level of 256 and 16 bits contrast control.

= Patented waterproof fast-clip connectors for secure and quick installation. High wind resistance up to 45m/sec.

= Customizable fixture lengths and housing colour to match facade design features and architectural intent.

= DMX control with auto-address function for quick setup and maintenance. Weather-sealed, IP65 rated.

Technical Specification:

LED Type CREE/OSRAM /LUMILEDS SMD

LED Quantity 48 24 : 12 48+2
Power Rating 11.52W 5.76W 2.88W 23W
Luminous Flux 864 Im 4321m 216 Im 1728 Im
Luminous Efficacy 75 Im/W 75 Im/W 75 Im/W 75 Im/W
Contrast Level 16bit*3 ( 65536*65536*65536 )

Brightness Level 256

Viewing Angle =130°

Input Voltage DC24v

Operating Temperature -40°C~50C

Operating Humidity 10%~95%RH

Material (Housing) Anodized extruded aluminum + clear or frosted BWF diffuser

Cable Interconnect Signal: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

Dimension win mounting bracken 1000*85.7*94.5mm 500*85.7*94.5mm . 250*85.7*94.5mm ' 1000*85.7*94.5mm
Weight 2.46kg 1.23kg 0.62kg 2.46kg
Pixel Quantity 16 8 : 4 8
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 432Im Ra 80 : 216 Im Ra 80 1728 Im Ra 80
4000K 864 Im Ra 80 432Im Ra 80 216 Im Ra 80 1728 Im Ra 80
3000K 864 Im Ra 80 432Im Ra 80 216 Im Ra 80 1728 Im Ra 80
2700K 864 Im Ra 80 432 Im Ra 80 216 Im Ra 80 1728 Im Ra 80
2400K 624 Im Ra 80 312Im Ra 80 156 Im Ra 80 1248 Im Ra 80
2200K 624 Im Ra 80 312 Im Ra 80 156 Im Ra 80 1248 Im Ra 80
1700K - - - -

Blue 216 Im 108 Im 54 Im 432 1m
Amber 432 Im 216 Im 108 Im 864 Im
RGB 336 Im 168 Im 84 Im 672 Im
RGB + White - - - -
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Dimension Details:

>>unit: mm
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Installation Details:
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Photometry:
Lamp Source: OSRAM SMD 5630 Candela Distribution Curve Isolux Curve ( Ix )
Beam Angle: 130°
~/+180 MH(m)
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Average Beam Angle (50%): 136.2 degree

Note: The test data in white color 48 light fixtures measured specifications only.

System Schematic Diagram:

NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(Hustration: 16 pixels/m)
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FT-Link® Smart Lighting Control System DCS Series

DC / Switch on to awesome
‘ 2av J —

(Y
INDUSTRAL

DMX

INTERCONNECT
0o
DAISY CHAIN

SCALABLE

StrongLED’

CONTROLLER

50w
2
CHANNELS

DCS-402B

DCS-402B is a DMX differential signal to Serial-Shift signal Converter. It converts standard DMX protocol to serial-shift protocol to drive serial-shift
type of LED lightings. Connected to a DMX controller, each unit is addressed by dip-switch setting and can be daisy-chained to form a large scale LED
lighting setup.

Two standard DMX protocol data ports (pass-through for daisy-chain)

Control serial-shift protocol LED luminaire type.

Two output channels, each channel controls from 1 to 85 pixel points

Input and output ports surge protection: Over 3KV (IEC61340-5-1: 2007 standard)

Controller address Setting (0~15): On unit dip switch

Operating Temperature: -20°C ~55C

Operating Humidity: 0~70% RH

Power Input: DC12 ~ 24V, 3W

Dimensions: 92.7 * 62 * 24.8mm

Weight: 90g

Protection class: IP 20 (for indoor use)

| 60 | 248
Strong LED"

Strong LED® =

DCS-402B ‘ = ‘
© o o

E el
135 «
92.7

',: 38581 T8 838 33 gELE




U U Dial the code switch address Settings
SwongLED" —-[Oop| 001
StrengLED" = 2| 002
DCS-402B = w[ 19| 004
= ~[ 7| 008
KBS W R S

Software running lights
The communication status indicators

—CFG

GND

L-A~——
L-B«—

GND L | -B
CFG ——L-A

— > LED Diriver Port 2-

DC24V — > LED Driver Port 2+

GND LED Driver Port 1-

LED Driver Port 1+

This LED driver (CH), two ports for the same circuit of the CH by setting up and dial the code switch to accept control equipment (such as control panel) of selective control.
Dial the code switch state and loop (CH) corresponding relationship is as follows:

Dial the code position

C to the CH 1 2 3 4
0
1 [ J
2 [ ]
3 [ [ J
4 [ )
5 [ J [ )
6 [ ] [ ]
7 ® ® o
8 [ ]
9 ° LJ
10 [ LJ
11 [ ] [ ] [ ]
12 ° o
13 [] [] [ )
14 ® ® °
15 [ ) [ ] [ J [ J

Note: Black dot in the table will dial the code switch to the corresponding location ON one side.

Control bus Control bus
(CAT5) (CAT-5)
’_
DMX512 | : — / to next WD
/ Green Green \
Green White Green White
Orange White Orange White
Orange Orange
DC24V — o
GND N / ®
The feeder bus NO.1 NO.2 NO.85

NO.1 NO.2 NO.85
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CONTROLLER « SOFTWARE

PROGRAM

DMX-1600

Features:

DMX-1600 is a standalone DMX light controller for architectural and landscape lighting control applications. It is a standalone unit and operates independent of a
computer. Designed with 16 DMX universes capability, it is economical, easy to fit, configures and installs for small to medium scale lighting control.

DMX - 1600 uses a high performance dual-core embedded RISC computer as the core platform, running a real-time operating system and real-time clock, it will
playback from a playlist of lighting effects according to preset timing.

DMX - 1600 supports flash animation program (*. SHW lighting program control file) developed on StrongLED ColorMaster. Stored and playback using in SD card.
DMX-1600A provides 16 standard DMX control ports, 170 pixel or 3-channel control per port. DMX-1600B provides 16extended DMX control ports, 256 pixel or 3-
channel control per port.

DMX - 1600 I/O ports are opto-coupled to protect against electrical surge (3 KVA).

RISC 32-bit dual-core embedded industrial control computer as core control real-time operating system.

Full color 3.5 -inch LCD display, 10 capacitive touch sensitive operation buttons, five running status indicator lights.

1 RJ45 port to connect for remote control via network.

1 SD Card slot, 8G max for light control play program.

1 J-Link connector for connection to a remote touch control panel or bluetooth wireless control panel.

ARS232 interface, used to connect to Zigbee, 3G, 4G remote wireless control modules.

Built-in light control effects for testing during installation, commissioning and maintenance.

Operating Temperature: -20°C~ 55 °C.

»  Operating Humidity: 0 ~70% RH, (indoor environment).
= Power Input: AC110V ~260V/ 50 Hz, 30W.

n Dimensions: 285 * 246 * 110 mm.

n Weight: 3kg.
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Dimension Details:

>> unit: mm
285
275
@] g o
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A J0C00000000000TTT
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Port Function Details:
StrongLED
—SD Card —RS232
Slot
= =
e COJO0OO00C000TTBLY 4 _ DMX-1600
== - Power Switch
®
——AC110V~260V - EE]
3 ® Input 16 DMX Control Ports
= L e m
J-Link Port
RJ45
:
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
—Nor. L
DC24v DC24Vv DC24V
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO2 . e
DC24v DC24Vv DC24Vv
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO.8 . e
DC24v DC24Vv DC24v
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
L NoS L e
DC24v DC24v DC24Vv
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO.1O . e
DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO16 ------------------
DC24V DC24V DC24V
(lllustration: Each light fixture represents one pixel, three channel.)
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DMX 512 i-Processor

Features:

DMX512 i-Processor is a sub-controller in the LED lighting control system. In addition to converting standard DMX512 protocol signals, it has
auto-addressing function and a built-in testing for LED lights.
These additional features increase the effectiveness and ease of installation, testing and commissioning.

Automatic address coding.

Setup and Testing functions.

6 preset test programs — R,G,B, Color sequencing, Color dissolving, Color chasing.
Signal indicator function. When importing DMX512 indicator light will blink.

1 DMX 512 auto address port.

2 power input ports.

3 types of DMX input port.

Control: 170*RGB or 85*RGBW LED lights.

StrongLED’

Switch on to awesome

CONTROLLER « SOFTWARE

Operating Temperature: -25°C~70°C.
Operating Humidity: 0~70%RH.

Input Voltage: DC24V.

Power Rating: 5W.

Dimension: 135*85*44.5mm.

Total Weight: 0.4kg.

Dimension Details:

i

>> unit: mm
90 44.5
415 ‘:b \
StrongLED" .2, .0. oune
g ° I A A
8 o DMIX 512 o [T
g~ i~Processor o ~ &
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Port Function Details:

DMX-512 IN

( U

StrongLED® .0, .0,

DMX 512 H 2 H

5 |[i]z]7]e])

www.strongled.com Addressing <« Testing/ Programs >

DMX OUT

@
N

A

+

]D)Cl2_V/241V IN

DCI:

-

[ 1
Addr?ssmg N? 1 N?z N? 3 N?A N?S N? st @ L-A Lo [oats joata+) (4] s [Gnp)
DMX 51 2 LB @ L-B ] [
i—Processor — cra CFG
(0 wo | [BI<)j— GND

I, Light function

No.1—Program 1 (R); No.2—Program 2(G); No.3—Program 3(B); No.4—Program 4(color sequencing ); No.5—Program 5(color dissolve);

No.6—Program 6(color chasing) ;

Controlled—External DMX; DMX 512—Flashing when input standard DMX 512; Normal—Output DMX 512; Addressing—Access to auto-addressing

[I. Button Illustration
1. Addressing—Switch Addressing/Normal .When press Addressing button, Normal will be off and Addressing will be on to addressing for

controlled Strong LED DMX, at the same time, button <« &» are no function. When press Addressing button again, Normal will be on and

Addressing will be off to normal operation status.

2. When button <« & » are on normal, using <« & P to switch Program. Process as below:
» : Controlled—No.1—N0.2—N0.3—No0.4—No0.5—No.6
<«: Controlled—No.6—No0.5—No.4—No.3—No.2—No.1

IIl. Function status table

Normal | Controlled | DMX 512 |Addressing No.1 No.2 No.3 No.4 No.5 No.6
External control vV vV * x x x x x x x
Program 1 Vv x x x vV x x x X x
Program 2 V4 X X X x \ X X X X
Program 3 V4 X X X X X V4 X X X
Program 4 vV x X X X x X vV X X
Program 5 V4 X x X X X X X X
Program 6 \V X X X X X X X X V4
Addressing X X x \V X X X X X X
Note: “v/” on, “x” off, “X” flashing.
IV, Accessory
DMX 512 single cable DC12V/24V Power Adaptor (Figure 3)

(with 0.5m cable) (Figure 1)

4 core female waterproof (Figure 4)
) connector (Figure 4)

Cat 5 Cable (with 1m cable)

(Figure 2) (Figure 1) (Figure 2) Screwdriver (Figure 5) (Figure 3) (Figure 5)
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
Standard DMX512 DMX
DC24V DC24V DC24V

DC24Vv

(Nustration: Each light fixture represents one pixel)
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Features:

DMX-800
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DMX-800 is a standalone DMX light controller for architectural and landscape lighting control applications. It is a standalone unit and operates independent of a
computer. Designed with 8 DMX universes capability, it is economical, easy to fit, configures and installs for small to medium scale lighting control.

DMX - 800 uses a high performance dual-core embedded RISC computer as the core platform, running a real-time operating system and real-time clock,

it will playback from a playlist of lighting effects according to preset timing. DMX - 800 supports flash animation program (*. SHW lighting program control file)
developed on StrongLED ColorMaster. Stored and playback using in SD card. DMX-800A provides 8 standard DMX control ports; each controlling 170 pixel or
3-channel control per port. DMX-800B provides 8 extended DMX control ports; each controlling 256 pixel.

= Weight: 3 kg.

DMX - 1600 I/O ports are opto-coupled to protect against electrical surge (3 KVA).
RISC 32-bit dual-core embedded industrial control computer as core control real-time operating system.

Full color 3.5 -inch LCD display, 10 capacitive touch sensitive operation buttons, five running status indicator lights.
1 RJ45 port to connect for remote control via network.

1 SD Card slot, 8G max for light control play program.

1 J-Link connector for connection to a remote touch control panel or bluetooth wireless control panel.

ARS232 interface, used to connect to Zigbee, 3G, 4G remote wireless control modules.
Built-in light control effects for testing during installation, commissioning and maintenance.
Operating Temperature: -20°C~ 55 C.

» Operating Humidity: 0 ~70% RH, (indoor environment).

= Power Input: AC110V ~260V/ 50 Hz, 30W.

= Dimensions: 285 246 110 mm.

CONTROLLER « SOFTWARE




Dimension Details:
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>> unit: mm
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Port Function Details:
StrongLED"
—SD Card —RS232
Slot
E i |
e COJOUUI0OTCVOUCTPTU 4 )
== Neat lﬂ +—— Power Switch
@)——AC110V~260V
e ® L ® e Input 1
t J-Link Port 8 DMX Control ports
RJ45 J
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO1 ..................
DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41  NO.170/NO.256
NO.2 . e
DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41  NO.170/NO.256
N08 ------------------
DC24V DC24V DC24V

(Illustration: Each light fixture represents one pixel, three channels)
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DMX-SF3-D

Features:

DMX-SF3-D is a small and versatile DMX decoder and LED driver with on-line automatic addressing function to drive flexible LED
lightings for decorative lighting applications.

Three PWM output signals to drive a RGB lights or used as 3 separate channel drives for 3 lights.

Small in dimension; it can be easily integrated and installed into architectural spaces.

Fully sealed for outdoor and rated Ip66.

On-line automatic addressing the DMX512 interface.

Flexible Output port control: One RGB light channel or Three separate single color light channels.
Brightness level of 256 for all channels.

Maximum output current of 2 amp with short-circuit protection and recovery.
Maximum driving power of 150W.

Output voltage drive level equals to Input voltage.

Input Voltage: DC8V ~ DC24V.

Operating Temperature: -40 “C to 50 °C .

Operating Humidity: 0 ~70% RH.

Dimensions: 176.4 * 35 * 23 mm.

Weight: 0.3 kg.

Ingress Protection: IP66.
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Dimension Details:

>> unit: mm
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Port Function Details:
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System Schematic Diagram

Max output Wattage not exceeding 50W

NO.1 NO.5 NO.6 NO.10 NO.11 NO.100
DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D
l I I Il I ... |
DC24V DC24V pcaav
NO.1 NO.5 NO.6 NO.10 NO.11 NO.100
ErT—
DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D DMX-SF3-D
l I I Il I ... |
DC24V DC24V pceav 7

StrongLED’
e Cd

1S014001:2004

£
%

1S09001:2008

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211

&P +86-512-8286 8008 U +86-512-8286 8001
@3 globalestrongled.com

Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com

STR-13-10-14-V1



110v/ CONTROLLER

StrongLED’

Switch on to awesome

ADDRESSABEL

DMX-T16

Features:

DMX- T16 is an advanced DMX sub-controller in a LED lighting control system setup. Originally developed and provened performance for the
Shanghai Oriental Pearl TV Tower Lights and Sound Show control in 2014. It has designed in high resilent for mission critical operation with
maximum uptime where the control lighting effect must not fail. It is deplored in a dual active ring switch topology where its two input ports
accept from Master controller light control signals in two directions. Only one signal will be routed to the LED lights under control and the other
being active and not used. The on-board signal detector and switcher monitor the two incoming signal and initiate a high-speed switch

over [0.1 milliseconds] when the signal in use has failed. All /O ports are opto-coupled to protect against electrical surges damages and interference.

Two set of 100Thase communication ports. Each set consists of: one input port receiving signal from main controller or another DMX T16;

two other ports are for outputs to transmit light control signal to the next sub-controllers.
It can be connect in a chain or tree network configuration to large scale LED lighting control.

The distance between main controller and sub-controller is 100m with CAT 5 cable.

CONTROLLER « SOFTWARE

Sixteen DMX512 control ports (every port has automatic address-setting function). Each port can control 170 RGB pixels or 512 mono color pixels.

The port uses a quick and secure connection for easy and fast installation.

Allinput and output ports are opto-coupled to ensure stable operation of the entire control system.
Single micro switch action to initiate online automatic DMX addressing function for light fixtures.
Transmission distance from the control port to the last LED light fixture is 300 meters using CAT 5 cable.
Receive and Transmit pixel frame resolution of 512 * 512; frame refresh rate of 30Hz or 60Hz.
DMX-T16 address mapping is configured with jumpers.

DMX output signals to control DMX lighting sub-controllers.

Operating Temperature: -30 ~ +550C.

Operating Humidity: 0 ~70% RH.

Power supply: AC110 ~ 260V / 50Hz.

Power Rating: 15W.

Dimensions: 285 *244*108mm.

Weight: 3.5kg.
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Dimension Details:

>> unit: mm
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Port Function Details:

Pixel data forwarding
Pixel data receive

System Schematic Diagram:

RTP-9802
or RTP-9805

or RTP-9880
or VCC5000

A DMX-T16

d B B &8 ° &8 8
=
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\ E} Power Switch
w ® @
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(lllustration: Each light fixture represents one pixel, three channels.)
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DMX-X16

Features:

DMX-X16 is a sub-controller in a LED lighting control system setup. It receives pixel data from the main controller - RTP9802, RTP9805,
RTP9880 or VCC-5000 and extracts the data according to its own address; process the data in specific timing and format sequence and
outputting them for controlling LED lighting luminance and color changes. It is designed for StrongLED DMX 512 LED luminaires.

= Three high-speed (100Tbase) communication ports on the front panel. One port receives pixel data from the main controller or
another DMX-X16 in the system. The other two are output ports which can be connected to other DMX-X16 in a scalable chain
or tree configuration to handle large LED lighting display. All input and output ports receive the same pixel data from the main controller.

= Using CATS5, the transmission distance can reach over 100 meters between main controller and DMX-X16 and between

interconnected DMX-X16's.

Each DMX-X16 pixel (LED light) display space is set by jumpers.

Sixteen DMX 512 output ports with automatic addressing function. Each output port can control 170 channels of RGB

lights or 512 channels of single color lights.

Using plug-in block connectors for easy, secure and flexible installation and maintenance

Surge protection on all input and output ports.

Assingle button action to initiate automatic addressing function.

From a DMX control output port to the LAST LED light could reach 300 meters.

Frame pixel resolution is 512 * 512 frame and frame refresh rate of 30Hz.

= QOperating Temperature: -20°C ~ 80°C.

= QOperating Humidity: 0~70% RH.

= Power Input: AC110~260V/50Hz, 15W.

= Dimension: 255*244*80.5mm.

= Weight: 2.3 kg.
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Dimension Details:

>> unit: mm
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System Schematic Diagram:
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(lllustration: Each light fixture represents one pixel, three channels)
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Features:
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SPOT LIGHTS « NODE/PIXEL LIGHTS

DS1A-M0066-0009CTA-00

= Flexible strands of attractive mid-size, low profile high brightness RGB, RGBWW or Whites LED pixel node lights suitable for applications on building facade mullion

intersections for a distinctive lighting decoration or mounted into node array formation to create huge full colour graphic display.

Precision injection-molded case with clear or frosted flat or dome shaped UV-resist PC covers; weather- sealed for maximum life span and rated at IP67.

Variety of clear or frosted; flat or dome UV-resist PC covers for flexible viewing effects and applications.

Standard strand of 10 nodes at pitch 150mm and 300mm leader cables. Available in @ number of LED configurations and customizable. Pixel pitch and lead cables.
Single node mounts can be positioned individually to support complex structure geometries. Various mounting methods available.

DMX control with auto-address setting and RDM features.

Technical Specification:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

6
2.5W
108 Im
43 Im/W
16bit*3 (6ssss-6sss6-6ss36 )

Precision injection molded aluminum alloy + High light transmission PMMA hood
PVC cable with waterproof connectors = 150mm(distance between lines)

CREE / OSRAM / LUMILEDS SMD

: 9 18 ( RGB+6000K+3000K )
: 3w : 3w
162 Im 102 Im
: 54 Im/W : 34 Im/W
: 1 6b|t*3 ( 65536*65536°65536 ) 1 6b|t*5 (65536"65536°65536"65536°65536 )

256

=110°

DC24V

-40°C~50°C

10%~95%RH

82*66*16mm(Flat hood)/82*66*37.5mm(Dome hood)

Weight 0.15kg

Pixel Quantity 1 1 2
Control Gear DMX

Ingress Protection IP 67

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 108 Im Ra 80 ; 162 Im Ra 80 -
4000K 108 Im Ra 80 : 162 Im Ra 80 : -
3000K 108 Im Ra 80 162Im Ra 80 -
2700K 108 Im Ra 80 : 162 Im Ra 80 : =
2400K 78Im Ra 80 117 Im Ra 80 -
2200K 78 Im Ra 80 : 117 Im Ra 80 : -
1700K - . - -
Blue - - : -
Amber - - -
RGB 42 Im 63 Im =

RGB+White

- : 42+30+30Im




SPOT LIGHTS « NODE/PIXEL LIGHTS

Dimension Details:

>> unit: mm
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Installation Details:

Front mounting

Back mounting Wire installation Fixed cable
The proposed alternative installation
when screws can not be used. Panel
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. comprent
) , AL
RN o ] 3
o \
& / 7 Ties
Tl (contained without screws) uriing suface
(contained without tes)

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

-120

Candela Distribution Curve
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Isolux Curve (Ix)
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— ©60/240, 109.1°
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System Schematic Diagra

DMX Interface

. 0.0 45 9.0
©90/270, 108.9 s(m)
Average Beam Angle (50%): 108.9 degree

Note: Test data is based on DS1A-M0066-0009CTA-00 only.

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V

(HNustration: Each light fixture is 1 pixel)
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FA3-EX100-030WEHX-00

Slim high power indoor LED linear wall washer with consistent light transmission and electronics reliability.
Projection distance =10m. Precision light pitch coupling design to prevent dark patches when mounted in-line.
Smooth brightness level control: 16 bit x 3 RGB or 16 bit Mono.
Toughened aluminum alloy housing construction, hardened glass diffuser and efficient thermal management design.
Stainless steel adjustable mounting brackets. Fast and easy installation and setup.

Available in many beam colors, beam angles options, mounting bracketscustomized fixture lengths and color choices.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

30(1W)
36W

3180Im

88 Im/W

1000*30*24.4mm

1.3kg

CREE XP-E2/LUMILEDS REBEL
: 15(1W)
18W
1590Im
: 88 Im/W
16bit (65536)
256
DC24V
-40°C~50°C
10%~95%RH

Extruded Alluminum Alloy, Hardened Glass Diffuser

Rubber Cable =500mm
: 500*30*24.4mm
0.65kg

=50000 hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

3180 Im Ra 80
3090 Im Ra 80
2850 Im Ra 80
2550 Im Ra 80

2400 Im -

990 Im
17101m

Standard Specifications
- § 1590 Im Ra 80 § -
- : 1545 Im Ra 80 : -
2700 Im Ra 90 : 1425 Im Ra 80 : 1350 Im Ra 90
2400 Im Ra 90 1275 Im Ra 80 1200 Im Ra 90

- : 1200Im - § -
= 495Im
8551m

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE XP-E2 / LUMILEDS REBEL
15°/28°/30°/40° / 20°*34°
28°/45°/60°/70°/ 32°°66°
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@ Mounting Bracket:
2PCS

Lamp Source: CREE XP-E2

Beam Angle: 40°

Beam Angle Curve:
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_

(2 Mounting Bracket:
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(@ Mounting Bracket:
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Candela Distribution Curve

1) Spring Bracket
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Isolux Curve (Ix)

(3) To round structure
Bracket

—/+180 MH(m)
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= 86.0
-60 60 101 —— 690
Intensity: cd 43.0
. C0/180,41.5° 11 ——— 340
30 30— C90/270,41.7° 26.0
0 0.0 45 9.0
S(m)
Average Beam Angle (50%): 41.6 degree
Note: Test data is based on FA3-EX100-030WEHX-00 only.
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Note: Please refer to the controller series specifications for detailed control panel and controller connection
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FT-Link® Smart Lighting Control System FT-WD Series
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FT-Z-PWM2-00

The FT-Z-PWM2-00 is a 0-10V to PWM LED lighting Control Driver for step-less dimming for LED lighting application.
In a compact and small dimension, it can be easily installed and is scalable [daisy-chain] to control a large LED lighting installation.
Each FT-Z-PWM2-00 can control up to 100 LED lights.

= |nput: 0-10V

= Qutput: 2 sets of Differential PWM signals for step-less dimming control

= Power Input: DC24V

= Qperating Temperature: -20°C~55°C

= QOperating Humidity: 0~70% RH

= Power Rating: 5W.

= Dimensions: 92.7 * 62 * 24.8mm

= Weight: 90g;

= |ngress Protection: IP 20 (for indoor use)
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FT-Link® Smart Lighting Control System FT-WD Series
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FT-Z-SF2-00

The FT-Z-SF2-00 is a 0-10V to voltage LED lighting Control Driver for step-less dimming for LED lighting application.
In a compact and small dimension, it can be easily installed and is scalable [daisy-chain] to control a large LED lighting installation.
Each FT-Z-PWM2-00 can drive up to 200W.

Input: 0-10V

Output: 2 channels of Constant Voltage drive, each have up to 3 amperes capability.

Power Input: DC12V / DC24V

Operating Temperature: -20°C~ 55°C

Operating Humidity: 0~70% RH

Power Rating: 5W (unit); 200W (max)

Dimensions: 92.7 * 62 * 24.8mm

Weight: 90g

Ingress Protection: IP 20 (for Indoor use)
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FT-Link® Smart Lighting Control System FT-WD Series
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FT-Z-WD2-00

The FT-Z-WD2-00 is a 0-10V to Constant Current LED lighting Control Driver for step-less dimming for LED lighting application.
In a compact and small dimension, it can be easily installed and is scalable [daisy-chain] to control a large LED lighting installation.
Each FT-Z-PWM2-00 can drive up to 200W.

Input: One 0-10V

Output: Two channels of Constant Current drive, choice of 350mA or 700mA.
Power Input: DC24V

Operating Temperature: -20°C~ 55°C

Operating Humidity: 0~70% RH

Power Rating: 5W (unit); 20W (max)

Dimensions: 92.7 * 62 * 24.8mm

Weight: 90g

Ingress Protection: IP 20 (for Indoor use)
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Gao Power Series GP1C

StrongLED’

Switch on to awesome

WALL GRAZER

|150M Reach 100 Lux

FLOODLIGHT « WALL WASHER

GP1C-L0600-0144CHX-00

Rectangular double-bay high power and super bright outdoor LED floodlight for architectural, bridges and landscape. Projection beam intensity = 100 lux at 150 meters.
Cree or Lumileds high power LEDs in 260W or 270W power outputs, ranges of colour temperatures, mono colours, RGB, RGBW and

choice of beam angles from 3° and above.

DMX control with auto addressing function. Bus connection with dynamic current regulation for reliable and stable light output and operation.

Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast control.

Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear tempered glass diffuser. Customizable housing color.

Rugged mounting base with adjustable tilt up to 60° or 180° for fast and secured installation and beam projection adjustment.

AC110V~220V input. Weather-sealed with IP66 rating.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 180 (1.5W) 144 (2W)
Power Rating 270W : 259.2W
Luminous Flux 26460 Im 21168 Im
Luminous Efficacy 98 Im/W : 82 Im/W
Contrast Level 16bit*4 (65536*65536*65536°65536)

Brightness Level 256

Input Voltage AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum body with clear clear tempered glass diffuser
Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension without mounting bracket) 600*430*102.8mm

Weight 40kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 26460Im Ra 80 21168Im Ra 80
4000K 25380Im Ra 80 : 20304 Im Ra 80
3000K 23400Im Ra 80 18720Im Ra 80
2700K 21600Im Ra 80 : 17280Im Ra 80
2400K - : -

2200K = : -

1700K 20700Im - § 16560Im -
Blue 7470 1m : 5976 Im
Amber 123301Im 9864 Im

RGB 13800 Im : 11040 Im

RGB + White 16965 Im (45R+45G+45B+45\W) E 135721Im (36R+36G+36B+36W)
LED Type Beam Angle

CREE XP-E2 9°/15°/23°/30°/15°*38°/ 12°30° 3°/5°/9°/15°/23°/30°/ 15° *38°/ 127*30°
LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/ 9**37° : 3°/5°/ 9°/17°/23°/ 33°/12°*31°/9™*37°
CREE XM-L (4IN1) - : -




Dimension Details:

> unit: mm

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER
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Installation Details:

Mounting Bracket A:1PC
Rotatable: 60°

475205

Mounting Bolt
[

ower Suppl ‘u

Mounting Bracket B: 1PC
Rotatable: 180°

E 412015

285200

M12 ocking bott
24

FMounting
Bracket

Photometry:

Lamp Source: CREE XP - E2 Candela Distribution Curve

Beam Angle: 3°

Isolux Curve ( Ix)

~/+180 MH(m)
-150 150 10
14
-120 120 18
22
2 10000
~90 % 20 8600
‘ 6800
34 5100
——— 3400
38 1700
-60 60 42| ——— 1400
Intensity: cd | 860
Q0Q00C 2 C30/210,3.6° 46 680
_30 Z_m oac o — C60/240, 3.8° I ’J 510
o Il
o — ©90/270, 4.0 00 70 30
Average Beam Angle (50%): 3.9 degree S(m)

Note:Test data is based on GP1C-L0600-0144CHX-00 only.

Lux Distance Curve

llluminance:5182 Im

164ft| 50.27 ,89.39fc 10.6 ft
50m|541.1,962.21x 323.00 cm

328.11t| 12,57 ,22.35fc 21.19ft
100m [735.3,240.61x §46.00 cm

492.1ft| 5,585 ,9.932fc 31.791t
150m60.12,106.9Ix 968.99 cm

656.2ft|3.142 ,5.587fc 42,391t
200m|33582,60.141x 1291.99 cm

820.2ft|2.011,3.576fc 52.99 ft
250m 27564 ,38.491x 1614.99 cm
Height Eavg,Emax  BeamAngle: 3.70 degree ~ Diameter

Note: Average iluminance at different light projection distances.

System Schematic Diagram:

LTI m—

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
AC110V~220V AC110V~220V AC110V~220V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

AC110V~220V

AC110V~220V

AC110V~220V

(lllustration: Each light fixture represents one pixel)
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Gao Power Series GP1D

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

GP1D-L0600-0270WHX-00

Rectangular triple-bay high power and super bright outdoor LED floodlight for architectural, bridges and landscape. Projection beam intensity = 100 lux at 63 meters.
Cree or Lumileds high power LEDs in 390W or 490W power outputs, ranges of colour temperatures, mono colours, RGB, RGBW and beam angles from 30 and above.
DMX control with auto addressing function. Bus connection with dynamic current regulation for reliable and stable light output and operation.

Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast control.

Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear tempered glass diffuser. Customizable housing color.

Rugged mounting base with adjustable tilt up to 600 for fast and secured installation and beam projection adjustment.

AC110V~220V input. Weather-sealed with IP66 rating.

Technical Specification:

LED Type CREE XP-E2/LUMILEDS REBEL
LED Quantity 270 (2W) : 216 (2W) 216 (54R+54G+54B+54W)
Power Rating 486W : 388.8W : 388.8W
Luminous Flux 39690 Im 31752 1m 20358 Im
Luminous Efficacy 82 Im/W : 82 Im/W : 52 Im/W
Contrast Level 16bit*3 (6553665536*65536) : 16bit*3 (65536"65536"65536) : 16bit*4 (6553665536*65536°65536)
Brightness Level 256
Input Voltage AC110V~220V

-40°C~50°C

Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

10%~95%RH

Powder coated extruded aluminum body with clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm

DimenSion winout mounting bracket) 600*660*334mm

Weight 46kg

Pixel Quantity 1 1 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 39690 Im Ra 80 : 31752Im Ra 80 § -
4000K 38070 Im Ra 80 : 30456 Im Ra 80 : -
3000K 35100Im Ra 80 : 35100 Im Ra 80 : -
2700K 32400 Im Ra 80 : 32400 Im Ra 80 : =
2400K - : - : -
2200K = : = : =
1700K 31050Im - . 24840Im - § -
Blue 11205 Im 8964 Im : -
Amber 18495 Im 14796 Im § -
RGB 20700 Im 16560 Im ; -
RGB + White - - : 12420+7938 Im
LED Type Beam Angle

CREE XP-E2 9° /15° /23° /30° /15° *38° /12° *30° | 3° /5° /9° /15° /23° /30° /15° *38° /12° *30°

LUMILEDS REBEL
CREE XM-L (4IN 1)

9° /17° /23° /33° /12° *31° /9° *37°

3° /5° [9° /17° /23° /33° /12° *31° /9° *37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Photometry:

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 23°

-/+180
-150 150
-120 120
11000
_90 90 8800
7000
5300
3500
1800
1400
Intensity: cd 880
Z_ C0/180, 21.2° " 700
—— C30/210, 21.3° 530
— C60/240, 21.5°
! 0.0 4.5 9.0
0 o
C90/270, 21.6 S(m)
Average Beam Angle (50%): 21.4 degree
Note: Test data is based on GP1D-L0600-0270WHX-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface AC110V~220V AC110V~220V AC110V~220V
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
AC110V~220V AC110V~220V AC110V~220V
( lNustration: Each light fixture represents one pixel )
St r n L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
STRONG LED LIGHTING SYSTEMS (CAYMAN) 0., LTD. City Life, i-City V!sion, City Pe_a_rl, StrongCont, S_trongPIa_xyer, StrongPower, Versalink, FT-Link,
o g SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD. FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of

Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.

- NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
cCens &P +86-512-8286 8008 D +86-512-8286 8001

b
1S09001:2008 1S014001:2004 03 globalestrongled.com WWW. St I'O n g Ied . CO m STR-17-10-14-V1




Gao Power Series GP2A

StrongLED’
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PERE

FLOODLIGHT « WALL WASHER

GP2A-L0487-0072CHP-00

= Rectangular-shaped 2 projectors high power super bright outdoor LED floodlight for architectural, bridges and landscape.

= Cree or Lumileds high power LEDs in 90W or 130W power outputs, wide range of colour temperatures, mono colours, RGB and beam angles.
Beam projection above 100m.

= DMX control with auto addressing function. Bus connection with dynamic current regulation for reliable and stable light output and operation.

= Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast control.

= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear tempered glass diffuser in a ruggedized steel frame.
Customizable housing color.

= Rugged mounting base with adjustable tilt up to 900 for fast and secured installation and beam projection adjustment.

= AC110V~220V input. Weather-sealed with IP66 rating.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 72 (1W) 72 (2W)
Power Rating 86.4W : 129.6W
Luminous Flux 7632 1m 10584 Im
Luminous Efficacy 88 Im/W : 82 Im/W
Contrast Level 16bit*3 (esss66s53665536)

Brightness Level 256

Input Voltage AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
Dimension wit mounting bracket 487*255.6*276mm

Weight 21kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard $pecification

5000K 7632 Im Ra 80 : 10584 Im Ra 80
4000K 7416 Im Ra 80 : 10152 Im Ra 80
3000K 6840 Im Ra 80 9360 Im Ra 80
2700K 6120 Im Ra 80 : 8640 Im Ra 80
2400K - -

2200K - : =

1700K 5760 Im - 8280Im -
Blue 2376 Im 0 2988 Im
Amber 4104 Im § 4932 Im
RGB 4560 Im : 5520 Im
RGB + White - : -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/15° *38°/ 12° *30°

LUMILEDS REBEL 9°/17°/23°/33°/12°*31°/ 9° *37°

CREE XM-L (4 IN 1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm 320
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Installation Details:

Mounting Bracket: 1PC

226

lounting Bracket

Photometry:

Lamp Source: LUMILEDS REBEL

Candela Distribution Curve
Beam Angle: 9°

Isolux Curve (Ix)

MH(m)
~/+180
-150 150 20
\
-120 120 30 \
\
vl
-90 90 \
I
50 [
/}
Intensity: cd 60
Z_ C0/180, 8.0°
-30 — 0307210, 7.9° 0.0 a5 9.0
— C60/240, 8.1° )
0 €90/270, 8.0° 500 Lux 73 Lux
Average Beam Angle (50%): 8.0 degree 233 Lux 50 Lux
127 Lux
Note:Test data is based on GP2A-L0487-0072CHP-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface AC110V~220V AC110V~220V ACiiov-220v
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170

AC110V~220V

AC110V~220V

AC110V~220V

(Nustration: Each light fixture represents one pixel)
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Gao Power Series GP3A

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT + WALL WASHER

GP3A-L0710-0108CHX-00

= Rectangular form-factor outdoor high-power floodlight for architectural and landscape lightings. Projection distance of >100 meters.

Available Cree and Lumileds LEDs in wide ranges of colour temperatures, colours [Blue, Amber, RGB] and beam angles.

DMX control with auto addressing function. Smooth and stable colour change effect with brightness level of 256 and contrast up to 3 x 65536 levels.

Powder coated (colour choices) die cast Aluminium body with high efficient heat dissipation fins on steel frame, protective vent and clear glass diffuser. Rated IP66.
AC110V~220V universal input. Easy and flexible installation with adjustable 90° tilt mounting base.

Technical Specification:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE XP-E2 / LUMILEDS REBEL

108 (1W) : 108 (2W)
129.6W : 194.4W
11448 Im 15876 Im
88 Im/W ; 82 Im/W
1 6 b |t*3 (65536°65536"65536)
256
AC110V~220V
-40°C~50°C

10%~95%RH
Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
710*257.6*275mm
26.31kg
1
DMX
IP 66
=50000 hours
Outdoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB + White

Standard Specification
11448 Im Ra 80 § 15876 Im Ra 80
11124 Im Ra 80 : 15228 Im Ra 80
10260 Im Ra 80 14040 Im Ra 80
9180 Im Ra 80 : 12960 Im Ra 80

8640 Im - : 12420 Im -
3564 Im ; 4482 Im
6156 Im § 7398 Im
6840 Im ; 8280 Im

LED Type

CREE XP-E2
LUMILEDS REBEL
CREE XM-L (4IN1)

Beam Angle
9°/15°/23°/30°/15° *38° / 12°*30°
9°/17°123°/33°/12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢« WALL-GRAZER

Dimension Details:

> unit: mm
710
©| o]
35 §
« UN'> )
P o
O ‘dJ
v
g g g ——————— — 1
348.4
510

Installation Details:

Mounting Bracket: 1PC

275

. Mounting Bracket
iz} 9

:—Mounting Bolt

Photometry:

Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°
-/+180 MH(m)
-150 150
20 ‘
|
-120 120 |
30 H\
|
-90 £y 40 (|
Il
50 i
l
/
Intensity: cd /
~_ C0/180, 8.0° 60
_30 —— C30/210, 7.9°
5 — C60/240, 8.1° 0.0 45 9.0
0 ©90/270, 8.0° s(m)
975 Lux 143 Lux
Average Beam Angle (50%): 8.0 degree 455 Lux 97.5 Lux
247 Lux
Note: Test data is based on GP3A-L0710-0108CHX-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface AC110V~220V AC110V~220V AGli0V~-220v
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
AC110V~220V AC110V~220V AC110V~220V
(Nlustration: Each light fixture represents one pixel)
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Gao Power Series GP4A StrongLED’

/ Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

GP4A-L0503-0144CHP-00

= Square-shaped 4 projectors high power super bright outdoor LED floodlight for architectural, bridges and landscape.
= Cree or Lumileds high power LEDs in 350W power output, wide range of colour temperatures, mono colours, RGB and beam angles. Beam projection above 100m.
= DMX control with auto addressing function. Bus connection with dynamic current regulation for reliable and stable light output and operation.
= Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast control.
= Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear tempered glass diffuser in a ruggedized steel frame.
Customizable housing color.
= Rugged mounting base with adjustable tilt up to 900 for fast and secured installation and beam projection adjustment.
= AC110V~220V input. Weather-sealed with IP66 rating.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2/LUMILEDS REBEL
144 (3W)
345.6W
26784 Im
78 Im/W
1 6b|t*3 (65536*65536*65536 )
256
AC110V~220V
-40°C~50°C
10%~95%RH
ST12 cold rolled steel / aluminum structure refinement
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm

Dimension win mounting bracket) 503*420*314mm
Weight 42kg

Pixel Quantity 1

Control Gear DMX
Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 26784 Im Ra 80
4000K 25920 Im Ra 80
3000K 23904 Im Ra 80
2700K 22464 Im Ra 80
2400K -

2200K -

1700K 21600 Im -
Blue 7200 Im
Amber 11520 Im
RGB 12960 Im
RGB + White -

LED Type Beam Angle
CREE XP-E2 9°/15°/23°/30°/15° *38°/ 12° *30°

LUMILEDS REBEL
CREE XM-L (4 IN 1)

9°/17°/23°/33°/12°*31°/ 9° *37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

6-M4Through-hole

282

B B Bz
9 a2 %@%@ 2
1 e

A, B

314

350
Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°
MH(m)
—/+180
~150 150 20
\\
-120 120 30 m
I
I
\
ryal
-90 90
s |
i
AN o
RO |
LN |
-60 1800 ‘ 60 /
"'!!n‘ Intensity: cd 60
'.ll!i“ ~_ C0/180, 8.0°
— €30/210, 7.9°
30 ,
900 — C60/240, 8.1° 0-0 45 ® &)
0 €90/270, 8.0° —— 1000Lux —— 147 Lux
Average Beam Angle (50%): 8.0 degree 467 Lux 100 Lux
253 Lux
Note: Test data is based on GP4A-L0503-0144CHP-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface AC110V~220V AC110V-220V aoitovasoy T
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170

AC110V~220V

AC110V~220V

AC110V~220V

(llustration: Each light fixture represents one pixel)
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Gao Power Series GP6A

Beam projection above 100m.

Customizable housing color.

Technical Specification:

StrongLED’

Switch on to awesome

GP6A-L0680-0216CHP-00

Rectangular-shaped 6 projectors high power super bright outdoor LED floodlight for architectural, bridges and landscape.
Cree or Lumileds high power LEDs in 520W power output, wide range of colour temperatures, mono colours, RGB and beam angles.

DMX control with auto addressing function. Bus connection with dynamic current regulation for reliable and stable light output and operation.
Smooth and stable colour change effect with brightness level of 256 and 16 bits contrast control.
Powder coated aluminum body with high efficient heat dissipation fins, protective vent and clear tempered glass diffuser in ruggedized steel frame.

Rugged mounting base with adjustable tilt up to 900 for fast and secured installation and beam projection adjustment.
AC110V~220V input. Weather-sealed with IP66 rating.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL
216 (3W)
518.4W
40176 Im
78 Im/W
1 6b|t*3 (65536"65536"65536 )
256
AC110V~220V
-40°C~50°C
10%~95%RH
Powder coated aluminium body in steel case, clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

LUMILEDS REBEL
CREE XM-L (4 IN 1)

Dimension it mounting bracket) 680*440*314mm
Weight 63kg

Pixel Quantity 1

Control Gear DMX
Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 40176 Im Ra 80
4000K 38880 Im Ra 80
3000K 35856 Im Ra 80
2700K 33696 Im Ra 80
2400K -

2200K -

1700K 32400 Im -
Blue 10800 Im
Amber 17280 Im
RGB 19440 Im
RGB + White -

LED Type Beam Angle
CREE XP-E2 9°/15°/23°/30°/15°*38° / 12°*30°

9°/17°/23°/33°/12°31°/ 9**37°

FLOODLIGHT « WALL WASHER
WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
680
420
210 4-012 6-M4Through-hole
B2 R LR s &
b - O JdIEm) |
WY
360
400
440
b3
¥ R
™ Q;& ©
2 i &
371
400
Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°
MH(m)
-/+180 W
-150 150 15 ‘\‘\‘
30 it
45 H“
-120 120 H\‘
60 ”
|
75
Il
90 “‘
-90 90 105 "“
120 |11
‘
185 |-
150
—60 165
Intensity: cd 180
llv — C0/180, 8.0°
— C30/210, 7.9°
5 30 g 0.0 45 9.0
. — C60/240, 8.1°
’ s
0 £90/270, 8.0° 1209 Lux 163 Lux (m)
Average Beam Angle (50%): 8.0 degree 420 Lux 120 Lux
270 Lux
Note: Test data is based on GP6A-L0680-0216CHP-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface AC110V~220V AC110V-220V aoitovoasoy T
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170

AC110V~220V

AC110V~220V

AC110V~220V

(llustration: Each light fixture represents one pixel)
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Theam Series GR1A

StrongLED’

Switch on to awesome

LANDSCAPE

=\

e

LIFE SPAN

w
LED TYPE

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR1A-E0056-0001WHP-00

Attractive circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Brightness level of 256 and 16 bits contrast control.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.

DC24V or constant current 350mA input for control options.

Two-part fixture construction for efficient site preparation, installation and maintenance.

Protection class IP 67.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL CREE XM-L (4 IN 1)
LED Quantity 1 12 (1W)

Power Rating 1.2W : 14.4W
Luminous Flux 106 Im 1272 Im
Luminous Efficacy 88 Im/W : 88 Im/W
Contrast Level 16bit (e5536) : 16bit*4 (e5536+65536°65536°65536)
Brightness Level 256

Input Voltage DC24V : Constant current 350mA

-40°C~50°C
10%~95%RH
Stainless steel bezel + Clear tempered glass diffuser
Cable Interconnect Signal: PVC cable with waterproof connector=500mm; Power: Neoprene cable =500mm
Dimension winout mounting bracket ®56*114.5mm
Weight 0.32kg
Pixel Quantity - : 2

Operating Temperature
Operating Humidity
Material (Housing)

Control Gear
Ingress Protection
Load Bearing

Life Span
Application

Constant current control
IP 67
<500kg
=50000 hours
Outdoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

Standard Specifications
106 Im Ra 80 §

103 Im Ra 80 :
95 Im Ra 80
851m Ra 80 :

80Im -
33Im
57Im

LED Type

CREE XP-E2
LUNILEDS REBEL
CREE XM-L (4 IN 1)

Beam Angle
9°/15°/23°/ 30°/ 15°*38°/ 12°*30° :
9°/17°/23°/ 33°/ 12°*31°/ 9°*37° i

22°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

114.5

56

P51

Installation Details:

1. Lay >20cm sand and gravel to prevent luminaire being soaked in water.

2. Ensure proper drainage and discharge outlets below the installed luminaire.
3. Prevent dropping sharp object on glass surface (loading <500kg).

S R
I - .
|
0 « R Cement floor
< - .
h ‘e Filled with sand
=100mm B 9 Outlet pipe
Outlet
=100mm ‘ :

Filled with gravel

Lamp Source: LUMILEDS REBEL
Beam Angle: 9°

Candela Distribution Curve

Isolux Curve (Ix)

—/+180 MH(m)
-150 150 W
3| /
-120 120 4
5
61 230
/ ——— 190
-90 90 7
——— 150
?/ 8 / \ 110
/Illn \ / “ — 770
ll 1800, \ 9/l 38.0
|
-60 ' “!!A‘ ‘ 10 /f —F— 31.0
""A‘ ) T — 190
\ Intensity: cd /
". o “‘ C0/180,8.8° 11 — 150
€30/210,8.7° — 110
30 000 30 __ Ceoraosre 06 a5 50
0 €90/270,8.9° ’ ’ 'S(m)
Average Beam Angle (50%): 8.8 degree
Note: Test data is based on GR1A-E0056-0001WHP-00 only.
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.85
DMX-WD DMX-WD DMX-WD DMX-WD
Il f Il |
DC24V DC24V e
NO.1 NO.20 NO.21 NO.85
_DMX Interface
DMX-WD DMX-WD DMX-WD DMX-WD
Il f f |
DC24V DC24V e

(lNustration: Each light fixture represents two pixel)
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Theam Series GR2C

LANDSCAPE
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LIFE SPAN

w
LED TYPE

Brightness level of 256 and 16 bits contrast control.

Protection class IP67.

Technical Specifications:

StrongLED’

Switch on to awesome

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR2C-E0130-0003WHP-00

Attractive medium-sized circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.
DC24V or constant current 350mA input for control options.
Two-part fixture construction for efficient site preparation, installation and maintenance.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Stainless steel bezel + Clear tempered glass diffuser
Cable Interconnect Signal: PVC cable with waterproof connector=500mm; Power: Neoprene cable =500mm

CREE XP-E2 / LUMILEDS REBEL
3 (1W)
3.6W
318Im
88 Im/W
16bit*3 (65536'65536°65536)
256
DC24Vv
-40°C~50°C
10%~95%RH

®130*114.7mm
0.91kg
1
Constant current control

LUNILEDS REBEL
CREE XM-L (4 IN 1)

Ingress Protection IP 67

Load Bearing <500kg

Life Span =50000 hours
Application Outdoor

Colour Standard Specifications
5000K 318Im Ra 80
4000K 309 Im Ra 80
3000K 285 Im Ra 80
2700K 255 Im Ra 80
2400K -

2200K =

1700K 240lm -

Blue 99 Im

Amber 1711Im

RGB 190 Im
RGB+W -

LED Type Beam Angle
CREE XP-E2 9°/15°/23°/ 30°/ 15°*38°/ 12°*30°

9°/17°/23°/ 33°/ 12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

Beam Angle: 17°

114.7
100.45
©| 1) R
=Y Sl | I
I
Installation Details:
1. Lay >20cm sand and gravel to prevent luminaire being soaked in water. %
2. Ensure proper drainage and discharge outlets below the installed luminaire.
3. Prevent dropping sharp object on glass surface (loading <500kg). | ‘ i v
) 44
N
A . « Cement floor
i A Filled with sand
] L BE Outlet pi
=100mm — utiet pipe
. | Outlet
>100mm &m : Filled with gravel
; 7 PR ,
7 A
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve ( Ix)
—/+180 MH(m)
-150 150 ] , )
5 |
o]
-120 120
s
/ [
6 140
/
/ JE—
-90 90 7 X ‘ 120
/” ——— 95.0
8 /‘ | 71.0
i1 I
i / / — 470
H 9 24.0
| |
-60 60 10 19.0
—F— 120
| “ Intensity: cd
300 ~— C0/180,15.1° n — 9%
_30 \ 30 030/210,15.1: —— 710
o — 060/240,15.00 0.0 25 9.0
C90/270,14.8 S(m)
Average Beam Angle (50%):15 degree
Note: The test data in full color 3 light fixtures measured specifications only.
stem Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V DC24V DC24V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24aV e

(Nustration: Each light fixture represents one pixel)
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Theam Series GR2D
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LED TYPE

StrongLED’

Switch on to awesome

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR2D-E0115-0003WHP-00

= Attractive medium-sized circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Brightness level of 256 and 10 bits contrast control.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.

DC24V or constant current 350mA input for control options.

Two-part fixture construction for efficient site preparation, installation and maintenance.

Technical Specification:

Protection class IP 67.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension it mounting bracke
Weight

Pixel Quantity

Control Gear

CREE XP-E2 / LUMILEDS REBEL
3 (1W)
3.6W
318Im
88 Im/W
10b|t*3 (1024*1024*1024)
256
DC24Vv
-40°C~50C
10%~95%RH
Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
®115*59.5mm
0.65kg
1
Constant current Driver

Ingress Protection IP 67

load Bearing <500kg

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 318 Im Ra 80
4000K 309 Im Ra 80
3000K 285Im Ra 80
2700K 255Im Ra 80
2400K -

2200K =

1700K 240Im -

Blue 99 Im

Amber 171 Im

RGB 190 Im

RGB + White -

LED Type Beam Angle
CREE XP - E2 9°/15°/23°/30°/15° *38°/ 12° *30°

LUMILEDS REBEL
CREE XM-L (4 IN 1)

9°/17°/23°/33°/12°*31°/ 9° *37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

®95

53

B9

46

Photometry:

Lamp Source: LUMILEDS REBEL

Candela Distribution Curve
Beam Angle: 33°

Isolux Curve (Ix)

—/+180 MH(m)
MH( )\
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Beam Angle Curve: 11
= Intensity: cd
—— (C30/210,33.1° S
-30 30 : . (m)
— (€60/240,32.9° ;gg Z?g
i i 0 C90/270,33.1° . :
i i Average Beam Angle (50%): 33 degree — 300 3.80
L ot} 23.0 3.00
— 15.0 2.30
Note:Test data is based on GR2D-E0115-0003WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V DC24V pcaav
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V pcaav

(Nustration: Each light fixture represents one pixel)
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Theam Series GR3A
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TUNABLE COLOUR

LIFE SPAN

LED TYPE

Brightness level of 256 and 16 bits contrast control.

Protection class IP67.

Technical Specifications:

StrongLED’

Switch on to awesome

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR3A-E0150-0006WHX-00

Attractive large-sized circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.
DC24V or constant current 350mA input for control options.
Two-part fixture construction for efficient site preparation, installation and maintenance.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Stainless steel bezel + Clear tempered glass diffuser
Cable Interconnect Signal: PVC cable with waterproof connector=500mm; Power: Neoprene cable =500mm

CREE XP-E2 / LUMILEDS REBEL
6 (1W)
7.2W
636 Im
88 Im/W
16bit*3 (65536'65536°65536)
256
DC24Vv
-40°C~50°C
10%~95%RH

®150*146mm
0.83kg
1
Constant current control

LUNILEDS REBEL
CREE XM-L (4 IN 1)

Ingress Protection IP 67

Load Bearing <500kg

Life Span =50000 hours
Application Outdoor

Colour Standard Specifications
5000K 636 Im Ra 80
4000K 618 Im Ra 80
3000K 570 Im Ra 80
2700K 510 Im Ra 80
2400K -

2200K =

1700K 480Im -

Blue 1981Im

Amber 3421Im

RGB 380Im
RGB+W -

LED Type Beam Angle
CREE XP-E2 9°/15°/23°/ 30°/ 15°*38°/ 12°*30°

9°/17°/23°/ 33°/ 12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

] =z 27 27 m"
L“J y ©| Al — I8
|
S
/ —Wﬁif -
D114
Installation Details:
1. Lay >20cm sand and gravel to prevent luminaire being soaked in water. F%W
2. Ensure proper drainage and discharge outlets below the installed luminaire. N N
3. Prevent dropping sharp object on glass surface (loading <500kg). PN . . 2 .
el
| R ] Bl
2 ‘ — e Cement floor
] <1 Filled with sand
S . P
=100mm IR L = < Outlet pipe
. B e e ]
" P Outlet
=100mm .- N Filled with gravel
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve ( Ix )
Beam Angle:15°
—/+180 MH(m)
-150 150 /))
3]
J)
-120 120 } ‘
5 |
6 / 1300
} 1100
-90 2 7L
1 / — 870
8 K 660
/ | — 440
9+ 220
/|
10 | 170
. 110
Intensity: cd )
L C0/180,12.8° M 87.0
o — C80/210,12.8° g 66.0
o —_— C60/240,12.6o 0.0 25 9.0
C90/270,12.5 S(m)
Average Beam Angle (50%): 12.7 degree
Note: Test data is based on GR3A-E0150-0006WHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V DC24V DC24V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V R

(lNustration: Each light fixture represents one pixel)
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Theam Series GR4A StrongLED’

/ Switch on to awesome
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LED TYPE

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR4A-E0185-0018WHP-00

Attractive large-sized circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Brightness level of 256 and 16 bits contrast control.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.

DC24V or constant current 350mA input for control options.

Two-part fixture construction for efficient site preparation, installation and maintenance.

Protection class IP67.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 18 (1W) 12 (1W) 9 (1W)

Power Rating 21.6W : 14.4W : 10.8W

Luminous Flux 1908 Im 1272 Im 954 Im

Luminous Efficacy 88 Im/W : 88 Im/W : 88 Im/W
Contrast Level 16bit*3 (65536%65536"65536)

Brightness Level 256

Input Voltage DC24Vv

Operating Temperature
Operating Humidity
Material (Housing)

Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Stainless steel bezel + Clear tempered glass diffuser
Cable Interconnect Signal: PVC cable with waterproof connector=500mm; Power: Neoprene cable=500mm

-40°C~50°C
10%~95%RH

®185*110.5mm
3.01kg
1
Constant current control

Ingress Protection IP 67

Load Bearing <500kg

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 1908 Im Ra 80 § 1272 Im Ra 80 § 954 Im Ra 80
4000K 1854 Im Ra 80 1236 Im Ra 80 927 Im Ra 80
3000K 1710 Im Ra 80 1140 Im Ra 80 855 Im Ra 80
2700K 1530 Im Ra 80 1020 Im Ra 80 765 Im Ra 80
2400K - - -
2200K = : = : =
1700K 1440Im - 9%60m - 720m -
Blue 594 Im : 396 Im : 297 Im
Amber 1026 Im § 684 Im § 5131m
RGB 1140 Im 760 Im 570 Im
RGB+W - - : -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/ 30°/ 15°*38°/ 12°*30°

LUNILEDS REBEL 9°/17°/23°/ 33°/ 12°%31°/ 9°*37°

CREE XM-L (4 IN 1) -




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

. 110.5
> unit: mm

106.5

Installation Details:

185

1. Lay >20cm sand and gravel to prevent luminaire being soaked in water. \

2. Ensure proper drainage and discharge outlets below the installed luminaire.
3. Prevent dropping sharp object on glass surface (loading <500kg). o o N
o ® Cement floor
Filled with sand
P P )
=100mm n Outlet pipe
. T ————Outlet
=100mm 4 Filled with gravel
<4 < “
B B
P L e
4 4
Photometry:
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 23°
—/+180 MH(m)
-150 150 y ‘ M
7/lIR
3
4 / |
-120 120 I
|
sl
I
) 1200
/ / } ‘ ——— 1000
-90 9 7 ]
I — 820
8 | 620
I T
I / | — 410
9 ‘ 210
-60 60 10 —— 160
W Intensity: cd / 100
\ ~— C0/180,19.6° M —— 820
_30 30 C30/210,19.7° e — 62.0
— C60/240,20.0°
0 e 0.0 45 9.0
C90/270,20.2 S(m)
Average Beam Angle (50%): 19.9 degree
Note:Test data is based on GR4A-E0185-0018WHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V DC24V DC24V
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24Vv DC24V DC24V

(Nustration: Each light fixture represents one pixel)
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Theam Series GR5
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LED TYPE

GR5-E0260-0036CHP-00

= Attractive large-sized circular high brightness in-ground LED luminaire for architectural and landscape lighting application.
Cree or Lumileds high power LED in range of whites and mono color and various beam angles.

Brightness level of 256 and 10 bits contrast control.

Rust and corrosion resistance stainless steel bezel and clear hardened glass diffuser.

DC24V or constant current 350mA input for control options.

Two-part fixture construction for efficient site preparation, installation and maintenance.

Technical Specification:

Protection class IP 67.

LED Type CREE XP-E2/ LUMILEDS REBEL
LED Quantity 36(1W)

Power Rating 43.2W

Luminous Flux 3816 Im

Luminous Efficacy 88 Im/W

Contrast Level 10bit*3 (1024*1024*1024)
Brightness Level 256

Input Voltage DC24Vv

Operating Temperature -40°C~50C

Operating Humidity
Material (Housing)
Cable Interconnect
Dimension it mounting bracke
Weight

Pixel Quantity

Control Gear

10%~95%RH
Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm
®260*124.2mm
4.4kg
1
Constant current Driver

Ingress Protection IP 67

load Bearing <500kg

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 3816 Im Ra 80
4000K 3708 Im Ra 80
3000K 3420 Im Ra 80
2700K 3060 Im Ra 80
2400K -

2200K =

1700K 2880 Im -

Blue 1188 Im
Amber 2052 Im

RGB 2280 Im

RGB + White -

LED Type Beam Angle
CREE XP - E2 9°/15°/23°/30°/15° *38°/ 12° *30°

LUMILEDS REBEL
CREE XM-L (4 IN 1)

9°/17°/23°/33°/12°*31°/ 9° *37°

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

187.5

124.2

Installation Details:

1. Lay >20cm sand and gravel to prevent luminaire being soaked in water.
2. Ensure proper drainage and discharge outlets below the installed luminaire.
3. Prevent dropping sharp object on glass surface (loading <500kg). 4

®260

Cement floor

Filled with sand

124.5
85.4

=100mm {——— Outlet pipe

Outlet
Filled with gravel

=100mm

Photometry:

Lamp Source: LUMILEDS REBEL

Candela Distribution Curve
Beam Angle: 22°

Isolux Curve (Ix)

—/+180 MH(m)
M
i
3 T v\
\
JI
4 |
-120 120 } \\
\
5 |
il
|
6 ‘ 1500
1
-90 90 7 / / } ‘ 300
I ——— 1000
8 /] 770
/| —— 510
9 { 260
Beam Angle Curve: 10 / 210
Intensity: cd 130
Z_consoete 11— 100
o — C30/210,21.8° o 77
o — C60/240,21.8° a5 %0
€90/270,21.8° s(m)
Average Beam Angle (50%): 21.8 degree
Note:Test data is based on GR5-E0260-0036CHP-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DMX Interface DC24V DC24V DC24V e
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V e

(Hustration: Each light fixture represents one pixel)
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Theam Series GR6A StrongLED"
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LED TYPE

FLOODLIGHT « WALL WASHER
WALL GRAZER

GR6A-E1000-0036WHX-00

Attractive high brightness in-ground linear LED luminaire for floodlight, wall wash and wall graze lighting applications.
Cree or Lumileds high power LED in range of whites, mono color and RGB and beam angle choices.

Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effect.

Anodized extruded aluminium and clear hardened glass diffuser.

Two-part fixture construction for efficient site preparation, installation and maintenance.

DC24V or constant current 350mA input for controlling options.

Protection class IP67.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 36 (1W) 18 (1W) 24 (1W) 12 (1W)
Power Rating 43.2W : 21.6W : 28.8W : 14.4W
Luminous Flux 3816 Im 1908 Im 2544 Im 1272 Im
Luminous Efficacy 88 Im/W : 88 Im/W : 88 Im/W : 88 Im/W
Contrast Level 16bit*3 (65536%65536"65536)

Brightness Level 256

Input Voltage DC24Vv

Operating Temperature
Operating Humidity
Material (Housing)

-40°C~50°C
10%~95%RH
Anodized extruded aluminum + Clear tempered glass diffuser
Cable Interconnect Signal: PVC cable with waterproof connector=500mm; Power: Neoprene cable =500mm
Dimension winout mounting bracket 1000*52*90mm 515*52*90mm 1000*52*90mm 500*52*90mm
Weight 5.42kg H 2.8kg H 5.42kg H 2.8kg

Pixel Quantity
Control Gear

1
Constant current drive

LUNILEDS REBEL
CREE XM-L (4 IN 1)

Ingress Protection IP 67

Load Bearing <500kg

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 3816 Im Ra 80 : 1908 Im Ra 80 f 2544 Im Ra 80 : 1272 Im Ra 80
4000K 3708 Im Ra 80 : 1854 Im Ra 80 : 2472Im Ra 80 : 1236 Im Ra 80
3000K 3420 Im Ra 80 1710 Im Ra 80 2280 Im Ra 80 1140 Im Ra 80
2700K 3060 Im Ra 80 : 1530 Im Ra 80 : 2040 Im Ra 80 : 1020 Im Ra 80
2400K - : - - : -
2200K = : = : = : =
1700K 2880Im - 1440lm - 1920Im - 9%60m -
Blue 1188 Im : 594 Im : 792 Im : 396 Im
Amber 2052 Im § 1026 Im § 1368 Im § 684 Im
RGB 2280 Im : 1140 Im : 1520 Im : 760 Im
RGB+W - ’ - ’ - ’ -

LED Type Beam Angle

CREE XP-E2 9°/15°/ 23°/ 30°/ 15°*38°/ 12°*30°

9°/17°/23°/ 33°/ 12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:
> unit: mm

91.6

1000

Installation Details:

1. Lay >20cm sand and gravel to prevent luminaire being soaked in water.

1000
2. Ensure proper drainage and discharge outlets below the installed luminaire. ‘
3. Prevent dropping sharp object on glass surface (loading <500kg). %
© <«—— Cement floor
o = Filled with sand
iA\ Outlet pipe
=100mm [ . Outlet
=100mm |° - Filled with gravel
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 15°
—-/+180
-150 150
-120 120
5800
-90 % ;‘:‘gg
’ w‘&
—9¢/ 8000 \§~ 2900
BT INS:
" 'l 6000 \\ 960
-60 "‘ ‘ !!\-‘ “ 60 770
' ll“ Intensity: cd / 480
'. ‘v“A“ L C0/180,13.2° " 380
n —— C30/210,13.1° 290
_30 10ho 30 — C30/210,13 ’
— C60/240,13.2
0 : 0.0 4.5 9.0
C90/270,13.3 s
Average Beam Angle (50%): 13.2 degree (m)
Note: Test data is based on GR6A-E1000-0036WHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

DC24V DC24V DC24V e
DMX Interface

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V e

(llustration: Each light fixture represents one pixel)
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LED TYPE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

GRC1-M0105-0016CTA-00

= Attractive square in-ground LED luminaire for wall wash, wall graze and accent lightings.
= Cree or Osram LED in whites, mono color and RGB. Beam angle >90".

= Brightness level of 256; 16 bits contrast control for consistent and smooth color change effect.

= Double protection design, precision die cast aluminum structure with anti-corrosion surface treatment.

= 12 mm thick hardened glass with 500kg loading capacity.
= DC 24V input. DMX control. Protection class IP67.

Technical Specification:

LED Type CREE SMD 3535
LED Quantity 16

Power Rating 3.84W
Luminous Flux 288 Im
Luminous Efficacy 75 Im/W

Contrast Level
Brightness Level
Viewing Angle

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

16bit*3 5536655665536

:
1
! 16
! 4W
! 288 Im
' 72 Im/W
: 16b|t (65536)
256
=90°
DC24V
-40C~50C

10%~95%RH
Precision aluminum casting shell + Clear tempered glass diffuser
Signal/Power: PVC cable=500mm

OSRAM SMD 5630

RGB + White -

Dimension (with mounting bracket) 104.6*104.6*85mm
Weight 0.9kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 67

Load Bearing <500kg

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 288 Im Ra 80 | 288 Im Ra 80
4000K 288 Im Ra 80 | 288 Im Ra 80
3000K 288 Im Ra 80 E 288 Im Ra 80
2700K 288 Im Ra 80 : 288 Im Ra 80
2400K 208 Im Ra 80 ' -
2200K 208 Im Ra 80 0 =
1700K - ! -

Blue 72 1m ! -
Amber 144 Im ' -

RGB 112 Im , -

1
1




FLOODLIGHT ¢ WALL-WASHER ¢« WALL-GRAZER

Dimension Details:

unit: mm 104.6

104.6 85

61

104.6
99
5
"
99.1

99

Installation Details:

1. Lay >20cm sand and gravel to prevent luminaire being soaked in water.

2. Ensure proper drainage and discharge outlets below the installed luminaire.
3. Prevent dropping sharp object on glass surface (loading <500kg). o
0 {—— Cement floor
-‘ | Embedded parts
fixed support
—4+—— Outlet
=100mm . =+ Filled with sand
=100mm —— Filled with gravel

Embedded framework

Combined state lighting (4 lamps, 9 lamps)

Photometry:

Lamp Source: CREE SMD 3535 Candela Distribution Curve
Beam Angle: 90°

Isolux Curve (Ix)

~/+180 MH(m)
150 150 Y )
3 A
\
‘
4 |
-120 120 ] BB\
5 J 11
ik
6 i ‘ — 170
90 olo 90 7 /[l | 1.40
] — 120
8 0.87
/ —— 058
9 0.29
-60 60 oy —— / 023
A 0.14
Intensity: cd
~— C0/180,92.5° " -+ 0.12
_30 30 830?210,9245" e 0.087
— C60/240,92.6°
0 i 0.0 45 9.0
£90/270,92.1 S(m)

Average Beam Angle (50%): 92.4 degree

Note: Test data is based on GRC1-M0105-0016CTA-00 only.

System Schematic Diagram:

NO.1 NO.10

DMX Interface DC24V

NO.1 NO.10

DC24Vv

NO.11 NO.20 NO.21 NO.170
DC24Vv DC24Vv

NO.11 NO.20 NO.21 NO.170
DC24V DC24Vv

(HNustration: Each light fixture represents one pixel)
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HV3-EX100-060CXTA-00

= Ultra slim profile high brightness LED pixel linear luminaire that seamlessly integrate into building and architectural features.

= With ultra slim 8mm fixture width and fine LED pixel pitch, it can be configured as a scalable large indoor media display with =55% natural
light transparency (energy saving) on building glass curtain walls or see-through effects.

= Cree, Osram or Lumileds LED. Viewing angle: 1200

= Stable and flicker-free display with refresh rate of >60Hz.

= Constant current drive, Brightness levels of 256 and 16 bits contrast control for consistent and smooth colour mix and change effects.

= High precision extruded aluminum. Choice of clear, frosted and opal diffuser.

= Customizable housing colour and lengths.

= 24V DC input. DMX with automatic addressing function.

= Application: Indoor

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD 3014

LED Quantity 60 30 12
Power Rating 14.4W : 7.2W : 2.88W
Luminous Flux 1080 Im 540 Im 2161m
Luminous Efficacy 75 Im/W : 75 Im/W : 75 Im/W
Contrast Level 16bit @ssse)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodised extruded aluminum, clear frosted oral diffuser

Cable Interconnect PVC Cable=500mm

Dimension winout mounting bracket 1002*10*25mm 502*10*25mm 202*10*25mm
Weight 0.23kg ; 0.12kg ; 0.05kg

Pixel Quantity -
Control Gear -
Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 1080 Im Ra80 ! - ! 540lm Ra80 | - { 216Im Ra80 | -
4000K 1080Im Ra80 ! - ! 540Im Ra80 | - ! 216Im Ra80 | -
3000K 1080Im Ra80 | 1020Im Ra90 | 540Im Ra80 | 510im Ra9 | 216Im Ra80 | 204Im Ra90
2700K 1080Im Ra80 : 1020Im Ra90 | 540Im Ra80 : 510lm Ra9 : 216Im Ra80 : 204Im Ra90
2400K 780Im Ra80 | 720im Ra90 | 390im Ra80 | 360Im Ra90 | 156Im Ra80 | 144Im Ra90
2200K 780Im Ra80 | 720lm Ra90 : 390Im Ra80 : 360Im Ra90 : 156Im Ra80 : 144Im Ra90
1700K - - -

Blue 270 Im : 135Im : 54 Im

Amber 540 Im § 270 Im § 108 Im

RGB 420 Im : 2101Im : 841Im

RGB+W - : - E -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 120°

Field Angle (10%) =
Cut-off Angle (50%) -
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Dimension Details:
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Installation Details:
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6
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve
Beam Angle: 120°
—/+180
~150 150
-120 120
23.0
—— 190
_ 90
90 — 150
8 / 11.0
— 760
/ / /
o) 9 — — 3.80
-60 9 60 10 T / — 3.00
Intensity: cd s — 1.90
> C0/180,110.9° 1 I — 150
~ - C30/210,111.5° | 110
s 30 __ Ceor240,112.5° 0.0 Z5 5.0
0 €90/270,113.1° ’ ’ 'S(m)
Average Beam Angle (50%): 112.0 degree
Note: Test data is based on HV3-EX100-060CXTA-00 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4

(Less than 30W)

(Less than 30W)

(Less than 30W) (Less than 30W)

~ NO.1

NO.4
(Less than 30W)

NO.4
(Less than 30W)

i lacs &
FT-SF3-00
1 NO.1 NO.2 NO.3
(Less than 30W) (Less than 30W) (Less than 30W)
DC24v _No.2 \ \ \ \
il £
FT-SF3-00
: : NO.1 NO.2 NO.3
: : (Less than 30W) (Less than 30W) (Less than 30W)
| toxe | | | |
Rl |
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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HV3B-M1000-0030CTA-00

Features:

Ultra slim profile high brightness outdoor LED pixel linear luminaire that can seamlessly integrate into building facades and architectural features.
With ultra slim 8mm fixture width and 33mm LED pitch, it can be configured as a scalable large indoor and outdoor media display with high
natural light transparency (energy saving) for building facades and commercial buildings.

Cree, Osram or Lumileds LED. Choice of clear, frosted and opal diffuser.

Stable and flicker-free display with refresh rate of >60Hz.

Constant current drive, RGB brightness levels of 65536 for consistent and smooth colour mix and change effects.

High precision extruded aluminum for efficient heat dissipation. High wind resistance construction. Weatherproof sealed. IP65.

Customized housing colour and lengths available. Other mounting options available.

24V DC input. DMX with automatic addressing function.

Application: Outdoor

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 30 | 15 | 6
Power Rating 7.2W i 3.6W | 1.44W
Luminous Flux 210 Im E 105 Im E 421Im
Luminous Efficacy 29 Im/W ! 29 Im/W ! 29 Im/W
Contrast Level 16bit*3 (esss6-65536°65536)

Brightness Level 256

Viewing Angle =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) High corrosion resist anodized aluminum profile

Cable Interconnect PVC cable with waterproof connectors =500mm (6 core cable)

DiMenSion e mouing racke 1000*8*31mm | 500*8*31mm | 200*8*31mm
Weight 0.42kg i 0.21kg i 0.08kg
Pixel Quantity 10 | 5 : 2
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K - X - ! _
4000K = 0 - ! _
3000K - E - E -
2700K = 0 - 0 -
2400K - ! - ! -
2200K - ! - ! -
1700K - | - : )
Blue 135Im ! 67.5Im ! 27 Im
Amber 270 Im , 135Im , 54 Im
RGB 210 Im . 105 Im . 42 1m
RGB + White - ' - , -

RECESS ¢ COVE « CORNICE
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Dimension Details:

>unit: mm
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Installation Details:

Mounting Bracket: 2pcs/m

MVL%:_O.{ 4_54:0_%
ofeg I o9

56.2

| 27 g

15.5

P,

30.2

®

31

Mounting Bracket
am g

Lamp Source: CREE SMD 3535
Beam Angle: 120°

Candela Distribution Curve

System Schematic Diagram:

DMX Interface

Isolux Curve (Ix)

-1+180 MH(m)
///’ ) \ \\\
3 \ \
Ty
) LA
— 0
5 / / ]
/ } “
6 — L J 1.0
7l A l ——— 9.00
- JI — 720
8 L 5.40
o1 S/ — 360
e / 1.80
10 b / ——— 1.40
A — 0.90
i T — 072
. B ——— 054
— C60/240, 112.7 00 75 50
0 €90/270, 112.6° S(m)
Average Beam Angle (50%): 112.4 degree
Note: Test data is based on HV3B-M1000-0030CTA-00 only.
NO.1 NO.4 NO.5 NO.17
DC24V DC24V|
NO.1 NO.4 NO.5 NO.17
DC24V DC24V|

(Mustration: 10 pixels/m)

StrongLED’
Ce &

1S09001:2008 1S014001:2004

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.

SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.

GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UP +86-512-8286 8001
03 globalestrongled.com

Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com



-Shine Vision Series HV4

[

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

HV4-M1000-0048CTA-00

Features:

= Ultra slim profile high brightness outdoor LED pixel linear luminaire that can seamlessly integrate into building facades and architectural features.
With slim 11mm fixture width and 20mm LED pitch, it can be configured as a scalable large indoor and outdoor media display with high

natural light transparency (energy saving) for building facades and commercial buildings.

Cree, Osram or Lumileds LED. Choice of clear, frosted and opal diffuser.

Stable and flicker-free display with refresh rate of >60Hz.

Constant current drive, RGB brightness levels of 65536 for consistent and smooth colour mix and change effects.

High precision extruded aluminum for efficient heat dissipation. High wind resistance construction. Weatherproof sealed. IP65.

Customized housing colour and lengths available. Other mounting options available.

24V DC input. DMX with automatic addressing function.

Application: Outdoor.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 . 24 . 12
Power Rating 11.52W i 5.76W i 2.88W
Luminous Flux 864 Im E 4321m E 216 Im
Luminous Efficacy 75 Im/W ' 75 Im/W ' 75 Im/W
Contrast Level 16bit*3 (6sss6-6s53665536 )

Brightness Level 256

Viewing Angle =110°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) High corrosion resist anodised aluminium profile

Cable Interconnect Signal/Power cable:PVC cable with waterproof connectors =500mm

DiMeNSION wivoutmouning bracet 1000*11*28mm | 505*11*28mm | 255*11*28mm
Weight 0.4kg i 0.2kg i 0.1kg
Pixel Quantity 16 | 8 | 4
Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 864 Im Ra 80 | 4321m Ra 80 | 216 Im Ra 80
4000K 864 Im Ra 80 i 432 Im Ra 80 i 216 Im Ra 80
3000K 864 Im Ra 80 E 432Im Ra 80 E 216 Im Ra 80
2700K 864 Im Ra 80 0 432Im Ra 80 0 216 Im Ra 80
2400K 624 Im Ra 80 ! 312Im Ra 80 ! 156 Im Ra 80
2200K 624 Im Ra 80 ! 312 Im Ra 80 ! 156 Im Ra 80
1700K - ! - ! -

Blue 216 Im . 108 Im . 54 Im
Amber 432 1m , 216 Im , 108 Im
RGB 336 Im . 168 Im . 84 Im
RGB + White - ! - ! -
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Dimension Details:

>unit: mm
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Photometry:
Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°
-1+180 MH(m)
-150 150 7 ) B\
N N
|
-120 120 4 /
L—1
5 / i
/ \
/ |
6 y i — 170
A |
90 7 J 14.0
) — 110
8 / 8.50
0 | ) —— 560
P2 ) 2.80
0| 4 —— 230
Intensity: cd —— 140
. C0/180, 108.8° " 110
—— €30/210, 109.3° —
30 ’ . ——— 085
— C60/240, 109.7 0.0 75 50
€90/270, 109.8°
S(m)
Average Beam Angle (50%): 109.4 degree
Note: Test data is based on HV4-M1000-0048CTA-00 only.
System Schematic Diagram:
NO.1 NO.4 NO.5 NO.10
DC24V DC24V
DMX Interface
NO.1 NO.4 NO.5 NO.10
DC24V DC24V

(lNustration: 16 pixels/m)
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@_Star Series IS6

LED TYPE

1S6-EX100-192WETS-A0

= High brightness linear LED Up/Down pendant luminaire for ambient and task lighting applications.
= Available in whites, tunable whites, RGB and RGBW for wide range of light settings.
= Elegant designed aluminum housing with non-glare frosted diffuser. Customizab le housing color and lengths.

= Brightness level of 256,Contrast level of 65536.

= Power Input: DC24V, Constant Current Drive for consistent color and long service life.

= Application: Indoor.

StrongLED’

Switch on to awesome

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension witout mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

48*3+48(up/dcwn light)
57.6W
4416 Im
77 Im/W

CREE / OSRAM / LUMILEDS SMD

16bit @ssse)
256
DC24Vv
-40°C~50°C
10%~95%RH
Frosted BWF PMMA diffuser
PVC Cable=500mm
1000*103.2*83.4mm
3.8kg

=50000 hours
Indoor

48*31d0wn light)
43.2W
3312 Im
77 Im/W

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

4416 Im
4416 Im
4416 Im
4416 Im

Ra 80
Ra 80
Ra 80
Ra 80

Standard Specifications
- § 33121Im Ra 80
= : 3312 Im Ra 80
3936 Im Ra 90 : 3312Im Ra 80
3936 Im Ra 90 3312Im Ra 80

2952 Im Ra 90
2952 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE / OSRAM / LUMILEDS SMD
110°
160°
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Lamp Source: OSRAM SMD 5630
Beam Angle: 110°

Candela Distribution Curve Isolux Curve (Ix)

MH(m)
—/+180 =
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-30 g 30 T — 420 — 6.70
0 — 33.0 — 4.20
Beam Angle Curve: 25.0 —— 3.30
N Average Beam Angle (50%): 109.6 degree 17.0 2.50
Note: Test data is based on IS6-EX100-192WETS-AQ only.
J-TOUCH
NO.1 NO.2 NO.3  ecoc=- NO.100
NO.1
._l.a’;‘;,";;;; ......J
FT-PWM3-00
NO.1 NO.2 NO.3  ccoc-- NO.100
DC24V NO.2
7}.:’{,";;& ......J
FT-PWM3-00
NO.1 NO.2 NO.3  ecoc-- NO.100
NO.16
‘ [MEE=— ‘ .....-J
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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@_Star Series IS7
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StrongLED’

LUMILEDS
REE 0SRAM

IS7-EX100-126WETS-A0

= High brightness linear LED Up/Down pendant luminaire for ambient and task lighting applications.

= Available in whites, tunable whites, RGB and RGBW for wide range of light settings.

= Elegant designed aluminum housing with non-glare frosted diffuser. Customizable housing color and lengths.
= Brightness level of 256, Contrast level of 65536.

= Power Input: DC24V, Constant Current Drive for consistent color and long service life.

= Application: Indoor.

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48*2+30(up/down light) 48*2(down light)

Power Rating 37.8W : 28.8W

Luminous Flux 2898 Im 2208 Im

Luminous Efficacy 77 Im/W : 77 Im/W

Contrast Level 16bit @ssse)

Brightness Level 256

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Frosted BWF PMMA Diffuser

Cable Interconnect PVC Cable=500mm

Dimension itout mounting bracket) 1000*62*50.2mm

Weight 1.46kg

Pixel Quantity -

Control Gear 0~10V /J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 2898 Im Ra 80 - 2208 Im Ra 80 -
4000K 2898 Im Ra 80 : = : 2208 Im Ra 80 : =
3000K 2898 Im Ra 80 2583 1Im Ra 90 2208 Im Ra 80 1968 Im Ra 90
2700K 2898 Im Ra 80 : 2583 Im Ra 90 : 2208 Im Ra 80 : 1968 Im Ra 90
2400K - -

2200K = : =

1700K - -

Blue - : =

Amber - -

RGB - : -

RGB+W - : -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 110°

Field Angle (10%) 160°

Cut-off Angle (50%) -
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Lamp Source: OSRAM SMD 5630

Beam Angle: 110°

Candela Distribution Curve

Isolux Curve ( Ix)
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Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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@_Star Series IS8

HOSPITALITY

90/ (==
COLOR RENDERING

&S

LED TYPE

Indoor application.

Elegant High brightness and CRI linear LED pendant luminaire for ambient and task lighting applications.
High power Cree or Lumileds LEDs. Tunable color temperature.
Precision aluminum profile housing, non-glare deep seated light source face plate. Cut off Angle: 43°
High application versatility with variety of brackets, ceiling mounts, customizable color and lengths.

DC24V Power input. Constant Current Drive for consistent color and long service life.

StrongLED’

Switch on to awesome

1S8-EX100-024WEHP-00

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 24 18 30

Power Rating 28.8W 21.6W 36W

Luminous Flux 2544 Im 1908 Im 3180 Im

Luminous Efficacy 88 Im/W 88 Im/W 88 Im/W

Contrast Level 16bit @ssse)

Brightness Level 256

Input Voltage DC24V / AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Precision aluminum profile

Cable Interconnect Power/Date: multi-core cable

Dimension winout mounting bracket) 1000*35*36mm 751*35*36mm 1250*35*36mm

Weight 1.5kg 1.13kg 2kg

Pixel Quantity -

Control Gear -

Ingress Protection =

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 2544 Im Ra 80 - 1908 /ImRa 80 ! - 3180 Im Ra 80 -
4000K 2472 Im Ra 80 - 1854 Im Ra 80 = 3090 Im Ra 80 =
3000K 2280 Im Ra 80 2160 Im Ra 90 1710 Im Ra 80 1620 Im Ra 90 2850 Im Ra 80 2700 Im Ra 90
2700K 2040 Im Ra 80 1920 Im Ra 90 1530 Im Ra 80 1440 Im Ra 90 2550 Im Ra 80 2400 Im Ra 90
2400K - - - - - -
2200K = - = - - -
1700K 1920 Im - ' - 1440Im - ' - 2400Im - : -

Blue 792 Im 594 Im 990 Im

Amber 1368 Im 1026 Im 1710 Im

RGB = - -

RGB+W - - -

LED Type CREE XP-E2 : LUMILEDS REBEL

Beam Angle (50%) ®° i 23° 1 30° i15%38° | 12%30° I 9° 17° 0 23° 1 33° 1 129%31° | 9°37°
Field Angle (10%) 19° 28° 47° 60° | 33%66° | 24°52° | 19° 33° 44° 64° 1 24°%52° } 21°%62°
Cut-off Angle (50%) 43°
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1 s | Stainless steel cable
1 1

1 1

1 1

1 1

1 1
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1 1

Stainless steel fixture

~/TH

* Install mounting base to ceiling.

Driver \

1 1
1 1
1 1
: Endcap :
H Endcap H
1 Stainless steel cabel 1
i i
1 1
1 1 -
1 I i = = ]
1 1
: + Connect electrical install IS8 and base cover plate. :
| | - IS8installation completed.
i i
L e R
Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 17° MH(m)
T \\
== N
A
60 [ 60 5 J \\
Beam Angle Curve: / ‘ \
a 6 1200
[ 7L / } — 1000
] —— 800
[0 8 / 600
30 | | 30 / —— 400
] 9
if % .
) Intensity: cd 10—~
—_C0/180,16.3° 100
—C90/270,16.4° " —— 800
20 10 0 10 20 60.0
0.0 0.9 1.8 27 3.6 4.5
Average Beam Angle (50%): 16.4 degree S(m)
Note: Test data is based on IS8-EX100-024WEHP-00 only.
AC110~220V
J-TOUCH
NO.1 NO.2 NO.3 NO.10
. N
AC-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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@_Star Series IS9

TUNABLE COLOUR

DIMMABLE

COLOR RENDERING
ND.

LED TYPE

1IS9-ED100-048CXTA-00

Elegant, slim and minimalistic designed linear LED pendant luminaire for decorative and task lighting applications.
Choice of Cree, Osram or Lumileds leds in range of whites, tunable whites and RGB. High CRI 80~90.

Light weight aluminum body and translucent diffuser. Customizable housing color and lengths.

J-Link system control. Dimmable and full color control.

Application: Indoor.

StrongLED’

Switch on to awesome

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 60 45 30

Power Rating 14.4W 10.8W 7.2W

Luminous Flux 1080 Im 810 Im 540 Im

Luminous Efficacy 75 Im/W 75 Im/W 75 Im/W

Contrast Level 16bit*3 (essas-essas-essae)

Brightness Level 256

Input Voltage DC24V / AC110V~220V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powdered coated extruded aluminum

Cable Interconnect Power/Data: multi-core cable

Dimension witout mounting bracket) 1200*11*28mm 900*11*28mm 600%11*28mm

Weight 0.4kg 0.2kg 0.1kg

Pixel Quantity 16 8 4

Control Gear -

Ingress Protection =

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 1080 Im Ra 80 - 810 Im Ra 80 - 540 Im Ra 80 -
4000K 1080 Im Ra 80 - 810 Im Ra 80 : - 540 Im Ra 80 : -
3000K 1080 Im Ra 80 1020 Im Ra 90 810 Im Ra 80 : 765 Im Ra 90 540 Im Ra 80 : 510 Im Ra 90
2700K 1080 Im Ra 80 1020 Im Ra 90 810 Im Ra 80 765 Im Ra 90 540 Im Ra 80 510 Im Ra 90
2400K 780 Im Ra 80 720 Im Ra 90 585 Im Ra 80 540 Im Ra 90 390 Im Ra 80 360 Im Ra 90
2200K 780 Im Ra 80 720 Im Ra 90 585 Im Ra 80 540 Im Ra 90 390 Im Ra 80 360 Im Ra 90
1700K - ' - - ' - - : -

Blue 270 Im 202.5Im 135Im

Amber 540 Im 4051Im 270 Im

RGB 420 Im 315Im 210Im

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

110°
160°
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1200

Y Ceiling board

Endcap

ST3.5X9.5mm screws

Driver

 Install mounting base to ceiling.

0
\ Mounting base
ST4.2X9.5mm screws

Endcap

+ Connect electrical install IS9 and base cover plate.

Stainless steel cable

189

Lamp Source: CREE SMD 3535

Beam Angle: 110°

Beam Angle Curve:

Candela Distribution Curve
-/+180

30— C30/210,100.3°
— C60/240,109.7°
0 ©90/270,109.8°

MH(m)
N \
I
I\
4 i
[ ] \ \
5 |
6 ’ / )
% 717 — 170
7 / 1/ ——— 140
A — 110
8 i 8.50
ol L ——— 560
b 2.80
_
0L |+ —— 230
— 140
" 1.10
0.85
0.0 45 9.0

S(m)
V‘ Average Beam Angle (50%): 109.4 degree
Note: Test data is based on IS9—-ED100-048CXTA-00 only.
AC110~220V
J-TOUCH
NO.1 NO.2 Nos NO.10
i : g teeess
AC-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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@_Life Series LF1A

StrongLED’

4 Switch on to awesome

DIMMABLE

et

cree | 0 o
LUMILEDS

®
Z @ %

LF1A-EX100-024WEHX-00

Elegant high power linear LED luminaire for LED wall washing, grazing, ambient and accent lightings.
Smooth and non-glare lighting effect from the reflected indirect light source.

Choice of Cree, Lumileds high power LED chip. Brightness level of 256, Contrast level of 65536.
Precision extruded aluminum with frosted PMMA diffuser and clear fixture cover.

Two-part fixture flush mount casing design for easy installation. Customizable case color and lengths.
Power Input: DC24V, Constant Current Drive for consistent color and long service life.

Application: Indoor.

LED Type ~ CREEXP-E2/LUMILEDS REBEL

LED Quantity 24 12 6

Power Rating 28.8 W : 14.4W : 7.2W

Luminous Flux 2544 Im § 1272 Im § 636 Im

Luminous Efficacy 88 Im/W : 88 Im/W : 88 Im/W

Contrast Level 16bit (65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Precision extruded aluminum, frosted PMMA diffuser.

Cable Interconnect PVC Cable=500mm

DIiMENSion (winou: mouning bracke 1000*75*50 mm : 500*75*50 mm : 250*75*50 mm

Weight 1.77kg : 0.89 kg : 0.44 kg

Pixel Quantity -

Control Gear 0~10V / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 2544ImRa80 ! - ! 1272ImRa80 | - ! 636ImRa80 | -
4000K 2472ImRa 80 - | 1236ImRa80 ! - ! 618ImRa80 -
3000K 2280ImRa80 | 2160/mRa90 | 1140imRa80 | 1080ImRa9  570ImRa80 |  540ImRa 90
2700K 2040lmRa8 : 1920lmRa9 ! 1020lmRa8 ! 960lmRa9 : 510lmRa80 |  480ImRa90
2400K 1920lmRa80 | 1800imRa9 | 960ImRa80 | 900mRa% | 480ImRa80 i  450ImRa90
2200K 1920lmRa80 i 1800imRa9 ! 960ImRa80 ! 900lmRa9 ! 480ImRa8 !  450ImRa90
1700K - | - | - | - - | -
Blue 792 Im : 396 Im : 198 Im

Amber 792 Im § 684 Im § 342Im

RGB = : = ; -

RGB+W - E - ; _

LED Type CREE XP-E2 / LUMILEDS REBEL

Beam Angle (50%) 56° * 136°

Field Angle (10%) -

Cut-off Angle (50%) -




1100

50

500 s |
©
@ 3
61
Cutout Width: 63 +2mm
Mouting Bracket
 Trough line L‘
Ceiling . A,}; | Wall~
AN\\VZEFANN\
LF1A e >
1. Mount bracket to ceiling cut out with screws. 2.Mount base to brackets. 3.Align and clip on luminaire to base.
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 56° * 136°
-/+180 MH(m)
AN M
N
\ N\
\ \
~120 120 4 ) A\
A ]‘ 51.0
\\ / / } .
—90 ] 90 7 \l N - ’ — 420
\ \ / — 340
8 — / 25.0
9 N / — 17.0
e 8.40
-60 60 10 A | —— 6.70
Intensity: cd — 420
— C0/180,55.6° 1 3.40
30 C90/270,135.7 250
0 0.0 45 9.0
Average Beam Angle (50%): 95.6 degree S(m)
Note: Test data is based on LF1A-EX100-024WEHX-00 only.
J-TOUCH
NO.1 NO.1 NO.2 NO.3  =eeeee NO.100
.1-1"‘;,".“._:@' ‘ ‘ ‘ ...... J
FT-PWM3-00
NO.2 NO.1 NO.2 NO.3  =eeee- NO.100
DC24v M \ \ . |
FT-PWM3-00
; ; NO.1 NO.2 NO.3  «+eee- NO.100
‘ NO.16 ‘ ‘ ‘
L P R BV
FT-PWM3-00
Note: Please refer to the controller series specifications for detailed control panel and controller connection.
St r n L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
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@_Life Series LF2A
&)

COVE,

DC
24V

(COLOR RENDERING
ND.

LED TYPE

LF2A-EX105-126WETK-00

= Elegant high brightness linear recess LED luminaire suitable for decorative and LED accent lighting.

= |ndirect lighting gives a pleasing, anti-glare lighting effect.

= Choice of Cree, Osram, Lumileds low power and high CRI LED chips.

= Precision extruded aluminum with frosted PC diffuser..

= Flush mounted or fit into wall casement. Customizable fixture body color and length
= Seamless line of lights with no dark spaces when connected in cascade.
= Brightness level of 256, Contrast level of 65536. Dimmable.

= Power Input: DC24V, Constant Current Drive for consistent color and long service life.

= Application: Indoor.

StrongLED’

Switch on to awesome

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE / OSRAM /LUMILEDS SMD
126
10.08 W
1008 Im
100 Im/W
16bit (65536)
256
DC24V
-40C~50C
10%~95%RH
Extruded aluminum, frosted PC diffuser.
PVC Cable=500mm
1050*138*70 mm
2.65 kg
0~10V(Dali) / J-Link
=50000 hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

1008 Im Ra 80
1008 Im Ra 80
630 Im Ra 80
630 Im Ra 80
630 Im Ra 80
630 Im Ra 80

Standard Specifications

1891Im
3781Im

504 Im Ra 90
504 Im Ra 90
504 Im Ra 90
504 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE / OSRAM / LUMILEDS SMD
83°* 128°
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A
46
138
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)—E i
;33 @f «© i o ] o
10 | N
53 e 300 300 300
70 1050

— Cut out: 92 + 2mm —

o
~
Lamp Source: CREE SMD 3014 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 83° * 128°
~/+180 MH(m)
/| AR\
3L / \
\
~120 120 4 // } f
5 / J
/ // /(
6 / /
— - 8.80
w0 % 2L / ——— 7.30
/ 7 —— 5.90
8 / 4.40
0 A — 290
P4 1.50
-60 | 10— — 1.20
Intensity: cd — 0.73
. C0/180,82.9° 1 0.59
— C30/210,89.5° 0.44
— C60/240,107.6° 0.0 i5 9.0

0 €90/270.127.9° 'S(m)

Average Beam Angle (50%): 102.0 degree
Note: Test data is based on LF2A-EX105-126 WETK-00 only.
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 (Less than30W ) (Less than30W ) (Less than30W ) (Less than30W)
R B
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
DC24V ~NO.2 (Less than30W ) (Less than30W ) (Less than30W ) (Less than30W )
=g
FT-SF3-00
h . NO.1 NO.2 NO.3 NO.4
‘ NO.16 ‘ (Less than30W ) ‘ (Less than30W) ‘ (Less than30W) ‘ (Less than30W)
Rl £
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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@_Like Series LK2D

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

LK2D-M1000-0024WHP-00

= Elegant low profile high power LED linear luminaire for floodlighting, wall wash and wall graze applications to buildings, bridges, monuments.

= Light projection distance over 10 meters with choice of Cree or Lumileds LEDs in a variety of colours and beam angles to choose from.

= High-strength precision aluminum profile of high efficient thermal dissipation design with clear tempered glass diffuser and anti-glare shield.
Customizable fixture color and length.

= Various stainless steel mounting brackets with up to 800 tilt angle adjustment for easy installation and light projection setup. Optional anti-glare shield.

= Seamless line of light when connected in cascade without dark spaces at joints.

® DC 24V input. DMX control. Brightness level of 256 and 16 bits contrast control for stable and smooth color transition and change effects.

® Preventive vent, waterproof connectors and rated IP66.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 24 (1W) 24 (2W) 12 (1W) 12 (2W)
Power Rating 28.8W : 432w : 14.4W : 21.6W
Luminous Flux 2544 Im 3528 Im 1272 Im 1764 Im
Luminous Efficacy 88 Im/W : 82 Im/W : 88 Im/W : 82 Im/W
Contrast Level 16bit*3 (65536°65536*65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

-40°C~50°C
10%~95%RH
Powder coated extruded aluminum with clear tempered glass diffuser on steel frame
Signal cable: I?VC cable with waterproof connecgorsaSOOmm; Power cable: Neopr'ene2500mm

LUMILEDS REBEL
CREEXM-L(4IN1)

DiMENSION irout g racke 1000*40*24.1mm : 1000*40*24.1mm : 500*40*24.1mm : 500*40*24.1mm
Weight : 1.76kg : 0.88kg : 0.88kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor

Colour Standard Specification

5000K 2544 Im Ra 80 3528 Im Ra 80 1272 Im Ra 80 1764 Im Ra 80
4000K 2472 Im Ra 80 : 3384 Im Ra 80 : 1236 Im Ra 80 : 1692 Im Ra 80
3000K 2280 Im Ra 80 3120 Im Ra 80 1140 Im Ra 80 1560 Im Ra 80
2700K 2040 Im Ra 80 : 2880 Im Ra 80 : 1020 Im Ra 80 : 1440 Im Ra 80
2400K - - - -
2200K _ : _ 5 _ E B
1700K 1920 Im - ; 2760Im - ; 960Im - i 1380 Im -
Blue 792 Im : 996 Im : 396 Im : 498 Im
Amber 1368 Im § 1644 Im § 684 Im § 822 Im
RGB 1520 Im ; 1840 Im ; 760 Im ; 920 Im
RGB + White - 5 - 5 - 5 -

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/ 15° *38° / 12° *30°

9°/17°/23°/33°/12° *31°/ 9° *37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm 1000 — 40 40 40
= =)
[C00000000000000000000000] - -
S > @ ° o 3 @ ¢ o 3
& @O & ©
T % @
5 .
. 2-05 © )
According to the actual assembly adjust length 7 0| g
o
| e
70 m‘
}
45 |
Installation Details:
(1) Mounting Bracket: 1PCS (2 Mounting Bracket: 2PCS (3 Mounting Bracket: 2PCS
28 e 1175 ] 19 - 28 “ 1175 ] 19 - E qZB w g ] 19 - %0
9 IR 9 B2 H 82 g
o1 @ b o1 = b H o1 = - Sirong LED
: Jlo ¢ e
H © © ]
o = & @ Adjustable
H o g Tilt Bracket
i 9 @ Adjustable
H 1 Adjustable Tilt Bracket
H . Tilt Bracket L ) B

Photometry:

Lamp Source: LUMILEDS REBEL Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 23°

~/+180 MH(m)
M
3 / ) \“\
gl
il
6 H“ 1600
; / / I ——— 1400
— I /‘ —— 1100
HINSS: vl —
l 6000 \\ 9 |
SIS 1 o
-6 " 5!. “ 60 npan 290
'&ﬂ‘ ’ Intensity: cd | 140
'. ""“ Z_ C0/180, 21.0° 1 va — 110
0L Lol S gmoze L .
0 €90/270, 21.7° 0.0 45 9.os(m)
Average Beam Angle (50%): 21.4 degree
Note: Test data is based on LK2D-M1000-0024WHP-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V e

(Mlustration: Each light fixture represents one pixel)
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@_Like Series LK2G
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Features:

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

LK2G-M1000-0024CHX-00

Elegant high power LED linear luminaire for floodlighting, wall wash and wall graze applications to buildings, bridges, monuments.
Light projection distance over 10 meters with choice of Cree or Lumileds LED in a variety of colours and beam angles to choose from.

High-strength precision aluminum profile of high efficient thermal dissipation design with clear tempered glass diffuser and anti-glare shield.

Customizable fixture color and length.

Various stainless steel mounting brackets with up to 80° tilt angle adjustment for easy installation and light projection setup.

Seamless line of light when connected in cascade without dark spaces at joints.

DC 24V input. DMX control. Brightness level of 256 and 16 bits contrast control for stable and smooth color transition and change effects.

= Preventive vent, waterproof connectors and rated IP66.

Technical Specification:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 24 (1W) 24 (1W) 12 (1W) 12 (1W)
Power Rating 28.8W 43.2W : 14.4W : 21.6W
Luminous Flux 2544 Im 3528 Im 1272 Im 1764 Im
Luminous Efficacy 88 Im/W 82 Im/W : 88 Im/W : 82 Im/W
Contrast Level 16bit*3165535'65536~55536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40C~50C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene cable=500mm
Dimension wiout mounting bracket) 1000%40*40.3mm 1000*40*40.3mm 500*40*40.3mm 500*40*40.3mm
Weight 1.76kg 1.76kg : 0.88kg : 0.88kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specmcatlons

5000K 2544 Im Ra 80 3528 Im Ra 80 : 1272 Im Ra 80 1764 Im Ra 80
4000K 2472 Im Ra 80 3384 Im Ra 80 : 1236 Im Ra 80 : 1692 Im Ra 80
3000K 2280 Im Ra 80 3120 Im Ra 80 1140 Im Ra 80 1560 Im Ra 80
2700K 2040 Im Ra 80 2880 Im Ra 80 : 1020 Im Ra 80 : 1440 Im Ra 80
2400K - - : - : -
2200K = = : = : =
1700K 1920 Im - 2760Im - 960Im - 1380 Im -
Blue 792 Im 996 Im : 396 Im : 498 Im
Amber 1368 Im 1644 Im § 684 Im § 822 Im
RGB 1520 Im 1840 Im : 760 Im : 920 Im
RGB+W - - : - : -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/30°/15°*38°/ 12°*30°

LUMILEDS REBEL 9°/17°/23°/33°/12°%31° / 9°*37°

CREE XM-L (4 IN1) -




Dimension Details:

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

unit: mm
> 1000 12. 12. 12.
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Installation Details:
(1) Mounting Bracket: (2 Mounting Bracket: (3 Mounting Bracket:
2PCS : 2PCS : 2PCS
126 ~:
' ' - o
H H <
H H ™
H i rel
H H | |
@ 8 3 Ajustable tilt bracket
H H el 2 Mounting
H H . Bracket
H H @ Mounting
H H ~— Bracket

Photometry:

Lamp Source: CREE XP - E2

Beam Angle: 23°

System Schematic Diagram:

DMX Interface

Candela Distribution Curve

Isolux Curve (Ix)

—/+180 MH(m)
-150 150 /)\
3 // \
-120 120 4
51
6/ \‘ 820
/
-90 90 7/ J \ 680
/ / ‘w —— 540
8 | 410
il — 270
9+ 140
-60 60 10 / ‘s‘ — 110
I Intensity: cd / 68.0
~— C0/180,20.3° " —— 540
o_gpmeny oo
0 ©90/270,24.7° 0.0 45 9-OS(m)
Average Beam Angle (50%): 22.3 degree
Note: Test data is based on LK2G-M1000-0024CHX-00 only.
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V pceav
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V e

(Hustration: Each light fixture represents one pixel)
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@_Like Series LK3

@
LED TYPE

Customizable fixture color and length.

Preventive vent, waterproof connectors and rated IP65.

Technical Specification:

StrongLED’

Switch on to awesome

LK3-M1000-0024CHX-00

Elegant high power LED linear luminaire for floodlighting, wall wash and wall graze applications to buildings, bridges, monuments.
Light projection distance over 10 meters with choice of Cree or Lumileds LEDs in a variety of colours and beam angles to choose from.
High-strength precision aluminum profile of high efficient thermal dissipation design with clear tempered glass diffuser and anti-glare shield.

Various stainless steel mounting brackets with up to 80° tilt angle adjustment for easy installation and light projection setup. Optional anti-glare shield.
Seamless line of light when connected in cascade without dark spaces at joints.
DC 24V input. DMX control. Brightness level of 256 and 16 bits contrast control for stable and smooth color transition and change effects.

LED Type CREE XP-E2
LED Quantity 24 (1W) : 24 (2W) 12 (1W) : 12 (2W)
Power Rating 28.8W : 43.2W : 14.4W : 21.6W
Luminous Flux 2544 Im 3528 Im 1272 Im 1764 Im
Luminous Efficacy 88 Im/W : 82 Im/W : 88 Im/W : 82 Im/W
Contrast Level 16bit*3 (65536°65536*65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodized extruded aluminum + Clear tempered glass diffuser

Cable Interconnect Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm
DIMENSION winout mountng rcien 1000%30*24.4mm ' 1000%30*24 4mm ' 500%30*24.4mm ' 500%30*24 4mm
Weight 1.3kg 1.3kg : 0.65kg 0.65kg
Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 2544 Im Ra 80 : 3528 Im Ra 80 1272 Im Ra 80 : 1764 Im Ra 80
4000K 2472 Im Ra 80 : 3384 Im Ra 80 : 1236 Im Ra 80 : 1692 Im Ra 80
3000K 2280 Im Ra 80 3120 Im Ra 80 : 1140 Im Ra 80 1560 Im Ra 80
2700K 2040 Im Ra 80 2880 Im Ra 80 : 1020 Im Ra 80 : 1440 Im Ra 80
2400K - ; - - : -
2200K - : - : - : -
1700K 1920 Im - : 2760 Im - 960 Im - : 1380 Im -
Blue 792 Im 996 Im : 396 Im 498 Im
Amber 1368 Im 1644 Im 684 Im 822 Im
RGB 1520 Im 1840 Im 760 Im 920 Im
RGB + White - - : - ' -

LED Type Beam Angle

CREE XP - E2 15°/30°/45°/20° *35°

LUMILEDS REBEL -

CREEXM-L(4IN1) -

FLOODLIGHT « WALL WASHER

WALL GRAZER



FLOODLIGHT ¢ WALL-WASHER « WALL-GRAZER

Dimension Details:

> unit: mm 1000+ 0.5

\ o
EU\_OOOOOOOOOOOOOOOO
©

)
O O O 0O 0 0 o0 O]
©J

T

L (According to the actual adijust length)

Installation Details:

(1) Mounting Bracket:
2PCS

(3 Mounting Bracket:
2PCS

(2 Mounting Bracket:
2PCS

e
165 2M3 g (3 Mounting
ST °
[FI 14K 5 Bracke
2059 (/@ Rotatable
‘0 OE Bracket
A —c—
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 15°
—/+180 MH(m)
-150 150 ]ﬂ
3y
/ \
|
-120 120 4 \
5
6 / 850
-90 % 71/ / | — 710
i / J —— 570
‘ 8[| 420
‘ / | —— 280
9 Iy 140
-60 60 10/ | — 110
Intensity: cd / — 710
80¢ Z_C0/180,15.1° 1 — 570
30 Y, 30— C90/270,16.3° 120
0 0.0 45 9.0
Average Beam Angle (50%): 15.7 degree S(m)
Note: Test data is based on LK3-M1000-0024CHX-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DMX Interface DC24V DC24V DC24V e
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V pcaav

(lllustration: Each light fixture represents one pixel)
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Oright Series OR1A

e
Constant
3sm (é@#

COLOR nsunmma M

StrongLED’

Switch on to awesome

OR1A-HX002-001WEHX-00

m Attractive mini-sizeLED Dot Light for interior and commercial lightings applications.

n Cree High power LED. CRI: 80~90. Dimmable

= Constant current drive to ensure consistent high brightness, efficiency and long lifespan

= Anodized aluminum body + frosted PMMA diffuser. Housing color can be customized.

= Dimension @20*25mm, best suitable for lighting tight spaces and the fixture inconspicuous.
= Flush mounted and easy installation with spring clips. IP20

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension witout mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE XP-E2
1(1W)
1.2W
106 Im
88 Im/W
16bit (esss6)
256
Constant current 350mA
-40C~50C
10%~95%RH
Anodised aluminum body
PVC cable=500mm
®20*25mm
20g

IP 20
=50000hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

Standard Specifications
106 Im Ra 80 :

103 Im Ra 80
95Im Ra 80
85Im Ra 80

80Im - ;
33 Im
57 Im

90 Im Ra 90
80 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE XP-E2
15° g 30° '

45°

20°*35°
40°*70°




16

Mounting Bracket: 1 PC

R

7
Jz:

P
|

—> 19
Cutout: ®19+0.5
“\_Heat shrinkable casing

Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 15°

2415025

W
RN
4 \ )
A/ \ \
60 5 / \\
6 | | —— 300
|
S /] 25.0
7] —— 200
8 | 15.0
30 yam —— 100
Intensity: cd 9 — P 5.10
Beam Angle Curve: — C0/180,13.8° 10 A / 410
- C80/210,13.9° = 250
— C60/240,13.9° 11 P -
C90/270,13.9° — —— 2.00
”"' —— 150
20 10 0 10 20
0.0 0.9 1.8 27 3.6 4.5
Average Beam Angle (50%):13.9 degree S(m)

Note: Test data is based on OR1A-HX002-001WEHX-00 only.

NO.1 NO.2 NO3 NO.4 NO5
T | | | |
DC24V
J-Touch NO.I  NO.2 NO.I  NO.2 NO.  NO.2 NO.I  NO.2
s
NO\THTI— NO\7H_1|— NO\?HTI_‘“"' NO'%U_II—‘
NO.1-~NO5  NO.1--NO5 NO.1-+NO5  NO.1-+NOS5 NO.1-+NO5  NO.1--NOS5

Al e o

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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ﬂ GRAND CAN_VON LED LIGHTING SYSTEMS (SUzHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
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Oright Series OR1C

StrongLED’

Switch on to awesome

OR1C-HX002-001WEHX-00

Attractive mini-size LED Dot Light for interior and commercial lightings applications.

Cree High power LED. CRI: 80~90. Dimmable

Constant current drive to ensure consistent high brightness, efficiency and long lifespan
Anodized aluminum body + frosted PMMA diffuser. Housing color can be customized.
Dimension @20*28mm, best suitable for lighting tight spaces and the fixture inconspicuous.
Flush mounted and recess-in light source to reduce glare.

Easy installation with spring clips. IP20

LED Type CREE XP-E2

LED Quantity 1(1W)

Power Rating 1.2W

Luminous Flux 106 Im

Luminous Efficacy 88 Im/W

Contrast Level 16bit (esss6)

Brightness Level 256

Input Voltage Constant current 350mA

Operating Temperature -40C~50C

Operating Humidity 10%~95%RH

Material (Housing) Anodised aluminum body

Cable Interconnect PVC cable=500mm

Dimension witout mounting bracket) ®20*28mm

Weight 25¢g

Pixel Quantity -

Control Gear -

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 106 Im Ra 80 : -
4000K 103 Im Ra 80 =
3000K 95Im Ra 80 90 Im Ra 90
2700K 85Im Ra 80 80 Im Ra 90
2400K - -
2200K - -
1700K 80Im - :

Blue 33Im

Amber 57 Im

RGB =

RGB+W -

LED Type CREE XP-E2

Beam Angle (50%) 15° 30° : 45° 20°+35°
Field Angle (10%) 28° : 60° g 80° 40°+70°
Cut-off Angle (50%) 43°




®20+0.2
®11.8

16 W

9.9

Mounting Bracket: 1 pc

2412025

25

Lamp Source: CREE XP-E2
Beam Angle: 15°

Beam Angle Curve:

ﬂ “\_Heat shrinkable casing

Candela Distribution Curve

ESh=

30
Intensity: cd
— C0/180,13.8°
—— C30/210,13.9°
— C60/240,13.9°
C90/270,13.9°
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Average Beam Angle (50%):13.9 degree
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Cutout: ®19+0.5

Isolux Curve (Ix)
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5 // \
6 } | —— 300
N /| ——— 250
) 7] —— 200
8 S 15.0
yam — 100
S—— 5.10
10— / — 410
—— 250
1 = —— 2.00
— —— 150

Note: Test data is based on OR1C-HX002-001WEHX-00 only.

NO.1 NO.2 NO.3 NO.4 NO.5
T | || || ||
DC24V
J-Touch NO.1 NO.2 NO.1 NO.2 NO.1 NO.2 NO.1 NO.2
s
e B [ THF Luﬁ
NO.1---NO.b NO.1---NO.5 NO.1---NO.5 NO.1---NO.b NO.1---NO.5 NO.1---NO.5

DC24V

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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right Series OR2A

Constant
Current

350mA

StrongLED’

/ Switch on to awesome

&

9
COLOR RENDERIN(

e

5

| @ o
BEELBE

OR2A-HX003-001WEHX-00

n Attractive small-size LED Dot Light for interior and commercial lightings applications.

n Cree High power LED. CRI: 80~90. Dimmable

= Constant current drive to ensure consistent high brightness, efficiency and long lifespan

= Anodized aluminum body + frosted PMMA diffuser. Housing color can be customized.

= Dimension @20*29.5mm, best suitable for lighting tight spaces and the fixture inconspicuous.
= Flush mounted and easy installation with spring clips. IP20

LED Type CREE XP-E2

LED Quantity 1(1W)

Power Rating 1.2W

Luminous Flux 106 Im

Luminous Efficacy 88 Im/W

Contrast Level 16bit (esss6)

Brightness Level 256

Input Voltage Constant current 350mA

Operating Temperature -40C~50C

Operating Humidity 10%~95%RH

Material (Housing) Anodised aluminum body

Cable Interconnect PVC cable=500mm

Dimension witout mounting bracket) ®20*29.5mm

Weight 30g

Pixel Quantity -

Control Gear -

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 106 Im Ra 80 : -
4000K 103 Im Ra 80 =
3000K 95Im Ra 80 90 Im Ra 90
2700K 85Im Ra 80 80 Im Ra 90
2400K - -
2200K - -
1700K 80Im - :

Blue 33 1Im

Amber 57 Im

RGB -

RGB+W -

LED Type CREE XP-E2

Beam Angle (50%) 15° 25° : 35° 40°
Field Angle (10%) 28° : 46° 64° 78°
Cut-off Angle (50%) -
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Mounting Bracket: 1pc

Lamp Source:CREE XP-E2
Beam Angle:35°

Beam Angle Curve:

20 10 0 10

Candela Distribution Curve

30
Intensity: cd
— C0/180,34.8°

20

Average Beam Angle (50%): 34.5 degree

— C30/210,34.6°
— C60/240,34.4°
C90/270,34.3°
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Cutout: ®23+0.5

Isolux Curve (Ix)

Note: Test data is based on OR2A-HX003-001WEHX-00 only.

NO.1 NO.2 NO3 NO.4 NO5
T | | | |
DC24V
J-Touch NO.I  NO.2 NO.I  NO.2 NO.  NO.2 NO.I  NO.2
s
NO\THTI— NO\7H_1|— NO\?HTI_‘“"' NO'%U_II—‘
NO.1-~NO5  NO.1--NO5 NO.1-+NO5  NO.1-+NOS5 NO.1-+NO5  NO.1--NOS5

DC24Vv

e

-

|

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Oright Series OR2C

Constant

StrongLED’

Switch on to awesome

0% |
100%

DIMMABLE
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; CREE I

BBEULE

OR2C-HX003-001WEHX-00

= Attractive mini-size LED Dot Light for interior and commercial lightings applications.

n Cree High power LED. CRI: 80~90. Dimmable

= Constant current drive to ensure consistent high brightness, efficiency and long lifespan

= Anodized aluminum body + frosted PC diffuser. Housing color can be customized.

= Dimension @20*34mm, best suitable for lighting tight spaces and the fixture inconspicuous.
= Flush mounted and recess-in light source to reduce glare.

n Easy installation with spring clips. IP20

LED Type CREE XP-E2

LED Quantity 1(1W)

Power Rating 1.2W

Luminous Flux 106 Im

Luminous Efficacy 88 Im/W

Contrast Level 16bit (esss6)

Brightness Level 256

Input Voltage Constant current 350mA

Operating Temperature -40C~50C

Operating Humidity 10%~95%RH

Material (Housing) Anodised aluminum body

Cable Interconnect PVC cable=500mm

Dimension witout mounting bracket) ®20*34mm

Weight 35¢g

Pixel Quantity -

Control Gear -

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 106 Im Ra 80 : -
4000K 103 Im Ra 80

3000K 95Im Ra 80 90 Im Ra 90
2700K 85Im Ra 80 80 Im Ra 90
2400K - -
2200K - -
1700K 80Im - :

Blue 33Im

Amber 57 Im

RGB =

RGB+W -

LED Type CREE XP-E2

Beam Angle (50%) 15° 25° 35° 40°
Field Angle (10%) 28° : 46° : 64° 78°
Cut-off Angle (50%) 42°
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Mounting Bracket: 1pc

Lamp Source: CREE XP-E2
Beam Angle: 35°

Beam Angle Curve:

y

Candela Distribution Curve

60
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20 10 0 10 20
Average Beam Angle (50%): 34.5 degree
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Heat shrinkable casing
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Cutout: ®23x0.5

Isolux Curve (Ix)
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Note: Test data is based on OR2C-HX003-001WEHX-00 only.

NO.1

NO.2 NO.3 NO.4 NO.5

DC24Vv

e

B - ol
T

NO.1---NO.b NO.1---NO.5

e

NO.1---NO.b NO.1---NO.b NO.1---NO.5 NO.1---NO.b

\—NOZW_ - \WH_I

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Oright Series OR3A

J Lot

Constant
Current

350mA

Cree High power LED (3W). CRI: 80~90. Dimmable.

Flush mounted and easy installation with spring clips. IP20

Attractive LED Dot Light for interior and commercial lightings applications.

StrongLED’

Switch on to awesome

OR3A-HX004-001WEHX-00

Constant current drive to ensure consistent high brightness, efficiency and long lifespan.
Anodized aluminum body + frosted PMMA diffuser. Housing color can be customized.
Dimension @35*42.5mm, best suitable for spotlighting in tight spaces and the fixture inconspicuous.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

CREE XP-E2 / LUMILEDS REBEL
1(3W)
2.4W
186 Im
78 Im/W
16bit (esss6)
256
Constant current 350mA
-40C~50C
10%~95%RH
Anodised aluminum body

Cut-off Angle (50%)

Cable Interconnect PVC cable=500mm

Dimension witout mounting bracket) ®35*42.5mm

Weight 409

Pixel Quantity -

Control Gear -

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 186 Im Ra 80 : -

4000K 180 Im Ra 80 =

3000K 166 Im Ra 80 161 Im Ra 90
2700K 156 Im Ra 80 151 Im Ra 90
2400K - -

2200K - -

1700K 150Im - :

Blue 50 Im

Amber 80 Im

RGB -

RGB+W -

LED Type CREE XP-E2 : LUMILEDS REBEL
Beam Angle (50%) 9° | 15° i 23° | 30° 15%38°i12%30°: 9 i 17° | 23° i 33 |12%31°! 9°37°
Field Angle (10%) 19° © 28° 1 47° | 60° 33%66°i24°52° ¢ 19° i 33° | 44° | 64° |24°52° i 21°62°




Mounting Bracket: 1pc

Lamp Source: CREE XP-E2
Beam Angle: 15°

Beam Angle Curve:

®28

[ommmn | [

Heat shrinkable casing

Candela Distribution Curve

=

30
Intensity: cd
— C0/180,13.8°
—— C30/210,13.9°
— C60/240,13.9°
C90/270,13.9°

20 10 0 10 20

Average Beam Angle (50%): 13.9 degree
Note: Test data is based on OR3A-HX004-001WEHX-00 only.
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DC24V
NO.1  NO2 NO.1 NO2 NO.1 NO2 NO.1  NO2
NO\THTI— NO\7H_1|— NO\?HTI_‘“"' NO'%U_II—‘
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Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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right Series OR3C
G fomd
ey
Q%;“J €y

Constant
Current

350mA

Attractive LED Dot Light for interior and commercial lightings applications.
Cree High power LED (3W). CRI: 80~90. Dimmable

Flush mounted and recess-in light source to reduce glare.
Easy installation with spring clips. IP20

StrongLED’

Switch on to awesome

OR3C-HX004-001WEHX-00

Constant current drive to ensure consistent high brightness, efficiency and long lifespan
Anodized aluminum body + frosted PMMA diffuser. Housing color can be customized.
Dimension @35*42.5mm, best suitable for spotlighting in tight spaces and the fixture inconspicuous.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

CREE XP-E2 / LUMILEDS REBEL
1(3W)
2.4W
186 Im
78 Im/W
16bit (esss6)
256
Constant current 350mA
-40C~50C
10%~95%RH
Anodised aluminum body

Cut-off Angle (50%)

Cable Interconnect PVC cable=500mm

Dimension witout mounting bracket) ®35*42.5mm

Weight 409

Pixel Quantity -

Control Gear -

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 186 Im Ra 80 : -

4000K 180 Im Ra 80 =

3000K 166 Im Ra 80 161 Im Ra 90
2700K 156 Im Ra 80 151 Im Ra 90
2400K - -

2200K - -

1700K 150Im - :

Blue 50 Im

Amber 80 Im

RGB -

RGB+W -

LED Type CREE XP-E2 : LUMILEDS REBEL
Beam Angle (50%) 9° | 15° i 23° | 30° 15%38°i12%30°: 9 i 17° | 23° i 33 |12%31°! 9°37°
Field Angle (10%) 19° © 28° 1 47° | 60° 33%66°i24°52° ¢ 19° i 33° | 44° | 64° |24°52° i 21°62°
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Mounting Bracket: 1pc

Lamp Source: CREE XP-E2

Beam Angle: 15°

Beam Angle Curve:
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Heat shrinkable casing

Candela Distribution Curve
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Cutout: ®33+0.5

Isolux Curve ( Ix)

30
Intensity: cd

— C0/180,13.8°

—— C30/210,13.9°

— C60/240,13.9°
C90/270,13.9°

20 10 0 10 20

] 320

2/ / } 270
| — 220

8 / 160
9 // | — 110
i 54.0

10 / / —— 43.0
, ——— 270

1 /* — 220
g — 16.0

0.0 0.9 1.8 2.7 3.6 45

Average Beam Angle (50%): 13.9 degree S(m)
Note: Test data is based on OR3A-HX004-001WEHX-00 only.
NO.1 NO.2 NO.3 NO.4 NO.5
T | | | |
DC24V
J-Touch NO.1  NO.2 NO.1  NO.2 NO.1  NO.2 NO.1  NO.2
o
[z] & als]
T NO\THTI— No\_zH_ll— No\?ll_ll—‘“--- No.\ﬂrll—‘
NO.1+-NO5 NO.1-+-NO.5 NO.1+-NO.5 NO.1+-NO5 NO.1-+-NO.5 NO.1+-NO.5
DC24V NO.1 “J— NO.2 lﬁ— NO.16 ]_I

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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-Pixel Series PX2A

A,

StrongLED’

Switch on to awesome

LED TYPE

= Flexible strands of attractive mid-size, low profile high brightness RGB, RGBWW or Whites LED pixel node lights suitable for applications on
building facade mullion intersections for a distinctive lighting decoration or mounted into node array formation to create huge full colour graphic display
= Cree, Osram or Lumileds LED in a 4 SMD5050 configuration provide good color mixed and, 110° view angle.
= Built-in PWM control. Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effects.
® Precision injection-molded ABS case with clear UV-resist diffuser; weather- sealed with silicon polymer for maximum lifespan,
= Use standard CAT5 for signal transmission of up to 20 meter between node lights. Customizable pixel node pitch and lead cables lenghts.
= Easy mounting and installation with stainless steel spring bracket. Single node mounts can be positioned individually to support complex structure geometries
= DC 24V input. DMX control. Ingress protection at IP66.

Technical Specification:

LED Type ) CREE / OSRAM / LUMILEDS SMD i
LED Quantity 6 : 5 : 4 : 3
Power Rating 1.8W : 1.5W : 1.5W : 1.5W
Luminous Flux 108 Im : 90 Im 721m ; 54 Im
Luminous Efficacy 60 Im/W 60 Im/W : 48 Im/W : 36 Im/W
Contrast Level 1Gbit*3165536‘65536‘65536)

Brightness Level 256

Viewing Angel =110°

Input Voltage DC24V

Operating Temperature -40°C~50C

Operating Humidity 10%~95%RH

Material (Housing) ABS

Cable Interconnect Signal/Power: PVC cable with waterproof connectors=150mm

Dimension without mounting bracket) 65*54*21mm

Weight 120g

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 108 Im Ra 80 § 90Im Ra 80 f 72Im Ra 80 § 54Im Ra 80
4000K 108 Im Ra 80 : 90Im Ra 80 : 72Im Ra 80 : 54Im Ra 80
3000K 108 Im Ra 80 : 90Im Ra 80 : 72Im Ra 80 : 541Im Ra 80
2700K 108 Im Ra 80 : 90Im Ra 80 : 72Im Ra 80 : 54Im Ra 80
2400K 781Im Ra 80 E 65Im Ra 80 52Im Ra 80 39Im Ra80
2200K 781m Ra 80 65Im Ra 80 : 52Im Ra 80 : 39Im Ra 80
1700K - - - : -

Blue 271Im : 22.5Im : 181m : 13.5Im
Amber 54 Im § 45Im § 361m § 271m
RGB 42 1m : 35Im : 28 Im : 211m
RGB + White - E - E - E -

SPOT LIGHTS « NODE/PIXEL LIGHTS




SPOT LIGHTS ¢ NODE/PIXEL LIGHTS

Dimension Details:

>>unit: mm

59
54.44

65.23

Installation Details:

Mounting Bracket: 1PC

59:+0.1
3.39
7:04 3289

A N

49.41

®4.3Through-hole

|25 = [

13:0.1

13

o {_Mounting Bracket
& L] 113
I = R

Lamp Source: CREE SMD 3535
Beam Angle: 108°

Candela Distribution Curve

Isolux Curve (Ix)

—/+180 MH(m)
-150 150 \ <
%/ J \\\ \
3= \ .
IR\
-120 120 4 { -
[ / \
: TN

/ / J | ——— 160

|
6 — — ——— 1.40
-90 olo 90 ; — | — 110
/ 0.81
8 0.54
I ) 0.27
\ ° —— 022
-60 / 7 60 10— / —— 0.14
N ¥ Intensity: cd A — om
~— C0/180,107.4° 11 0.081

30 4 30 — £90/270,108.0° L
Beam Angle Curve: 0 0.0 4.5 9'%
V‘ Average Beam Angle (50%): 107.7 degree (m)
Note: Test data is based in full color 45 light fixtures measured specifications only.
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24V DC24V

(NNustration: Each light fixture represents one pixel)
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-Pixel Series PX2C

LED TYPE

StrongLED’

Switch on to awesome

PX2C-M0056-0004CTA-00

= Flexible strands of attractive mid-size, low profile high brightness RGB, RGBWW or Whites LED pixel node lights suitable for applications on
building facade mullion intersections for a distinctive lighting decoration or mounted into node array formation to create huge full colour graphic display.
= Cree, Osram or Lumileds LED in a 4 SMD5050 configuration provide good color mixed and, 110° view angle.
= Built-in PWM control. Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effects.
® Precision injection-molded ABS case with clear UV-resist diffuser; weather- sealed with silicon polymer for maximum lifespan.
= Use standard CAT5 for signal transmission of up to 20 meter between node lights. Customizable pixel node pitch and lead cables lenghts.
= Easy mounting and installation with stainless steel spring bracket. Single node mounts can be positioned individually to support complex structure geometries

= DC 24V input. DMX control. Ingress protection at IP66.

Technical Specification:

RGB + White -

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 5 ; 4 3
Power Rating 1.5W : 1.5W : 1.5W
Luminous Flux 90 Im 721m 54 Im
Luminous Efficacy 60 Im/W : 48 Im/W : 36 Im/W
Contrast Level 1ebit*3165536‘65536‘65536)

Brightness Level 256

Viewing Angel =110°

Input Voltage DC24V

Operating Temperature —40°C~50C

Operating Humidity 10%~95%RH

Material (Housing) ABS

Cable Interconnect Signal/Power: PVC cable with waterproof connectors=150mm

Dimensiomwmm mounting bracket) 56*44*20mm

Weight 100g

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 90 Im Ra 80 : 721Im Ra 80 § 54 Im Ra 80
4000K 90 Im Ra 80 : 72 Im Ra 80 : 54 Im Ra 80
3000K 90 Im Ra 80 72Im Ra 80 54 Im Ra 80
2700K 90 Im Ra 80 : 72 Im Ra 80 : 54 Im Ra 80
2400K 65Im Ra 80 52Im Ra 80 391Im Ra 80
2200K 65Im Ra 80 : 52 Im Ra 80 : 39 Im Ra 80
1700K - : - : -

Blue 22.5Im 18 Im : 13.51m
Amber 451m 36 Im § 27 Im
RGB 35Im 28 Im : 21 1m

SPOT LIGHTS « NODE/PIXEL LIGHTS




SPOT LIGHTS ¢ NODE/PIXEL LIGHTS

Dimension Details:

>>unit: mm

44

Installation Details:

Mounting Bracket: 1PC

56
39
o
1 0]
Mounting Bracket
= \ Curtain wall

44
38

[

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

Candela Distribution Curve

Isolux Curve (Ix)

-/+180
150 150 MH(m)
/ / \‘\ \\\
3| AR
~120 120 4 \ \ \
] | ] \
5 / |
6 2 H 1.50
/
_90 0/0 90 , . / ‘ 1.30
| / 1.00
8 0.76
oL 0.51
0.25
-60 - 60 " P 0.20
Intensity: cd / 0.13
~— C0/180,110.0° » e
a0 30— C80/210,110.4° 1 010
— C60/240,110.0° - 0.076
Beam Angle Curve: 0 €90/270,110.6° 0.0 15 50
Average Beam Angle (50%): 110.2 degree S(m)
Note: Test data is based on PX2C-M0056-0004CTA-00 only.
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24V DC24V

(Nlustration: Each light fixture represents one pixel)
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i-Pixel Series PX3A

LANDSCAPE

BEEE

StrongLED’

Switch on to awesome

SPOT LIGHTS « NODE/PIXEL LIGHTS

PX3A-M0050-0004CT6-00

= Flexible strands of attractive mid-size, low profile high brightness RGB, RGBWW or Whites LED pixel node lights suitable for applications on
building facade mullion intersections for a distinctive lighting decoration or mounted into node array formation to create huge full colour graphic display.
= Cree, Osram or Lumileds LED in a 4 SMD5050 configuration provide good color mixed and, 110° view angle.
= Built-in PWM control. Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effects.
® Precision injection-molded ABS case with clear UV-resist diffuser; weather- sealed with silicon polymer for maximum lifespan.
= Use standard CAT5 for signal transmission of up to 20 meter between node lights. Customizable pixel node pitch and lead cables lenghts.
= Easy mounting and installation with stainless steel spring bracket. Single node mounts can be positioned individually to support complex structure geometries.
= DC 24V input. DMX control. Ingress protection at IP66.

Technical Specification:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Viewing Angel

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

5
1.2W
90 Im

75 Im/W

16bit*3 ssseessastessae)

CREE / OSRAM / LUMILEDS SMD

4 3 p——
0.96W : 0.72W : 1.02W
721Im 54 Im 441m
75 Im/W : 75 Im/W : 43 Im/W

1 6b|t*3 (65536"65536"65536) ; 1 6b|t*3 (65536"65536"65536) ; 1 6b|t*4 (65536"65536"65536"65536)
256
=110°
DC24V
-40°C~50°C
10%~95%RH
ABS

Signal / Power cable : PVC Waterproof Connectors =150mm
50.3*40*18.5mm

Weight 509

Pixel Quantity 1 1 1 2
Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Qutdoor

Colour Standard Specification

5000K 90 Im Ra 80 72Im Ra 80 § 541m Ra 80 § -
4000K 90 Im Ra 80 721Im Ra 80 : 54 Im Ra 80 : -
3000K 90 Im Ra 80 72Im Ra 80 54 Im Ra 80 -
2700K 90 Im Ra 80 721Im Ra 80 : 54 Im Ra 80 : =
2400K 65Im Ra 80 52 Im Ra 80 391m Ra 80 -
2200K 65Im Ra 80 521Im Ra 80 : 391m Ra 80 : -
1700K - - _ -
Blue 22.5Im 18 Im : 13.5Im : -
Amber 45Im 36 Im § 27 Im § -
RGB 35Im 28 Im : 211m i -
RGB + White - - 5 - 5 21423 Im




SPOT LIGHTS ¢ NODE/PIXEL LIGHTS

Dimension Details:

>>unit: mm

. 18.45

Installation Details:

Mounting Bracket: 1PC

50.33
—Mounting Bracket

- 5 243
{ = 2%

Lamp Source: SMD 5050 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 110°

/4180 MH(m)
150 150 |V ) SR
3 — \ \
N
4 | \
-120 120 L | ) \\
5 / L
ann
6 — 2.70
o |
-90 olo 90 7|~ | 230
/ / 1.80
8 [ 1.40
\\ 0 L / 0.91
“ ) 0.45
-60 ) 60 10 / 0.36
% ( v 0.23
\ / Intensity: cd
18 ~— C0/180,103.3 M 018
_30 30 C90/270,105.5 0.14
0 0.0 4.5 9.0
S(m)
Average Beam Angle (50%): 104.4 degree
Note: Test data is based on PX3A - M0050 - 0004CT6 - 00 only.
System Schematic Diagram:
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24Vv DC24V
DMX Interface
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170
DC24V DC24V DC24Vv
(NNustration: Each light fixture represents one pixel)
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StrongLED’

CONTROLLER Switch on to awesome

DC
24V

ANSI
E1.20-2010

10A

DE

B

256: 4096 Hz
2048:512 Hz,

CONTRAST

ID.V.L.T
RDM DETECTION
DUAL

ARM

MICROPROCESSOR

‘ “ N

CONTROLLER « SOFTWARE

RDM-SF-2CH

Features:

SDMX/RDM Decoder--RDM-SF-2CH is a DMX/RDM decoder/PWM driver developed specifically for LED luminaires.

The decoder is PLASAANSI EI.20-2010 compliant and has 2 programmable output channels, with each channel having 256 or 2048 greyscale
levels making it suitable for a wide range of luminaires.

For controlling high-power LED luminaires without built-in constant current drive,

no additional components are required as the decoder can directly drive the luminaires.

Compliant to PLASA DMX/RDM ANNSI E1.20-2010

Dual MCU design for multi-tasking processing and high performance.

Detection and feedback functions for Temperature, Voltage, Current on each channel.

Selectable bringtness (gray scale) level 2048/512 Hz or 256/4096 Hz for choice of light dimming.
Current drive for each output channel >10A

Over-current, over-voltage protection on each channel

Opto-electronic isolator on DMX/RDM ports to prevent damages caused by voltage surges from lighting,
RF interference and static and static interfere.

Automatic address setting function Robust construction of aluminum housing for high efficient heat dissipation and long service life.
User Password protection

Suitable design for 4mm2 cable installation.

Technical Parameters:

= Decoder Channels: 2 channels

= Control Signal Input: DMX/RDM 512/1990 Standard
= Driving Current: Maximum current of 15A per channel
= \/oltage Input: 24VDC

= Power Output: 240W

= Qperating Temperature: -25°~+55° celsius

= Operating Humidity: 0~70%

= RHD imensions: 213X85X35.5mm

= Weight: 0.5kg



CONTROLLER ¢ SOFTWARE

Port Function Details:

>> unit: mm

213.9
200
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Port Function Details:

Power indicator «—

Data indicator «—

CH1 operation indicator «—
CH2 operation indicator «—

RTP-9805

G
\.

U DMX+
M DMX-
GND
CH1+ CFGOUT
CH1- =—>DC24V
CH2 e~ GND
CHar G DMX+
DMX-
L GND
A CFGIN
NO.1 NO.1 e NO.2 I NO.32 e
L L L
NO.1 | ‘ | [ I |
T S e
RDM-X8
. “ Y Noa e NO.2 e NO.32 e
L L L
. NO.8 | ‘ \ [ \
T
NO.n(n=1) NO.1 e NO.2 N NO.32 I
L L L
NO.1 | ‘ \ [ \
T S e
RDM-X8
Y Noa I NO.2 I NO.32 I
L L L
NO.8 | ‘ \ [ |
T

StrongLED’
e Cd

1S014001:2004

£
%

1S09001:2008

STRONGLED LIGHTING SYSTEM GROUP

STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.

SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,

Wujiang City, Jiangsu Province, China 215211

&P +86-512-8286 8008 WD +86-512-8286 8001

@3 globalestrongled.com

Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com

STR-12-10-14-V1



StrongLED’

CONTROLLER Switch on to awesome

CONTROLLER « SOFTWARE

MOBILE APPS
WALOAD

RDM-X8

Features:

Based on a high-performance Real-time dual-core computer platform running embedded operating systems.

Fully compatible with RDM ANSI E1.20 — 2010 ESTA protocol.

Compatibility with RDM Controller application on third-party DMX/RDM devices.

Provides 8 full features DMX / RDM control ports. Each port supports up to 32 RDM devices.

Can be configured with multiple RDM-X8 under a single Master Controller to control and monitor large-scale lighting installation.
Capable to connect and receive remote control signal and synchronous operation from master controller through TCP/IP network.
The additional specification are as follows:

2000V full isolation (protection for both data and power lines against surges)
Internal frame buffering for smooth effect controls.

Operating Temperature: -30°C ~ + 55°C,

Operating Humidity: 0 ~70% RH;

Power supply: AC110 ~ 260V / 50Hz,

Power Rating: 15W;

Dimensions: 285 * 246 * 110mm,;

Weight: 3kg.
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Dimension Detail

>> unit: mm
285
275
o i
4
‘O_r EUUUUUUUUUUUUUUUU o
StronglLED” 33 ==y g2
o i N N o
3 285 i
0 i
Port Function Details:
StrongLED" o o ® o
—SD —RS232 2]
- (=] [=] (=] [2] [8)
e SOOBUUUBOO0000000 o RDM-X8 (]
== Power Switch
@)«—— Act1ov~260v
= e L = &L, 1
t J-Link Port 8 output ports
RJ45 Port . - - J
System Schematic Diagram:
NO.1 NO.1 N NO.2 — NO.32 —
L L L
NO.1 ||| [ I |
e
RTP-9805 RDM-X8
. Y Noa N NO.2 — NO.32 —
/ . L L .
. NO.8 ||| || | |
\ DC24V
NO.nin=1) NO.1 e NO.2 — NO.32 —
L L L
NO.1 || [ |
e ———
RDM-X8
Y Noa I NO.2 . NO.32 .
L L L
NO.8 || [ |
e ———

StrongLED’
C€ &

1S014001:2004

£
e

1S09001:2008

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,

Wauijiang City, Jiangsu Province, China 215211

&P +86-512-8286 8008 WP +86-512-8286 8001

03 globalestrongled.com

Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous

improvements and innovations, specifications may change without prior notice.

www.strongled.com

STR-23-10-14-V1



NNNNN StrongLED’

110V/ CONTROLLER Switch on to awesome

INTEL G41/ICH7
4.6GT/s

NVIDIA
Tesia C1060

GPU_

gk

CONTROLLER « SOFTWARE
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RTP-9802

Features:

RTP-9802 is a high performance Video Processor based on a Dual-core server-class computer platform with computing speeds up to 4.6 GT/s.
Performance enhancements with hardwares and softwares that includes dedicated graphic processing unit GPU,
multiple video image acquisition ports and a powerful suit of multimedia application and playback softwares.

StrongPlayer and ColorMaster a specialized real-time video streaming pixel location transposer,
provide powerful video processing and multimedia broadcast capability for large scale LED lighting system control.
The main technical specifications are:

Intel G41 / ICH7 chipset, dual-core processor;

Built-in ColorMaster, StrongPlayer, DMX-Player and other dedicated lighting control software;

Intel Xeon 5500 Series dual-core processor, 4MB of shared cache, computing speed of up to 4.6GT / sec;

All processors are 64-bit, support Intel DBS and Intel Clear Video Technology;

9-inch LCD screen, retractable keyboard and touchpad.

Memory capacity up to 32GB, configured with 1333MHz memory and 1066MHz DDR3 ECC DIMM and up to five DIMM slots;
A 150W, 2GB of memory PCI Express x16 Gen2 Graphics Card that supports all DVl and a VGA dual display port;

NVIDIA Tesia C1060 GPU high-performance graphics processing unit, with 24 cores and 2GB of memory;

Pixel level calibration and single pixel location re-assignment function, video processing and play capacity up to 1024 * 512 / 60Hz.
Video and LED lightings color changes are clear, stable and smooth without lags, smearing, jaggedness or artifacts.

= High speed 64G solid-state drive (SSD);

= PCl-based high-performance image acquisition card with 6-channel PAL / NTSC video system and mixed signal acquisition ports for photos, video and broadcast signals.
= A16-speed DVD-ROM drive;

= Standard |/ O ports:

= 8USB20;

= 1 serial port;

= 2 signal output ports;

= 2 VGAports;

= 1 DVI port;

= 1 Ethernet RJ45 port;

= Line-in Stereo input and headphone output jack on the front panel;

= Microphone and earphone jack on the front panel;

= Operating environment:

= Temperature range -10° ~ 60°C

= Humidity range 0 ~ 70% RH;

= Power supply: AC110 ~ 260V / 50Hz, 300W;

= Dimensions: 485 * 550 * 180mm;

= Weight: 16kg.
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Dimension Details:

>> unit: mm
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RTP-9805

Features:

RTP-9805 is a high performance Video Processor based on a Dual-core server-class computer platform with computing speeds up to 4.6 GT/s.
Performance enhancement with hardwares and softwares that includes dedicated graphic processing unit GPU,
multiple video image acquisition ports and powerful suit of multimedia application, playback and DMX/RDM Manager softwares.

StrongPlayer, ColorMaster a specialized real-time video streaming pixel location transposer and RDM Controller provide powerful video processing,

multimedia broadcast capability and RDM capabilities for large scale LED lighting system control.
The main technical specifications are:

Intel G41 / ICH7 chipset, dual-core processor;

Built-in ColorMaster, StrongPlayer, DMX/RDM application and other dedicated lighting control software;

Intel Xeon 5500 Series dual-core processor, 4MB of shared cache, computing speed of up to 4.6GT / sec;

All processors are 64-bit, support Intel DBS and Intel Clear Video Technology;

9-inch LCD screen, retractable keyboard and touchpad.

Memory capacity up to 32GB, configured with 1333MHz memory and 1066MHz DDR3 ECC DIMM and up to five DIMM slots;
A 150W, 2GB of memory PCI Express x16 Gen2 Graphics Card that supports all DVl and a VGA dual display port;

NVIDIA Tesia C1060 GPU high-performance graphics processing unit, with 24 cores and 2GB of memory;

Pixel level calibration and single pixel location re-assignment function, video processing and play capacity up to 1024 * 512 / 60Hz.
Video and LED lightings color changes are clear, stable and smooth without lags, smearing, jaggedness or artifacts.
High speed 64G solid-state drive (SSD);

PCl-based high-performance image acquisition card with 6-channel PAL / NTSC video system and mixed signal acquisition ports for photos, video and broadcast signals.

A 16-speed DVD-ROM drive;

Standard | / O ports:

8 USB2.0;

1 serial port;

2 signal output port;

2 VGA port;

1 DVI port;

1 Ethernet RJ45 port;

Line-in Stereo input and headphone output jack on the front panel;
Microphone and earphone jack on the front panel;
Operating environment:

Temperature range -10°C ~ 60°C

Humidity range 0 ~ 70% RH;

Power supply: AC110 ~ 260V / 50Hz, 300W;
Dimensions: 485 * 550 * 180mm;

Weight: 16kg.

CONTROLLER « SOFTWARE
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WALL GRAZER

A To be used underwater only

w
LED TYPE

FLOODLIGHT « WALL WASHER

SA2A-C0150-0009CHX-00

Elegant circular high-power underwater LED luminaire for underwater landscape lightings.

Cree or Lumileds high power leds in whites, mono color and RGB with various beam angle options.

Brightness level of 256; 16 bits contrast control for consistent and smooth color change effects.

Precision cast stainless steel construction and hardened glass diffuser.

IP68 rated and operate to a depth up to 5 meters.

Stainless steel mounting bracket that can rotate and tilt up to 180 ° for easy and fast installation and light projection adjustment.
DC12V input or constant current with constant current driver for controlling choice.

Technical Specifications:

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 9 (1W) 9 (3W) 6 (1W) 6 (3W)
Power Rating 10.8W : 21.6W ; 7.2W ; 14.4W
Luminous Flux 954 Im 1674 Im 636 Im 1116 Im
Luminous Efficacy 88 Im/W : 78 Im/W ; 88 Im/W ; 78 Im/W
Contrast Level 16bit*3 (65536*65536*65536)

Brightness Level 256

Input Voltage DC12v

Operating Temperature -40°C~50°C

Operating Humidity Underwater up to 5 meters

Material (Housing) Stainless steel 304

Cable Interconnect PVC Cable=500mm; Neoprene Cable =500mm

Dimension itout mounting bracket) D 150*152.25mm

Weight 2.4 kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 68

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 954 Im Ra 80 § 1674 Im Ra 80 f 636 Im Ra 80 § 1116 Im Ra 80
4000K 927 Im Ra 80 1620 Im Ra 80 618 Im Ra 80 1080 Im Ra 80
3000K 855 Im Ra 80 1494 Im Ra 80 570 Im Ra 80 996 Im Ra 80
2700K 765 Im Ra 80 1404 Im Ra 80 510 Im Ra 80 936 Im Ra 80
2400K - - - -
2200K - : - : - : -
1700K 720lm - § 1350 - § 480Im - § 900m -
Blue 297 Im : 450 Im : 198 Im : 300 Im
Amber 513Im § 720Im § 342Im § 4801m
RGB 570 Im 810Im 380Im 540 Im
RGB+W - : - : - : -

LED Type Beam Angle

CREE XP-E2 9°/15°/23°/ 30°/ 15°*38°/ 12°*30°

LUNILEDS REBEL 9°/17°/23°/ 33°/ 12°%31°/ 9°*37°

CREE XM-L (4 IN 1) -




Dimension Details:

> unit: mm

FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

132.75

Photometry:

Lamp Source: CREE XP-E2

Beam Angle: 9°

System Schematic Diagram:

DMX Interface

Candela Distribution Curve

Isolux Curve (Ix)
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Note: Test data based on SA2A-C0150-0009CHX-00 only.
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(Nlustration: Each light fixture represents one pixel)
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LED TYPE

Cree or Lumileds high power leds in whites,

Precision cast stainless steel construction a

Technical Specifications:

StrongLED’

Switch on to awesome

A To be used underwater only

WALL GRAZER

FLOODLIGHT « WALL WASHER

SA5-C0178-0018WHX-00

Elegant circular high-power underwater LED luminaire for underwater landscape lightings.

mono color and RGB with various beam angle options.

Brightness level of 256; 16 bits contrast control for consistent and smooth color change effects.

nd hardened glass diffuser.

IP68 rated and operate to a depth up to 5 meters.
Stainless steel mounting bracket that can rotate and tilt up to 180 ° for easy and fast installation and light projection adjustment.
DC12V input or constant current with constant current driver for controlling choice.

Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (winout mounting bracket

LED Type CREE XP-E2 / LUMILEDS REBEL

LED Quantity 18 (1W) 18 (3W) 12 (1W) 12 (3W)
Power Rating 21.6W : 43.2W : 14.4W " 28.8W

Luminous Flux 1908 Im 3348 Im 1272 Im 22321Im
Luminous Efficacy 88 Im/W : 78 Im/W : 88 Im/W : 78 Im/W
Contrast Level 16bit*3 (65536*65536*65536)

Brightness Level 256

Input Voltage DC12v

Operating Temperature -40°C~50°C

Underwater up to 5 meters
Stainless steel 304
PVC Cable=500mm; Rubber Cable=500mm
®178*166.75mm

LUNILEDS REBEL
CREE XM-L (4 IN 1)

Weight 2.8 kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 68

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 1908 Im Ra 80 3348 Im Ra 80 1272 Im Ra 80 2232 Im Ra 80
4000K 1854 Im Ra 80 : 3240 Im Ra 80 : 1236 Im Ra 80 : 2160 Im Ra 80
3000K 1710 Im Ra 80 2988 Im Ra 80 1140 Im Ra 80 1992 Im Ra 80
2700K 1530 Im Ra 80 : 2808 Im Ra 80 : 1020 Im Ra 80 : 1872 Im Ra 80
2400K - : - - : -
2200K - : - : - : -
1700K 1440Im - 2700Im - 960Im - 1800Im -
Blue 594 Im : 900 Im : 396 Im : 600 Im
Amber 1026 Im § 1440 Im § 684 Im § 960 Im
RGB 1140 Im : 1620 Im : 7601m : 1080 Im
RGB+W - : - : - : -

LED Type Beam Angle

CREE XP-E2 9°/15°/ 23°/ 30°/ 15°*38°/ 12°*30°

9°/17°/23°/ 33°/ 12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Diemension Details:

> unit: mm

143.85

Photometry:

Lamp Source: CREE XP-E2
Beam Angle: 9°

Candela Distribution Curve

Isolux Curve ( Ix)
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Note: Test data is based on SA5-C0178-0018WHX-00 only.
System Schematic Diagram:
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(Hlustration: Each light fixture represents one pixel)
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Features:

StrongLED’
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SF3-E1000-0120WTK-00

RECESS « COVE « CORNICE

Attractive, consistent color, brightness and flexible illumination ideal for outdoor decorative lighting applications for hotels,
casinos, entertainment centre, and residence.

Cree, Osram or Lumileds 3014 SMD LED in whites, tunable and mono colors.

High color consistency and CRI for faithful color effects. Beam angle =120°. Dimmable.

Serial connection and section can be cut every 6 LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process.

Fully sealed in anti-UV and yellowing high transparency soft acrylic sheath for ingress protection, durability and long lifespan.
Maximum bending radius of R50mm with anti-kink design to protect against physical damages.

Choice of mounting brackets for various installation needs.

DC24V input. Rated Ip65.

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD 3014

LED Quantity 120 : 90 : 60
Power Rating 9.6W 7.2W 4.8W
Luminous Flux 960 Im 720 Im 480 Im
Luminous Efficacy 100 Im/W 100 Im/W 100 Im/W
Contrast Level 16bit (essas)

Brightness Leve 256

Viewing Anglel =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Silicone

Curved Angle winimum) R50mm

Cable Interconnect Power: Silicone Cable=100mm

Dimension win mounting bracket) 1000*11*4mm

Weight 0.08kg

Pixel Quantity -

Control Gear

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 960 Im Ra 80 720 Im Ra 80 480 Im Ra 80
4000K 960 Im Ra 80 720 Im Ra 80 480 Im Ra 80
3000K 600 Im Ra 80 450 Im Ra 80 300 Im Ra 80
2700K 600 Im Ra 80 450 Im Ra 80 300 Im Ra 80
2400K 600 Im Ra 80 450 Im Ra 80 300 Im Ra 80
2200K 600 Im Ra 80 450 Im Ra 80 300 Im Ra 80
1700K - - -

Blue 180 Im 135 Im 90 Im
Amber 360 Im 270 Im 180 Im
RGB = = -
RGB+White - - -




RECESS « COVE « CORNICE

Dimension Details:

/> unit: mm 1005 + 2

Siicone w\t waterproof connector male end

Siicone wire waterproof connectot female end

Installation Details:

1) Mounting Bracket:
5PCS/m

2 Plug: 2PCS/m @ waterproof: 1PCS/m
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1) Mounting Bracket

Photometry:

Lamp Source: OSRAM SMD 3014
Beam Angle: 120°

Candela Distribution Curve

Isolux Curve ( Ix)
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Note: Test data is based on SF3—E1000-0120WTK-00 only.
System Schematic Diagram:
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5
-------- BT O R o ==
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
................................ (e RS T
DC24V NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
: DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
: A = o i o o ) I CE e R I A MR S Y O I 31 (c 5 N R
NO.16 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Sofia Series SF3

EPISTAR

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

SF3-EX100-096WET7-40

Provide attractive, consistent and flexible illumination ideal for cove, cornices, direct, indirect and decorative lighting applications for hotels,

casinos, entertainment centre, and residence.

Available on 3020 SMD LED in RGB, tunable and white variance - different colors for different uses and applications.

High color consistency and CRI 90 for faithful color effects. Dimmable.

Serial connection and section can be cut every 6 LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process. Encased in anti-UV and yellowing high
transparency soft acrylic sheath for durability and long life span.

Maximum bending radius of R50mm with anti-kink design to protect again physical damages.

Technical Specifications:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Curved Angle waximum)
Cable Interconnect
Dimension witout mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

EPISTAR SMD 3020
96
7.68 W
768 Im
100 Im/W
16bit (65536)
256
DC24V
-40°C~50°C
10%~95%RH
Flexible PVC
R50mm
Silicone Cable=100mm
1000*12*5mm
0.08 kg
0~10V/J-Link

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

Life Span =50000 hours
Application Indoor

Colour Standard Spe0|fcat|ons
5000K 768 Im Ra 80 : -
4000K 768 Im Ra 80 : -
3000K 480 Im Ra 80 384 Im Ra 90
2700K 480ImRa80 i 384ImRa90
2400K -

2200K -

1700K -

Blue -

Amber -

RGB -

RGB+W -

LED Type CREE / OSRAM / LUMILEDS SMD 3020

114° > 120°




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm 10052
10.8
&5 v v o T o & & =5 ——————
= § 0=

12(min)

5(max)

=

=,

Beam Angle 120°

Beam Angle120°

=
1

Installation Details:

(1) Mounting Bracket:
5PCS/m

(2) Mounting Bracket:
5PCS/m

(3) Mounting Bracket: (4) Mounting Bracket:

\ 5PCS/m I sPCS/m H
: : : W) 2 Mounting
' ' I oo Bracket
R ; :
¥ 1 H K, |
' | = /. :
3L L - : 4 '
I frrvnic] : SIA /AT 20
' H 2 ' 127201 o
H $3C1.545° H : 2-02.1:0.05 . " N (: OBZ:::;Q
: H — : | m—\ = 5 Mounting |
B : {4 5] i
' %, ' q
I ' 4]
M aic , 17

Photometry:

Lamp Source: EPISTAR SMD 3020
Beam Angle: 114° * 120°

Candela Distribution Curve

Isolux Curve (Ix)

~/+180 MH(m)
/ \
3 = ) A\
] \
4 A
5 y
7 // \
6 p ] w‘ — 370
i / i
7L A /1] — 310
-, B /1) — 250
/’//// X 8 - 19.0
p — 120
[ - /]
CARULANI > 7
80 10 | — —— 5.00
07 IS )
&‘Al“/f' Intensity: cd , — 3.10
' $ —f‘ 2 C0/180,117.3° b —— —— 250
0 o6 - o
0 - DS 0.0 4.5 9.0
€90/270,114.2 S(m)
Average Beam Angle (50%): 116.9 degree
Note:Test data is based on SF3-EX100-096WET7-40 only.
System Schematic Diagram:
J-Touch
NO.1 NO.2 NO.3 NO.4
= — =r = =0 — =r —
NO.1 ‘ ( Less than 30W ) ‘ ( Less than 30W ) ‘ ( Less than 30W ) ‘ ( Less than 30W )
DMX-SF4-00 NO.1 NO.2 NO.3 NO.4
T = T = T = T ==
DC24V NO.2 ﬁ ( Less than 30W ) ﬁ ( Less than 30W ) ( Less than 30W ) ﬁ ( Less than 30W )
:J DMX-5F4-00 NO.1 NO.2 NO.3 NO.4
. H T = T = T = T =
‘ NO.16 ﬁ ( Less than 30W) ﬁ ( Less than 30W) ( Less than 30W) ﬁ ( Less than 30W)
DMX-SF4-00

Note: Please refer to the controller series specifications

for detailed control panel and controller connection.

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wauijiang City, Jiangsu Province, China 215211

& +86-512-8286 8008 WD +86-512-8286 8001
@3 globale@strongled.com
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FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Sofia Series SF3

StrongLED’

Switch on to awesome

@ (&L

DIMMABLE

\ fwum ; |

RECESS ¢ COVE « CORNICE

SF3-E1000-0060WT6-00

= Attractive, consistent color, brightness and flexible illumination ideal for outdoor decorative lighting applications for hotels, casinos,
entertainment centre, and residence.

Cree, Osram or Lumileds 5050 SMD LED in whites, tunable and mono colors.

High color consistency and CRI for faithful color effects. Beam angle 2120°. Dimmable.

Serial connection and section can be cut every 6 LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process.

Fully sealed in anti-UV and yellowing high transparency soft acrylic sheath for ingress protection, durability and long lifespan.
Maximum bending radius of R50mm with anti-kink design to protect against physical damages.

Choice of mounting brackets for various installation needs.

DC24V input. Rated IP65.

Technical Specifications:

LED Type EPISTAR / EVERLIGHT SMD 5050

LED Quantity 60 | 48 | 30
Power Rating 12W | 11.52W | 7.2W
Luminous Flux 1080 Im E 864 Im E 540 Im
Luminous Efficacy 90 Im/W ; 75 Im/W ; 75 Im/W
Contrast Level 16bit (65536) : 16bit*3 (65536"65536°65536) : 16bit (65536)
Brightness Leve 256

Viewing Anglel =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Silicone

Curved Angle winimum) R50mm

Cable Interconnect Power: Silicone Cable=100mm

Dimension win mounting bracket) 1000*12.5*4mm

Weight 0.08kg

Pixel Quantity -

Control Gear -

Ingress Protection IP 65

Life Span =50000 hours

Application Qutdoor

Colour Standard Specification

5000K 1080 Im Ra 80 | 864 Im Ra 80 | 540 Im Ra 80
4000K 1080 Im Ra 80 E 864 Im Ra 80 E 540 Im Ra 80
3000K 1080 Im Ra 80 ! 864 Im Ra 80 ! 540 Im Ra 80
2700K 1080 Im Ra 80 0 864 Im Ra 80 0 540 Im Ra 80
2400K 780 Im Ra 80 ! 624 Im Ra 80 ! 390 Im Ra 80
2200K 780 Im Ra 80 ! 624 Im Ra 80 ! 390 Im Ra 80
1700K - ! - ! -

Blue 270 Im ' 216 Im ' 315Im
Amber 540 Im H 4321Im H 270 Im
RGB = , 336 Im , =
RGB+White - , - , -




RECESS « COVE « CORNICE

Dimension Details:

/> unit: mm

1005 +2 4
I

| 0 0 0 O 0 0 0 0 0 O 0 O O 0 O O O O O\O O @ & I
1005 +2 4

]

50 O O O ©B © O © ©O ©O © © © © ©O o\O O @
S X X cvenvitons 125
1005+2 4

]

5o o o 0 o o o o o o ( o o | = I

% 125

Siicone i waterproof connector male end

Siicone wire waterproof connector female end

( Gland nonstandard configuration, you need to buy a separate )

Installation Details:

1) Mounting Bracket:
5PCS/m

(2 Mounting Bracket:
5PCS/m

3 Mounting Bracket:
5PCS/m

@ Mounting Bracket:
5PCS/m

1032 5

©3C1.545°

1 Mounting Bracket

5 Plug: 2PCS/m

LEmTHER)

22anGHEe
ERBu psamiss

2 Mounting Bracket

3 Mounting Bracket
— 9

Photometry:

Lamp Source:EVERLIGHT SMD 5050
Beam Angle: 120°

Candela Distribution Curve

Isolux Curve ( Ix)

—/+180 MH(m)
LA ) \ N\
3 = \
4 \
5 /
/ J |
6 / |
—~ 1 —— 580
|
7 A /1 ——— 480
717 —— 380
8 7 ‘ 29.0
ol | an — 190
JZs 7 9.60
10 S — 7.70
Intensity: cd —— 480
— C0/180,112.7° " —— 380
— C30/210,113.0° - — 590
— C60/240,112.4°
0 112,49 0.0 45 9.0
€90/270,112.5 sm)
Average Beam Angle (50%): 112.6 degree
Note: Test data is based on SF3-E1000-0060WT6-00 only.
System Schematic Diagram:
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5
R e IsrssseuEEE T =R - R I
NO.1 (less than30W) (less than30W) (less than30W) (less than30W) (less than30W)
DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
=8 ] . 7::
DC24V NO.2 (less than30W) (less than30W) (less than30W) (less than30W) (less than30W)

NO.1

NO.2

! DMX-SF3-D

NO.3 NO.4

| & o5 66 66\ 55 ]
NO.16 (less than30W) (less than30W)

DMX-SF3-D

(less than30W) (less than30W) (less than30W)

Note: Please refer to the controller series specifications for detailed control panel and controller connection

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UI +86-512-8286 8001
03 globalestrongled.com

StrongLED’
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Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Sofia Series SF3

CRI

COLOR RENDERING
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casinos, entertainment centre, and residence.

Serial connection and section can be cut every 6

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

SF3-EX100-060WETS-40

Provide attractive, consistent and flexible illumination ideal for cove, cornices, direct, indirect and decorative lighting applications for hotels,

Available on 5630 SMD LED in tunable and white variances - different colors for different uses and applications.
High color consistency and CRI 90 for faithful color effects. Dimmable.

LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process. Encased in anti-UV and yellowing

high transparency soft acrylic sheath for durability and long lifespan.

Technical Specifications:

Maximum bending radius of R50mm with anti-kink design to protect again physical damages.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy 1
Contrast Level
Brightness Level

Input Voltage

Operating Temperature
Operating Humidity
Material (Housing)
Curved Angle waximum)
Cable Interconnect
Dimension witout mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

OSRAM / LUMILEDS / EPISTAR SMD 5630
60 48 30
12W : 9.6 W : 6W
1380 Im : 1104 Im : 69 Im
15 Im/W : 115 Im/W : 115 Im/W
16bit (@ss36)
256
DC24V
-40°C~50°C
10%~95%RH
Flexible PVC
R50mm
Silicone Cable=100mm
1000*12*5mm
0.08 kg
0~10V/J-Link

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 1380 ImRa 80 | - { 1104ImRa80 ! - ! 690ImRa80 | -
4000K 1380ImRa 80 ! - ! 1104ImRa80 | - ! 690ImRa80 -
3000K 1380/mRa80 | 1230ImRa90 | 1104ImRa80 | 984ImRa9 | 690iImRa80 | 615ImRag90
2700K 1380lmRa80 : 1230lmRa9 : 1104imRa80 : 984ImRa9 : 690ImRa80 : 615ImRa90
2400K - : - : -

2200K - : - : -

1700K - . - . -

Blue - - -

Amber - - -

RGB - - -

RGB+W - - -

LED Type OSRAM / LUMILEDS / EPISTAR SMD 5630

112°
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Dimension Details:

> unit: mm
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Installation Details:

1) Mounting Bracket:
5PCS/m

(2) Mounting Bracket:
5PCS/m

2
T
Y

(3 Mounting Bracket:
5PCS/m

(@ Mounting Bracket:
5PCS/m

) Plug:

2PCS /m |
— E

- g

et | e B o

161
[ExE >
@ S  Mountng
Bt & i Bracket
o

145201,
2-021:0f5

1868

L

2 20

—108
o8]

Photometry:

Lamp Source: OSRAM SMD 5630
Beam Angle: 120°

System Schematic Diagram:

Candela Distribution Curve

Isolux Curve (Ix)

DC24V NO.2

~/+180 MH(m)
e ) RN
3= W\
\ O\
4 \
- ] N
5 / o
6 / | ‘\
- T —— 580
7L LA /1] —— 480
/ / — 38.0
8 / / / 29.0
ol L L — 190
P 9.60
10| : — 7.70
—— 480
2 C0/180,112.7° " —— 380
20— C02i01130° 1 200
0 - 112.4° 0.0 45 9.0
C90/270,112.5 S(m)
Average Beam Angle (50%): 112.6 degree
Note:Test data is based on SF3-EX100-060WETS-40 only.
NO.1 NO.2 NO.3 NO.4
e 5ﬁ P ﬁ — gﬁ :ﬁ
( Less than 30W ) ( Less than 30W ) ( Less than 30W ) ( Less than 30W )
DMX-SF4-00 NO.1 NO.2 NO.3 NO.4

gg —grrreserreeg—
( Less than 30W ) ( Less than 30W ) ( Less than 30W ) ( Less than 30W )

J DMX—:SF4—00

:‘ NC;.16

NO.1

NO.4

NO.2 NO.3
=~¢-m = % =~¢-m :m
( Less than 30W ) ( Less than 30W ) ( Less than 30W ) ( Less than 30W )

DMX-SF4-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

StrongLED"
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STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.

SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.

GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
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Wauijiang City, Jiangsu Province, China 215211
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Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
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Sofia Series SF3
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Features:

StrongLED’

Switch on to awesome

SF3-E1000-0096WT7-00

= Aftractive, consistent color, brightness and flexible illumination ideal for outdoor decorative lighting applications for hotels, casinos,

entertainment centre, and residence.
Cree, Osram or Lumileds 3020 SMD LED in whites, tunable and mono colors.

Choice of mounting brackets for various installation needs.
DC24V input. Rated Ip65.

Technical Specifications:

High color consistency and CRI for faithful color effects. Beam angle 2120°. Dimmable.

Serial connection and section can be cut every 6 LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process.

Fully sealed in anti-UV and yellowing high transparency soft acrylic sheath for ingress protection, durability and long lifespan.
Maximum bending radius of R50mm with anti-kink design to protect against physical damages.

LED Type

EPISTAR SMD 3020

RGB+White

LED Quantity 96
Power Rating 7.68W
Luminous Flux 768 Im
Luminous Efficacy 100 Im/W
Contrast Level 16bit essas)
Brightness Leve 256
Viewing Anglel =120°
Input Voltage DC24V
Operating Temperature -40°C~50°C
Operating Humidity 10%~95%RH
Material (Housing) Silicone
Curved Angle winimum) R50mm
Cable Interconnect Power: Silicone Cable=100mm
Dimension win mounting bracket) 1000*11*4mm
Weight 0.08kg
Pixel Quantity =
Control Gear

Ingress Protection IP 65

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 768 Im Ra 80
4000K 768 Im Ra 80
3000K 480 Im Ra 80
2700K 480 Im Ra 80
2400K -
2200K -
1700K -

Blue -
Amber -

RGB -

RECESS ¢ COVE « CORNICE




RECESS « COVE « CORNICE

Dimension Details:

/> unit: mm 1005+2

Siicone wire waterproof connector male end

11(min)

4(max)

120°

~

( Gland nonstandard configuration, you ne:

Silcone ire waterproof connecor female end

ed to buy a separate )

Installation Details:

1) Mounting Blacket: 5PCS/m

@ Plug: 2PCS/m @ Waterproof: 1PCS/m

Anp
Watr

AN pover
o il Siioney

12,6

LRl ot reuienents)

) Mounting Bracket

Lamp Source: EPISTAR SMD 3020
Beam Angle: 120°

Candela Distribution Curve

—-/+180

OSS
IR
s S8

i
LTI O
YRS

Average Beam Angle (50%): 116.9degree

Intensity: cd
— C0/180,117.3°
30— €30/210,119.3°
— C60/240,116.7°
C90/270,114.2°

Isolux Curve (Ix)

MH(m)
3777 T T
) \
4 \
5 / \
/ |
6 / / |
~ T —— 370
P ]
7L LT ’/ / ——— 310
— 250
8 / 19.0
ol 1 — 120
6.20
10 | — —— 5.00
—— 310
i 2.50
- ——— 1.90
0.0 45 9.0
S(m)

Note: Test data is based on SF3-E1000-0096WT7-00 only.

System Schematic Diagram:
DMX Interface

NO.1 NO.2 NO.3 NO.4 NO.5
I St IC i =]
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
I S IC =]
DC24V NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
: DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
: : I B—rm—f] B—a=
NO.16 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

StrongLED’
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All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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RECESS ¢ COVE « CORNICE

SF3-E1000-0060WTS-00

= Attractive, consistent color, brightness and flexible illumination ideal for outdoor decorative lighting applications for hotels, casinos,
entertainment centre, and residence.

Cree, Osram or Lumileds 5630 SMD LED in whites, tunable and mono colors.

High color consistency and CRI for faithful color effects. Beam angle 2120°. Dimmable.

Serial connection and section can be cut every 6 LEDs. Supply in reel of maximum 5 m length.

Constructed with high grade flexible PCB, reliable components and a robust SMT attachment process.

Fully sealed in anti-UV and yellowing high transparency soft acrylic sheath for ingress protection, durability and long lifespan.
Maximum bending radius of R50mm with anti-kink design to protect against physical damages.

Choice of mounting brackets for various installation needs.

DC24V input. Rated IP65.

Technical Specifications:

LED Type OSRAM / LUMILEDS / EPISTAR SMD 5630

LED Quantity 60 | 48 | 30
Power Rating 12w E 11.52W E 7.2W
Luminous Flux 1380 Im ! 1104 Im ! 690 Im
Luminous Efficacy 115 Im/W ! 96 Im/W 0 96 Im/W
Contrast Level 16bit (6ss36)

Brightness Leve 256

Viewing Anglel =120°

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Silicone

Curved Angle winimum) R50mm

Cable Interconnect Power: Silicone Cable=100mm

Dimension win mounting bracket) 1000*12.5*4mm

Weight 0.08kg

Pixel Quantity =

Control Gear -

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 1380 Im Ra 80 | 1140 Im Ra 80 | 690 Im Ra 80
4000K 1380 Im Ra 80 E 1140 Im Ra 80 E 690 Im Ra 80
3000K 1380 Im Ra 80 ! 1140 Im Ra 80 ! 690 Im Ra 80
2700K 1380 Im Ra 80 0 1140 Im Ra 80 0 690 Im Ra 80
2400K = ' - H -
2200K = ! - ! -
1700K - ! - ' -

Blue - \ - \ -
Amber - } - i -

RGB = H - H -
RGB+White - | - | -
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Dimension Details:

/>unit:mm 100522

N

5p O B B8 B B8 B § B8 © B 8 B 8 B B8 0 B8 B\\8 B8 B 8 Q=

o
=]
S
7]
i
N

N

58 © B8 B8 B8 B B B © B O

<]
]
]
]

A
]
5]
5]

E;

L — X X Stenewevaopvtonearbrieas 12,

o |

1005+2

5| o o g o g o o g o \9 o o |=

SO X oot orsers 12

N

o |

( Gland nonstandard configuration, you need to buy a separate )

Installation Details:

1) Mounting Bracket: E 2 Mounting Bracket: E @ Mounting Bracket: E 4) Plug: 2PCS/m E 5 Waterproof: 1PC/m o 1 Mounting Bracket
5PCS/m i 5PCS/m i 5PCS/m : : h
z z z 5 2
27.8 »0s H o H H 2 Mounting Bracket
_ : : ' ] ‘ / H
: : P ew s :
: : &6 : :
W é - [l MR
= B E E E E |3 Mounting Bracket
Photometry:
Lamp Source: OSRAM SMD 5630 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 120°
-/+180 MH(m)

— ) RN
3 N
\
4 \
\
L
5 / ) \} ‘
/ |
! [l
6 v ] —— 580
7L A an —— 480
/| —— 380
8 7 29.0
ol | | — 190
P 9.60
10|+ — 770
‘ —— 480
M —— 380
30— C30/210, 113.0° — — 500
— ©60/240, 112.4° 00 75 50
0 €90/270, 112.5° ) i S(m)

Average Beam Angle (50%): 112.6 degree

Note: Test data is based on SF3-E1000-0060WTS-00 only.

System Schematic Diagram:
DMX Interface
NO.1 NO.2 NO.3 NO.4 NO.5

T S A N = = S N N L N N I L T TN O = KA = S =
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
LM I COMCHNC = 1~ S o) S O BT T (NN I TR A N T I BT TR A OO I T T A A ORI . 1 =]
DC24V NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
| DMX-SF3-D NO.1 NO.2 NO.3 NO.4 NO.5
H H ORI WO 1= o] B O T B (IR B WA I R A OO T TR AN 1 =]
NO.16 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
DMX-SF3-D
Note: Please refer to the controller series specifications for detailed control panel and controller connection
St LE D® STRONGLED LIGHTING SYSTEM GROUP gop;ll_rifght©0201/0—201c4 St;ongl LSED Lig(h:t\ng SsystemSI(Cayrréan) C?:;. Ltd. ;{klll rithskreFS:rlilei
ity Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
rong :Li?lgﬁll\_IE([i)Rll_\llt\l;g‘gxﬁlvsgﬁ-[?gsl_l(glﬁimléNS)chqréIl\;ITSDCO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO l‘LTD . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
ﬂ NO. 2888, Linhu A Foho B : D( | ) tZ‘Y . brands or product names are trademarks or registered trademarks of their respective owners.
_ - , Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E @ Wnullang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
w CCEES +86-512-8286 8008 U +86-512-8286 8001
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LED TYPE

Elegant slim and flat profile linear LED luminaire, suitable for mounting at narrow and tight architectural spaces.
Applicable for cove, cornice and recess lightings or as feature outliners.
Choice of Cree, Osram or Lumileds low power LEDs for stable color and long service life.

High LEDs density for smooth and consistent light output.

SI3A-EX100-120WETK-40

Extruded aluminum housing with frosted PMMA diffuser. Customizable case colors and lengths.
DC 24V input. Constant Current Drive. Brightness level of 256 and 16 bits contrast control.

Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

CREE / OSRAM / LUMILEDS SMD

120 60 §
9.6W 4.8W :
960 Im 480 Im
1000 Im/W 100 Im/W 5
16bit essse)
256
DC24V
-40°C~50°C

10%~95%RH

Extruded alluminum alloy, frosted PMMA Diffuser
PVC Cable 2 500mm

1000%15.5*28mm

1000%15.5*28mm

18
1.44W
144 Im

100 Im/W

150*15.5*28mm

Weight 0.45kg 0.23kg 0.07kg

Pixel Quantity -

Control Gear J-link

Ingress Protection -

Life Span 250000 hours

Application Indoor

Colour Standard Specifications

5000K 960ImRa80 | - 480ImRa80 ! - ! 144ImRa80 | -
4000K 960ImRa 80 ! - 480ImRa80 ! - ! 144ImRa80 ! -
3000K 600IMRa80 |  480ImRa90 300lmRa8 | 240mRa9 | 90ImRa8 |  72ImRa90
2700K 600ImRa80 |  480ImRa 90 300mRa80 | 240lmRa9 : 90mRa8 ! 72ImRa90
2400K 600IMRa80 | 480 ImRa90 300mRa80 | 240lmRa90 | 90ImRa8 | 72ImRa90
2200K 600ImRa80 !  480ImRa90 300lmRa8 | 240imRa9 ! 90ImRa80 :  72ImRa90
1700K - § - - § - - § -

Blue 180 Im 90 Im : 27 Im

Amber 360 Im 180 Im 54 Im

RGB - - -

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%)
Field Angle (10%)
Cut-off (50%)

112°
165°

RECESS ¢ COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000

500

150

Installation Details:

Mounting Bracket:
2PCS

15.5

12.6

18
15.6+0.1
9.7+0.1

14
4

21.7

15.5

e

28

Tilt Adjustable
Bracket

Photometry:

Lamp Source: OSRAM SMD 3014

Beam Angle: 112°

Beam Angle Curve:

F"

System Schematic Diagram:

Candela Distribution Curve

DC24Vv

-/+180 MH(m)
150 150 ) \\ N
\A ‘\
) 1A
-120 120 ] ]
5 i
anin|
6 - “ 9.50
p / — 7.90
— 0 90 7= /
90 — 6.40
8 4.80
ol I — 320
T 1.60
-60 60 10 / —— 130
Intensity: cd pd 0.79
. C0/180,113.9° 1 0.64
—gmmoray [ o
- e 0.0 45 9.0
0 o
C90/270,112.1 S(m)
Average Beam Angle (50%): 113.1 degree
Note: Test data is based on SI3A-EX100-120WETK-40 only.
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
e |
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
s g

FT-SF3-00

NO.4
(Less than 30W)

: NO.1 NO.2 NO.3
(Less than 30W) (Less than 30W) (Less than 30W)
NO.16 ‘ ‘ ‘ ‘
ERICEL
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Slim Series SI3B

LED TYPE

Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

SI3B-ED100-048CXTA-00

Elegant slim and flat profile linear LED luminaire, suitable for mounting into narrow and tight architectural spaces.
Applicable for cove, cornice and recess lightings or as feature outliners.

Choice of Cree, Osram or Lumileds low power LEDs in whites, mono color, RGB and RGBW.

Extruded aluminum housing with frosted PMMA diffuser or clear lens under the perforated face plate.
Customizable case colors and lengths.
DC 24V input. DMX control. Constant Current Drive. Brightness level of 256 and 16 bits contrast control.

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

48
12W
864 Im
72 Im/W

16bit*3 esssesssas-essac)

CREE / OSRAM / LUMILEDS SMD

' 24 ' 12 ' 48 (24RGB+24W)
: 6W : 3w : 12W
§ 4321Im f 216 Im § 600 Im
: 72 Im/W : 72 Im/W : 50 Im/W
: 1 6b|t*3 (65536"65536"65536) : 1 6b|t*3 (65536"65536"65536) : 1 6b|t*4 (65536"65536"65536"65536)
256
DC24V
-40°C~50°C

10%~95%RH
Extruded aluminum + frosted PMMA or clear lens under perforated face plate

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

110°
150°

Cable Interconnect PVC Cable=500mm

DiIMENSION (st mauing rack 1000*15.4*17.5mm 500*15.4*17.5mm 250*15.4*17.5mm ' 1000%15.4*17.5mm
Weight 0.38 kg 0.19 kg 0.09 kg 0.38kg
Pixel Quantity 16 8 ; 4 16
Control Gear DMX/ J-link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864ImRa 80 ! - ! 432ImRa80 | - { 216ImRa80 | - -
4000K 864ImRa 80 | - | 432ImRa80 | - i 216/mRa80 | = : =
3000K 864ImRa80 | 774ImRa90 | 432ImRa80 | 774ImRa9 | 216ImRa80 | 186ImRa g0 | -
2700K 864ImRa80 | 774ImRa9 | 432imRa80 : 774ImRa9 | 216/mRa80 | 186ImRa 90 ! =
2400K 624ImRa80 | 504IMRa9 | 312ImRa80 | 504ImRa90 | 156/mRa80 | 126/mRa g0 | -
2200K 624ImRa80 : 504ImRa9 : 312ImRa80 : 504imRa9 : 156ImRa80 : 126ImRa90 : =
700K e s i e B | -
Blue 721Im : 36Im : 181Im : -
Amber 1441m 72Im 361Im -
RGB 3361Im 168 Im 84Im =
RGB+W - - - 600 Im
LED Type CREE / OSRAM / LUMILEDS SMD

RECESS ¢ COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm 1000

20.83

U0 EHEHEEEEEEEEHEEEOEHEEEEEEBEECE®REEGEHEBEEEEGEEE [

=]

500
20.83 15.4
FEEHEHEE6E6EEEEEGEERBEEE GG EEE[E ] StronglLED"
0
":' i, Ni7)
250 A & ] _ﬂO\_
20.83 e] (3
[0 B E E6E6E6EEEEE 6] A=B=20.83 [/ \]
Installation Details:
(1) Mounting Bracket: é (2 Mounting Bracket: é (8 Mounting Bracket: é (4) Bracket types
2PCS : 2PCS : 2PCS |
E E i 15.4
15.4 o
' ' . N~
H 82 ! H 154 -
7o : : SvengLED” o (QO;
Joff 5 me= I :
A A : P 7 EO
152 H H : N7 :& ‘ 2 Wounirg 2T adjusatle
ﬂ?}}[ s s : |~ ot

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

Candela Distribution Curve

Isolux Curve (Ix)

System Schematic Diagram:

J-Touch

—/+180 MH(m)
7 ) RN
3= \ \
4 \ \
= I
5 / \
i
6 } — 15.0
; P / | ——— 13.0
=T — 10.0
8 / 7.50
I — 5.00
9 2.50
10l L 2.00
) 1.30
Z_ C0/180,109.4° 1 - 1.00
. C30/210,109.2° [ 0.75
— C60/240,109.7°
0 ©90/270,110.2° 0.0 45 9.0
S(m)
Average Beam Angle (50%): 109.6 degree
Note: The data is based on RGB 48 LEDs only.
NO.1 NO.2 NO.3 NO.10

(Less than 30W)

(Less than 30W)

(Less than 30W) (Less than 30W)

DC24V ( 16 pixels per meter)

JK-WD-V

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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Slim Series SI3E

DIMMABLE

Clg ﬁ

COLOR RENDERING
ND.

LED TYPE

SI3E-EX100-120WETK-40

StrongLED’

Switch on to awesome

RECESS ¢ COVE « CORNICE

= FElegant slim and flat profile linear LED luminaire, suitable for mounting at narrow and tight architectural spaces.

= Applicable for cove, cornice and recess lightings or as feature outliners.
= Choice of Cree, Osram or Lumileds low power LEDs for stable color and long service life.
= High LEDs density for smooth and consistent light output.
= Extruded aluminum housing with frosted PMMA diffuser. Customizable case colors and lengths.
= Fastand secured installation with stainless steel spring brackets.
= DC 24V input. Constant Current Drive. Brightness level of 256 and 16 bits contrast control.

= Application: Indoor.

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 120 36 30

Power Rating 9.6W 2.88W : 2.4W

Luminous Flux 960 Im 288 Im 240 Im

Luminous Efficacy 100 Im/W 100 Im/W : 100 Im/W

Contrast Level 16bit (sss36-65536°65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum

Cable Interconnect PVC Cable=500mm

Dimension winout mounting bracket 1000*20*20mm 300*20*20mm 250%20*20mm

Weight 0.37 kg 0.11 kg ; 0.09 kg

Pixel Quantity -

Control Gear DMX / J-link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 960ImRa80 | - 288ImRa80 | - {  240mRa80 | -
4000K 960 Im Ra 80 : = 288 Im Ra 80 : = : 240 Im Ra 80 : -
3000K 600iMRa80 |  480ImRa 90 180ImRa80 | 144ImRa9 | 150lmRa80 | 120ImRa90
2700K 600 Im Ra 80 : 480 Im Ra 90 180 Im Ra 80 : 144 Im Ra 90 : 150 Im Ra 80 : 120 Im Ra 90
2400K 600imRa80 |  480ImRa 90 180ImRa80 | 144ImRa9 | 150mRa80 |  120ImRa90
2200K 600 Im Ra 80 480 Im Ra 90 180 Im Ra 80 144 Im Ra 90 150 Im Ra 80 120 Im Ra 90
1700K - - - - -

Blue 180 Im 54 1m : 451m

Amber 360 Im 108 Im 90 Im

RGB - - g -

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 114°

Field Angle (10%) 162°

Cut-off (50%) -




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000

300
| 833
ﬂ-—é ] 20
A B
o
250 H H N& @ @
| .8.33 0 0o 000 00D «
T
Tl i eoooooonnosonosonosonooonss A—B8.33
Installation Details:
20+0.2 10+0.2
Mounting Bracket: 20
2PCS o Y o o
: 31 o
NES < @
~
o
1673 steel spring bracket
14.04
?]7 0.5+0.1
Photometry:
Lamp Source: CREE XP-E2 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 9°
-/+180 MH(m)
// 7 / \\\ N\ .
L ] ] \ |
/
anil
21.0
s —— 180
N — 140
11.0
. — 7.00
7 3.50
| / —— 280
p —— 1.80
— C0/180,114.2° 4 — 1.40
— €90/270,113.8° [ — 1.10
Beam Angle Curve: 0 0.0 4.5 9.0
V‘ Average Beam Angle (50%): 114 degree S(m)
Note: Test data is based on SI3E-EX100-120WETK-40 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4

HE Lt B

(Less than 30W)

( Less than 30W)

( Less than 30W)

_NO.1

FT-SF3-00

DC24v

NO.1
( Less than 30W )

NO.2
( Less than 30W )

NO.3
( Less than 30W )

FT-SF3-00

‘ NO.16

|

NO.1
( Less than 30W)

NO.2
( Less than 30W)

NO.3
( Less than 30W)

FT-SF3-00

( Less than 30W)

NO.4
( Less than 30W )

NO.4
( Less than 30W)

Note:Please refer to the controller series specifications for detailed control panel and controller connection.
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TUNABLE COLOUR

LED TYPE

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SI3F-ED100-060CXTA-00

= Elegant slim and flat profile linear LED luminaire, suitable for mounting into narrow and tight architectural spaces.

= Applicable for cove, cornice and recess lightings or as feature outliners.

= Choice of Cree, Osram or Lumileds low power LEDs in whites, mono color and RGB.

= Extruded aluminum housing with clear lens under the perforated face plate.

= Offset cable entry for tight coupling between light fixture to seamless line of light effect with no dark spaces.

= Various mounting brackets. Customizable fixture body colors and lengths.

= DC 24V input. DMX control. Constant Current Drive, Brightness level of 256 and 16 bits contrast control.

= Application: Indoor.

Technical Specifications:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

60
14.4W
1080 Im
75 Im/W

16bit*3 ssseessasressae)

CREE / OSRAM / LUMILEDS SMD

30 § 15

7.2W : 3.6W

540 Im 2701m

75 Im/W : 75 ImW

1 6b|t*3 (65536"65536"65536) : 1 6b|t*3 (65536"65536"65536)

256

DC24V

-40°C~50°C

10%~95%RH
Anodised extruded aluminum

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle

110°
150°

Cable Interconnect PVC Cable=500mm

DIMENSION inout mouniing brackety 1000*20*17.5mm 500"20*17.5mm : 251*20*17.5mm

Weight 0.39kg 0.2kg ; 0.1kg

Pixel Quantity 20 10 5

Control Gear DMX

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 1080ImRa80 ! - 540ImRa80 ! - {  270mRa80 | -
4000K 1080ImRa80 ! - 540 ImRa80 ! - ! 270lmRa80 ! -
3000K 1080/mRa80 |  930ImRa90 540lmRa80 | 465mRa9% | 270lmRa80 |  232ImRa90
2700K 1080ImRa80 :  930Im Ra 90 540lmRa8 | 465ImRa9 i 270ImRa80 | 232ImRa90
2400K 780lmRa80 :  630Im Ra90 390imRa80 | 315imRa9% | 195ImRa80 | 157 ImRa90
2200K 780ImRa80 !  630ImRa90 390ImRa8 ! 315mRa% ! 195ImRa8 ! 157ImRa90
1700K - : - - - -

Blue 90 Im 45Im : 22.5Im

Amber 1801m 90 Im 45Im

RGB 4201m 2101Im 105 Im

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000

16.67

EE 6O 6EE R EEE 6 EE R EEE [ EE R EEE [ @ EEE 666 [ E EE 6 666 E EEE 6@ 6E E EE E @@ o (G

500

16.67

FEEEEEEEREEEEEEEREEREEEEEEEEE EE G

250

16.67

- 1067

FEEHE6EEREE R H GG [

24.8
20
SwanglLED”
A B 0 L g
QU | ©
B0 &
A=B=16.67 C___

Installation Details:

Mounting Bracket: 2PCS

20

20201
14.6

10.4

27

24.8
20

22
17.5
©
©

1 Mounting Bracket

54+0.15

2 Mounting Bracket

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 110°

Candela Distribution Curve

Beam Angle Curve:

P

System Schematic Diagram:

J-Touch

Isolux Curve ( Ix)

—/+180 MH(m)
7 T
\ T ) NS
4 j \ \
| /
5 / \
6 A | | 17.0
- /o —— 140
7 - /| :
& M Vi — 110
ZDINS \E=aB AN >
SRR T —&
' “‘. %0 "‘ ’ 60 1ol L1 2.20
~ Intensity: cd —— 1.40
'.i"l“ 2 C0/180,109.7° il L 1.10
—C30/210,110.3° Lt
-30 b0 80 __ €60/240,110.9° 0.0 i5 50 083
0 €90/270,111.0° ’ ’ S )
Average Beam Angle (50%): 110.4degree
Note: The data is based on RGB 48 LEDs only.
NO.1 NO.2 NO.3 NO.8

(Less than 30W)

(Less than 30W)

(Less than 30W) (Less than 30W)

DMX-X6D
DC24v

(20 Pixels/meters)

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Slim Series SI4C
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LED TYPE

StrongLED’

Switch on to awesome

S14C-EX100-048WETO0-00

= Elegant slim low power linear LED luminaire, suitable for mounting into narrow and tight architectural spaces.
= Applicable for cove, cornice and recess lightings or as feature outliners.
= Choice of Cree, Osram or Lumileds low power LEDs in whites, mono color and RGB.

= Extruded aluminum housing and clear diffuser under the perforated face plate.

= Available in fixed or adjustable tilt mounting brackets. Customizable case colors and lengths.
= DC 24V input. Dimmable, Brightness level of 256.

= Application: Indoor.

Technical Specifications:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage

48
11.5W
864 Im

75 Im/W

CREE / OSRAM / LUMILEDS SMD

Operating Temperature
Operating Humidity
Material (Housing)

24 12
5.8W 2.9W
432 1m 216 Im
75 Im/W 75 Im/W
16bit sss6)
256
DC24V
-40°C~50°C

10%~95%RH
Anodised extruded aluminum

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

37°

Cable Interconnect PVC Cable=500mm

Dimension ithout mounting bracket 1000*23.5*25.5mm 500*23.5*25.5mm 250*23.5*25.5mm

Weight 0.57kg 0.29kg 0.14kg

Pixel Quantity -

Control Gear DMX / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864 Im Ra 80 : - 432 Im Ra 80 - 216 Im Ra 80 : -
4000K 864 Im Ra 80 : = 432 Im Ra 80 : = 216 Im Ra 80 : -
3000K 864 Im Ra 80 744 Im Ra 90 432 Im Ra 80 372 1m Ra 90 216 Im Ra 80 186 Im Ra 90
2700K 864 Im Ra 80 : 744 Im Ra 90 432 Im Ra 80 : 372 Im Ra 90 216 Im Ra 80 : 186 Im Ra 90
2400K 624 Im Ra 80 504 Im Ra 90 3121m Ra 80 252 Im Ra 90 156 Im Ra 80 126 Im Ra 90
2200K 624 Im Ra 80 : 504 Im Ra 90 312 Im Ra 80 : 252 Im Ra 90 156 Im Ra 80 : 126 Im Ra 90
1700K - - - - -

Blue 72Im 36Im 181m

Amber 144 Im 721m 361Im

RGB 336Im 168 Im 841m

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

RECESS « COVE « CORNICE
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Dimension Details:

> unit: mm

1000
%o.sf
() (o)
‘@@DDDDGDDDDDDDDDDDDDDDDGDDDDDDDDDDDDDDDDDDDDDDGD
[©) 0 ©J
&
500
)F‘WO'B () ()
OOD00000D0000D000000D00doO0
[©) [©) )
[e¢]
250 o
0.8 A B h
0 () o
bWdoocoooboood 00
S = A=B=20.83
N
Installation Details:
(1) Mounting Bracket: (2 Mounting Bracket: (3 Mounting Bracket:
2PCS/m ! 2PCS/m : 2PCS/m
: ' 23
: : 23
| | 2
: : o
' ] ' P N
: d| : “ 5
: : Q
' H @TAdjustable
E oy E 1Mounting Brac, 2Mounting Br T Bracket
i =] |
Photometry:
Lamp Source: SMD 2835 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle:37°
| Y
I\
\\
/300 A\ \ \ \
60 [ \ 60 / J |
[ dod 6 L ] ! 160
| s 7L /| 130
| /] — 100
8 / 78.0
30 30 N A/ 52.0
= % 7 26.0
q 10 / — 210
Intensity: cd — — 130
—C0/180,36.9° 11 i - 400
— £90/270,36.5° [T 780
Beam Angle Curve: .
9 20 10 0 10 20 00 09 18 27 36 45
Average Beam Angle (50%): 36.7 degree S(m)
Note: Test data is based on SI4C-EX100-048WETO0-00 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
| =“‘N'.;3f ‘ ‘ ‘ ‘
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
pcaav| | RO% | | | |
FT-SF3-00
; NO.16 NO.1 NO.2 NO.3 NO.4
‘ P \ (Less than 30W) \ (Less than 30W) \ (Less than 30W) \ (Less than 30W)
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Slim Series SI4E

LED TYPE

SI4E-EX100-048WETS-00

Elegant slim profile low power linear LED luminaire, suitable for mounting into narrow and tight architectural spaces.
Applicable for cove, cornice and recess lightings or as feature outliners.
Choice of Cree, Osram or Lumileds low power LEDs in whites, mono color, RGB and RGBW.
Extruded aluminum housing and secondary lenses under the perforated face plate.
Available in fixed or adjustable tilt mounting brackets. Customizable case colors and lengths.

DC 24V input. DMX control. Constant Current Drive. Brightness level of 256 and 16 bits contrast control.

Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)

48
14.4W
864 Im

60 Im/W
16bit ss30)

CREE XP-E2 / OSRAM/ LUMILEDS SMD

24
7.2W
432 Im
60 Im/W
16bit sss)

12
3.6W
216 Im
60 Im/W
16bit @ssse)
256
DC24V
-40°C~50°C
10%~95%RH

Extruded Alluminum Alloy

48 (GRB)
9.6W
336 Im
35 Im/W

16bit*3 esssesssas-essae)

48 (24RGB+24W)
12W
600 Im
50 Im/W

16bit*4 (ssassssas-essas)

Cable Interconnect PVC Cable=500mm

DiMENSioN (uinost mouriing bracket 1000*23.520.1mm |  501*23.5*20.1mm 252*23.5*20.1mm 1000*23.5*20.1mm 1000*23.5%20.1mm
Weight 0.63kg 0.32kg 0.16kg 0.63kg 0.63kg
Pixel Quantity 16 8 4 16 16
Control Gear DMX /J-LINK

Ingress Protection IP 20

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 84mRa80 | - | 432ImRa80; - | 216mRa80 | - | - -
4000K 864 ImRa 80 : - ! 432ImRa80 : - ! 216ImRa 80 : = : - -
3000K 8641mMRa80 | 744ImMRa% | 432ImRa80 | 372ImRag0 | 216/mRag0 | 186 ImRa 90 ! - -
2700K 864 ImRa80 ; 744ImRa90 | 432ImRa80 : 372ImRa9 : 216ImRa80 | 186MRa90 : - -
2400K - - - - -
2200K - : = : - : - _
1700K - - = — =
Blue - : - : - : 72 Im -
Amber - - - 144 Im -
RGB - - - 336 Im -
RGB+W - - - - 600 Im
LED Type CREE XP-E2 / OSRAM/ LUMILEDS SMD

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

15° (conventional lens) / 25° * 35° (Non symmetrical lens) / 25° (RGB lens)
90° (conventional lens) / 50° * 80° (Non symmetrical lens) / 50° (RGB lens)

RECESS « COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000
w08 o 6
GOO000000000O0OOOOOOOLOOOOLOOOLOOLOOOOILOOOLOOOOOODODOOOUOOO
© [ ©oJ
501 & 26.5
i o o
D000 0000000000000000J0O0O
© © 0
252 & ®
08 5 @ A B -
000000000000 dohpoo
S 5 S A=B=20.83 —

Installation Details:

(3) Mounting Bracket:
2PCs

(2) Mounting Bracket:
2PCs

(1) Mounting Bracket:
2PCs

23

53

57.9

37.2

(2) Fixed Bracket

1) Spring Bracket

Photometry:

Lamp Source: OSRAM SMD 5630 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 40° MH(m)
= A7 I NN
. L
N ]
5 \
60 / J \
|
6 i 260
. / | — 220
] — 170
8 : 130
30 ol — 870
Intensity: cd 43.0
Beam Angle Curve: —C0/180,40.8° 10 / — 35.0
- — C30/210,40.6° pz — 220
—_ C60/240,40.5° 11 _ — 170
€90/270,40.4° | ——— 130
20 10 0 10 20 00 09 18 27 36 45
Average Beam Angle (50%): 40.6 degree S(m)
Note: Test data is based on SI4E-EX100-048WETS-00 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3  seeces NO.100
Mot | | | i
HE Tl cscese
FT-PWM3-00
NO.1 NO.2 NO.3  seeees NO.100
DC24V _NO.2 ‘ ‘ ‘ J
e
FT-PWM3-00
: : NO.1 NO.2 NO.3  seeeee NO.100
| o | | | i
LT B
FT-PWM3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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.
TUNABLE COLOUR

LED TYPE

SISE-EX100-120WETK-40

= Attractive flush-mount linear LED luminaire, suitable for interior and commercial lighting applications.

= Applicable for recess, decorative lightings or as interior feature outliners.

= Choice of Cree, Osram or Lumileds LEDs in whites and mono color.

= High brightness, high CRI and uniform lights.

= Seamless line of lights without dark spaces between lumaires when connected in cascade.
= Extruded aluminum housing with frosted PC diffuser.
= Flush mounted on ceiling or cut outs. Customizable bezel colors and fixture lengths.
= DC 24V input. Dimmable, Brightness level of 256 and 16 bits contrast control.

= Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

LED Type CREE / OSRAM / LUMILEDS SMD 3014

LED Quantity 120 60 18

Power Rating 9.6W : 4.8W : 1.44W

Luminous Flux 960 Im 480Im 144 Im

Luminous Efficacy 100 Im/W : 100 Im/W : 100 Im/W

Contrast Level 16bit ess36)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Powder coated extruded aluminum, frosted PC diffuser

Cable Interconnect PVC Cable=500mm

Dimension winout mounting bracket 1020*50*26mm : 520*50*26mm : 170*50*26mm

Weight 0.8 kg 0.4 kg 0.14 kg

Pixel Quantity -

Control Gear 0~10V(Dali) / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 960ImRa80 | - i 480ImRa80 ! - ! 144ImRa80 | -
4000K 960 Im Ra 80 : = : 480 Im Ra 80 : = : 144 Im Ra 80 : -
3000K 600imRa80 | 480ImRa9 | 300mRa80 | 240imRa9% |  90ImRa8 |  72ImRa90
2700K 600 Im Ra 80 : 480 Im Ra 90 : 300 Im Ra 80 : 240 Im Ra 90 : 90 Im Ra 80 : 72 Im Ra 90
2400K 600imRa80 | 480ImRa9 | 300mRa8 | 240mRa9% |  90ImRa8 |  72ImRa90
2200K 600 Im Ra 80 480 Im Ra 90 300 Im Ra 80 240 Im Ra 90 90 Im Ra 80 72 Im Ra 90
1700K S e R -

Blue 180 Im : 90 Im : 27Im

Amber 360 Im 1801Im 54 Im

RGB - - -

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 110°

Field Angle (10%) -

Cut-off Angle (50%) -

RECESS « COVE « CORNICE
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Dimension Details:

> unit: mm

1020/520/170

50

30

)Y

26
28

1000/500/150

20 20
% %
= =

Installation Details:

Mounting Bracket: 2PCS

Cutout: 36+2mm

Spring bracket

Y

— = = I
Cut out (longitudinal): 1002/502/152 + 2mm
Photometry:
Lamp Source: OSRAM SMD 3014 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 110°
—/+180 MH(m)
~150 150 Y \ RN
3 \ A\
4 \ \ AL
-120 120 [ / \ \
5 7 “\
6 / / \ 14.0
4 / “ — 11.0
_ 0 90 7 / / .
90 > = 7177 — 9.10
8 / 6.80
— 450
9 — 2.30
-60 60 10— / —— 1.80
Intensity: cd g — 1.10
~—C0/180,99.9° 1 — 091
30 50— C90/270,105.1° | 068
0 0.0 45 9.0
S(m)
Average Beam Angle (50%): 102.5 degree
Note: Test data is based on SIS8E-EX050-060WETK-40 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
Rl £
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
DC24V ~NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
E—L T R
FT-SF3-00

‘ N

1

NO.1
(Less than 30W)

NO.2
‘ (Less than 30W)

NO.3
(Less than 30W)

FT-SF3-00

NO.4
(Less than 30W)

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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LED TYPE

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SL2A-EX050-072XXTX-00

Slim profile linear LED luminaire for interior and commercial lighting applications,
Applicable for cove, recess, accent lighting.
Choice of Cree, Osram, Lumileds LED chip. High brightness, high color rendering index.
Anodized extruded aluminum housing with clear PC diffuser and end caps.

Seamless line of lights without dark spaces between lumaires when connected in cascade.

Customized beam angles. Brightness level of 65536.

Power Input: DC24V, Constant Current Drive for consistent color and long service life.

Application: Indoor.

Technical Specifications:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

48

11.52 W
864 Im
75 Im/W

16bit*3 (essae6ss36+65536)

CREE / OSRAM / LUMILEDS SMD

24 é 1 2 H 144 (48RGB+48W+48WW)
576 W : 2.88W : 40.32W
4321Im : 216 Im 2544 Im
75 Im/W : 75 Im/W : 63 Im/W
1 6b|t*3 (65536"65536"65536) H 1 6b|t*3 (65536"65536"65536) : 1 6b|t*5 (65536*65536*65536"65536"65536)
256
DC24V
-40°C~50°C

10%~95%RH
Anodised extruded aluminum + clear PC diffuser
PVC Cable=500mm

DiIMeNSION iou mauing rack 1000727.5%25.4mm E 502*27.5*25.4mm 252*27.5*25.4mm 1000727.5%25.4mm
Weight 0.50 kg 0.25 kg 0.13 kg 0.50 kg

Pixel Quantity 16 8 : 4 2

Control Gear DMX/ J-link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864ImRa 80 ! - ! 432ImRa80 ! - ! 216ImRa 80 ! - § -

4000K 864ImRa 80 | = ! 432ImRa80 ! = i 216ImRa 80 ! - : =

3000K 864ImRa80 | 816ImRa90 | 432ImRa80 | 408ImRa90 | 216ImRa80 | 204ImRa90 | -

2700K 864ImRa80 | 816ImRa9 | 432imRa80 : 408lmRa9 & 216/mRa80 | 204ImRa90 ! =

2400K 624ImRa80 | 576/mRa9 | 312ImRa80 | 288ImRa9% | 156ImRa80 | 144mRa90 | -

2200K 624ImRa80 : 576ImRa90 : 312ImRa80 : 288ImRa90 : 156ImRa80 : 144ImRa90 : =

1700K e e e | -

Blue 216 Im : 108 Im : 54 Im : -

Amber 4321m 2161m 108 Im -

RGB 336 Im 168 Im 841m =
RGB+W - - - 366+1104+1104 Im
LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

114°




RECESS ¢ COVE « CORNICE

Dimension Details:

1000

Installation Details:

1) Mounting Bracket:
2PCS

2) Mounting Bracket:
2PCS

27.5
~ Streng LED® )
24.8
SL2A SL2B
. ' . " . . " . 275
3 Mounting Bracket: (4 Mounting Bracket: (5) Mounting Bracket: 2
2PCS 2PCS 2PCS
Sirenguzo”
27.5
e
N wong LED'
& =2 Spring Bracket
1) Spring Bracket

E@s _
e

@
. <
uergLen' 3

4 Mounting
Bracke!

Photometry:

Lamp Source: CREE SMD 3535
Beam Angle: 114°

Candela Distribution Curve

Isolux Curve (Ix)

—/+180 MH(m)
-150 150 7 ) \\
-120 120 M /‘ |
5 i
/ |
6 y [0 35.0
g /) S
-90 90 7 / 29.0
T —— 240
N 8 / / 18.0
\ ol L ) — 120
! [ ] 5.90
\ 60 10 = — / —— 4.70
Intensity: cd = — 2.90
— C0/180,112.1° 11 — 2.40
-30 30— €90/270,116.5° I 180
Beam Angl :
eam Angle Curve 0 0.0 45 9.0
V‘ Average Beam Angle (50%): 114.3 degree S(m)
Note:Test data is based on SL2A-EX050-072XXTX-00 only.
stem Schematic Diagram:
J-Touch
o]
— 0.1 NO.2 NO.3 NO.5

DC24V

NO.
(Less than 30W )

(Less than 30W )

(Less than 30W ) (Less than 30W)

JK-WD-V

( Each port control less than 5 meters )

Note: Please refer to the controller series specifications for detailed control panel and controller connection.
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Slight Series SL3A

LED TYPE

Features:

StrongLED’

Switch on to awesome
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SL3A-EX100-120WETK-00

= Elegant ultra-slim fine pitch linear LED light bar for interior and commercial lighting applications
= Choice of Cree, Osram or Lumileds LED. Beam angle: 120°

= Uniform light. High brightness, high color rendering index.

= Anodized aluminum profile with high light transmittance =75% opal PC diffuser.
= Easy and simple installation with choice of mounting brackets.
= Fixture housing colors can be customized according to customer requirements.

= DC24V input. Dimmable.
= Application: Indoor

Technical Specifications:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE / OSRAM / LUMILEDS SMD 3014
120
9.6 W
960 Im
100 Im/W
16bit ess36)
256
DC24v
-40°C ~ 50°C
10%~95%RH
Aluminum alloy lamp body + opal PC diffuser
Signal/Power cable: Silicone cable=500mm
1000%15.2*13.5 mm
0.22 kg

1~10V ( DALI the system to provide )

=50000 hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

960 Im Ra 80
960 Im Ra 80
600 Im Ra 80
600 Im Ra 80
600 Im Ra 80
600 Im Ra 80

Standard Specifications

: 480 Im Ra 90
: 480 Im Ra 90
480 Im Ra 90
480 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (50%)
Cut-off Angle (50%)

CREE / OSRAM / LUMILEDS SMD

165°
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Dimension Details:

> unit: mm
B Jo] Jo] B
15.2
B — =% | S) %3 )
[ﬂ 1000+ 2 T -

Dimension Details:

Mounting Bracket:
2PCS

17.5

2 Mounting Bracket

45

17.5

13.5
©
©

1 Mounting Bracket

10

|
[

L

Lamp Source: OSRAM SMD 3014
Beam Angle: 114°

Candela Distribution Curve Isolux Curve ( Ix)

Field Angle: 165° ~/+180 MH(m)
-150 150 Y VIR
3 \
LA
4
-120 120 - / ) \ |
5 \
7 / / |
6 4 J 14.0
%0 = — 120
/ —— 9.40
8 | 7.00
: — 470
9 2.30
60 10— — 1.90
Intensity: cd 1.20
Z— C0/180,114.6° 11 — — 0.94
— C30/210,114.5° R —— 070
— C60/240,114.1°
€90/270,113.9° 0.0 45 g'g(m)
Average Beam Angle ( 50% ): 114.3 degree
Note:Test data is based on SL3A-EX100-120WETK-00 only.
System Schematic Diagram:
‘ DAL H i ‘ \ \ \
NO.A NO.1 NO.2 NO.3 NO.4
‘ (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
J FT-2-SF2-00 NO.1 \ NO.2 \ NO.3 \ NO.4
DC24V NO.2 ‘ (Less than 30W ) (Less than 30W ) (Less than 30W ) (Less than 30W )
. FT-Z-SF2-00 \ \ \
: NO.1 NO.2 NO.3 NO.4
‘ NO.16 ‘ (Less than 30W) (Less than 30W) (Lessthan 30W) (Less than 30W)
FT-Z-SF2-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection
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All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Slight Series SL3A

LED TYPE

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SL3A-EX100-048WETO0-00

= FElegant ultra-slim linear LED light bar for interior and commercial lighting applications
= Choice of Cree, Osram or Lumileds LED. Beam angle: 120°

= Uniform light. High brightness, high color rendering index.

= Anodized aluminum profile with high light transmittance =75% opal PC diffuser.

= Easy and simple installation with choice of mounting brackets.
= Fixture housing colors can be customized according to customer requirements.

= DC24V input. Dimmable.
= Application: Indoor

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 : 24 6

Power Rating 12W : 6 W : 1.5W

Luminous Flux 864 Im 4321Im 108 Im

Luminous Efficacy 72 Im/W : 72 Im/W : 72 Im/W

Contrast Level 16bit sss36)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Aluminum alloy lamp body + opal PC diffuser

Cable Interconnect Signal/Power cable: Silicone cable=500mm

Dimension witnout mounting bracket 1000*15.2*13.5 mm : 500%15.2*13.5 mm 125%15.2*13.5 mm
Weight 0.22 kg 0.11 kg ; 0.03 kg

Pixel Quantity -

Control Gear 1~10V ( DALI the system to provide )

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864ImRag0 | - | 432ImRa80 | - i  108ImRa80 | -
4000K 864 Im Ra 80 : = : 432 Im Ra 80 : = : 108 Im Ra 80 : =
3000K 864ImRa8 | 816ImRa9 | 432ImRa80 | 408/mRa9% | 108ImRa80 |  102ImRa90
2700K 864 Im Ra 80 : 816 Im Ra 90 ! 432ImRa80 : 408 Im Ra 90 : 108 Im Ra 80 : 102 Im Ra 90
2400K 624ImRa80 | 576ImRa9 | 312ImRa8 | 288ImRa9% | 78ImRa8 |  72ImRa90
2200K 624 Im Ra 80 576 Im Ra 90 3121m Ra 80 288 Im Ra 90 : 78 Im Ra 80 72 Im Ra 90
1700K S T e e R B
Blue 216Im : 108 Im : 27 Im

Amber 4321Im 2161Im 54 Im

RGB = = -

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 102°

Field Angle (10%) 160°

Viewing Angle -




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
H [of [o] =
15.2
[ T T3 { ® %3 )
[ﬂ 1000+ 2 T -

Dimension Details:

Mounting Bracket:

2PCS ] =
» NG g © @
L 1 Mounting Bracket

17.5

2 Mounting Bracket

45

17.5
13.5

10
]
9
L
I
|

Photometry:

Lamp Source: SMD 2835 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 102°
Field Angle: 160° ~/+180 MH(m)
-150 150 I ) BN
3 \ i
. N
-120 120 A /r ] \ \
5 ’ |
o |1 A1
v —— 190
-90 0 90 7L L~ | .
| — 3.90
8 | 2.90
oI — 200
0.98
-60 60 10 L] ',/ — 0.78
A Intensity: cd — 049
Z—C0/180,101.3° " — —— 039
g0 1] oz
0 — e 0.0 4.5 9.0
€90/270,102.6 S(m)

Average Beam Angle ( 50% ): 102.1 degree

Note: The data is based on single color 32 LED only.

System Schematic Diagram:

NO.1 NO.1 NO.2 NO.3
‘ (Less than 30W ) (Less than 30W ) (Less than 30W
J FT-Z-SF2-00

NO.4
(Less than 30W )

/
/
Vava

NO.1 NO.2 NO.3 NO.4
DC24V NO.2 ‘ (Less than 30W) (Less than 30W) (Less than 30W (Less than 30W)
FT-Z-SF2-00
: NO.1 NO.2 NO.3 NO.4
‘ NO.16 ‘ (Less than 30W ) (Less than 30W ) (Less than 30W) (Less than 30W )
FT-Z-SF2-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection

St L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,

ro n g g;iﬁgﬁA_IE(?RITAISSEXEYS()YB?[EE’EISI_I(GC:¥|’\I<|12NS)Y(:SQI'EHI;ITSI:)CO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
o . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other

m GRAND CAN.YON LED LIGHTING SYSTEMS (SUzHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
i NO:‘ 2888,.Llnh.u Avenue, F.OhO Eco'nomlc Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C € Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
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Slight Series SL3C StrongLED’

DC Switch on to awesome
‘ sz ‘ _:IJ _INDOOR,

RECESS « COVE « CORNICE

SL3C-EX100-120WETK-00

= Elegant ultra-slim fine pitch linear LED light bar for interior and commercial lighting applications
= Choice of Cree, Osram or Lumileds LED.

= Uniform light. High brightness, high color rendering index.

= Beam angle: 2120°(flat or dome diffuser)

= Anodized aluminum profile with high light transmittance =75% opal PC diffuser.

= Easy and simple installation with choice of mounting brackets.

= Fixture housing colors can be customized according to customer requirements.

= DC24V input. Dimmable.

= Application: Indoor

Technical Specifications:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE / OSRAM / LUMILEDS SMD 3014
120
9.6 W
960 Im
100 Im/W
16bit (65536)
256
DC24V
-40°C ~ 50°C
10%~95%RH
Anodised extruded aluminum + opal PC diffuser
Signal/Power cable: Silicone cable =500mm
1010%19.5*19.7 mm
0.4 kg

1~10V ( DALI) /J-link

=50000hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

Standard Specifications
960 Im Ra 80 § -
960 Im Ra 80 : -
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 480 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Viewing Angle

CREE / OSRAM / LUMILEDS SMD
132°%121°




Dimension Details:

RECESS ¢ COVE « CORNICE

> unit: mm
1010,
22.2 22.2 23
— = 19.5
i m; ; i
¢ 7 o
o2 B
i Y . B «
[ \ H ]
800
Installation Details:
©3.6C1.5
Mounting Bracket: 2PCS 23
@
4-R0.3
572015 14 _ 28 ol N 7/\ Mounting Bracket
i 1 & N
2-009:0.054 =5 H Hfj o
H D
R/ =s
:): z:‘ O ‘lz 4-0.81#%0.45MM
jJ

Photometry:

Lamp Source: OSRAM SMD 3014
Beam Angle: 120°

System Schematic Diagram:
‘ DALI }—{ 1~10VAEHR ‘

_

Candela Distribution Curve

Isolux Curve ( Ix)

~/+180 MH(m)
3 .
. i
120 — W I
5 / |
/ w
/ |
6 ; 1.0
90 7L 1 / / ——— 890
— ] — 720
8 i 5.40
ol L —— 360
7 1.80
10 L — / — 140
Intensity: cd e a 0.89
. C0/180,132.4° 11 |- — o072
30— C30/210,125.8° 1 ——— 054
— C60/240,115.4°
s 0.0 45 9.0
€90/270,112.2 &m

Average Beam Angle (50%): 121.4 degree

Note: Test data is based on SL3C-EX100-120WETK-00 only.

RN

NO.1 NO.1
‘ (Less than 30W) (Less
FT-Z-SF2-00
NO.1
NO.2 ‘ (Less than 30W) (Less
. FT-Z-SF2-00
: 5 NO.1
‘ NO.16 ‘ (Less than 30W) (Less
FT-Z-SF2-00

AN

NO.2 NO.3
than 30W) (Less than 30W)

NO.4
(Less than 30W)

e

NO.2 NO.3 NO.4
than 30W) (Less than 30W) (Less than 30W)
NO.2 NO.3 NO.4
than 30W) (Less than 30W) (Less than 30W)

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

® STRONGLED LIGHTING SYSTEM GROUP
t ro n g STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.

€3

£
e

1S09001:2008

(‘C; 15

1S014001:2004

SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UP +86-512-8286 8001
03 globalestrongled.com

Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Slight Series SL3D

StrongLED’

Switch on to awesome

o ()

LED TYPE

SL3D-EX100-120WETK-00

= Elegant slim fine pitch linear LED light bar for interior and commercial lighting applications.
= Choice of Cree, Osram or Lumileds 3014 SMD LED.

= Uniform light. High brightness, high color rendering index. Beam angle: 21200

= Anodized aluminum profile with opal PC diffuser.

= Easy and simple installation with choice of mounting brackets.

= Fixture housing colors can be customized according to customer requirements.

= DC24V input. Dimmable.

= Application: Indoor

Technical Specifications:

RECESS « COVE « CORNICE

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE / OSRAM / LUMILEDS SMD 3014
120
9.6 W
960 Im
100 Im/W
16bit (65536)
256
DC24V
-40°C ~ 50°C
10%~95%RH
Anodised extruded aluminum + opal PC diffuser
Signal/Power cable: Silicone cable =500mm
1000%20.9%15.6 mm
0.22 kg

1~10V ( DALI) /J-link

=50000hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

Standard Specifications
960 Im Ra 80 § -
960 Im Ra 80 : -
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 480 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE / OSRAM / LUMILEDS SMD
141°*113°




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
| ] 20.9
16.2
i 1000 ‘
[ — — | (D
o N
750 ~ e
Installation Details:
Mounting Bracket: 2PCS 20.9
20 16.2
©
2w (| O |
Mounting Bracket
16.5
Photometry:
Lamp Source: OSRAM SMD 3014 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 141°113°
—-/+180 MH(m)
| A /
31— 4
: A\
1 i J \ \
5 \
7 T
/ / ‘
6 f 26.0
- /
; o / / —— 220
— 170
8 / 13.0
N 1 —— 870
4.30
10 y —— 350
Pa — 220
~—C0/180,141.3° " e — 170
_30 30— €30/210,132.4° - —— 130
— C60/240,118.0°
Beam Angle Curve: 0 £90/270,112.9° 0.0 4.5 g-g(m)
| i | Average Beam Angle (50%): 126.2 degree
141° Note: Test data is based on SL3D-EX100-120WETK-00 only.
System Schematic Diagram:
‘ DALI }—{ 1~10V ‘
NO.1 NO.2 NO.3 NO.4
NO.1 ‘ (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
J FT-Z-SF2-00 NO.1 NO.2 NO.3 NO.4
bC24V NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
. FT-Z-SF2-00
: NO.1 NO.2 NO.3 NO.4
‘ NO.16 ‘ (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
FT-Z-SF2-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wauijiang City, Jiangsu Province, China 215211

ED +86-512-8286 8008 UP +86-512-8286 8001
03 globalestrongled.com

StrongLED’
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Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Slight Series SL3E

StrongLED’

Switch on to awesome

o ()

LED TYPE

SL3E-EX100-120WETK-00

= Elegant slim fine pitch linear LED light bar for interior and commercial lighting applications
= Choice of Cree, Osram or Lumileds 3014 SMD LED.

= Uniform light. High brightness, high color rendering index. Beam angle: 21200

= Anodized aluminum profile with opal PC diffuser.

= Easy and simple installation with choice of mounting brackets.

= Fixture housing colors can be customized according to customer requirements.

= DC24V input. Dimmable.

= Application: Indoor

Technical Specifications:

RECESS « COVE « CORNICE

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE / OSRAM / LUMILEDS SMD 3014
120
9.6 W
960 Im
100 Im/W
16bit (65536)
256
DC24V
-40°C ~ 50°C
10%~95%RH
Anodised extruded aluminum + opal PC diffuser
Signal/Power cable: Silicone cable =500mm
1000*®20.7mm
0.4 kg

1~10V ( DALI) /J-link

=50000hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

Standard Specifications
960 Im Ra 80 § -
960 Im Ra 80 : -
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 : 480 Im Ra 90
600 Im Ra 80 480 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE / OSRAM / LUMILEDS SMD
133°%114°




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000

2-®3.5C1.5

Installation Details:

Mounting Bracket: 2PCS
20

35C02

o1

Photometry:

Lamp Source: OSRAM SMD 3014 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 133°*114°

-/+180 MH(m)
| / NN
3 A\
120 4 , e
— T
5 |
7 11
/
6 / “ 9.10
90 7l T /1 ——— 760
[ / / — 6.10
8 / 4.50
ol Y : — 3.00
7 1.50
// |
101 — 1.20
Intensity: cd P 0.76
~—C0/180,133.1° " — —— 061
30 — €30/210,127.0° L —— 045
— C60/240,117.1°
Beam Angle Curve: ©90/270,114.0° 0.0 45 g-g(m)
" Average Beam Angle (50%): 122.8 degree
130° Note: Test data is based on SL3E-EX050-060WETK-00 only.
System Schematic Diagram:
‘ DALI }—{ 1~10V ‘
NO.1 NO.2 NO.3 NO.4
NO.1 ‘ (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
J FT-Z-SF2-00 NO.1 NO.2 NO.3 NO.4
DC24V NO.2 ‘ (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
FT-Z-SF2-00
NO.1 NO.2 NO.3 NO.4
NO.16 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
FT-Z-SF2-00
Note: Please refer to the controller series specifications for detailed control panel and controller connection.
St L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
ro n g :Li?lgﬁ/I\_IE([S)RI/_\ll\(ig‘gﬂﬁvsgl\?[?gsl_l(g:¥mgNS)chqrél\l;lTSDCO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
o . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
ﬂ GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
- NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E Wnullang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
U CCEES +86-512-8286 8008 U +86-512-8286 8001
1S09001:2008 1S014001:2004 03 globalestrongled.com WWW. St I'O n g Ied . CO m STR-03-12-14-V1



Slight Series SL6

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SL6-EX100-120WETK-00

= Slim profile fine pitch side-lighting linear LED luminaire for interior and commercial lighting applications.
= Choice of Cree, Osram, Lumileds low power LED chip, in range of whites, mono color.

= Uniform color. High brightness, high color rendering index.

= Brightness level of 256. 16 bits contrast control.

= Precision extruded aluminum housing with frosted PC diffuser.

= Various mounting bracket options. Customizable fixture housing color, cable entry and length.

= DC24V input. Constant Current Drive for consistent color and long service life.

» Application: Indoor.

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 120 60 15
Power Rating 9.6 W : 4.8 W : 1.2W
Luminous Flux 960 Im 480 Im 120 Im
Luminous Efficacy 100 Im/W 100 Im/W 100 Im/W
Contrast Level 16bit @ess36)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodised extruded Aluminium, frosted PC diffuser

Cable Interconnect PVC Cable=500mm

DiMenSion (inou mouning brcken 1000*22*22 mm 515%22*22 mm 150%22*22 mm
Weight 0.43 kg ; 0.22 kg ; 0.06 kg

Pixel Quantity -
Control Gear -
Ingress Protection =
Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 960ImRa80 | - {  480ImRag0 | - i 120mRa80 | -
4000K 960ImRa80 ! - ! 480ImRag0 - ! 120lmRa80 ! -
3000K 600imRa80 | 480ImRa9 | 300mRa8 | 240lmRa9 | 75ImRa8 |  60ImRag0
2700K 600imRag80 i 480imRa% : 300imRa8 : 240mRa% : 75mRa80 :  60ImRa90
2400K 600imRa80 i 480ImRa9 | 300mRa8 | 240lmRa9% | 75ImRa8 |  60ImRa90
2200K 600 Im Ra 80 : 480 Im Ra 90 : 300 Im Ra 80 : 240 Im Ra 90 : 75 Im Ra 80 : 60 Im Ra 90
1700K S S S A
Blue 180 Im : 90 Im 5 22.5Im

Amber 360 Im § 180 Im § 451Im

RGB - : - : -

RGB+W - g - § _

Tunable White 780 Im : 390 Im : 97.5Im

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 77°*110°

Field Angle (10%) -

Cut-off Angle (50%) -




RECESS ¢ COVE « CORNICE

Dimension Details:

224201
19.940.1
144

Ha——

2Mounting bracket

169

> unit: mm 1000
=] 7=
515 22
=] 0=
150 8
=] =
Installation Details:
1) Mounting Bracket: (2 Mounting Bracket: (3 Mounting Bracket:
2PCS 2PCS H
E .
5 e D
% B :
P ; IRIE .
5 H 3
K E o @ @Adjustable
H & o Tilt Bracket
B :

Photometry:

Lamp Source: OSRAM SMD 3014
Beam Angle: 77°*110°

Candela Distribution Curve Isolux Curve (Ix)

—/+180 MH(m)
-150 150 AN
| = A
N\
4 \
-120 120 = N
5 AN
6 SR —— 360
-90 90 7 i — 30.0
= —— 240
N 8 /| 18.0
A1) — 120
9
— 6.10
-60 \ 60 10— —— 490
Intensity: cd 3.00
[ 4 ~—C0/180,76.9° " —+ ——— 240
_30 S ho N 30— C90/270,110.4° . ——— 180
Beam Angle Curve: 0 0.0 45 9.0
64° 1110 Average Beam Angle (50%): 93.7degree S(m)
Note: Test data is based on SL6-EX100-120WETK-00 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4

_

(Less than 30W)

(Less than 30W)

(Less than 30W)

NO.1

FT-SF3-00

NO.2

NO.1
(Less than 30W)

NO.2
(Less than 30W)

NO.3
(Less than 30W)

FT-SF3-00

‘ NO.16

NO.1
(Less than 30W)

NO.2
(Less than 30W)

NO.3
(Less than 30W)

FT-SF3-00

(Less than 30W)

NO.4
(Less than 30W)

NO.4
(Less than 30W)

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
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NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wujiang City, Jiangsu Province, China 215211
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Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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Slight Series SL6

StrongLED’

CRI

DC Switch on to awesome
‘ 24v J ‘ 2 | ‘ _INDOOR,

COLOR RENDERING COVE
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100%
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RECESS ¢ COVE « CORNICE

SL6-EX100-048WETO0-00

= Slim profile side-lighting linear LED luminaire for interior and commercial lighting applications.
= Choice of Cree, Osram, Lumileds low power LED chip, in range of whites, mono color.

= Uniform color. High brightness, high color rendering index.

= Brightness level of 256. 16 bits contrast control.

= Precision extruded aluminum housing with frosted PMMA diffuser.

= Various mounting bracket options. Customizable fixture housing color, cable entry and length.
= DC24V input. Constant Current Drive for consistent color and long service life.

= Application: Indoor.

Technical Specifications:

LED Type CREE / OSRAM / LUMILEDS SMD
LED Quantity 48 24 6

Power Rating 12W 6 W 1.5W

Luminous Flux 864 Im 4321Im 108 Im

Luminous Efficacy 72 Im/W : 72 Im/W : 72 Im/W

Contrast Level 16bit (65536)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodised extruded Aluminum, frosted PC diffuser

Cable Interconnect PVC Cable=500mm

DIMENSION (it moing race 1000%22*22 mm § 515*22"22 mm § 150%22*22 mm

Weight 0.43 kg : 0.22 kg : 0.06 kg

Pixel Quantity -

Control Gear 0~10V(Dali) / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864ImRag0 | - | 432ImRag0 | - i 108ImRa80 | -
4000K 864imRa80 ! - ! 432ImRa80 ! - \ 108ImRa80 -
3000K 864ImRa80 | 816mRa% | 432ImRa80 | 408ImRa9% | 108ImRa80 i  102ImRa 90
2700K 864 Im Ra 80 : 816 Im Ra 90 : 432 Im Ra 80 : 408 Im Ra 90 : 108 Im Ra 80 : 102Im Ra 90
2400K 624ImRa80 | 576ImRa9 | 312ImRa80 | 288ImRa9% |  78ImRa80 i  72mRa90
2200K 624 Im Ra 80 : 576 Im Ra 90 : 3121m Ra 80 : 288 Im Ra 90 : 78 Im Ra 80 : 72 Im Ra 90
1700K e e e A B
Blue 2161m : 108 Im : 27 Im

Amber 432Im § 2161m § 54 Im

RGB = : = : =

RGB+W - : - : -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 64°*111°

Field Angle (10%) _

Cut-off Angle (50%) -




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm

1000
o] =
515 20
] =
150 8
-] o
Installation Details:
(1 Mounting Bracket: (2 Mounting Bracket: 3 Mounting Bracket:
2PCS 2PCS 2PCS
N
27.8
N
% i L
D e

224201
19.9£0.1
144

S

169

o
£
@

3 Adjustable Tt Bracket

2 Mounting Bracket

Photometry:

Lamp Source: SMD 2835
Beam Angle: 64°*110°

Beam Angle Curve:

64°

System Schematic Diagram:

Candela Distribution Curve

Isolux Curve (Ix)

—/+180 MH(m)
-150 150 ZIANN
N \Y
AN
\
-120 120 4 ¥
1 \\‘
5 )
)
W
6 \\j —— 430
90 90 7| J 1 s6.0
= I —— 290
8 / 22.0
%
— 140
F 91— - / 7.20
-60 60 10— / —F 570
Intensity: cd 3.60
~— C0/180,64.2° 1 —— 290
5 30— €90/270,111.2° — ——— 220
0 0.0 45 9.0
Average Beam Angle (50%): 87.7 degree S(m)
Note: Test data is based on SL6-EX100-048WETO0-00 only.
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
I | | | |
FT-SF3-00

_

NO.1

NO.2 ‘ (Less than 30W)

NO.2
(Less than 30W)

NO.3
(Less than 30W)

NO.4
(Less than 30W)

FT—S!:S—OO

NO.1

Nd.16 ‘ (Less than 30W)

NO.2
(Less than 30W)

NO.3
‘ (Less than 30W)

NO.4
(Less than 30W)

FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

StrongLED’
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STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.

NO. 2888, Linhu Avenue, Foho Economic Development Zone,
Wauijiang City, Jiangsu Province, China 215211
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Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.
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SL6A-EX100-120WETK-40

= Slim profile fine pitch side-lighting linear LED luminaire for interior and commerecial lighting applications.
= Choice of Cree, Osram, Lumileds low power LED chip, in range of whites, mono color.

= Uniform color. High brightness, high color rendering index.

= Brightness level of 256. 16 bits contrast control.

= Precision extruded aluminum housing with frosted PC diffuser.
= Various mounting bracket options. Customizable fixture housing color, cable entry and length.
= DC24V input. Constant Current Drive for consistent color and long service life.

= Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 120 : 60 : 15

Power Rating 9.6 W : 4.8 W : 1.2W

Luminous Flux 960 Im 480 Im 120 Im

Luminous Efficacy 100 Im/W 100 Im/W 100 Im/W

Contrast Level 16bit @ssas)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodised extruded aluminum, frosted PC diffuser

Cable Interconnect PVC Cable=500mm

Dimension witnout mounting bracket 1000%15.5*15.5 mm : 515*15.5*15.5 mm : 150*15.5*15.5 mm
Weight 0.22 kg 0.11 kg 0.03 kg

Pixel Quantity -

Control Gear 0~10V(Dali) / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 960 /mRa80 | {  480ImRag0 | - i 120mRa80 | -
4000K 960 Im Ra 80 480 Im Ra 80 = 120 Im Ra 80 -
3000K 600imRa80 | 480ImRa9 | 300mRa8 | 240lmRa9 | 75ImRa8 |  60ImRag0
2700K 600 Im Ra 80 : 480 Im Ra 90 : 300 Im Ra 80 : 240 Im Ra 90 : 75 Im Ra 80 : 60 Im Ra 90
2400K 600imRa80 i 480ImRa9 | 300mRa8 | 240lmRa9% | 75ImRa8 |  60ImRa90
2200K 600 Im Ra 80 : 480 Im Ra 90 : 300 Im Ra 80 : 240 Im Ra 90 : 75 Im Ra 80 : 60 Im Ra 90
170K | I e e
Blue 180 Im 90 Im : 22.5Im

Amber 360 Im 180 Im 45 1m

RGB - - -

RGB+W - - : -

Tunable White 780 Im : 390 Im : 97.5Im

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 77°*110°

Field Angle (10%) -

Cut-off Angle (50%) -

RECESS ¢ COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
1000

515

150

Installation Details:

1) Mounting Bracket: 2 Mounting Bracket:

2pCs | 2pcs 2PCS
3 3 20.1
: :
202 | - . | =
: 1 : = 20.1
d l] @9[“ 3 d @ J J 1) 3 g 185 217
1 3 o | S y
| i NN |
| | T\ S— €3 vt
amp Source: istributi
Lamp S OSRAM SMD 3014 Candela Distribution Curve Isolux Curve ( Ix
Beam Angle: 77° *110°
~/+180 MH(m)
-150 150 TN |
3NN
MH(m) \“T\i\\
-120 120 Fh(/ Ry
5 N
6 / \ \
\ 36.0
-0 A A\ 300
90 7 \ :
) — 240
8 /| 18.0
/ ;‘ — 120
° zh 6.10
P ;
-60 (! ) 60 10 _L— — 4.90
Intensity: cd v —— 3.00
~— C0/180,76.9° " —— 240
Beam Angel Curve: -30 30— C90/270,1104 i 1.80
0 0.0 45 9.0
77° B Average Beam Angle (50%): 93.7 degree S(m)
A Note:Test data is based on SL6A-EX100-120WETK-40 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.A (Less than 30W ) (Less than 30W) (Less than 30W) (Less than 30W )
LN | | | |
J NO.1 NO.2 NO.3 NO.4
(Less than 30W) (Less than 30W ) (Less than 30W ) (Less than 30W)
NO.2
DC24V N \ \ \ \
e
FT-SF3-00
: i NO.1 NO.2 NO.3 NO.4
i NO' 16 (Less than 30W ) (Less than 30W ) (Less than 30W ) (Less than 30W )
[ e | | | |
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

St L E D® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 — 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,

ro n g ?I"IiﬁggA_IE(?RITAISST(;XSYSOYI\?[E’\[/)ISLI(GcﬁimlgNS)YCSQI'EHI;ITSDCO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
o . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other

m GRAND CAN.YON LED LIGHTING SYSTEMS (SUzHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
_—a NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C € Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.

w CCENIS D +86-512-8286 8008 WP +86-512-8286 8001

1S09001:2008 15014001:2004 @3 globalestrongled.com WWW.StI‘OI‘Ig Ied .Ccom STR-21-10-14-V1
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TUNABLE COLOUR

SL6A-EX100-048WETO0-40

= Slim profile side-lighting linear LED luminaire for interior and commercial lighting applications.
= Choice of Cree, Osram, Lumileds low power LED chip, in range of whites, mono color.

= Uniform color. High brightness, high color rendering index.

= Brightness level of 256. 16 bits contrast control.

= Precision extruded aluminum housing with frosted PMMA diffuser.
= Various mounting bracket options. Customizable fixture housing color, cable entry and length.
= DC24V input. Constant Current Drive for consistent color and long service life.

= Application: Indoor.

Technical Specifications:

StrongLED’

Switch on to awesome

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 48 : 24 : 6

Power Rating 12W : 6W : 1.5W

Luminous Flux 864 Im 4321Im 108 Im

Luminous Efficacy 72 Im/W 72 Im/W 72 Im/W

Contrast Level 16bit @ssas)

Brightness Level 256

Input Voltage DC24V

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Anodised extruded aluminum, frosted PC diffuser

Cable Interconnect PVC Cable=500mm

Dimension (winout mounting bracket 1000%15.5*15.5 mm : 515*15.5*15.5 mm : 150*15.5*15.5 mm
Weight 0.22 kg 0.11 kg 0.03 kg

Pixel Quantity -

Control Gear 0~10V(Dali) / J-Link

Ingress Protection _

Life Span =50000 hours

Application Indoor

Colour Standard Specifications

5000K 864ImRag0 | - | 432ImRag0 | - i 108ImRa80 | -
4000K 864 Im Ra 80 : = ! 432ImRa80 : = : 108 Im Ra 80 : =
3000K 864ImRa80 | 816ImRa9 | 432ImRa80 | 408ImRa% | 108ImRa8 i  102ImRa90
2700K 864 Im Ra 80 816 Im Ra 90 432 Im Ra 80 408 Im Ra 90 108 Im Ra 80 102Im Ra 90
2400K 624ImRa80 | 576lmRa90 | 312ImRa80 | 288ImRa9 | 78mRa8 |  72mRa90
2200K 624 Im Ra 80 : 576 Im Ra 90 : 312 Im Ra 80 : 288 Im Ra 90 : 78 Im Ra 80 : 72 Im Ra 90
1700K T e e e B
Blue 2161Im : 108 Im : 27 Im

Amber 4321m 2161Im 54 Im

RGB - - -

RGB+W - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 77°*110°

Field Angle (10%) -

Cut-off Angle (50%) -

RECESS ¢ COVE « CORNICE




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
1000

515

Installation Details:

1) Mounting Bracket: 2 Mounting Bracket: (3 Mounting Bracket:

2PCS 2PCS 2PCS
] o1 ;
[

{147 | R e ] =
7] o

15.5
16.9

@ Adjustable

Tilt Bracket

2Mounting bracket

Lamp Source: SMD 2835
Beam Angle: 77° * 110°

-/+180

Isolux Curve (Ix)

MH(m)
\ N\
2 NN
[ ) \\“,
5 ; \\x
i
6 / x] \ 47.0
- 390
7 I
/ ‘ 31.0
8 /| 24.0
/ r‘ —
ol | / 16.0
B Py 7.90
1 |/ —— 630
Intensity: cd 10— ) 3.90
— C0/180,77.4° 11 3'10
—— (C30/210,84.2° —t .
Beam Angel Curve: 80 £60/240.105.0° — ——— 240
0 €90/270,111.0° 00 75 90
77 e Average Beam Angle (50%): 94.4 degree S(m)
s Note:Test data is based on SLEA-EX100-048WETO0-40 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.A (Less than 30W ) (Less than 30W) (Less than 30W) (Less than 30W )
R ‘ ‘ ‘ ‘
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
NO.2 (Less than 30W) (Less than 30W ) (Less than 30W ) (Less than 30W)
DC24V _NO. \ \ \ \
el |
FT-SF3-00
: i NO.1 NO.2 NO.3 NO.4
i NO’ 16 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
[ s | | |
FT-SF3-00

Note: Please refer to the controller series specifications for detailed control panel and controller connection.

STRONGLED LIGHTING SYSTEM GROUP
STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD.
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD.

StrongLED’

GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO., LTD.
m NO. 2888, Linhu Avenue, Foho Economic Development Zone,
C € @’ Wujiang City, Jiangsu Province, China 215211
A PRsii & +86-512-8286 8008 U +86-512-8286 8001
1S09001:2008 1S014001:2004 3 globalestrongled.com

Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
brands or product names are trademarks or registered trademarks of their respective owners.
All values are typical values measured under laboratory conditions. Due to continuous
improvements and innovations, specifications may change without prior notice.

www.strongled.com

STR-21-10-14-V1



Slight Series SL6B

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SL6B-EX100-240WETK-00

= Slim profile fine pitch dual side-lighting linear LED luminaire for interior and commercial lighting applications.
Choice of Cree, Osram, Lumileds low power LED chip, in range of whites, mono color.

Uniform color. High brightness, high color rendering index.

Brightness level of 256. 16 bits contrast control.

Precision extruded aluminum housing with frosted PMMA diffuser.

Various mounting bracket options. Customizable fixture housing color, cable entry and length.
DC24V input. Constant Current Drive for consistent color and long service life.

Application: Indoor.

Technical Specifications:

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)

240
19.2W
1920 Im

100 Im/W

1000*25*20 mm

CREE / OSRAM / LUMILEDS SMD

192 § 120 § 72
15.36 W : 9.6 W : 576 W
1536 Im : 960 Im § 576 Im
100 Im/W 5 100 Im/W 5 100 Im/W

16b|t (65536)
256
DC24V
-40°C~50°C

10%~95%RH
Anodised extruded Aluminum, frosted PC diffuser
PVC Cable=500mm

800*25*20 mm 500*25*20 mm 300*25*20 mm

Weight 0.6 kg 0.48 kg 0.3kg 0.18 kg
Pixel Quantity -

Control Gear 0~10V(Dali) / J-Link

Ingress Protection -

Life Span =50000 hours

Application Indoor

Colour : Standard Speciﬁcations :

5000K 1920 Im Ra 80 | - © 1536 Im Ra 80 | - © 960IMRa80 | - ! 576ImRa80 | -
4000K 1920 Im Ra 80 ! = i 1536 Im Ra 80 ! = { 960IMRa80 ‘! = { 576ImRa80 ! =
3000K 1200ImRa80 | 960ImMRa90 | 960ImRa80 | 768ImRa90 : 600ImRa80 i 480IMRa90 | 360ImRa80 | 288ImRa90
2700K 1200/mRa 80 i 960IMRa9 | 960ImMRa80 | 768ImRa90 | 600IMRa80 : 480IMRa9 | 360IMRa80 : 288Im Ra 90
2400K 1200ImRa80 | 960ImRa90 | 960ImRa80 | 768ImRa90 i 600ImRa80 | 480IMRa9 | 360ImMRa80 | 288ImRa90
2200K 1200/mRa 80 : 960ImRa90 | 960IMRa80 : 768ImMRa90 | 600IMRa80 : 480ImMRa9 | 360ImRag0 : 288Im Ra 90
1700K - § - : - § - : - § - : - ; -

Blue 360 Im 288 Im § 180 Im § 108 Im

Amber 720 Im 576 Im : 360 Im : 216 Im

RGB - = : = : =

RGB+W - - - -

LED Type CREE / OSRAM / LUMILEDS SMD

Beam Angle (50%) 111°* 180°

Field Angle (10%) -

Viewing Angle




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm
‘ 1000 £2 ‘

) 800+ 1 ‘

‘ 500:+0.5 ‘

27.9

300+0.5

Installation Details:
26.8 o

Mounting Bracket: 2PCS h—o

3
2201

Lamp Source: OSRAM SMD 3014 Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 111°*180°

—/+180 MH(m)
-150 150 | 1 / N
LY
-120 120 4 ‘ / ) i
—" ) \
5 / |
/ |
6 ! i
e 7T —— 910
% 7L L~ /1 / 780
J i —— 6.00
8 450
‘ N P —— 3.0
= 1.50
60 T — 120
o - —— 076
Intensity: cd
. C0/180,179.2° " - ——— 060
30 — C80/210,163.9° L ——— 045
— C60/240,117.4°
Beam Angle Curve: €90/270,111.1° 0.0 45 9.0
Average Beam Angle (50%): 142.9 degree S(m)
e Note: Test data is based on SL6B-EX030-072WETK-00 only.
System Schematic Diagram:
J-TOUCH
NO.1 NO.2 NO.3 NO.4
NO.1 ‘ (Less than 30W) ‘ (Less than 30W) ‘ (Less than 30W) ‘ (Less than 30W)
FT-SF3-00
NO.1 NO.2 NO.3 NO.4
NO.2 (Less than 30W) (Less than 30W) (Less than 30W) (Less than 30W)
pcaav| | \ \ \ \
FT-SF3-00
: : NO.1 NO.2 NO.3 NO.4

" NO.16 | (Less than 30W) | (Less than 30W) | (Less than 30W) | (Less than 30W)

FT-SF3-00
Note: Please refer to the controller series specifications for detailed control panel and controller connection.
® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
t ro n g L E D STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD. City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,

FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD. Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other

ﬂ GRAND CAN_VON LED LIGHTING SYSTEMS (SUzHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
- NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
w cCens &P +86-512-8286 8008 D +86-512-8286 8001
1S09001:2008 15014001:2004 03 globalestrongled.com WWW.Strong Ied .com STR-11-12-14-V1
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LED TYPE

Cree XB-D high power LED. Beam angle: 100°

Various mounting options for application needs.

DC24V input. Dimmable.
Application: Indoor

Technical Specifications:

Uniform light. High brightness, high color rendering index.
Anodised aluminum profile with high light transmittance frosted PC diffuser.
Seamless line of lights when light fixtures are joined in a unique cable-less link design for a fast and neat installation.

StrongLED’

Switch on to awesome

RECESS « COVE « CORNICE

SM1-EX030-006 WEHB-40

Elegant slim high power linear LED light bar for interior and commercial lighting applications

Fixture housing colors can be customized according to customer requirements.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension (without mounting bracket)
Weight

Pixel Quantity

Control Gear

Ingress Protection

Life Span

Application

CREE XB-D High Power LED
6
7.2W
636 Im
88 Im/W
16bit @ssse)
256
DC24V
-40°C~50°C
10%~95%RH
Anodised extruded aluminum, frosted PC diffuser
PVC Cable=500mm
305*16*17.2mm
0.11 kg
0~10V(Dali) / J-Link
=50000 hours
Indoor

Colour
5000K
4000K
3000K
2700K
2400K
2200K
1700K
Blue
Amber
RGB
RGB+W

636 Im Ra 80
618 Im Ra 80
570 Im Ra 80
510 Im Ra 80

480 Im Ra 80

Standard Specifications

540 Im Ra 90
! 480 Im Ra 90

LED Type

Beam Angle (50%)
Field Angle (10%)
Cut-off Angle (50%)

CREE XB-D
101°




RECESS ¢ COVE « CORNICE

Dimension Details:

> unit: mm 305

I “ L]

Installation Details:

1 Mounting Bracket:
2PCS

@ Connector:
2PCS

(2) Mounting Bracket:
2PCS

I Mounting bracket TMounting bracket

19

s ] v 16
= 7 ; DC plug 351.35 (3 Connector
-"m'.ﬂ (072 o ——
[ o\ s —
el
=7 © « (2Adjustable tilt bracket
S DC plug 35135 —
Connection complete
Photometry:
Lamp Source: CREE XB-D Candela Distribution Curve Isolux Curve (Ix)
Beam Angle: 101°
Field Angle: 162° ~/+180 MH(m)
/ \ \
/ / [N
3= \ :
\ \\
: ARL
- JT1T)
5 |
iR
y
oAU e
71 /] —— 160
S —— 130
8 A 9.60
. S —— 640
P 3.20
10—+ ——— 260
yd ——— 160
11 A 1.30
1 ——— 096
0.0 45 9.0
Average Beam Angle (50%): 102.3 degree S(m)

Note: Test data is based on SM1-EX030-006WEHB-40 only.

System Schematic Diagram:

J-TOUCH

NO.1 NO.2 NO.3  eeveee NO.100

NO.1 ‘ ’ ‘ ' ‘

FT-PWM3-00

NO.1 NO.2 NO.3  weees NO.100
DC24V NO.2 | | | |
FT-PWM3-00

: : NO.1 NO.2 NO.3  =+-ee- NO.100
‘ NO.16 ‘ ‘ ‘

FT-PWM3-00
Note: Please refer to the controller series specifications for detailed control panel and controller connection.
® STRONGLED LIGHTING SYSTEM GROUP Copyright © 2010 - 2014 Strong LED Lighting Systems (Cayman) Co., Ltd. All rights reserved.
t ro n g L E D STRONG LED LIGHTING SYSTEMS (CAYMAN) CO., LTD. City Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,

FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
SHANGHAI GRAND CANYON LED LIGHTING SYSTEMS CO., LTD. Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other

ﬂ GRAND CAN_VON LED LIGHTING SYSTEMS (SUzHOU) CO., LTD. brands or product names are trademarks or registered trademarks of their respective owners.
- NO. 2888, Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C E Wujiang City, Jiangsu Province, China 215211 improvements and innovations, specifications may change without prior notice.
w cCens &P +86-512-8286 8008 D +86-512-8286 8001
1S09001:2008 15014001:2004 03 globalestrongled.com WWW. St ron g Ied .com STR-10-12-14-V1



Spot Series SP1B

StrongLED’

Switch on to awesome

DIMMABLE ;EJ

CREE
OSRAM
I.IJMILEDS

SP1B-M0051-0006CTA-00

= Mid-size, low profile high brightness LED pixel node light.

= Suitable for application on building facade mullion intersections for a distinctive lighting decoration or mounted into a node array formation
to create huge colorful graphic display.

= Qutdoor, weather-proof sealed with IP66 rating. Build-in protection against static discharges.

= |njection molded aluminum body with clear prismatic diffuser. Easy and flexible mounting methods and installation.

= Choice of Cree, Osram, Lumiled 3535 SMD LEDs in 12 LEDs and 9 LEDs nodes configuration. Excellent and consistent color mixing.

= |nput voltage DC24V. Constant current drive, PWM contrast control, RGB contrast levels of 65536.

= Customized casing color available for perfect integration to architectural intent.

Technical Specification:

SPOT LIGHTS « DOVE/PIXEL LIGHTS

LED Type

LED Quantity 6 : 4
Power Rating 1.44W : 0.96W
Luminous Flux 108 Im 721Im
Luminous Efficacy 75 Im/W : 75 Im/W
Contrast Level 16bit*3 (6ss3e65536°65536 )

Brightness Level 256

Viewing Angle =80°

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

Operating Humidity
Material (Housing)
Cable Interconnect

CREE / OSRAM / LUMILEDS SMD

10%~95%RH
Injection molded aluminum with clear prismatic PMMA diffuser
PVC cable with waterproof connectors=500mm

Dimension ®51*43.5mm

Weight 0.14kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 108 Im Ra 80 721m Ra 80
4000K 108 Im Ra 80 : 72 Im Ra 80
3000K 108 Im Ra 80 721m Ra 80
2700K 108 Im Ra 80 72Im Ra 80
2400K 78Im Ra 80 : 52Im Ra 80
2200K 78 Im Ra 80 52 Im Ra 80
1700K - -

Blue 27Im : 18 Im
Amber 54Im § 36 Im
RGB 42Im 28 Im

RGB+White




SPOT LIGHTS « DOVE/PIXEL LIGHTS

Dimension Details:

>> unit: mm

~ ==

=

Installation

Mounting screw

Mounting base Lamp casing

Lamp Source: CREE SMD 3535
Beam Angle: 80°

Candela Distribution Curve

Isolux Curve (Ix)

MH(m)
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T 0.9000 —— 0.1200
Average Beam Angle (50%): 73.8 degree — 0.6000 — 0.0900
Note: Test data is based on SP1B-M0051-0006CTA-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170

R

DC24Vv

DC24Vv

(lNustration: Each light fixture is one pixel)
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Spot Series SP3B

StrongLED’

Switch on to awesome

DIMMABLE ;EJ

SPOT LIGHTS « CEILING LAMP

CREE
OSRAM
I.IJMILEDS

SP3B-M0070-0012CTA-00

= Mid-size, low profile high brightness LED pixel node light.

= Suitable for application on building facade mullion intersections for a distinctive lighting decoration or mounted into a node array formation
to create huge colorful graphic display.

= Qutdoor, weather-proof sealed with IP66 rating. Build-in protection against static discharges.

= |njection molded aluminum body with clear prismatic diffuser. Easy and flexible mounting methods and installation.

= Choice of Cree, Osram, Lumiled 3535 SMD LEDs in 12 LEDs and 9 LEDs nodes configuration. Excellent and consistent color mixing.

= |nput voltage DC24V. Constant current drive, PWM contrast control, RGB contrast levels of 65536.

= Customized casing color available for perfect integration to architectural intent.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 12 : 9
Power Rating 2.88W 2.16W
Luminous Flux 216 Im : 162 Im
Luminous Efficacy 75 Im/W. 75 Im/W
Contrast Level 16Dbit*3 (6ss3665536°65536 )

Brightness Level 256

Viewing Angle =80°

Input Voltage DC24v

Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect
Dimension

Weight

Pixel Quantity
Control Gear
Ingress Protection
Life Span
Application

-40°C~50°C
10%~95%RH
Injection molded aluminum with clear prismatic PMMA diffuser
PVC cable with waterproof connectors =500mm
®70*50.77mm
0.32kg
1
DMX
IP 66
=50000 hours
Outdoor

Colour

Standard Specifications

5000K 216 Im Ra 80 : 162 Im Ra 80
4200K 216 Im Ra 80 : 162 Im Ra 80
3000K 216 Im Ra 80 : 162 Im Ra 80
2700K 216 Im Ra 80 : 162 Im Ra 80
2200K - : -

Blue 54 Im 40.5Im
Amber 108 Im : 811m
RGB 84 Im : 63 Im
RGB+W - : -




Dimension Details:

>> unit: mm

SPOT LIGHTS « CEILING LAMP

Photometry:

Installation

Mounting base Mounting screw Lamp casing

Lamp Source: CREE SMD 3535
Beam Angle: 80°

System Schematic Diagram:

-120

Candela Distribution Curve
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DMX Interface

Average Beam Angle (50%): 82.8 degree
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Note: Test data is based on SP3B-M0070-0012CTA-00 only.
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Spot Series SP5B

StrongLED’

Switch on to awesome

DIMMABLE ;EJ

CREE
OSRAM
I.IJMILEDS

SPOT LIGHTS « NODE/PIXEL LIGHTS

SP5B-M0100-0018CTA-00

= Mid-size, low profile high brightness LED pixel node light.

= Suitable for application on building facade mullion intersections for a distinctive lighting decoration or mounted into a node array formation
to create huge colorful graphic display.

= Qutdoor, weather-proof sealed with IP66 rating. Build-in protection against static discharges.

= |njection molded ,olded aluminum body with clear prismatic diffuser. Easy and flexible mounting methods and installation.

= Choice of Cree, Osram, Lumiled 3535 SMD LEDs in 12 LEDs and 9 LEDs nodes configuration. Excellent and consistent color mixing.

= |nput voltage DC24V. Constant current drive, PWM contrast control, RGB contrast levels of 65536.

= Customized casing color available for perfect integration to architectural intent.

Technical Specification:

LED Type CREE / OSRAM / LUMILEDS SMD

LED Quantity 24 18
Power Rating 5.76W : 4.32W
Luminous Flux 4321Im 324 1m
Luminous Efficacy 75 Im/W : 75 Im/W
Contrast Level 16bit*3 (ssas+6ssss6-6ss36)

Brightness Level 256

Viewing Angle =80°

Input Voltage DC24Vv

Operating Temperature -40°C~50°C

Operating Humidity 10%~95%RH

Material (Housing) Injection molded aluminum with clear prismatic PMMA diffuser

Cable Interconnect PVC cable with waterproof connectors=500mm

Dimension ®100*69mm

Weight 0.46kg

Pixel Quantity 1

Control Gear DMX

Ingress Protection IP 66

Life Span =50000 hours

Application Outdoor

Colour Standard Specifications

5000K 432 1Im Ra 80 324 Im Ra 80
4000K 432 Im Ra 80 : 324 Im Ra 80
3000K 432 Im Ra 80 § 324 Im Ra 80
2700K 432 1m Ra 80 : 324 Im Ra 80
2400K - -
2200K = : -

1700K - -

Blue 108 Im : 811m
Amber 2161m § 162 Im
RGB 168 Im : 126 Im
RGB + White - : -




SPOT LIGHTS « DOVE/PIXEL LIGHTS

Dimension Details:

>> unit: mm

Installation

Mounting base  Mounting screw Lamp casing

Lamp Source: CREE SMD 3535 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 80°
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Note: Test data is based on SP5B-M0100-0018CTA-00 only.
System Schematic Diagram:
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24V
DMX Interface
NO.1 NO.5 NO.6 NO.10 NO.11 NO.170
DC24V DC24V DC24Vv
(lNustration: Each light fixture is one pixel)
St L E D® STRONGLED LIGHTING SYSTEM GROUP gopyLrifght %201/0 - 20104 St';ongl LSED Liggting Ssystemsl(Cayn;an) Cc};., Ltd. CII rig:]tskre’:s_?ltlei.
ity Life, i-City Vision, City Pearl, StrongCont, StrongPlayer, StrongPower, Versalink, FT-Link,
ro n g g;iﬁgﬁA_IE(?RITAISSEXSYS()Y;[EE“[,)ISI_I(GC:¥|’\I<|12NS)Y(:SQI'EHI;ITSI:)CO LD FT-MASTER, J-Link, J-net, Mini-MASTER are either registered trademarks or trademarks of
GRAND CANYON LED LIGHTING SYSTEMS (SUZHOU) CO lYLTD . Strong LED Lighting Systems (Cayman) Co., Ltd. in China and / or other countries. All other
m NO. 2888, Linhu A Foho £ . D( ‘ ) . 2 . brands or product names are trademarks or registered trademarks of their respective owners.
_—a - , Linhu Avenue, Foho Economic Development Zone, All values are typical values measured under laboratory conditions. Due to continuous
C € @’ W“ujlang City, Jiangsu Provmce,.Cahma 215211 improvements and innovations, specifications may change without prior notice.
w CCENTS +86-512-8286 8008 +86-512-8286 8001
1S09001:2008 1S014001:2004 @3 globalestrongled.com WWW.StI’O ng Ied . CO m STR-30-10-14-V1




Strip Series STP

StrongLED’

Switch on to awesome

FLOODLIGHT « WALL WASHER
WALL GRAZER

STP-M1000-0036CHX-00

Elegant High power linear LED luminaire for outdoor illumination of buildings, bridges, monuments in floodlighting, wall washing and grazing applications.
Beam projection distance greater than 10 meters.

16 bits contrast depths and 256 brightness levels with dynamic current regulating for consistent and smooth colour changes.

Cree or Lumileds High power LEDs in whites, mono colour and RGB. Choices of beam angles.

Rugged built, efficient and effective thermal design aluminum housing for stable operation and long service life.

Seamless line of light with no dark spaces at joints when connected in cascade.

Easy and neat installation with adjustable mounting brackets and cable stowed compartment.

36V DC input. DMX with automatic addressing function.

IP66 rated; protective vent, waterproof quick-click connectors.

Technical Specification:

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2/LUMILEDS REBEL

36 (1W) : 18 (1W) § 9 (1W)
43.2W ; 21.6W ; 10. 8W
3816 Im 1908 Im 954 Im
88 Im/W : 88 Im/W : 88 Im/W
1 Gblt*3 (65536*65536"65536)

256
DGC24V
-40°C~50°C

10%~95%RH
Powder-coated extruded aluminum with clear tempered glass diffuser
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene=500mm

Dimension (without mounting bracket) 1000*68.6*60mm g 515*68.6*60mm g 275*68.6*60mm
Weight 5.2kg : 2.7kg : 1.4kg
Pixel Quantity 1

Control Gear 0~10V / DMX

Ingress Protection IP 65

Life Span =50000 hours

Application Outdoor

Colour Standard Specification

5000K 3816 Im Ra 80 § 1908 Im Ra 80 § 954 Im Ra 80
4000K 3708 Im Ra 80 : 1854 Im Ra 80 : 927 Im Ra 80
3000K 3420 Im Ra 80 § 1710 Im Ra 80 § 855Im Ra 80
2700K 3060 Im Ra 80 : 1530 Im Ra 80 : 765Im Ra 80
2400K - : . : _
2200K = : = : =
1700K 2880Im - 1440 1m - 720lm -
Blue 1188 Im : 594 Im : 297 Im
Amber 2052 Im § 1026 Im § 513 Im
RGB 2280 Im : 1140 Im : 570 Im
RGB + White _ : _ : _

LED Type Beam Angle

CREE XP - E2 9°/15°/23°/30°/ 15° *38° / 12° *30°

LUMILEDS REBEL
CREEXM-L(4IN1)

9°/17°/23°/33°/12°*31°/ 9° *37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

1000

68.6
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Installation Details:
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Lamp Source: CREE XP-E2
Beam Angle: 23°

Candela Distribution Curve

System Schematic Diagram:

DMX Interface

Isolux Curve (Ix)
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Time Appear Series TA2A

)
LANDSCAPE

i

= \lersatile triangle-shaped high power led flood light, suitable for architectural and landscape lighting applications.
Cree or Lumileds high power led in whites and mono colors. Choice of beam angles.

Brightness level of 256 and 16 bits contrast control for consistent and smooth color change effects.

Powder coated die cast aluminum with good heat dissipation and clear tempered glass diffuser.

Choice of constant current or DC24V input. DMX control. Rated IP66.

Technical Specification:

StrongLED’

Switch on to awesome

FLOODLIGHT « WALL WASHER
WALL GRAZER

TA2A-M0130-0003CHX-00

LED Type

LED Quantity
Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level
Input Voltage
Operating Temperature
Operating Humidity
Material (Housing)
Cable Interconnect

CREE XP-E2 / LUMILEDS REBEL
3 (1W)
3.6W
318 Im
88 Im/W
1 6b|t (65536)
256
DC24V
-40°C~50°C
10%~95%RH
Powder coated die cast aluminum
Signal/Power: PVC cable with waterproof connectors=500mm

Dimension 131*48*115.3mm
Weight 0.9kg

Pixel Quantity 1

Control Gear DMX
Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 318 Im Ra 80
4000K 309 Im Ra 80
3000K 285Im Ra 80
2700K 255Im Ra 80
2400K -

2200K _

1700K 240 Im -
Blue 99 Im
Amber 171 Im

RGB -

RGB + White _

LED Type Beam Angle
CREE XP - E2 9°/15°/23°/ 30°/15*38°/ 12°*30°

LUMILEDS REBEL
CREEXM-L(4IN1)

9°/17°/23°/33°/12°*31°/ 9°*37°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm

131
87

115.3

32.4
48

Lamp Source: CREE XP - E2 Candela Distribution Curve Isolux Curve ( Ix)
Beam Angle: 23°
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Note: Test data is based on TA2A - M0130 - 0003CHX - 00 only.

System Schematic Diagram:

NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
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DMX Interface
NO.1 NO.10 NO.11 NO.20 NO.21 NO.170
DC24V DC24V DC24V

(lllustration: Each light fixture represents one pixel)
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Trans Formers Series TF1A

IP
66 N
=l FLOOD LIGHT
110v/
220V

0 LANDSCAPE

@%%

?\

LED TYPE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

TF1A-L0275-0005XHX-00

= Elegant high power outdoor RGBW LED floodlight for architectural, monument, bridges and landscape lighting applications.

High power Cree in whites and RGBW. Output power up to 40W.

Stainless steel mounting frame and tilt adjustable up to 180°.

AC110V ~ 220V input; DMX control; Ingress Protection IP66.

Technical Specification:

Customizable housing color and selection of other models in different power configurations.

Brightness control of 256 and 10 bits contrast control level for smooth and consistent color change effect.
Precision die-cast aluminum housing with efficient heat dissipation fins and anti-glare cover on deep-seated light emitters.

LED Type
LED Quantity
Power Rating
Luminous Flux

CREE XM-L/XM-L2 (4IN 1)

5
40W
1750 Im

Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material(Housing)
Cable Interconnect

44 Im/W
10b|t*4 (1024*10241024*1024)
256
AC110V~220V
-40°C~50°C
10%~95%RH

Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

Dimension ithout mounting bracket 275%100%199.7mm
Weight 4.3kg
Pixel Quantity 2
Control Gear DMX
Ingress Protection IP 66

Life Span =50000 hours
Application Qutdoor
Colour Standard Specification
5000K 2900 Im
4000K 2500 Im
3000K 21251m
2700K 1930 Im
2400K -
2200K -
1700K -

Blue -
Amber -

RGB -

RGB + White 1750 Im
LED Type Beam Angle
CREE XP-E2 -

LUMILEDS REBEL
CREE XM-L / XM-L2

10°/15°/20°/25°/30°/60°/ 10°*40° / 10°70°




FLOODLIGHT ¢ WALL-WASHER ¢« WALL-GRAZER

Dimension Details:

> unit: mm . ‘
i QQOOQ b g Hé:
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Installation Details:
269203
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Rotation Angle Curve: . 4 ABA;:mting
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Lamp Source: CREE XM-L / XM-L2
Beam Angle: 22°
Field Angle: 34°

Candela Distrbution Curve
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Note: Test data is based on TF1A-L0275-0005XHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
DMX Interface AC110V~220V AC110V~220V Act11ov-220v
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
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(HNustration: Each light fixture represents two pixel)
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LED TYPE

StrongLED’

Switch on to awesome

WALL GRAZER

FLOODLIGHT « WALL WASHER

TF8A-L0579-0040XHX-00

= Elegant high power outdoor RGBW LED floodlight for architectural, monument, bridges and landscape lighting applications.

High power Cree in whites and RGBW. Output power up to 320W.

Stainless steel mounting frame and tilt adjustable up to 180°.

AC110V ~ 220V input; DMX control; Ingress Protection IP66.

Technical Specification:

Customizable housing color and selection of other models in different power configurations.

Brightness control of 256 and 10 bits contrast control level for smooth and consistent color change effect.
Precision die-cast aluminum housing with efficient heat dissipation fins and anti-glare cover on deep-seated light emitters.

LED Type

LED Quantity

Power Rating
Luminous Flux
Luminous Efficacy
Contrast Level
Brightness Level

Input Voltage
Operating Temperature
Operating Humidity
Material(Housing)
Cable Interconnect
Dimension (without mounting bracket)

CREE XM-L/XM-L2 (4IN 1)
40
320W
14000 Im
44 Im/W
10b|t*4 (1024*10241024*1024)

256
AC110V~220V
-40°C~50°C
10%~95%RH

Powder coated die cast aluminum with clear tempered glass diffuser on steel frame
Signal cable: PVC cable with waterproof connectors =500mm; Power cable: Neoprene =500mm

578.5%291.5*339.7mm

Weight 34kg
Pixel Quantity 2
Control Gear DMX
Ingress Protection IP 66

Life Span =50000 hours
Application Outdoor
Colour Standard Specification
5000K 23200 Im
4000K 20000 Im
3000K 17000 Im
2700K 15440 Im
2400K -
2200K -
1700K -

Blue -
Amber -

RGB -

RGB + White 14000 Im
LED Type Beam Angle
CREE XP-E2 -

LUMILEDS REBEL
CREE XM-L / XM-L2

10°/15°/20°/25°/30°/60°/ 10°*40° / 10°70°




FLOODLIGHT ¢ WALL-WASHER ¢ WALL-GRAZER

Dimension Details:

> unit: mm
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Installation Details:

Mounting Bracket: 1PCS

5705

IEWWWWW@||||H||||||||||||||||||3

Rotation Angle Curve: E
180° N §I: B ﬁ
() o [ - o
]
Photometry:
Lamp Source: CREE XM-L / XM-L2 Candela Distrbution Curve Isolux Curve (Ix)
Beam Angle: 13°
Field Angle: 24° —/+180 MH(m)
Cut-off Angle: 30° }
fl
3 |
Al
sl
) I
6 / 24800
4 / )I 20800
/ —— 16800
8 “ 12800
/ | ——— 8000
9 4160
-60 /2000t 60 A —— 3360
| /
L] Intensity: cd / 2080
. ~— C0/180,12.8° 1L —— 1680
_30 30 — €90/270,12.7° ! ———— 1280
0 0.0 45 9.0
S(m)
Average Beam Angle (50%): 12.8 degree
Note: Test data is based on TF8A-L0579-0040XHX-00 only.
System Schematic Diagram:
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
AC110V~220V AC110V~220V AC1i0V~220V
DMX Interface c110v-220 c10v-220 c110v-220
NO.1 NO.10 NO.11 NO.20 NO.21 NO.85
AC110V~220V AC110V~220V AC110V~-220V
(HNustration: Each light fixture represents two pixel)
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StrongLED’

CONTROLLER Switch on to awesome

CONTROLLER « SOFTWARE

Features:

U-DMX is a DMX controller for on-line and as standalone controller for LED lightings in architectural and landscape lighting applications.
Portable and all-in-one design with built-in DC24V make it's a powerful a field tester for a DMX lighting installation. It outputs standard DMX
which control up to 170 RGB lights or Extended DMX for 256 RGB lights. Connect to a computer via USB link for on-line control with any DMX
compatible control software or as a standalone with 11 preset light control programs. All control and operation indications are conveniently
placed on the front panel. All control ports are opto-coupled for protection against electrical surge damages.

RISC 32-bit high performance microprocessor chip as the core controller.

DMX control port with automatic addressing function, standard DMX or Extended DMX signal. Opto-coupler isolation to protect against
electrical surges damages.

DC24 V outlet, max 60 W.

USB port for connection to a computer for on-line control.

Operation push buttons, 6 working status indicator light.

Operating Temperature: 0°C ~70 °C.

Operating Humidity: 0 ~ 70% RH, indoor environment.
= Power Input: AC110V ~ 260V / 50 hz, 1 W.
Dimensions: 150 * 90 * 55 mm.

Weight: 0.8 kg.

Dimension Details:

>> unit: mm
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Port Function Details:

CONTROLLER ¢ SOFTWARE

Indicators
|
O+ —— ing Indi
LED1 LED2 LED3 UsSB — = “ Operating Indicator
O O 0O 0O 0 O - — )
[ I cusroon crams Act11ov~260v ——{ (@)} On/Off Switch
[ e e -
StrongLED*
U-DMX
www.strongled.com
—
DC24V Output w —— DMX Output Port
32
No

1.Indicator Function

Program — Indicators Selected Program;

DMX512/DMX —Indicator Light "ON":DMX512 Selected;

Indicator light "OFF" : Extended DMX Slected on RGB control;

Indicator light "Flashing": Extended DMX selected on RGBW control.

CFGing — “ON” Auto-addressing in operation; “OFF” Auto-addressing Complete.
Runing — “ON” Auto-addressing in operation; “OFF” Auto-addressing Complete.

2. Push Buttom Function

Run/Stop — Run/Stop Operating program.

Up T — Program selection>>Program1>>Program11.
Down | — Program selection>>Program11>>Program1.
CFG — Activate online address facture.

DMX512/DMX — Select DMX512 or Extended DMX..
Mode — Factory Setting.

3. Operating Function Chart

Indicator 1, 2, 3 .
Program L ED1 LED2 LED3 Desorption
0 X X X Computer control
1 X X \V Program1: Red
2 X vV x Program?2: Green
3 X vV \V Program3: Blue
4 Vv x x Program4: White
5 vV x Vv Program5: Yellow
6 Vv vV x Program6: Purple
7 Vv Vv Vv Program7: Cyan
8 Vv Vv Vv Program8: All On (White for RGB)
9 Vv vV vV Program9: 7 color change
10 Vv vV vV Program10: RGBW
11 vV v vV Program11: 7 color chasing
Note: Indicator light— “\/” ON, “x” OFF.
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256

AC110V~260V ‘ ‘
DC24V DC24Vv
UsB

StrongLED’
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StrongLED’

CONTROLLER Switch on to awesome

SCALABLE

3 WIFI
ZIGBEE

WIRELESS

2

PROGRAM

WEIGHT,

CONTROLLER « SOFTWARE

VCC 5000

Features:

VCC 5000 is a standalone DMX light controller for architectural and landscape lighting control applications. It is a standalone unit and operates independent
of a computer. Designed with 16 DMX universes capability, it is economical, easy to fit, configures and installs for small to medium scale lighting control.
VCC 5000 uses a high performance dual-core embedded RISC computer as the core platform, running a real-time operating system and real-time clock,

it will playback from a playlist of lighting effects according to preset timing.VCC 5000 supports flash animation program (*. SHW lighting program control file)
developed on StrongLED ColorMaster. Stored and playback using in SD card.

DMX - 1600 /0 ports are opto-coupled to protect against electrical surge (3 KVA).
RISC 32-bit dual-core embedded industrial control computer as core control real-time operating system.
Full color 3.5 -inch LCD display, 10 capacitive touch sensitive operation buttons, five running status indicator lights.

RJ45 port to connect for remote control via network.

SD Card slot, 8G max for light control play program.

= J-Link connector for connection to a remote touch control panel or bluetooth wireless control panel.
ARS232 interface, used to connect to Zigbee, 3G, 4G remote wireless control modules.

= 2 high-speed back plane communication for connection to the system, can control up to 50,000 pixels at 30 frames/sec refresh rate.
= Built-in light control effects for testing during installation, commissioning and maintenance.

= QOperating Temperature: -20°C~ 55C.

= Operating Humidity: 0 ~70% RH, (indoor environment).

= Power Input: AC110V ~ 260V/ 50 Hz, 30W.

= Dimensions: 285 * 246 * 110 mm.

= Weight: 2.7 kg.



CONTROLLER ¢ SOFTWARE

Dimension Details:

>> unit: mm
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Port Function Details:
StrongLED
—SD Card —RS232
Slot
= =
e DOVOOJ0C0000000T 4 vees000
=== +—— Power Switch
L AC110V~260V High speed backplane
® © ° o Input communication port B
=) Q:n High speed backplane
t L J-Link Port communication port A
RJ45
System Schematic Diagram
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
DC24V DC24Vv DC24V
NO.1 NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
Sub-contronller_nNO.2 ... L. .
DMX-X16A/B ‘ ‘
: DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
NO16 . e
- DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
DC24V DC24V DC24V
NO.1 NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
DMX-X16A/B ‘ ‘
DC24V DC24V DC24V
NO.1 NO.20 NO.21 NO.40 NO.41 NO.170/NO.256
DC24V DC24V DC24V
(HNustration: Each light fixture represents one pixel, three channels)
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